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Kernel  Architecture  Manual 


Abstract:  This  document  contains  the  detailed  design  description  of  the  Kernel. 
The  overall  system  architecture  and  the  rationale  for  it  are  presented  as  relevant 
to  both  the  application  (i.e.,  the  external  view  of  the  Kernel)  and  the  Kernel 
maintainer  (i.e.,  the  internal  view  of  the  Kernel).  This  document  presents  the 
algorithms  and  data  structures  needed  to  implement  the  functionality  defined  in 
the  Kernel  Facilities  Definition.  This  document  also  contains  an  in-depth 
description  of  the  communication  protocol  used  by  the  Kernel,  both  the  network 
software  and  hardware  that  compose  the  DARK  testbed  at  the  SEI,  and  a  detailed 
enumeration  of  all  compiler  dependencies  exploited  by  Kernel  software.  This 
document  is  geared  toward  engineers  responsible  for  porting  and  maintaining  the 
Kernel  and  engineers  requiring  detailed  information  about  the  internals  of  the 
Kernel. 


I.  Overview 


1.  Introduction 

Part  I  of  this  document  describes  the  architecture  of  the  68020/TeleSoft  TeleGen2  version  of 
the  Distributed  Ada  Real-Time  Kernel  (DARK).  This  description  is  divided  into  the  following 
parts: 

•  Overview:  provides  a  top-level  architectural  view  of  the  Kernel  software  and 
hardware. 

•  Application  Interface:  describes  the  design  of  the  user-visible  portions  of  the 
Kernel.  The  user  invokes  Kernel  operations  via  this  interface  (found  in  Part  II.) 

•  Core  Kernel:  describes  the  design  of  the  internal  packages  of  the  Kernel.  These 
packages  implement  the  functionality  of  the  primitives,  but  are  not  visible  to  the 
user.  The  internal  Kernel  packages  are  described  in  Part  III. 

•  Communication  Subsystem:  describes  the  design  of  the  software  portion  of  the 
communication  network  implemented  for  the  DARK  testbed  (found  in  Part  IV). 

•  General  Utilities:  describes  the  design  of  the  general,  internal  support 
packages  used  by  the  Kernel  (found  in  Part  V). 

•  Target-Specific  Utilities:  describes  the  design  of  the  target-specific,  internal 
support  used  by  the  Kernel  (found  in  Part  VI). 

•  Debug  Utilities:  describes  the  testing  and  debugging  support  packages  used  in 
implementing  the  Kernel  (found  in  Part  VII). 

•  DARK  Testbed:  describes  the  target  hardware  configuration  on  which  the 
software  described  in  this  document  depends  (found  in  Part  VIII). 
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Ada  Compiler  Dependencies:  describes  the  interface  to  the  Ada  compiler  of  the 
Kernel  (found  in  Part  IX). 


The  packages  discussed  in  this  document  are  all  described  in  the  same  manner: 

•  A  stylized  picture  showing  the  exported  types,  operations,  and  exceptions  for 
the  package,  as  illustrated  in  Figure  1 . 

+ - + 


(  Exported  D»t*  Typ«/ Structure  ) 


I 

+ - + 

|  Exported  Proo«dux»/Fuxiction  | 

+ - + 

I 

<  Exported  Exception  > 


I  I 

+ - + 


Figure  1 :  Stylized  Package  Template 

•  A  general  discussion  of  the  package. 

•  For  each  visible  entry  in  the  package  and  each  major  internal  object  of  the 
package: 

1 .  General  remarks  about  the  object. 

2.  An  invocation  sequence  (where  appropriate). 

3.  PDL.  In  the  PDL,  italic  font  is  used  to  denote  abnormal  returns  or 
blocking  conditions. 

Some  of  the  packages  will  contain  data  flow  diagrams  (DFD)  illustrating  the  functioning  of 
the  package  in  the  overall  system  context.  The  notation  used  in  these  diagrams  is 
explained  in  Appendix  A. 


1.1.  Definition  of  Terms 

The  following  terms  and  their  definitions  are  intended  to  clarify  their  meaning  and  identify 
how  they  are  used  in  the  context  of  this  document. 

DARK  hardware.  All  of  the  hardware  equipment  used  to  build  the  processor  nodes 
and  ring  network. 

Datagram.  The  basic  unit  of  communication  between  a  Kproc  and  an  Nproc  at  the  ISO 
Data  Link  layer.  A  datagram  contains  an  application  or  Kernel  message  that  is 
transmitted  to  another  process. 

DARK  testbed.  Testbed  for  short;  comprises  all  of:  DARK  hardware,  host  computers, 
and  terminals. 
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Host  system.  Comprises  pVAX-ll  computers;  used  to  download  executable  images  to 
the  nodes  and  debug  Kernel  and  application  code  online. 

Kernel  processor.  Kproc  for  short;  one  of  two  processor  boards  located  on  a 
processor  node.  It  executes  the  Kernel  and  application  processes  and  provides  all  of 
the  computing  resources  for  the  node. 

Network  processor.  Nproc  for  short;  one  of  two  processor  boards  located  on  a 
processor  node.  It  has  been  programmed  and  configured  to  operate  as  a  network  port 
on  the  ring  network. 

Packet  The  basic  unit  of  communication  between  Nprocs  at  the  ISO  Physical  layer. 
Each  packet  comprises  32  bits  of  information:  8-bit  sender  address,  8-bit  receiver 
address,  and  16  bits  of  data.  The  Nproc  breaks  datagrams  into  packets  for  transfer 
across  the  DARK  network. 

Processor  node.  All  the  hardware  components  co-located  in  a  single  VME  chassis  to 
provide  the  functionality  of  a  single  part  of  a  distributed  processor  system.  It  includes  a 
parallel  interface,  two  processor  boards,  shared  memory  board,  and  chassis  hardware. 
The  term  node  is  synonymous  with  processor  node. 

Shared  Memory.  That  memory  in  a  processor  node  provided  by  the  shared  memory 
board.  It  is  accessible  by  both  the  Nproc  and  Kproc,  and  is  separate  from  the  local 
memory  on  each  processor  board. 
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2.  Software  Architecture  Overview 


The  detailed  architecture  of  the  Kernel  is  presented  in  the  parts  that  follow.  This  chapter  is 
an  overview  and  rationale  for  the  Kernel  software  architecture. 

When  viewed  as  a  single  entity,  the  Kernel’s  context  diagram  looks  like  that  shown  in  Figure 

2.  This  shows  that  the  Kernel  interfaces  with  four  external  entities: 

1 .  Application 

2.  Event  timer 

3.  Communication  subsystem 

4.  Real  time  clock 

Decomposing  the  context  diagram  one  level  (shown  in  Figure  3)  reveals  that  the  Kernel  is 
comprised  of  five  major  areas. 

1 .  Application  interface 

2.  Time  keeper 

3.  Datagram  management 

4.  Clock  interface 

5.  Core  Kernel 

The  Application  Interface  is  the  functionality  exported  by  the  Kernel  to  the  user.  These 
packages  are  shown  in  Figure  4  as  windows  extending  into  the  Kernel  (the  use  of  this 
interface  is  characterized  in  [KUM  89]).  The  packaging  structure  shown  in  Figure  4  was 
arrived  at  by  applying  the  following  design  goals: 

1 .  Closely  related  functions  grouped  together 

2.  No  cross  dependencies  between  user  visible  packages 

a.  to  allow  deletion  of  unneeded  functionality 

b.  to  allow  selective  replacement  of  functionality 

3.  Common  types  extracted  into  support  packages 

4.  Conditional  compilation  flags  to  control  Kernel-generated  exceptions 

5.  Generics  used  to  control  compilation  flags  and  tailorable  parameters 

Each  of  these  packages  is  discussed  in  more  detail  in  Part  II. 

The  Clock  interface,  Time  Keeper  and  Core  Kernel  represent  the  working  part  of  the 
Kernel.  These  packages  are  shown  inside  the  black  box  of  Figure  4.  These  packages  are 
structured  to  meet  the  following  design  constraints: 

1 .  Isolation  of  the  compiler-dependent  parts,  to  enable  rehosting  the  Kernel  on 
different  compilers. 

2.  Isolation  of  hardware-dependent  parts,  to  enable  rehosting  the  Kernel  on 
different  target  configurations. 
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3.  Isolation  of  the  Scheduler,  to  allow  different  scheduling  regimes  to  replace  that 
provided  by  the  DARK  project. 

4.  Isolation  of  network  initialization,  to  allow  for  different  network  startup  schemes 
to  replace  that  provided  by  the  DARK  project. 

5.  Selection  of  a  small  set  of  key  data  structures  with  which  to  drive  the 
execution  of  the  Kernel. 

These  packages  are  discussed  in  Part  III. 

The  final  piece  is  Datagram  Management.  This  package  is  also  inside  the  black  box  of 
Figure  4  and  is  the  Kernel's  interface  to  the  communication  subsystem  (thus  isolating  both 
the  application  and  the  Kernel  from  the  network).  This  piece  is  discussed  in  Part  IV. 
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3.  Hardware  Architecture  Overview 

The  DARK  prototype  has  been  developed  for  a  MC68020  microprocessor  target.  The 
prototype  hardware  configuration  uses  two  processors  per  node  on  the  network.  One 
processor  is  designated  the  Kernel  processor  (Kproc);  while  the  other  is  designated  the 
network  processor  (Nproc).  The  Nproc  is  responsible  for  low-level  communication  across 
the  network;  the  Kproc  is  responsible  for  all  other  Kernel  operations,  including  execution  of 
the  application  code. 

All  communication  between  nodes  in  the  network  is  via  datagrams.  One  implication  of 
datagram-based  communication  is  that  the  network  is  not  responsible  for  verifying  the 
correct  or  complete  delivery  of  messages  between  processes;  if  a  datagram  cannot  be  sent 
(or  received)  by  a  node  in  the  network  due  to  network  overload  or  data  transmission  errors, 
the  datagram  is  discarded,  and  the  sending  (and  receiving)  processes  receive  no  notification 
of  the  message’s  loss.  It  is  the  application  engineer’s  responsibility  to  build  any  needed 
message  validation  and  verification  into  the  application  code. 

Parts  IV  and  VIII  describe  all  the  software  and  hardware  necessary  to  implement  the 
datagram  communication  model  described. 


3.1 .  The  DARK  Testbed 

This  section  presents  a  high-level  overview  of  the  system  issues  of  the  DARK  testbed;  more 
details  can  be  found  in  Part  VIII. 

The  DARK  testbed  was  set  up  with  the  following  goals: 

•  Use  a  validated  Ada  compiler. 

•  Exemplify  a  typical  loosely  coupled  distributed  system. 

•  Facilitate  obtaining  performance  measurements. 

•  Use  hardware  components  compatible  to  those  already  in  use  at  the  SEI. 

The  DARK  testbed  comprises  a  set  of  distributed  processor  nodes  connected  by  a  network. 
Each  node  has  two  68020  processors:  the  Kproc  for  running  the  application  and  the  Kernel, 
and  the  Nproc  for  handling  node-to-node  communication  across  the  network.  Using  dual 
processor  nodes  allows  the  communication  needs  to  be  isolated  from  the  processing  needs 
of  the  node  and  simulates  a  number  of  real  world  applications  where  the  lowest  level  of 
interprocessor  communication  is  handled  by  special  hardware. 

3.1.1.  Target  Processor 

The  Motorola  68020  microprocessor  is  used  in  both  industry  and  military  systems  for  a 
variety  of  general-purpose  and  specialized  applications,  including  embedded  and  distributed 
real-time  systems.  It  is  a  popular  choice  for  hardware  designs  requiring  fast,  efficient,  and 
compact  processing. 
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There  are  several  Ada  cross  compilers  and  other  development  tools  available  for  the 
MC68020.  The  MC68020  is  available  on  several  board  formats,  such  as  Multibus  II  and 
VME  bus. 


3.1.2.  VME  Bus 

The  DARK  testbed  is  built  around  the  VME  board  format.  VME  is  a  standard  board 
supported  by  many  third-party  vendors.  A  large  variety  of  processors  and  peripheral 
devices  are  available  in  this  format.  The  VME  bus  specification  document  defines  the  VME 
bus,  which  specifies  the  type  of  board  connector,  number,  name,  and  type  of  control  and 
data  signals  available  at  the  connector;  and  the  protocol  for  interfacing  to  other  devices, 
including  interrupts,  and  read/write  accesses. 

The  VME  bus  is  used  in  the  DARK  testbed  to  couple  together  the  Nproc,  Kproc,  shared 
memory,  and  two  parallel  interface  boards  of  one  node. 

3.1 .3.  Host  Computers 

Four  clustered  pVAX-ll  computers  operate  as  host  to  the  DARK  target  processors.  They  are 
used  for  various  phases  of  software  development,  including  creating  and  editing  Ada  source 
modules,  compiling,  linking,  loading,  and  debugging. 

The  TeleSoft  TeleGen2  Ada  development  system  (see  [TeleSoft  88])  and  support  tools  are 
used  for  compile,  link,  loading,  and  testing  of  DARK  software. 

The  various  activities  for  programming  and  testing  the  target  software  can  be  carried  out  on 
the  host  remotely  over  the  SEI  Ethernet  at  user  terminals. 

Each  processor  node  is  connected,  either  directly  or  through  a  switch,  to  a  host  computer  by 
two  serial  lines  (see  Figure  5).  These  ports  are  for  downloading  and  debugging  executable 
images. 

3.1 .4.  Distributed  Network 

The  distributed  network  consists  of  processor  nodes  and  the  data  path  connecting  them. 
The  DARK  network  and  host  system  are  shown  in  Figure  6.  The  network  is  a  ring  with  four 
nodes,  providing  a  computing  resource  for  application  use. 


3.2.  Network  Processor 

The  Nproc  is  a  VME  board  with  a  Motorola  68020  microprocessor  running  at  20MHz,  as 
shown  in  Figure  7.1  It  is  the  part  of  a  processor  node  that  manages  network  communication 
for  the  Kernel. 


1 H  Is  identical  to  the  Kproc  for  ease  of  replacement  and  maintenance. 
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Figure  7:  Network  Processor  Hardware 
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The  Nproc  has  two  serial  ports  connected  to  the  host  system.  One  is  for  debugging;  the 
other  is  for  downloading  executable  images.  These  ports  are  connected  to  one  of  the  host 
machines. 

The  Nproc  uses  interrupts  to  communicate  with  the  Kproc  during  message  handling.  In  the 
current  DARK  implementation,  there  is  no  need  for  the  Kproc  to  interrupt  the  Nproc, 
although  the  hardware  configuration  does  permit  it. 

3.2.1.  Nproc-to-Nproc  Interface 

The  ring  network,  although  circular  in  topology,  is  not  continuous  and  relies  on  the  operation 
of  the  Nprocs  to  keep  information  moving.  The  network  is  formed  by  a  series  of 
Nproc-to-Nproc  interfaces.  A  packet,  the  basic  unit  of  information,  is  passed  from 
Nproc-to-Nproc  until  it  reaches  its  destination.  The  purpose  and  content  of  the  packets  are 
discussed  in  Part  IV. 

Figure  8  shows  the  components  of  all  four  nodes  and  how  they  are  connected.  Each  block 
corresponds  to  a  VME  board.  This  diagram  is  the  basis  for  the  following  discussion. 

The  network  hardware  consists  of  Nprocs,  parallel  interfaces  (ports),  and  flat  ribbon  cable 
segments.  Each  of  these  hardware  components  is  discussed  in  more  detail  in  Chapters  2 
and  1 1 ,  respectively.  Figure  9  illustrates  how  they  are  connected. 

For  example,  In  a  single  transfer,  the  sending  Nproc  moves  four  bytes  (one  packet)  of  data 
from  shared  memory  to  the  registers  of  the  out  parallel  port.  The  port,  in  turn,  transfers  the 
register  data  to  the  cable  segment  that  is  connected  to  another  (in)  parallel  port.  The  data 
are  captured  by  the  in  parallel  port  and  eventually  transferred  by  the  receiving  Nproc  to 
memory.  What  happens  to  the  packet  after  that  depends  on  whether  or  not  it  has  reached 
its  assigned  destination.  These  software  operations  are  discussed  in  Section  7.4. 

The  interface  between  the  Nproc  and  the  in  and  out  parallel  ports  is  interrupt-driven.  When 
a  packet  is  received  at  the  in  parallel  port,  the  port  raises  an  interrupt  that  is  serviced  by  a 
special  interrupt  handler  on  the  Nproc.  When  a  packet  is  successfully  transferred  to  an  out 
parallel  port,  it  too  raises  an  interrupt.  In  this  case,  however,  the  interrupt  is  to  indicate  the 
port  is  no  longer  busy. 

The  parallel  ports  used  provide  a  double  buffering  capability,  thus  permitting  faster 
operation.  Because  of  this  feature,  the  in  parallel  port  is  capable  of  latching  a  second 
packet  before  the  first  has  been  transferred  to  memory  by  the  Nproc,  and  the  out  parallel 
port  can  accept  a  second  packet  to  output  before  the  first  has  been  completely  accepted  by 
the  receiver  on  the  other  end  of  the  interface. 

Two  pairs  of  handshake  control  lines  and  special  read/write  sequences  make  up  the 
protocol  for  Nproc-to-Nproc  transfers.  A  32-bit  packet  is  moved  to  the  out  parallel  port  in 
4-byte  pieces.  The  hardware  is  designed  to  manipulate  the  handshake  lines  automatically 
when  the  bytes  are  written  into  the  respective  registers  in  a  specific  order.  The  result  of 
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doing  so  correctly  is  that  the  handshake  signal  causes  the  data  to  be  latched,  and  in  turn  an 
interrupt  is  generated  on  the  receiving  end.  There  are  two  sets  of  handshake  lines  between 
parallel  ports:  one  for  the  low  16-bits  and  one  for  the  high  16-bits.  They  both  operate  the 
same,  the  only  difference  being  that  the  high-order  set  is  involved  in  generating  the 
receiving  port’s  interrupt  after  the  last  byte  is  moved  into  the  port. 

3.2.1. 1.  Parallel  Interface 

The  parallel  interface  boards  provide  a  32-bit  data  path  between  two  adjacent  nodes  in  the 
ring  network.  Each  node  requires  two  of  these  interfaces,  as  shown  in  Figure  10.  One  is 
designated  the  in  port  and  the  other  the  out  port. 


Shared  PaTSlJl©J 


Figure  10:  Parallel  Interface  Hardware 

3.3.  Kernel  Processor 

The  Kproc  is  a  VME  board  with  a  Motorola  68020  microprocessor  running  at  20MHz,  as 
shown  in  Figures  11.  It  is  that  part  of  a  processor  node  where  the  Kernel  and  application 
execute. 

3.3.1.  Kproc-to-Nproc  Interface 

The  interface  between  the  Kproc  and  Nproc  is  established  using  the  VME  bus,  interrupts, 
and  shared  memory  accesses.  Both  processors  are  part  of  the  same  node  and  are 
attached  to  the  same  VME  bus  {see  Figure  8),  which  permits  one  processor  to  issue  an 
interrupt  to  get  the  attention  of  the  other. 

When  data  need  to  be  exchanged  between  the  Kproc  and  Nproc,  such  as  a  message  being 
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Figure  1 1 :  Kernel  Processor  Hardware 

sent  or  received,  the  Kproc  writes  into  the  shared  memory  to  send,  and  reads  from  the 
shared  memory  to  receive  (see  Figure  12).  The  Nproc  issues  an  interrupt,  which  is 
recognized  and  serviced  by  the  Kproc,  to  indicate  that  at  least  one  message  has  been 
received  and  has  been  placed  in  shared  memory.  Chapter  6  contains  a  more  detailed 
discussion  of  the  Kproc-to-Nproc  interface. 


Figure  12:  Kproc-to-Nproc  Interface 
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3.3.2.  Time  Synchronization  Bus  interface 

The  Kernel  uses  a  serial  interface  connected  to  all  of  the  Kprocs  to  implement  time 
synchronization.  Port  A  of  each  Kproc  is  connected  to  this  serial  interface,  called  the 
synchronization  (or  sync)  bus. 

Normally,  serial  interfaces  are  used  in  point-to-point  communications,  such  as  RS-232C. 
However,  if  the  line  drivers  for  the  serial  interface  are  RS-485/422  compatible,  such  as  those 
used  for  Port  A,  more  than  one  receiver  (called  a  slave)  can  be  serviced  by  a  sender  (called 
the  master).  This  capability  is  used  to  essentially  "broadcast”  the  notification  to  synchronize 
time  across  all  the  nodes. 

Initially,  the  Kernel  configures  all  the  Kprocs  as  slaves.  When  the  application  calls  the 
synchronize  time  primitive,  the  Kernel  asserts  Port  A  of  that  Kproc  as  master  and  sends  the 
new  time  information  to  all  the  other  nodes  on  the  sync  bus.  The  interrupt-driven  software 
on  the  slave  Kprocs  accept  the  new  time  and  continue  processing. 

3.3.3.  Non-Kernel  Device 

The  non-Kernel  device  may  be  connected  to  the  network  and  may  communicate  with  other 
portions  of  the  application  using  the  DARK  network  protocol.  This  requires  that  the 
non-Kernel  device  be  able  to  send  and  receive  the  32-bit  packets  used  to  communicate  via 
the  network.  For  a  non-Kernel  device  to  communicate  with  a  Kernel  device  requires  that  the 
non-Kernel  device  append  to  the  start  of  any  message  the  8-word  datagram  header  (shown 
in  Figure  13). 

All  of  the  fields  must  have  the  values  shown  in  Figure  13,  with  the  following  fields  specified 
by  the  non-Kernel  device: 

1.  Message  length:  size  of  the  message  in  bytes 

2.  From  node  addr:  the  network  address  of  the  non-Kernel  device 

3.  To  node  addr:  the  network  address  of  the  Kernel  device  receiving  the 
message 

This  is  the  minimum  information  needed  by  the  Kernel  on  the  receiving  node  (to  insure  the 
message  is  correctly  routed).  The  exact  format  of  a  datagram  is  discussed  in  Part  IV. 
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II.  Application  Interface 


This  part  defines  the  user  view  of  the  Kernel;  the  user  invokes  Kernel  operations  via  calls  to 
this  interface.  The  packages  in  this  section  parallel  the  primitives  and  requirements 
described  in  [KFD  89].  Please  refer  to  the  corresponding  sections  in  the  [KFD  89]  for 
additional  background  information. 


CMU/SEI-89-TR-19 


21 


1.  Alarm  Management 


For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition,  Chapter 
22.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  13. 


The  functioning  of  alarms  is  straightforward.  Setting  an  alarm  causes  a  countdown  timer  to 
be  initiated:  when  this  timer  reaches  0,  the  alarm_expired  exception  is  raised  in  the  setting 
process.  Three  situations  exist: 

1 .  If  the  process  is  executing  when  the  alarm  expires,  the  exception  is  raised  by 
the  Scheduler  immediately  after  the  alarm  expires. 

2.  If  the  process  is  blocked  or  suspended  when  the  alarm  expires  and  its  alarm 
resumption  priority  is  higher  than  that  of  the  current  running  process,  then  the 
Scheduler  preempts  the  current  running  process  and  immediately  raises  the 
alarmjexpired  exception  in  the  alarmed  process. 

3.  If  the  process  is  blocked  or  suspended  when  the  alarm  expires  and  its  alarm 
resumption  priority  is  lower  than  that  of  the  current  running  process,  then  the 
Scheduler  does  not  immediately  raise  the  alarm_expired  exception.  Rather, 
the  Scheduler  raises  the  alarm_expired  exception  sometime  later,  when  the 
process’s  alarm  resumption  priority  allows  it  to  become  eligible  to  run. 


Figure  1 4  illustrates  the  key  facets  of  Set_alarm.  In  this  scenario,  there  are  no  other 
pending  events. 
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1 .  The  application  invokes  set_alarm. 

2.  The  current  alarm  state  of  the  process  is  read  from  the  processjable  and 
error  checking  is  performed. 

3.  An  insertjevent  request  is  made  of  the  time_keeper. 

4.  The  alarm_event  is  enqueued  in  the  time_event_queue. 

5.  The  event  timer  is  configured  for  the  alarm. 

6.  The  process  table  is  updated  to  reflect  the  pending  alarm  event. 

7.  The  alarm  event's  internal  identifier  is  returned. 

8.  Control  returns  to  the  application. 

Figure  14:  Set  Alarm 
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1 .1 .  Set  Alarm 

1 .1 .1 .  Interface 

set_alann  (alarm  tuna 

resumption  priority) 


1.1.2.  PDL 

If  called  from  an  interrupt  handler  then 
raise  illegal__context 
Else 

If  an  alarm  event  is  pending  then 
Remove  the  pending  alarm  event 

Set  the  pending  exception  name  to  resetting_alarm 
End  if 

Insert  the  new  alarm  event 
End  if 


1 .2.  Cancel  Alarm 

1 .2.1 .  Interface 

cancel_alarm 

1.2.2.  PDL 

If  called  from  an  interrupt  handler  then 
raise  illegal_context 

Else 

If  an  alarm  event  is  pending  then 
Remove  the  pending  alarm  event 
Else 

Raise  no__alarm_set 
End  if 
End  if 
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2.  Communication  Management 
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For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition,  Chapter 
19.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  10.  This  package  contains  all  of  the  communication  primitives  needed  to  send  and 
receive  messages. 

The  send  primitives  support  acknowledged  and  unacknowledged  sends.  The 
Send_Message  primitive  is  non-blocking  and  is  considered  an  unacknowledged  send.  It 
does  not  generate  a  response  from  the  receiving  Kernel  when  the  receiver  receives  the 
message.  The  Send_Message_And_Wait  primitive,  on  the  other  hand,  is  considered  an 
acknowledged  send  and  can  block.  It  solicits  a  response  from  the  receiving  Kernel  when 
the  message  is  received  by  the  receiver.  As  with  all  blocking  kernel  operations,  a  timeout 
can  be  specified  so  the  application  can  control  the  length  of  time  it  is  blocked. 

The  ReceiveJMessage  primitive  blocks  if  there  are  no  messages  in  the  process’  input 
message  queue.  Here  again,  the  calling  process  can  specify  a  timeout  to  control  how  long  it 
is  blocked.  If  an  acknowledgment  is  required  for  a  received  message  then  the  Kernels  take 
care  of  it. 

Local  optimization  is  performed  when  the  receiving  and  sending  processes  are  on  the  same 
node.  When  a  call  to  SendJMessage  or  Send_Message_And_Wait  is  made  the  node  of  the 
sender  and  receiver  are  compared.  If  the  nodes  are  not  the  same  then  the  message  must 
be  sent  over  the  network  to  the  proper  node.  However,  if  the  nodes  are  the  same  then  the 
network  and  the  associated  overhead  can  be  avoided.  The  amount  of  processing  saved 
during  local  optimization  will  depend  on  whether  the  receiving  process  is  waiting  or  not. 

The  following  discussion  deals  with  the  different  situations  that  are  taken  into  consideration 
during  send  and  receive  (message)  processing.  Except  where  explicitly  stated,  all  the 
situations  apply  equally  for  remote  and  local  sends. 
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The  actions  taken  by  the  communication  management  to  successfully  send  and  receive  a 
message  will  depend  on  the  form  of  the  send  call  and  what  situation  the  receiving  process  is 
in  when  the  message  arrives.  The  following  paragraphs  describe  the  different  situation  that 
affect  the  processing  of  a  message. 

When  a  message  is  sent  the  receiver  is  specified.  Normally,  the  receiver  will  be  in  one  of 
several  possible  situations: 

1 .  Receiver  is  not  waiting 

2.  Receiver  is  waiting  with  no  messages  queued  for  it 

3.  Receiver  is  waiting  with  at  least  one  message  queued  for  it 

The  actions  that  result  in  each  of  these  cases  will  depend  on  whether  it  is  an  acknowledged 
or  unacknowledged  send.  And  furthermore,  if  it  is  an  acknowledged  send  the  actions  will 
depend  on  whether  the  specified  timeout  is: 

1 .  Not  specified, 

2.  Negative  and  zero,  or 

3.  Greater  than  zero. 

First,  consider  the  state  of  the  receiver  when  the  message  arrives.  If  the  receiver’s  current 
pending  activity  is  not  Receive_Pending  then  it  is  not  waiting  at  a  Receive_Message  call. 
On  the  other  hand,  if  the  pending  activity  is  receive_pending  then  it  will  be  either  blocked  on 
or  unblocked.  Waiting  and  blocked  means  no  other  message  have  been  received  that 
would  have  cause  the  receiver  to  be  unblocked  (changed  to  suspended).  Therefore,  the  new 
message  would  cause  the  receiver  to  be  unblocked.  Keep  in  mind  that  even  though  a 
receiver  is  unblocked  when  a  message  is  received  it  may  or  may  not  resume  execution  right 
away  depending  on  its  resumption  priority  relative  to  the  currently  running  process. 

If  the  receiver  is  waiting  but  not  blocked  then  that  means  it  has  apparently  been  unblocked 
already  due  to  a  previously  received  message  and  it  can  be  assumed  there  is  at  least  one 
message  on  its  msg  queue. 

In  the  cases  where  the  receiver  is  not  waiting  or  it  is  waiting  but  there  are  messages  already 
queued  for  the  receiver,  the  message  can't  be  copied  directly  into  the  receiver's  buffer.  The 
copy  will  have  to  take  place  later  when  the  receiver  dequeues  the  datagram  from  its  msg 
queue.  Otherwise,  if  the  receiver  is  waiting  and  no  other  messages  are  in  the  queue  the 
message  can  be  copied  directly  into  the  receiver's  buffer. 

Local  optimization  takes  place  in  varying  degrees,  depending  on  the  exact  situation.  Here 
are  two  important  optimizations  that  are  possible: 

1 .  Copy  sender’s  message  directly  into  the  waiting  receiver’s  buffer. 

2.  Pass  a  datagram  directly  from  send  processing  to  receive  processing. 

The  specified  timeout  value  in  an  acknowledged  send  dictates  the  response  from  the 
receiving  Kernel.  The  calling  application  specifies  a  timeout  value  less  than  or  equal  to  zero 
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to  be  NAKed  immediately  if  the  receiver  is  not  ready  to  receive  the  message  when  it  arrives. 
It  specifies  a  timeout  value  greater  than  zero  to  wait  for  a  certain  amount  of  time  before 
being  NAKed.  And,  finally,  it  does  not  specify  a  timeout  if  it  is  to  wait  forever  for  the  receiver 
to  receive  the  message.  Timeout  values  can  be  specified  as  an  elapsed  or  epoch  time. 


Here  is  a  summary  of  the  send  primitive  cases,  the  different  forms  of  the  acknowledged  and 
the  results: 

Desired  Result  Send  Message  £orm(s)  Timeout  Value 

Infinite  wait  Mot  applicable 

Send_Message_And_  Wait(. . .) 


Mo  wait 


Wait  until  X 


Wait  for  X 


X  <*  0 

Send_Message_And_Wait  (...  Timeout_At  =>  X,...) 
Send_Mes$age_And_Wait  (...Timeout_After  =>  X,...) 

X  >  Current  time 

Send_Message_And_Wait  (...Timeout_After  =>  X,...) 

x  >  0 

Send__Message_And_  Wait  (...  Timeout_At  =>  X,...) 
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2.1 .  Send  message 

2.1.1.  Invocation 

sendjmassage  ( 

receiving  process  identifier, 
message  tag, 
message  length, 
message  text) 

2.1.2.  PDL 

If  the  tool  interface  is  enabled 

Log  the  message  attributes  for  this  process 
Log  the  message  contents  for  this  process 
End  if 

Check  to  see  according  to  local  information  if  receiver  has  been 
declared  and  is  still  alive. 

If  receiver  is  not  ok  then 
call  scheduler 
Else 

If  receiver  is  the  same  node  as  sender  then 
do  local  optimization 
Else 

Send  a  process  datagram  to  receiver. 

Return  to  caller  without  blocking 
Endif 
Endif 


2.2.  Send  Message  and  Wait 

During  acknowledged  sends,  a  timeout  event  is  set  on  the  receiving  node  as  opposed  to  the 
sending  node.  If  the  timeout  expires,  the  receiving  node’s  Kernel  sends  a  negative 
acknowledgment  response.  Otherwise,  it  will  respond  with  a  positive  acknowledgment  when 
the  receiver  issues  a  ReceiveJMessage  and  the  message  is  copied  into  its  working  space. 

2.2.1.  Invocation 

send_massaga_and__wait  ( 

receiving  process  identifier, 
massage  tag, 
massage  length, 
message  text, 

resumption  priority  of  sender) 


or 


send_me s  sage__and  wait  ( 

receiving  process  identifier. 
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massage  tag, 
message  length, 
message  text, 
timeout  after, 

resumption  priority  of  sender) 


or 


procedure  send_message_and_wait  ( 
receiving  process  identifier, 
message  tag, 
message  length, 
message  text, 
timeout  at, 

resumption  priority  of  sender) 

2.2.2.  PDL 

If  the  tool  interface  is  enabled 

Log  the  massage  attributes  for  this  process 
Log  the  message  contents  for  this  process 
End  if 

Check  to  see  if  receiver  has  bean  declared  and 
is  still  alive  and 

call  has  not  been  made  from  an  interrupt  handler 
If  receiver  is  not  ok  then 
Call  scheduler 
End  if 

If  receiver  is  local  (on  the  same  node  as  the)  sender  then 
Indicate  sender  has  a  send  with  acknowledgment  pending 
Do  local  optimization 

Else  the  receiver  is  on  a  remote  node 

Indicate  sender  has  a  send  with  acknowledgment  pending 
Send  a  process  datagram  with  the  sender's  message  to  the 
receiver  on  a  remote  node 
Block  the  sender 
End  if 


2.3.  Receive  Message 

2.3.1.  Invocation 

raceive_message  ( 

sender  of  message, 
message  tag, 
message  length, 
message  buffer, 
buffer  size, 
resumption  priority, 
messages  lost) 
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or 


recaiva_massage  ( 

sender  of  matsaga, 
massage  tag, 
massaga  length, 
mas saga  buffer, 
buffer  size, 
resumption  priority, 
timeout  after, 
massages  lost) 


or 


procedure  receive_message  ( 
sender  of  message, 
massage  tag, 
message  length, 
message  buffer, 
buffer  size, 
resuxzption  priority, 
timeout  at, 
massages  lost) 

2.3.2.  PDL 

Perform  error  check  for: 
illegal  context  for  call 

If  there  is  a  datagram  on  the  process'  msg  queue  then 
If  datagram  has  been  optimized  then 

Do  local  receive  optimization 
Call  the  scheduler 

Else  datagram  is  from  a  remote  node 

Do  copy  action  that  includes  copying  message  from  datagram 

to  receiver's  buffer,  and  clearing  any  timeout  event 
and  sending  an  acknowledgment  for  acknowledged  sends 
Call  scheduler 
End  if 

Else  no  datagram  is  available 

Store  the  receiver's  buffer  address  and  size  in  the  process 
table  in  case  the  sender  uses  local  optimization 
If  a  receiver  timeout  is  specified  then 
Set  the  timeout  type 
Try  to  set  a  timeout  event 

Perform  error  check  for  no  timeout  event  set 
End  if 
Loop 

If  there  is  no  datagram  available  on  the  process'  msg  queue  then 
Set  the  receiver's  pending  activity  to  receive  fending 
Call  the  Scheduler  to  Block  the  receiver 
Else  a  datagram  is  available 

If  the  tool  interface  is  enabled 
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Log  the  massage  attribute*  for  this  process 
Log  the  massage  contents  for  this  process 
End  if 

If  datagram  has  been  optimized  then 
Do  local  receive  optimization 
Else  datagram  is  from  a  remote  node 

Do  copy  action  that  includes  copying  message  from  datagram 
to  receiver's  buffer,  and  clearing  any  timeout  event  and 
sending  an  acknowledgment  for  acknowledged  sends 
End  if 
Exit 
End  if 
End  loop 
Call  Scheduler 


2.4.  Allocate  Device 

2.4.1 .  Invocation 

allocate_davice_reeeivar  ( 

pid  of  process  to  receive  the  non-Karnel  device  massages, 
device  id  of  non-Kernel  device  originating  the  messages) 

2.4.2.  PDL 

If  the  indicated  device  is  a  Kernel  device  then 
raise  no  such  device 
Else 

Log  the  receiver  in  the  NCT  for  the  non-Kernel  device 
If  this  allocation  is  replacing  a  previous  allocation  then 
raise  replacing  old  allocation 
End  if 
End  if 


2.5.  Copy  Message 

2.5.1.  Invocation 

copyjmassage  ( 

datagram  to  copy, 
sender  of  the  datagram, 
message  tag, 
message  length, 
message  buffer, 
buffer  size, 
messages  lost) 
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2.5.2.  PDL 


Sat  out  parameter  from  datagram  headas  information 
Par form  arror  checks  for: 

RECEIVER  BUFFER  TOO  SMALL 

Copy  mas saga  from  datagram  to  buffar  to  receiver's  buffar 
Claar  racaivar's  ovarflow  status 

If  acknowladga  sand  and  sandar  has  a  send  with  ack  pending  than 
Send  a  kernel  datagram  to  acknowladga  sandar 
Claar  any  panding  activity  for  tha  sandar 
End  if 

Delete  datagram  from  racaivar's  msg  quaua 
Free  up  tha  datagram 

Claar  any  panding  activity  for  tha  racaivar 


2.6.  Do_Local_Send_Optimization 

2.6.1 .  Invocation 

do_local_send_optimization  ( 
racaivar  of  massaga, 
oparation, 
massaga  tag, 
massaga  langth, 
massaga  text, 
timeout , 

resumption  priority) 

2.6.2.  PDL 

If  racaivar  is  waiting  and  blockad  than 
Allocate  an  empty  datagram 
If  no  is  datagram  available  then 

If  massaga  is  an  acknowledged  sand  than 
Sat  message_not_recsived  exception 
End  if 

If  not  called  from  an  interrupt  handler  than 
Call  Scheduler 
Elsa 
return 
End  if 

Elsa  a  datagram  is  available 

Sat  tha  datagram  header  fields  from  input  parameters 
Indicate  local  optimization  is  taking  place 

Indicate  tha  sender's  massaga  has  already  bean  copied  to 
tha  racaivar's  buffar 

Perform  arror  chack  on  receiver' s  buffar  size 
Copy  from  sender's  buffar  to  racaivar's  buffar 
Claar  any  quaua  ovarflow  status 
Claar  any  panding  activity  for  tha  sandar 
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Enqueue  the  datagram 

Call  Scheduler  to  unblock  tha  receiver 
If  not  callad  from  an  interrupt  handler  then 
Call  Scheduler 

Else  it  was  called  from  interrupt  handler 
return 
End  if 
End  if 

Else  the  the  receiver  is  not  waiting  and  blocked  then 
Perform  message  queue  overflow  error  check 
If  timeout  is  less  than  zero  or  call  is  a  Send_Message  then 
Allocate  an  empty  datagram 
If  no  datagram  is  available  then 

if  Send_Message_And_  Wait  was  issued  then 
Clear  sender's  pending  activity 
Set  mzssagz_not_rzceived  exception  for  the  sender 
Call  Scheduler 
Else 

Call  Scheduler 
End  if 

Else  a  datagram  is  available 

Set  fields  of  the  datagram  header  with  input  parameters 
Indicate  local  optimization  is  taking  place 
If  Send_Message_And_  Wait  was  issued  then 

Indicate  receiver  needs  to  copy  the  message  from 
sender' s  buffer  to  its  buffer 
Set  the  sender's  buffer  address  in  the  datagram  for 
receive  message  processing 
Enqueue  the  datagram  on  the  receiver' s  msg  queue 
Indicate  the  sender' s  pending  activity  as  a  send 

WITH  ACKNOWLEDGMENT  PENDING 

Call  Scheduler  to  block  the  sender 
Else  send  issued  with  a  SendJMessage 

Indicate  receiver  needs  to  copy  the  message  from  the 
datagram' s  buffer 

Copy  message  from  sender's  buffer  into  datagram's 
buffer 

Enqueue  the  datagram  on  the  receiver' s  msg  queue 
End  if 
End  if 

Elsif  the  timeout  is  equal  to  zero  then 

Clear  any  pending  activity  for  the  sender 
Set  the  message_not_reczivzd  exception  for  the  sender 
Call  Scheduler  with  the  resumption  priority 
Else  the  timeout  is  greater  than  zero 
Allocate  a  zero  length  datagram 
If  no  datagram  is  available  then 
Clear  any  pending  activity 
Set  the  me s sage_not_rece IVED.  for  the  sender 
Call  Scheduler  with  the  resumption  priority 
Else  a  datagram  is  available 


CMU/SEI-89-TR-1 9 


33 


Sat  datagram  haader  fields  with  input  paramatars 
Indicata  local  optimization  is  taking  placa 
Zndicata  tha  racaivar  naads  to  copy  tha  mas saga  from 
tha  sandar's  buffer 

Sat  tha  sandar's  buffar  address  in  tha  datagram  for 
racaiva  massage  processing 
Try  to  sat  a  timeout  event 

If  tha  timeout  has  not  expired  (event  sat  ok)  than 
Sava  tha  queue  name  and  datagram  pointer  so  tha 
datagram  can  be  removed  if  tha  timeout  expires 
Sat  the  sender' s  pending  activity  to 

SIND  WITH  ACKNOWLEDGMENT  PENDING 

Enqueue  tha  datagram  on  tha  receiver' s  msg  queue 
Call  Scheduler  to  block  tha  sender 
Elsa  tha  timeout  has  expired  (no  event  sat) 

Clear  any  pending  activity  for  tha  sender 

Sat  tha  message_not_recsived  exception  for  tha  sender 

Free  up  the  datagram 

Call  Scheduler  with  tha  resumption  priority 
End  if 
End  if 
End  if 
End  if 


2.7.  Do_Local_Rcv_Optimization 

2.7.1 .  Invocation 

do_local_rcv_optimization  ( 
datagram  to  racaiva, 
sender  of  message, 
massage  tag, 
toes  saga  length, 
message  buffar, 
buffar  size, 
resumption  priority, 
timeout  value, 
has  timeout, 
mas  sagas_lo st ) 

2.7.2.  PDL 

Set  the  out  parameters,  such  as  message  tag,  massage  length,  and 
sender  from  the  appropriate  datagram  header  fields 
Perform  error  checks  for  butter  too  small  tor  message 
If  copy  prom  the  SENDER' s  BUTTER  is  required  then 

Using  the  sender  buffer's  address  passed  in  the  datagram  header 
Copy  message  from  sender's  buffer  to  receiver's  buffer 
Elsif  copy  prom  the  datagram's  BUTTER  is  required  then 

Copy  message  from  datagram  buffer  to  receiver's  buffer 
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Els*  NO  COPY  IS  NECESSARY 
Do  nothing 
End  i£ 

If  this  is  an  acknowledged  send  and  the  sender  has  a  send  with 
acknowledgment  pending  and  the  message  id  match  then 
Acknowledge  sender  by  clearing  any  pending  activity  for  sender 
Call  Scheduler 

Else  no  need  to  acknowledge 
Do  nothing 
End  if 

Delete  the  datagram  from  the  receiver's  msg  queue 
Free  up  the  datagram 
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3.  Hardware  Interface 


This  package  encapsulates  the  basic  Ada  types  in  a  form  that  is  more  transportable.  Since 
this  is  package  is  compiler  and  hardware  dependent,  the  issues  involved  in  this 
encapsulation  are  discussed  in  Part  IX  with  this  package  shown  in  Appendix  E. 


I 
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4.  Interrupt  Management 


For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition,  Chapter 
20.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  1 1 . 


Note:  in  all  cases,  an  "illegal  interrupt”  raises  a  CONSTRAINT_ERROR,  since  the  parameter 
(sub)  type  domain  is  the  domain  of  legal  interrupts.  Thus,  there  is  no  explicit  check  for  the 
legality  of  an  interrupt. 
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4.1.  Enable 


4.1.1.  Interface 

Enable  (interrupt  name) 

4.1.2.  PDL 

If  the  interrupt_owner  in  the  interrupt  table  is  not  application  then 
Raise  illegal_interrupt 
End  if 

If  handler  state  in  interrupt  table  is  not  bound  then 
Raise  illegal_interrupt 
End  if 

Set  interrupt  state  in  the  interrupt  table  to  enabled 
Set  interrupt' s  entry  in  the  Kernel  interrupt  vector  to  point  to 
the  user- supplied  interrupt  handler 


4.2.  Disable 

4.2.1 .  Interface 

Disable  (interrupt  name) 

4.2.2.  PDL 

If  the  interrupt_owner  in  the  interrupt  table  is  not  application  then 
Raise  illegal__interrupt 
End  if 

Set  interrupt  state  in  the  interrupt  table  to  disabled 
Set  interrupt's  entry  in  the  Kernel  interrupt  vector  to  point  to 
the  null  interrupt  handler 


4.3.  Enabled 

4.3.1 .  Interface 

Enabled  (interrupt  name) 
return  boolean 

4.3.2.  PDL 

If  the  inter rupt_owner  in  the  interrupt  table  is  not  application  then 
Raise  illegal_interrupt 
End  if 

Return  the  interrupt_state  field  of  the  interrupt  table 
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4.4.  Simulate  Interrupt 

4.4.1 .  Interface 

Simulate__interrupt  (interrupt  name) 

4.4.2.  PDL 

If  the  interrupt_owner  in  the  interrupt  table  is  not  application  then 
Raise  illegal^interrupt 
End  if 

If  the  interrupt_state  in  the  interrupt  table  is  not  bound  then 
Raise  illegal_interrupt 
End  if 

Set  interrupt_source  in  the  interrupt  table  to  internal 
Increment  interrupt__ne sting  level 
Begin  atomic 

Perform  an  indirect  call  of  the  interrupt  handler  pointed 
to  by  the  interrupt's  entry  in  the  interrupt  table 

Exception 

when  others  =*> 

handle  all  exceptions,  talcing  no  action  (to  simulate  the 
effect  of  an  unhandled  exception  in  a  real  interrupt 
processing) 

End  atomic 

Decrement  the  int err upt_ne sting  level 
Set  the  interrupt  source  to  be  External 
If  the  interrupt  can  preempt  then 
Schedule 

Else 

return  to  the  caller 
End  if 


4.5.  Bind  Interrupt  Handler 

4.5.1.  Interface 

bind_interrupt_handler  (interrupt  name, 

address  of  interrupt  handler  procedure, 
interrupt  can  cause  process  preemption) 
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4.5.2.  PDL 


If  the  inter nipt _ o wn er  in  the  interrupt  tamale  is  not  application  then 

Raise  illegal_interrupt 
End  if 

If  interrupt  handler  is  already  bound  «> 

Store  new  handler  address  in  the  interrupt  table 
Store  new  value  for  can_preempt  in  the  interrupt  table 
Raise  re-binding  interrupt  handler 

Else 

Insert  interrupt  name  into  interrupt  table 
Store  handler  address  in  the  interrupt  table 
Store  value  for  can_preempt  in  the  interrupt  table 
Set  handler  state  to  bound  in  the  interrupt  table 

If  the  interrupt  can  pr eampt  then 

Call  machine-dependent  routine  to  bind  a 
Else 

Call  machine -dependent  routine  to  bind  a 
End  if 
End  if 


"slow"  interrupt 
"fast"  interrupt 
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5.  Process  Attribute  Modifiers 


+- 

i 


|  Dis 
+ - 


Kill 


|  Sat  Process  Priority 
+ - 


|  Sst  Proci 
+ - 


is  Preemption 


Wait 


I 

-+ 

~+ 

I 

-+ 

-+ 

I 

-+ 


I 

+- 


For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition,  Chapter 
1 8.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  9. 
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5.1.  Die 

5.1.1.  Interface 

Dio 


5.1.2.  PDL 

If  called  from  an  interrupt  handler  then 
Raise  illegal_context 
End  if 

Purge_message_queue 

Release  all  claimed  semaphores 

Deallocate  any  non-Kernel  devices  assigned  to  this  process 

Schedule  (new  state  =>  dead) 


5.2.  Kill 

For  a  remote  process  kill,  a  special  Kernel-to  Kernel  message  is  formatted  and  transmitted 
to  the  node  hosting  the  process  to  kill.  See  Appendix  B,  Table  1 ,  for  the  exact  format  of  this 
message. 

5.2.1.  Interface 

Kill  (process  to  kill) 

5.2.2.  PDL 

If  the  process  to  kill  is  not  dead  then 
If  the  process  to  kill  is  remote  then 
Send_kernel_datagram  ( "kill_message " ) 

Else 

Remo  ve__pro  cess  (process  to  kill)  from  the  scheduler 

Pur ge_ma  s s  age_queue 

Release  all  claimed  semaphores 

Deallocate  any  non-Kernel  devices  assigned  to  this  process 
If  the  process  to  kill  is  the  current_running__process  then 
Schedule  (new  state  =>  dead) 

Else 

Xf  the  tool  interface  is  enabled 

Log  the  process  attributes  for  process  being  killed 
End  if 

Remove _process  (pid  =>  process  to  kill, 

new_state  =>  dead) 

End  if 
End  if 
Else 

null. . .the  process  to  kill  is  already  dead 
and  there  is  nothing  to  do 
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End  if 


5.3.  Set  Process  Priority 

Changing  the  priority  of  a  process  has  been  optimized  to  account  for  the  following  situations: 

1 .  Setting  the  priority  to  its  current  value  is  a  null  operation. 

2.  Raising  the  priority  of  a  process  does  not  affect  its  eligibility  to  run;  it  remains 
the  current_running_process. 

3.  Lowering  the  priority  of  a  process  may  cause  it  to  be  descheduled. 

5.3.1.  Interface 

set_process_jpriority  (new  process  priority) 

5.3.2.  PDL 

If  called  from  an  interrupt  handler  then 
Raise  illegal_context 
End  if 

If  there  is  no  change  in  priority  then 
return 
Else 

Schedule  (new  priority  =>  new  process  priority) 

End  if 


5.4.  Set_process_preemption 

Changing  the  preemption  of  a  process  has  been  optimized  to  account  for  the  following 
situations: 

1.  Setting  preemption  to  its  current  value  is  a  null  operation. 

2.  Setting  preemption  to  disabled  does  not  reschedule  the  process;  it  removes 
the  current  slice  event,  so  the  timeslice  doesn't  expire. 

3.  Setting  preemption  to  enabled  simply  calls  the  Scheduler  (which  selects  the 
highest  priority  process  -  if  it  is  the  invoking  process,  it  automatically  inserts  a 
slice  event).  Consequently,  setting  process  preemption  to  enabled  may  cause 
the  calling  process  to  be  descheduled. 

5.4.1.  Interface 

Sat_process_preamption  (new  process  preemption) 
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5.4.2.  PDL 


If  called  from  an  interrupt  handler  then 
Raise  illegal__contaxt 
End  if 

If  there  is  no  change  in  preemption  then 
return 

Else  if  the  current  preemption  is  enabled  and 
the  new  preemption  is  disabled  then 

If  time  slicing  is  enabled  then 
Ramove_event  (timaslice) 

End  if 

Set  the  preemption  to  disabled 
Else. . .the  current  preemption  is  disabled  and 
the  new  preemption  is  enabled 
Schedule  (new _preemption  =>  enable) 

End  if 

5.5.  Wait 

This  primitive  has  been  constructed  to  have  the  following  semantics: 

1 .  All  calls  to  wait  cause  the  Scheduler  to  be  invoked. 

2.  If  the  wait  is  for  a  future  time,  the  process  blocks  until  that  time  arrives. 

3.  If  the  wait  is  for  a  non-future  time,  no  wait  is  done,  but  the  process 
relinquishes  control  of  the  processor  and  may  be  descheduled.2 

5.5.1.  Interface 

Wait  (until  epoch  time, 

resumption  priority) 


or 


Wait  (for  elapsed  time, 

resumption  priority) 

5.5.2.  PDL 

If  called  from  an  interrupt  handler  then 
Raise  illegal__context 
End  if 

Insert_avent  (wait_timeout) 

If  the  event_identif ier  is  null  then  (waiting  for  a  non- future  time) 
If  there  is  no  change  in  priority  then 


2Thus,  if  two  processes  of  equal  priority  need  to  execute  in  a  co-routine  like  paradigm,  for  example,  a  wait  with 
a  time  of  0  may  be  used  to  switch  between  the  co-routine  processes,  see  Appendix  E  of  [KUM  89], 
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Remov*_process  ( cuxr  ant_running_jproces a ) 
•nd  if 

Schedule  (new _priority  =>  resumption  priority) 

fils* . . . th*  wait  is  for  a  f utur*  tim* 

Schedule  (new _priority  =>  resumption  priority, 
new_state  =>  blocked) 

find  if 


5.6.  Purge  Message  Queue 

5.6.1 .  Interface 

purga_massaga_queua  (process  identifier) 

5.6.2.  PDL 

Locate  the  message  queue  of  the  process  being  killed 
Cap  it  so  that  the  Kernel  immediately  rejects 
all  future  incoming  messages 
For  each  message  in  the  message  queue 

If  the  message  requires  an  acknowledgment  then 

Remove  the  timeout  event  associated  with  the  message 
Send_kernel_datagram  ("nak")  to  the  message  originator 
End  if 

Delete  the  message  from  the  message  queue 
Free  the  datagram  holding  the  message 
End  loop 

Free  the  current  send  buffer 
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6.  Process  Attribute  Readers 


I 

I 

I 


For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition,  Chapter 
18.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  9. 
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6.1.  Who  am  I 


6.1.1.  Interface 

who_am_i  return  proces evident ifier 

6.1.2.  PDL 

If  called  from  an  interrupt  handler  then 
Raise  illegal_context_for_call 
End  if 

Return  current_running_proceas 


6.2.  Name  Of 

6.2.1.  Interface 

name_of  (process  identifier) 

return  process  logical  name ...  as  a  string 


6.2.2.  PDL 


Return  the  logical_name  field  of  the  specified  process 
from  the  process  table 


6.3.  Get  Process  Priority 

6.3.1 .  Interface 

get  process  priority  return  priority 

6.3.2.  PDL 

If  called  from  an  interrupt  handler  then 
Raise  illagal_contaxt_f  or_^call 
End  if 

Return  priority  of  the  current__running_process 


6.4.  Get  Process  Preemption 

6.4.1.  Interface 

get_process  preemption  return  preemption  state 
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6.4.2.  POL 


If  called  from  an  interrupt  handlar  than 
Raise  illagal_contaxt 
End  if 

Rat  urn  praemption  status  of  tha  currant _ runnrng_procass 
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7.  Process  Managers 


— + 


For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition,  Chapter 
16.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  7. 
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7.1.  Declare  Process:  for  Kernel  Process 

7.1 .1 .  Interface 

Daclar  e__pr  ocas  s  (process  logical  nama) 

raturn  procasa  identifier 


7.1.2.  PDL 

If  calling  unit  is  not  tha  Main  Unit  than 
Raise  calling_unit__not_main_unit 
End  if 

Daclar  a_pr  ocas  s_r  aal_wor  k 


7.2.  Declare  Process:  for  non-Kernel  device 

7.2.1.  Interface 

Daclar a_jpr ocas s  (davica  logical  nama) 

raturn  procass  idantifier 


7.2.2.  PDL 

If  calling  unit  is  not  tha  Main  Unit  than 
Raise  calling_unit_not_main_unit 
End  if 

If  tha  davica  logical  nama  is  not  in  tha  HCT  than 
Raise  unknown_non_karnal_davice 
End  if 

Daclara_pr  ocas  s_real__wor  k 


7.3.  Create  Process 

The  act  of  creating  a  process  broadcasts  a  special  Kemel-to-Kemel  message.  The  exact 
format  of  this  message  is  shown  in  Appendix  B,  Table  1 . 

7.3.1.  Interface 

Craata__procass  (procass  idantifiar, 

address  of  tha  procass  coda, 
stack  siza  for  procass  local  data, 
massaga  queue  siza  as  number  of  massages, 
how  to  handle  massaga  queue  overflow, 
initial  priority, 
initial  preemption) 
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7.3.2.  PDL 


If  the  process  identifier  is  null  then 
Raise  illaqalprocess  identifier 
2nd  if 

If  calling  unit  is  not  tha  Main  Unit  than 
Raise  ealling_unit_not_nia  in_unit 
End  if 

If  procass  idantifiar  is  not  in  tha  process  table  than 
Raise  illegal_procass_identi£ier 
2nd  if 

If  process  being  created  was  declared  as  a  non-Kernel  device  then 
Raise  no_kernel_process_on__non_kernel_device 
2nd  if 

If  process  has  already  been  created  then 
Raise  process_alraady_craated 
2nd  if 

If  the  address  of  the  process  code  is  illegal  then 
Raise  illegal_process_address 
2nd  if 

Generate  the  process_index 
Allocate  the  stack  space 

Set  the  stack_low_address  field  in  the  process  table 

Set  the  8tack_high__address  field  in  the  process  table 

Set  the  priority  field  in  the  process  table 

Set  the  preemption  field  in  the  process  table 

Set  the  message_gueue_size  field  in  the  process  table 

Set  the  queue_o vex writ a_rule  in  the  process  table 

Set  the  xnessage__queue  field  in  tha  process  table  to  a  new. 

Create  the  call  frame  via  pr ocas s_encapsulat ion 
Insert  the  process  into  the  Scheduler 
Set  the  locally_ereatad  field  in  tha  process  table 
Broadcast  the  process  created  message 


7.4.  Declare_process_real_work 

The  PDL  below  embodies  the  following  design  issues: 

1 .  All  stack  address  are  longword  (i.e.,  32-bit)  aligned  due  to  hardware 
constraints. 

2.  The  stack  must  be  allocated  before  the  initial  call  frame  may  be  created 
herein. 
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7.4.1.  Interface 


daclar«__procass_raal_work  (procass  logical  nama, 

kind  of  procass) 

rat urn  procass  identifier 


7.4.2.  PDL 

If  the  procass  logical  nama  is  alraady  in  usa  than 
Raise  procass_alraady__axists 
End  if 

Craata  a  new  procass  table  entry 
If  there  is  insufficient  space  to  do  this  than 
Raise  insuf  f iciant_space 
End  if 

Log  the  procass  logical  name  in  the  procass  table  entry 
Log  the  kind  of  procass  in  the  process  table  entry 
Mark  the  procass  as  declared 

Enqueue  the  new  procass  table  entry  in  the  procass  table 


7.5.  Null _procedure 

This  procedure  is  used  by  create  process  if  a  user  error  is  detected  and  a  clean  recovery  in 
not  possible.  In  such  a  case,  Create_process  creates  a  truly  void  process. 

This  procedure  is  never  called;  it  does  nothing. 

7.5.1 .  Interface 

N/A 

7.5.2.  PDL 

Null 

7.6.  Calling_unitjs_main_unit 

The  PDL  below  embodies  the  design  issues: 

1.  During  processor/process  initialization,  the  Main  Unit  must  be  the 
null_process. 
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7.6.1 .  Interface 


calling_unit_i s_main_urvi  t  rtturn  bool* an 

7.6.2.  PDL 

Raturn  indication  whathar  or  not  tha  currant_running_jprocass 
is  tha  null_procass 

7.7.  Isjllegal 

This  function  tests  for  an  illegal  address  for  process  code.  As  this  may  be  highly  application 
specific,  a  simple  default  is  currently  implemented:  the  function  accepts  anything  as  a  legal 
address. 

7.7.1 .  Interface 

is_illagal  (addrass  to  tast) 
raturn  boolaan 

7.7.2.  PDL 

raturn  falsa 


CMU/SEI-89-TR-1 9 


53 


8.  Processor  Management 


For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition, 
Chapters  15  and  16.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel 
Facilities  Definition,  Chapters  6  and  7. 


The  implementation  of  processor  or  network  initialization  requires  that  a  number  of 
messages  be  exchanged  among  the  nodes.  The  exact  format  of  each  message  is 
described  in  Appendix  B,  Table  3. 


The  initialization  protocol  occurs  in  two  phases: 

•  Phase  1 :  where  the  Master  processor  verifies  the  connectivity  of  the  network. 
This  is  shown  in  Figure  15. 

•  Phase  2:  where  the  Master  processor  synchronizes  all  the  Kernel  clocks  and 
commences  process  creation.  This  is  shown  in  Figure  1 6. 

These  figures  illustrate  the  protocol  as  it  works  for  a  simple  two-node  network. 
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1.  lnitialize_subordinate processor  call  is  issued.  lnitialize_master__processor 
call  is  issued. 

2.  The  NCT  is  read  and  the  initialization  order  of  the  network  is  determined. 

3.  The  master_ready  message  is  sent  to  the  subordinate  via 
communication_management  and  busjo  over  the  communication  subsystem. 

4.  A  message  interrupt  arrives  at  the  subordinate. 

5.  The  master_ready  message  is  delivered  to  the  subordinate  via  busjo  and 
{communication_management}. 

6.  The  subordinate  responds  by  determining  the  size  of  the  NCT,  formatting  an 
nct_size  message  and  sending  it  to  the  Master. 

7.  A  message  interrupt  arrives  at  the  Master. 

8.  The  nct_size  message  is  delivered  to  the  Master. 

9.  The  subordinate  continues  its  response  by  reading  the  NCT,  formatting  an 
nct_entry  message  for  each  row  of  the  NCT,  and  sending  each  message  to 
the  Master. 

10.  A  message  interrupt  for  each  nct_entry  message  anrives  at  the  Master. 

1 1 .  Each  NCT_entry  message  is  delivered  to  the  Master. 

1 2.  The  Master  reads  its  copy  of  the  NCT  and  verifies  the  validity  of  the 
subordinate's  NCT. 

Figure  15:  Network  Initialization  Protocol:  Phase  1 
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1 .  The  Master  reads  the  current  time  of  day. 

2.  The  Master  sends  the  go  message  to  the  subordinate. 

3.  An  interrupt  arrives  at  the  subordinate. 

4.  The  go  message  is  delivered  to  the  subordinate. 

5.  The  subordinate  sends  a  go_acknowledge  message  to  the  Master. 

6.  The  subordinate  resets  its  local  clock  to  be  synchronized  with  the  Master's 
iocal  clock. 

7.  Control  returns  to  the  subordinate's  Main  Unit. 

8.  An  interrupt  arrives  at  the  Master. 

9.  The  go_acknowledgment  is  delivered  to  the  Master. 

10.  Control  returns  to  the  Master’s  Main  Unit. 

Figure  16:  Network  Initialization  Protocol:  Phase  2 
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8.1.  Initialize_master _processor 

8.1.1.  Interface 

initializ^master^processor  (current  time  of  day 

initialization  timeout) 


8.1.2.  PDL 

Phase  0 . 

Check  that  calling  unit  is  main  unit 

If  the  data  structures  have  not  yet  been  initialized  then 
Initialize  the  real  time  clock 
Initialize  the  process  table 
Initialize  the  scheduler 
Initialize  datagram  management 
Initialize  bus  io 
Initialize  the  time  keeper 

Indicate  that  the  data  structures  are  now  initialized 
End  if 

Determine_order 

Phase  1 . 

Tor  each  node  in  the  initialization  order  loop 

Lookup  the  process  index  for  the  main  unit  on  the  subordinate 
Insert  a  timeout  event 

Send  master_ready  message  to  the  subordinate 
Receive_nct 

Remove  the  timeout  event 

If  the  subordinate  is  needed  to  run  then 

If  the  subordinate ' s  NCT  matches  the  Master's  NOT  then 
The  subordinate  has  successfully  completed  phase  1 
Else 

The  subord  .nate  has  has  failed  to  complete  phase  1 
Broadcast  a  network  failure  message 
Raise  network_failure 
End  if 
Else 

If  the  subordinate's  NCT  matches  the  Master's  NCT  then 
The  subordinate  has  successfully  completed  phase  1 
Else 

The  subordinate  has  has  failed  to  complete  phase  1 
End  if 
End  if 

Exception 

When  the  timeout  expires  => 

The  subordinate  has  has  failed  to  complete  phase  1 
If  the  subordinate  is  needed  to  run  then 
Broadcast  a  network  failure  message 
Raise  an  exception 
End  if 

When  some  other  exception  occurs  => 

The  subordinate  has  has  failed  to  complete  phase  1 
If  the  subordinate  is  needed  to  run  then 
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Broadcast  a  network  failure  message 
Raise  net  work__f allure 
End  i£ 

End  loop 

Phase  2 . 

For  each  node  in  the  initialization  order  loop 
X£  the  subordinate  completed  phase  1  then 

Lookup  a  process  index  for  the  main  unit  on  the  subordinate 
Insert  a  timeout  event 
Format  a  go  message 

Send  go_enclosed  message  to  the  subordinate 
Wait  for  subordinate  to  respond 
Remove  the  timeout  event 

If  the  subordinate  is  needed  to  run  then 

I£  txie  response  is  a  go_acknowledgment  then 

The  subordinate  has  successfully  completed  phase  2 
Else 

The  subordinate  has  has  failed  to  complete  phase  2 
Broadcast  a  network  failure  message 
Raise  network_failure 
End  if 
Else 

If  the  response  is  a  go_acknowledgment  then 

The  subordinate  has  successfully  completed  phase  2 
Else 

The  subordinate  has  has  failed  to  complete  phase  2 
End  if 
End  if 

Exception 

When  the  timeout  expires  —> 

The  subordinate  has  has  failed  to  complete  phase  2 
If  the  subordinate  is  needed  to  run  then 
Broadcast  a  network  failure  message 
Raise  an  exception 
End  if 

When  some  other  exception  occurs  => 

The  subordinate  has  has  failed  to  complete  phase  2 
If  the  subordinate  is  needed  to  run  then 
Broadcast  a  network  failure  message 
Raise  network_failure 
End  if 
End  loop 

When  some  other  exception  occurs  => 

If  the  subordinate  is  needed  to  run  then 
Broadcast  a  network  failure  message 
Raise  network_failure 
End  if 
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8.2.  lnitialize_subordinate_processor 

8.2.1.  Interface 

in±'tiali.z«_subordi.na‘t«_proca88or  (initialization  timaout) 

8.2.2.  PDL 

Phase  0 . 

Check  that  calling  unit  is  main  unit 

I£  the  data  structures  have  not  yet  been  initialized  then 
Initialize  the  real  time  clock 
Initialize  the  process  table 
Initialize  the  scheduler 
Initialize  datagram  management 
Initialize  bus  io 
Initialize  the  time  keeper 

Indicate  that  the  data  structures  are  now  initialized 
End  i£ 

Phase  1 . 

Insert  a  timeout  event 

Wait  for  the  Master  to  send  a  master_ready  message 
Remove  the  timeout  event 

If  the  message  is  a  master_ready  message  then 
Send_nct 
Else 

Broadcast  a  network  failure  message 
Raise  network_failure 
End  if 

Exception 

When  the  timeout  expires  => 

Broadcast  a  network  failure  message 
Raise  an  exception 

When  some  other  exception  occurs  => 

Broadcast  a  network  failure  message 
Raise  network  failure 


Phase  2 . 

Insert  a  timeout  event 

Wait  for  the  Master  to  send  a  go_enclosed  message 
Remove  the  timeout  event 

If  the  message  is  a  go_enclosed  message  then 

Send  the  a  go_acknowledge  message  to  the  Master 
Reset  the  lo<.  -  j.  epoch  time 
Else 

Broadcast  a  network  failure  message 
Raise  network_failure 
End  if 

Exception 

When  the  timeout  expires  => 

Broadcast  a  network  failure  message 
Raise  an  exception 
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Exception 

When  some  other  exception  occurs  => 
Broadcast  a  network  failure  message 
Raise  network  failure 


8.3.  lnitialization_complete 

8.3.1.  Interface 

initial±zati.on_coxnplata  (final  initialization  timeout) 

8.3.2.  PDL 

Check  that  the  calling  unit  is  the  Main  Unit 

Insert  a  timeout  event 

Broadcast  the  init_complete  message 

Phase  1 . 

Determine  if  all  the  nodes  have  broadcast  their  init_complete  messages, 
this  is  done  by  looping  thru  all  the  nodes  in  the  NCT  while 
their  local  initialization  complete  flags  are  ”and"ed  together 
If  the  result  is  false,  then  the  loop  is  repeated  (since  the 
initialization  complete  messages  arrive  asynchronously) 

If  the  result  is  true,  then 

all  the  nodes  call  have  issued  a  call  to  initialization^complete 
and  continue  by  pruning  the  process  table  of  unneeded  entries 


Phase  2 . 

Initialize  the  process  table  iterator 
While  their  are  more  entries  to  process  loop 
Get  the  next  process  table  entry 
If  the  process  is  declared  then 

If  the  process  was  (remotely  created  and  locally  created)  or 
not  created  at  all  then 
Broadcast  network  failure 
Raise  net  wor)c_f  allure 
Else 

The  process  entry  is  correct 

Else... it  was  remotely  created  by  never  locally  declared 
Clear  the  entry  in  the  process  mapping  table 
Purge  the  entry  from  the  process  table 
End  loop 

If  the  resulting  process  table  is  too  large  then 
Broadcast  network  failure 
Raise  network  failure 
End  if 

Log  initialization  complete 
Remove  the  timeout  event 

Schedule  the  first  eligible  application  process 
Exception 
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When  the  timeout  expires  => 

Broadcast  network  failure 
Raise  an  exception 


8.4.  Determine_order 

8.4.1.  Interface 

determine_order 

8.4.2.  PDL 

For  each  node  entry  in  the  NCT  loop 

If  the  node  is  a  kernel  device  and  the  initialization  order  is  set  then 
Increment  the  participating  node  count 
Log  the  node  in  the  initialization  order 
End  if 
End  loop 

If  the  participating  node  count  is  zero  (indicating  no  explicit 
initialization  order  was  specified  by  the  user)  then 
For  each  node  entry  in  the  NCT  loop 

If  the  node  is  a  kernel  device  then 

Increment  the  participating  node  count 
Log  the  node  in  the  initialization  order 
End  if 
End  loop 
End  if 

Log  the  participating  node  count 


"  5.  Receive_nct 

8.5.1.  Interface 

recaive_nct  (expected  subordinate 

received  subordinate  net) 


8.5.2.  PDL 

Wait  for  a  message  from  the  subordinate 
If  the  message  is  not  an  nct_count  or 

the  wrong  subordinate  sent  the  message  then 
Raise  an  exception 

End  if 

Once  the  count  is  successfully  received  then  loop  until 
that  number  of  NCT  entries  is  received 
Wait  for  a  message  from  the  subordinate 
If  the  message  is  not  an  nct_entry  or 

the  wrong  subordinate  sent  the  message  then 
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Raise  an  exception 


End  i£ 

End  loop 

Return  the  received  NCT  to  the  Master 


8.6.  Send_nct 

8.6.1.  Interface 

send_nct  (master  processor) 

8.6.2.  PDL 

Send  the  size  (in  entries)  of  the  NCT  to  the  master  processor 
For  each  entry  in  the  NCT  loop 

Send  the  NCT  entry  to  the  Master  processor 
End  loop 
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9.  Semaphore  Management 


+ 


|  Claim 

+ - 

I 

+ - 

|  Ralaaaa 

+ - 

I 

+ 


For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition,  Chapter 
17.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  8. 
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9.1.  Claim 

9.1.1.  interface 

Claim  (aamaphora  nasw, 

resumption  priority) 

or 

Claim  (aamaphora  name, 
alapaad  timeout, 
resumption  priority) 


c '!»•»««  (semaphore  name, 
epoch  timeout, 
resumption  priority) 

9.1.2.  PDL 

If  called  from  an  interrupt  handler  then 
Raise  illegal_context 

Else  if  semaphore  already  claimed  by  this  process  then 
Raise  illegal__context 
End  if 

If  queue  depth  »  -1  then. . .the  semaphore  is  available 
Set  semaphore's  wait  queue  depth  to  0 
Schedule  (priority  =>  resumption  priority) 

Else 

Set  semaphore  pending  field  in  Process  Table 
Increment  the  semaphore's  wait  queue  depth  by  1 
Enqueue  process  in  the  semaphore' s  wait  queue 
If  a  timeout  was  specified  then 

Insert_event  (semaphore  timeout) 

End  if 

Schedule  (priority  =>  resumption  priority, 
state  =>  blocked) 

End  if 


9.2.  Release 

9.2.1 .  Interface 

Release  (semaphore  name) 
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9.2.2.  PDL 


If  called  from  an  interrupt  handlar  than 
Raise  illagal_context 

Else  if  samaphora  not  daimad  by  this  procass  than 
Raise  not_my_samaphora 
End  if 

If  tha  samaphora' s  wait  quaua  dapth  ■  0  *>  no  procass  is  waiting 
Sat  samaphora ' s  wait  quaua  dapth  to  - 1 
Set  wait  quaua  head  to  null 
Elsa 

Decrement  quaua  dapth  by  1 

Dequeue  process  from  the  semaphore's  wait  queue 
If  a  timeout  is  pending  than 

Remove_avant  (semaphore  timeout) 

End  if 

Clear  semaphore  pending  field  of  tha  dequeued  procass 
in  Procass  Table 

Insert  Process (dequeued  process)  into  Scheduler 
Schedule 
End  if 
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10.  Time  Globals 


(  Elap*ad_time 
(  Zaro_alaps  ed_t  ima 
(  Bpoch_tima 
(  Zaro_apoch_tima 
(  Int.agral_duxat.ion 
(  Tick*_per_second 


Cr aat e_alapsed_t  ima 
Cxeata_apoch_tima 
Second*  (2) 
Millisecond* 
Microsecond* 

"+"  (2) 

(2) 

(2) 

1?  j  if 

"<"  (2) 

"<="  (2) 

">"  (2) 

">«"  (2) 

Ba*e__tima 
To_a laps ad_t  ima 
To_apoch_t  ima 
To__ada_duration 
To  kernel  time 


66 


CMU/SEI-89-TR-1 9 


10.1.  Create_elapsed_time 

10.1.1.  Interface 

Creata_alapsed_time  (day,  second)  ratuzn  elapaed__tima 

10.1.2.  PDL 

Multiply  day  by  kamal__ti»a  for  1  day  (86400  second*) 

Convert  second  to  kemel_tima 

Add  to  result  of  multiplication 

Convert  result  from  karnel__tima  to  elapsed_tioe 

Return  elapsed_time  value 


1 0.2.  Create_elapsed_time 

10.2.1.  Interface 

Create_elapsed_time  (day,  second)  return  epoch_time 

10.2.2.  PDL 

Multiply  day  by  karnal_tima  for  1  day  (86400  seconds) 
Convert  second  to  karnel_tima 
Add  to  result  of  multiplication 

Convert  result  from  kernel_time  to  elapsed_time 
Return  epoch_time  value 


10.3.  Seconds 

10.3.1.  Interface 

Seconds  (an  Ada  duration)  return  alapsed__time 

or 


Seconds (an  integral  duration)  return  elapsed_time 

10.3.2.  PDL 

Convert  argument  to  kernel_time 
Convert  result  to  elapsed_time 
Return  elapsed_time 
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10.4.  Milliseconds 

10.4.1.  Interface 

Milliseconds  (integral  milliseconds)  return  elapsed_time 

10.4.2.  PDL 

Convert  integral  milliseconds  to  karnel_time 
Convert  result  to  elapsed_time 
Return  elapsed_time 


10.5.  Microseconds 

10.5.1.  Interface 

Microseconds (integral  microseconds)  return  elapsed_time 

10.5.2.  PDL 

Convert  integral  microseconds  to  karnel_time 
Convert  result  to  elapsed_time 
Return  elapsed_time 


10.6.  V 

10.6.1.  Interface 

"+"  (elapsed  time,  elapsed  time)  return  elapsed  time 


or 


"+"  (epoch  time,  elapsed  time)  return  epoch  time 

10.6.2.  PDL 

Convert  arguments  to  kernel_time 
Call  kernel_time . "+"  to  perform  operation 
Convert  result  from  Kemel_time  to  appropriate  type 
Return  converted  time  value 


10.7. 
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10.7.1.  Interface 

(elapsed  time,  elapsed  time)  return  elapsed  time 

or 

(epoch  time,  elapsed  time)  return  epoch  time 

or 

(epoch  time,  epoch  time)  return  elapsed  time 

10.7.2.  PDL 

Convert  arguments  to  kernel_time 
Call  kernel_time . " - "  to  perform  operation 
Convert  result  from  Kernel_time  to  appropriate  type 
Return  converted  time  value 

10.8. 

(elapsed  time,  integer)  return  elapsed  time 

or 

"*"  (integer,  elapsed  time)  return  elapsed  time 

10.8.1.  PDL 

Convert  arguments  to  kerne l_time 
Call  kernel_time . to  perform  operation 
Convert  result  from  Kernel_time  to  appropriate  type 
Return  converted  time  value 

io.9.  nr 

10.9.1.  Interface 

"/"  (elapsed  time,  integer)  return  elapsed  time 

10.9.2.  PDL 

Convert  arguments  to  kernel__time 
Call  karnal_tima . " / "  to  perform  operation 
Convert  result  from  Kernel_time  to  appropriate  type 
Return  converted  time  value 


CMU/SEI-89-TR-1 9 


69 


10.10.  "<" 

10.10.1.  Interface 

"<"  (elapsed  time,  elapsed  time)  return  boolean 


or 


"<"  (epoch  time,  epoch  time)  return  boolean 

10.10.2.  PDL 

Convert  arguments  to  kernel_time 

Call  kernel_time . "<"  to  perform  comparison 

Return  result 


10.11.  "<=" 

10.11.1.  Interface 

"<a”  (elapsed  time,  elapsed  time)  return  boolean 

or 

"<="  (epoch  time,  epoch  time)  return  boolean 

10.11.2.  PDL 

Convert  arguments  to  kernel_tima 

Call  kernel_time . to  perform  comparison 

Return  result 


10.12.  ">" 

10.12.1.  Interface 

">"  (elapsed  time,  elapsed  time)  return  boolean 


or 


”>"  (epoch  time,  epoch  time)  return  boolean 

10.12.2.  PDL 

Convert  arguments  to  karnel__time 

Call  kernel_time . to  perform  comparison 

Return  result 
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10.13.  ">=" 


10.13.1.  Interface 

">m"  (elapsed  time,  elapsed  time)  return  boolean 

or 

">«="  (epoch  time,  epoch  time)  return  boolean 

10.13.2.  PDL 

Convert  arguments  to  kerne  l_tima 

Call  karnel_time .  ">*="  to  perform  comparison 

Return  result 


10.14.  Base_time 

10.14.1.  Interface 

base_time  return  epoch_tima 

10.14.2.  PDL 

Return  base  time  value 


10.15.  Toepochtime 

10.15.1.  Interface 

To_epoch_time  (kernel  time)  return  epoch  time 

10.15.2.  PDL 

Convert  argument  to  epoch_time 
Return  converted  value 


10.16.  To_e!apsed_time 

10.16.1.  Interface 

To  alapsed_tima  (Acs  duration)  return  elapsed  time 

or 

To_elapsed_time  (Ada  duration)  return  elapsed  time 


CMU/SEI-89-TR-19 


10.16.2.  PDL 


Convert  argument  to  elapsed_time 
Return  converted  value 


10.17.  to_ada_du ration 

10.17.1.  Interface 

To_ada_duration  (elapsed  time)  return  ada  duration 

10.17.2.  PDL 

I£  elapsed  time  is  not  in  range  -86400  seconds  to  +86400  seconds  then 
Raise  constraint_error 
Else 

Compute  multiple  o£  DURATION' SMALL  not  greater  than 
the  elapsed  time 
Convert  the  result  to  duration 
Return  converted  value 
End  i£ 


10.18.  To_kernel_time 

10.18.1.  Interface 

To_kernel_tima  (elapsed  time)  return  kernel_time 

or 

To_kernel_time  (epoch  time)  return  kernel_time 

10.18.2.  PDL 

Convert  argument  to  kernel_time 
Return  converted  value 
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For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition,  Chapter 
21 .  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  12. 


See  Chapter  6  for  a  detailed  discussion  of  the  implementation  of  synchronize. 
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11.1.  Adjust  Elapsed  Time 

11.1.1.  Interface 

adjuBt_alap8ad_time  (adjustment) 

i 

11.1.2.  PDL 

If  adjustment  would  result  in  a  negative  time  of  day  then 
Raise  illegal_alapsed_time  exception 
Else 

adjust_elapsed_time  (adjustment)  via  time_keeper 
End  if 


1 1 .2.  Adjust  Epoch  Time 

11.2.1.  Interface 

adjust_epoch_time  (new  time  of  day) 

11.2.2.  PDL 

If  the  new  time  of  day  is  meaningless  (i.e.,  less  than  zero)  then 
Raise  illegal_time_of_day  exception 
Else  if  the  new  time  of  day  has  already  occurred  then 
Raise  ok_but_tima_already__passed 
Else 

reset_epoch__time  (new  time  of  day)  via  time_keeper 
End  if 


11.3.  Read  Clock 

11.3.1.  Interface 

read_clock  return  current  time  of  day 

11.3.2.  PDL 

return  get_time  via  Clock .  gst_t a, me 


11.4.  Synchronize 
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1 1 .4.1 .  Interface 


synchronize  (timeout,  resumption_priority) 

11.4,2.  PDL 

Allocate  synchronization  bus 
If  allocated  then 

Read  current  time  of  day 

Sand  current  time  of  day  to  all  other  nodes 
Else 

Set  the  except ion_name  to  sync_’ n_jprogress 

Schedule  (new  priority  =>  resumption  priority) 

End  if 
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12.  Timeslice  Management 


+- 

i 


|  Sat:  Timaalica 
+ - 


|  Knabla  Tima  Slicing 
+ - 


Diaabla  Tima  Slicing 
I 

+ - 


-+ 

I 

-+ 

-+ 

I 

-+ 

-+ 

I 

-+ 


For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition,  Chapter 
18.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  9. 
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12.1.  Set  Timeslice 


This  primitive  does  not  affect  the  currently  pending  slice_expiration  event.  The  next  slice 
event  uses  the  new  slice  quantum. 

12.1.1.  Interface 

Set_timeslice  (new  quantum) 

12.1.2.  PDL 

If  illegal_quantum_enabled  then 

If  the  new_quantum  <  minimum_time_slice  then 
Raise  illegal_quantum 
End  if 
End  if 

If  the  n ew_quant van  <  miniimun_time__«iice  then 
Set  timeslice__duration  :■  minimum_t ime_«lice 
Else 

Set  timeslice_duration  :*  new  quantum 
End  if 


12.2.  Enable  Time  Slicing 

If  time  slicing  is  currently  enabled,  then  this  primitive  performs  no  action. 

1 2.2.1 .  Interface 

Enable_time_slicing 

12.2.2.  PDL 

If  time_slicing_enaJsled  is  false  <*> 

Set  time_slicing_enabled  to  true 

If  the  current_running_process  is  preemptable  *> 

Set  slice_event_id  :*  Insert_event  (slice  expiration) 
End  if 

Else 

Mull 
End  if 
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12.3.  Disable_time__slicing 

12.3.1.  Interface 

Di.sablA_ti2M__sli.cxng 

12.3.2.  PDL 

If  tin»a_slieing__anablad  is  trua  => 

Sat  ti2M__slicing__anablad  to  falsa 
Ramo  va__a  vant  ( slic  a_a v ant_id ) 

Elsa 

Mull 
End  if 
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13.  Tool  Interface 


(  Proo**(  Attributes 


(  Hassag*  Attributaa 


(  Hasaaga  Contanta 


(  Maaaaga  Langtb 


|  Bagin  Collaotion 
+ - 


Caaaa  Collaotion 


|  Siza  of  Procaaa  Tabla 
+ - 


|  Raad  Procaaa  Tabla 
+ - 


I  Raad  Intarrupt  Tabla 

+ - 

I 

+ - 


-+ 

I 

-+ 

-+ 

I 

-+ 

-+ 

I 

-+ 

-+ 

I 

-+ 

-+ 

I 

-+ 


For  a  description  of  the  functionality  of  this  pacKage,  see  Kernel  Facilities  Definition,  Chapter 
23.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  14. 


The  tooljnterface  package  defines  the  user  visible  access  to  the  Kernel’s  internal 
functioning.  Three  types  of  per-process  attributes  are  available: 

1 .  process  attributes 

2.  message  attributes 

3.  message  contents 

Each  of  these  attributes  is  defined  in  more  detail  below.  This  package  simply  turns  on  and 
off  the  collection  of  tool  data;  it  does  not  perform  any  of  the  actual  collection  or  pressing. 
Additional  information  on  the  collection  of  tool  interface  data  can  be  found  in  Chapter  14. 
The  format  for  a  tool  interface  message  is  shown  in  Table  4. 
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13.1.  Process  Attributes 


13.1.1.  PDL 


type  process_attributa*_antry 
id: 

state : 

tiine_state_change : 
currant_priority : 
currant_preexoption : 
alarmjpending : 

pr Imi tive _ identity : 

primitive__raturn_status : 
and  racord; 


is  racord 

procass  identifier; 

procasa  atata; 

apoch_tima; 

priority; 

preemption; 

boolean; 

Xarnal_priaiitiva_name_type  ; 
Jcernel_except  ions ; 


13.2.  Message  Attributes 

13.2.1.  PDL 

type  message_attributes_antry  is  racord 

sender_process_id :  full__procas  s_id; 

racaivar_jprocasa__id :  £ull_jprocess_id; 

maa8aga_langth :  messaga_langth_type; 

massage_tag:  mas  saga _ tagtype; 

tima_Kernel_got_massage:  epoch_tima; 
and  record; 


13.3.  Message  Contents 

13.3.1.  PDL 

type  massaga_contants_typa  is  array  (hw__natural  range  <>)  of  hw_byte; 


13.4.  Message  Length 

13.4.1.  PDL 

massage_length :  array  (range  o£  par-procass  attributes) 
o£  xnassaga_langth_typa; 
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13.5.  Begin  Collection 

13.5.1.  Interface 

procedure  bogm _ collection  (process  on  which  to  start  coilacting  data, 

mas saga  tag  for  this  information, 
typa  of  information  to  collact) 

13.5.2.  PPL 

Zf  the  process  id  of  the  process  to  monitor  is  bad  then 
Ignore  the  request 
Else 

Mark  the  tool  interface  as  enabled  for  the  process 
Log  the  tool  process 
Log  the  message  tag 
End  if 


13.6.  Cease  Collection 

13.6.1.  Interface 

procedure  end__collection  {process  on  which  to  stop  collecting  data, 

type  of  information  to  stop) 


13.6.2.  PDL 

If  the  process  id  of  the  process  to  monitor  is  bad  then 
Ignore  the  request 
Else 

Clear  the  tool  process 

If  none  of  the  individual  tool  attributes  are  still  active  then 
Mark  the  tool  interface  as  disabled  (if  none  of  the  individual 
End  if 
End  if 


13.7.  Size  of  process  table 

13.7.1.  Interface 

Function  size_of_process_table 

return  number_of_entr-  .s_in_process_table 
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13.7.2.  PDL 

Raturn  tha  siza  of  tha  procass  tabla 
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13.8.  Read  Process  Table 

This  operation  is  atomic  so  that  a  time-consistent  snapshot  of  the  Process  Table  is  obtained. 

13.8.1.  Interface 

procedure  read_process_table  (the  ustr'i  process  table  buffer, 

the  last  entry  filled  In  by  the  copy) 


13.8.2.  PDL 

Begin  atomic 

Initialize  a  process  table  Iterator 

While  there  are  more  entries  In  the  process  table  loop 
Get  the  next  entry  In  the  process  table 
Store  It  In  the  caller's  copy 
End  loop 

Mark  the  end  of  the  process  table 
End  atomic 


13.9.  Read  Interrupt  Table 

13.9.1.  Interface 

procedure  read_interrupt__table  (the  user's  Interrupt  table  buffer) 

13.9.2.  PDL 

Copy  the  Interrupt  table  for  Kernel  space  to  user  space 
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III.  Core  Kernel 


The  packages  described  in  this  part  are  not  directly  visible  to  application-level  code;  but  they 
are  the  means  by  which  the  functionality  of  the  visible  interface  is  achieved. 
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1 .  Bus  I/O 


+- 

i 


(  Datagram  Rapraaantation 


(  Karaal  Operation 


(  Karnal  Taga 


f  Xniti.ali.za 
+ - 


|  Sand  Prooaaa  Datagram 
+ - 


Sand  Karnal  Datagram 


|  Raoaivt  Blind  Haaaaga 
+ - 


Multi  Sand 


I 

+- 


-+ 

I 

-+ 

-+ 

I 

-+ 

-+ 

I 

-+ 

-+ 

I 

-+ 


This  package  is  Kernel’s  interface  to  tne  network  processor  (NProc).  As  such,  it  is 
responsible  for  formatting  datagrams  for  transmission  over  the  network  and  receiving 
datagrams  transmitted  by  other  nodes  in  the  network. 


There  are  five  message  types  in  the  system  (the  exact  format  of  each  of  these  messages  is 
in  Appendix  B): 

•  Non-Kernel  message:  A  datagram  sent  by  a  non-Kemel  device.  This  is  a 
user-level  operation  and  the  data  contained  in  such  a  message  is  deposited  in 
the  allocated  receiver’s  message  queue. 

•  Blind  send:  A  datagram  sent  without  expectation  of  message  receipt 
confirmation.  This  is  a  user-level  operation  and  the  data  contained  in  such  a 
message  is  deposited  in  the  specified  receiver’s  message  queue. 

•  Acknowledged  Send:  A  datagram  sent  with  the  expectation  that  an 
acknowledgment  will  be  returned.  This  is  a  user-level  operation,  and  the  data 
contained  in  such  a  message  is  deposited  in  the  specified  receiver's  message 
queue. 
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•  Kernel  Message:  A  datagram  sent  by  one  Kernel  to  its  counterpart  on  another 
node.  These  messages  are  handled  entirely  within  the  receive  datagram 
interrupt  handler  of  the  receiving  Kernel.  Associated  with  these  messages  is  a 
set  of  message  tags  that  supply  additional  information: 

•  Ack:  user  message  received  correctly  by  destination  process  (sender's 
process  ID  and  message  id  are  part  of  the  message  contents). 

•  Nak:  user  message  not  received  by  destination  process  (sender's 
process  ID  and  message  id  are  part  of  the  message  contents). 

•  Nak  -  Process  Dead:  user  message  not  received  by  destination  process 
because  it  has  terminated  (sender’s  process  ID  and  message  id  are  part 
of  the  message  contents). 

•  Info  -  Process  Dead:  Kernel  or  user  message  not  received  by  destination 
process  because  it  has  terminated. 

•  Kill  Process:  a  request  to  terminate  a  locally  executing  process. 

•  Network  Failure:  a  fatal  communication  error  has  been  detected. 

•  Initialization  Complete:  a  node  in  the  network  has  completed  its 
initialization  sequence. 

•  Process  Created:  a  node  in  the  network  has  successfully  created  a  local 
process. 

•  Initialization  Protocol  Message:  a  datagram  sent  during  initialization  by  one 
Kernel  to  its  counterpart  on  another  processor.  These  messages  are  deposited 
in  the  "message  queue"  of  the  Main  Unit  for  processing  by  the  Kernel  primitives 
that  implement  the  initialization  protocol.  Associated  with  these  messages  is  a 
set  of  message  tags  that  supply  additional  information: 

•  Master  Ready:  the  Master  processor  is  ready  to  commence  the 
initialization  protocol. 

•  NCT  Enclosed:  a  subordinate  processor  has  sent  its  NCT  to  the  Master 
Processor. 

•  Go  Enclosed:  the  Master  processor  has  told  a  subordinate  process  to 
commence  process  creation. 

•  Go  Acknowledgment:  a  subordinate  proci  csor  has  acknowledged  its 
receipt  of  the  Go  message. 

The  appearance  of  initialization  complete  and  process  created  in  the  Kernel 
message  tags  and  not  as  initialization  protocol  message  tags  requires  some  elaboration. 
First,  while  these  tags  are  associated  with  initialization  messages,  their  receipt  by  a 
processor  does  not  correspond  with  a  waiting  primitive  call  by  the  recipient  (as  does  the 
handshaking  implemented  by  the  initialization  protocol  messages).  Second,  since  there  is 
no  corresponding  primitive  to  capture  these  messages  and  process  them;  this  processing  is 
best  done  in  the  message  interrupt  handler  of  the  receiver.  Finally,  this  partitioning 
facilitates  subsequent  implementation  of  dynamic  network  configuration  (at  the  process  and 
processor  levels). 
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1 .1 .  Initialize 


1.1.1.  Invocation 

Initialize 

1.1.2.  PDL 

Bind  Recaive_datagram_interrupt__handlar  to  the 
interprocessor  interrupt 
Enable  interproceseor  interrupts 


1 .2.  Send  Process  Datagram 

1 .2.1 .  Invocation 

send_process_datagram  ( 
message  receiver, 
message  operation, 
timeout , 
message  tag, 
message  identifier, 
message  length, 
massage  text) 

1.2.2.  PDL 

Allocate  an  empty  datagram 
If  a  datagram  is  available  then 

If  called  from  an  interrupt  handler  then 
Set  sender ' s  pid  to  null 

Else 

Set  sender's  pid  to  current_running_process 
End  if 

Fill  in  datagram  header  information  from  parameters 
Copy  from  the  sender' s  buffer  to  the  datagram' s  buffer 
Enqueue  the  datagram  on  the  output  queue 
Else 

Null. . .do  nothing 
End  if 


1 .3.  Send  Kernel  Datagram 
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1.3.1.  Invocation 


send_karnel_datagram  ( 
massage  sender, 
mas saga  racaiver, 
mas saga  operation, 
timeout , 
mas saga  tag, 
mas saga  identifier, 
mas saga  langth, 
mas saga  taxt) 

1.3.2.  PDL 

If  receiver  is  a  non-karnal  davica  than 

Return . . . Kernel  mas sagas  don't  go  to  non-Karnel  devices 
End  if 

Allocata  an  ampty  datagxam 
If  a  datagram  is  available  than 

If  callad  from  an  interrupt  handler  than 
Sat  sandar's  pid  to  null 

Elsa 

Sat  sandar' s  pid  to  cur rant_running_pr ocas s 
End  if 

Fill  in  datagram  haadar  information  from  paramatars 
Copy  from  tha  sandar' s  buffer  to  tha  datagram' s  buffer 
Enqueue  tha  datagram  on  tha  output  queue 
Elsa 

Null ...  do  nothing 
End  if 


1 .4.  Receive  Datagram  l/H 

1 .4.1 .  Invocation 

N/A 

1.4.2.  PDL 

While  there  are  massages  waiting  for  tha  K-Proc 
Dequeue  a  mas saga 
Casa  massage  oparation  is 

Whan  non-Karnel  massage  m> 
Receive_non_Jcernel_message 
Whan  blind  sand  *■> 

Raceive_blind_mas saga 
Whan  acknowledged_send  »> 
Raceive_ackad_message 
Whan  kernal__massaga  ■> 

Racaiva_kamal_mas  saga 

I  _ 
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When  initialization_protocol_massaga  ■> 

Indicate  racaivar  has  racaiva_panding 
Racaiva_Blind_massaga 
Whan  sync  protocolmassaqa  ■> 

null  --  thasa  ara  handlad  explicitly  alsawhara... 
End  Casa 
End  if 
End  Loop 


1 .5.  receivenonkernelmessage 

1.5.1.  Interface 

racaiva_non_karnal_massaga  (incoming  datagram) 

1.5.2.  PD L 

Parfozm  arror  procassing  for : 

No  procass  assignad  to  tha  non-karnal  davica  for  racaiving  massagas 
Racaivar  procass  is  daad 
Racaivar  mas saga  quaua  is  full 

Enquaua  datagram  on  tha  racaivar' s  massaga  quaua 
If  racaivar  is  waiting  than 
Schedule  (new_state  =>  suspended) 

Elsa 

Null 
End  if 


1 .6.  Receive  Blind  Message 

1.6.1.  Invocation 

racaiva_blind_massaga  (incoming  datagram) 

1.6.2.  PDL 

If  tha  racaiving  procass  is  daad  than 

If  tha  sandar  is  not  an  intarrupt  handlar  than 

Sand  a  Karnal-to-Karnal  informational  massaga  back  to  tha 
sandar' s  noda  that  tha  racaivar  is  daad 
End  if 

Traa  up  tha  datagram  buffar 

Elsif  tha  racaivar' s  incoming  massaga  quaua  is  full  than 
Indicata  tha  racaivar' s  massaga  quaua  has  ovarflowad 
If  racaivar' s  ovarwrita  rula  is  drop  nawast  massaga  than 
Traa  up  tha  datagram  buffar 

Elsa 
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Mull ...  do  nothing 
End  i£ 

Els* 

Enqueue  *  datagram  on  th*  receiver's  msg  quaua 
If  r*c*iv*r  is  waiting  than 
Schedule  (new_state  =>  suspended) 

End  if 
End  if 


1 .7.  Receive  Acked  Message 

1 .7.1 .  Invocation 

r*c*iv*_ack*d_massag*  (incoming  datagram) 

1.7.2.  PD L 

If  th*  receiving  procass  is  d*ad  than 

If  tha  sandax  is  not  an  intarrupt  handlar  than 

Sand  a  Karnal-to-Karnal  informational  massag*  back  to  tha 
sandar ' s  noda  that  tha  racaivar  is  daad 
End  if 

Fra*  up  tha  datagram  buffar 

Elsif  th*  racaivar' s  incoming  massaga  quaua  is  full  than 
Indicat*  th*  racaivar' s  massag*  quaua  has  ovarf lowed 
If  racaivar'*  overwrite  rule  is  drop  nawast  massag*  than 
Fraa  up  th*  datagram  buffar 
Elsa 

Mull. . .do  nothing 
End  if 

Elsa 

Enqueue  a  datagram  on  th*  receiver' s  msg  quaua 
If  racaivar  is  waiting  at  a  receive  massaga  call  and 
it  is  also  blocked  than 

Enqueue  datagram  on  racaivar ' s  msg  quaua 
Sand  an  acknowledgment  to  tha  sandar 
Schedule  (new_state  =>  suspended) 

Elsif  tha  timeout  is  lass  than  zero  than 
Enquau*  datagram  on  racaivar' s  msg  quaua 
Indicate  racaivar  is  has  a  sand  with  ack  pending 
Elsif  tha  timeout  is  zero  than 

Sand  a  negative  acknowledgment  to  tha  sandar 
Fraa  up  th*  datagram  buffar 
Elsa 

Try  to  sat  a  time  event 
If  no  event  was  sat  than 

Sand  a  negative  acknowledgment  to  th*  sandar 
Fraa  up  datagram 

Els* 

Enqueue  datagram  on  racaivar'*  massaga  queue 
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Sava  point ar  to  datagram  ao  it  can  ba  ramovad  if  tha  avant 
axpiras . 

Indicata  tha  sandar  has  a  sand  with  ack  panding 
End  if 
End  if 
End  if 


1 .8.  Receive  Kernel  Message 

It  is  possible  for  a  process  to  perform  a  send_message_and_wait  operation  and  then  to 
terminate  before  the  acknowledgment  is  received.  Since  all  operations  involving  a  dead 
process  are  meaningless,  all  acknowledgments  to  a  dead  process  are  ignored.  Also,  the 
Kernel  makes  no  attempt  to  inform  other  Kernels  of  this  condition,  preferring,  instead,  for  a 
process  to  make  a  subsequent  attempt  to  communicate  with  the  dead  process. 

Also  note  that  it  is  possible  for  two  (or  more)  different  processors  to  create  the  same 
process,  but  that  condition  is  not  detected  by  this  procedure.  The  reasons  being  that  this 
condition  is  caught  either: 

•  When  the  second  processor  attempts  to  create  the  process,  for  the  case  when 
the  two  creations  don’t  occur  simultaneously. 

•  When  all  the  processors  have  signaled  initialization  complete,  for  the  case 
when  the  two  creations  occur  simultaneously. 

The  situation  is  easy  to  detect,  since  a  remote  process  should  not  have  any  Scheduler  state 
on  the  local  processor. 

1.8.1.  Invocation 

racaiva_Karnal_massaga  (Incoming  datagram) 

1.8.2.  PDL 

Obtain  tha  massaga  tag  from  tha  massaga  haadar 
Casa  massaga_tag  is 
Whan  ack  *> 

If  tha  racaivar  (tha  massaga  originator)  is  waiting  for  an 
acknowladgmant  and  tha  massaga  id  matchas  than 
Schedule  (new_state  =>  suspended) 

End  if 
Whan  nak  *> 

If  tha  racaivar  (original  msg  sandar)  is  waiting  for  an 
acknowladgmant  and  tha  massaga  id  matchas  than 
Satup  to  raisa  tha  No_Massaga_Racaivad  axcaption 
Schedule  (new_state  =>  suspended) 

End  if 

Whan  nak  -  process  dead  ■> 

Indicata  that  tha  spacifiad  procass  (procass  to  which  tha  msg  was 
sant  to)  is  daad. 
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If  the  receiver  (original  mag  sender)  is  waiting  for  an 
acknowledgment  and  the  message  id  matches  then 
Setup  to  raise  the  Receiver_Dead  exception 
Schedule  (new_state  =>  suspended) 

End  if 

When  info  -  process  dead  ■> 

Indicate  that  the  specified  process  is  dead. 

When  kill  process  “> 

Kill  the  specified  process 
When  Process  Created  «> 

Obtain  process  name  from  message 

If  the  process  has  not  already  been  declared  then 
Do  the  processing  for  declaring  the  process 
End  if 

Map  the  global  and  local  identifiers 

When  Initialization  Complete  «> 

Set  the  processor  identifier 
Indicate  initialization  conqplete 

When  Network  Failure  «■> 

Mull 
End  Case 


1 .9.  Multi  Send 

This  procedure  is  used  only  to  broadcast  "Network  Failure"  messages  to  all  the  nodes 
capable  of  receiving  the  message. 

1.9.1.  Invocation 

multi_send  ( 

message  sender, 

message  operation, 
message  tag, 
message  length, 
message  text) 

1.9.2.  PDL 

For  all  of  the  nodes  that  are  not  either  the  local  node  and 
are  Kernel  devices  loop 

Send  a  kernel  datagram  with  the  provided  message  tag 
End  loop 
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2.  Clock 


The  real-time  clock  is  implemented  using  one  of  the  timers  available  on  the  MZ8305  board, 
see  Part  VIII  for  a  more  detailed  discussion  of  the  actual  timer  hardware.  Using  this  timer 
allows  the  Kernel  to  have  a  time  base  independent  of  the  Ada  runtime  and  achieve  a 
resolution  of  2  ps. 


Time  is  represented  as  a  64-bit  signed  value.  This  representation  consists  of  two  parts: 

1 .  Hardware:  the  lower  24  bits  of  the  time  and  is  updated  autonomously  by  the 
timer  hardware  at  a  2  ps  rate. 

2.  Software:  the  upper  40  bits  of  the  time  and  is  updated  by  the  clock  interrupt 
handler  every  2 **  clock  ticks,  i.e.,  every  16  seconds. 


When  the  clock  is  read,  the  low  24  bits  of  the  time  are  read  from  hardware  and  added  to  the 
upper  40  bits  to  produce  the  full  64-bit  time  value.  See  Chapters  10  and  7  for  additional 
time  details. 


94 


CMU/SEN89-TR-1 9 


2.1.  start  clock 


2.1 .1 .  Interface 

staxt_dock  (currant  tima  of  day) 

2.1.2.  PDL 

Sava  tha  basa  apoch  tima 

Bind  tha  intarrupt  handlar  for  tha  clock 
Initializa  tha  timar  that  functions  as  tha  clock 

2.2.  stop_clock 

2.2.1 .  Interface 

stop_clock 

2.2.2.  PDL 

Disable  the  interrupt  of  the  clock' s  timer 

2.3.  get_time 

2.3.1.  Interface 

gat_tima  rat urn  currant  tima  of  day 

2.3.2.  PDL 

Get  a  copy  of  the  upper  40  bits  of  the  elapsed  time 
Read  the  lower  24  bits  from  timer  (clock/  counter  register 
If  the  elapsed  time  has  rolled  over  then 
it  happened  somewhere  between  reading  the  hardware  and  software  portions 
of  the  current  time... so,  assume  that  the  call  hit  the  rollover  point 
exactly  and  return  the  current  value  of  elapsed  time  as  the  current  time 

return  the  current  time  of  day  (as  computed  by  the  clock  interrupt  handler) 
Else,  there  was  no  roll  over,  so 

Convert  the  timar  count  into  microseconds 
Add  it  into  the  64-bit  representation  of  time 
Return  the  current  time  of  day 
End  if 
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2.4.  adjust_elapsed_time 

2.4.1 .  Interface 

ad  just__alapsad_tima  (adjustment) 

2.4.2.  PDL 


Read  the  current  software  time 

Compute  new  time •:  =  current  software  time  +  adjustment 
Begin  atomic 

Read  the  current  software  time  again 
If  the  two  software  times  are  not  the  same  then 
a  clock  interrupt  has  occurred 

Compute  new  time  .=  current  software  time  +  adjustment 
End  if 

Save  the  new  software  time 
End  atomic 


2.5.  adjust_epoch_time 

2.5.1.  Interface 

ad j u s t_epo ch_t ime  (new  time  of  day) 

2.5.2.  PDL 

Compute  delta  time  :=  new  time  of  day  - 

time  of  day  when  clock  was  started 
Ad just_elapsed_time  by  the  delta  time 

Reset  the  the  current  time  of  day  to  the  new  time  of  day 


2.6.  clock_interrupt_handler 

2.6.1.  Interface 

clock_interrupt_handler 

2.6.2.  PDL 

Acknowledge  the  timer  interrupt 
Increment  the  current  time  of  day 
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3.  Context  Switcher 


This  package  is  hardware-dependent  and  compiler-dependent.  It  must  understand  the 
register  structure  of  the  underlying  hardware  and  the  conventions  used  by  the  Ada  compiler. 
This  package  is  responsible  for  providing  the  mechanisms  needed  to  save  a  process 
context  (when  an  interrupt  occurs  or  a  context  switch  occurs)  and  to  restore  a  saved 
process  context  (when  the  Scheduler  selects  a  process  for  execution). 
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3.1 .  Save  Context 


3.1 .1 .  Interface 

Save_context  (procaci  identifier) 

3.1.2.  PDL 

Set  Context  saved  field  of  process  table  to  by_call 
Pop  PC  off  interrupt  stack 

Copy  PC  into  current  running  process's  context  save  area 
Pop  status  register  off  interrupt  stack 

Copy  status  register  into  current  running  process's  context  save  area 
Copy  live  registers  into  current  running  process's  context  save  area 


3.2.  Resume  Process 

3.2.1.  Interface 

Resume_context  (process  identifier) 

3.2.2.  PDL 

Copy  live  registers  from  current  running  process's  context  save  area 
Set  saved  context  to  none 

If  an  exception  is  pending  for  this  process  “> 

Raise  exception  via  Exception  Raiser 

Else 

Execute  return  instruction  to  resume  process 
End  if 


3.3.  Switch  Processes 

3.3.1.  Interface 

Switch_processes  (old  process  identifier, 

new  process  identifier) 


3.3.2.  PDL 

Save^contexu  (old  process  identifier) 

Set  current  running  process  to  new  process  identifier 
Pesume_process  (new  process  identifier) 
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4.  Exception_Raiser 


This  package  interfaces  with  the  Ada  compiler  primitives  that  raise  and  propagate 
exceptions. 


All  the  possible  Kernel  exceptions  are  contained  in  package  Kemel_exceptions  and 
documented  in  the  Kernel  User’s  Manual. 
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4.1 .  Raise  Exception 

4.1 .1 .  Interface 

Raiae^exception  (excaption  name) 

4.1.2.  PDL 

Case  Exception  name  ia 
When  . . .  *> 

Raise  indicated  exception 
When  ...  ■> 


End  caae 
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5.  Internal  Process  Management 
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This  package  collects  together  a  number  of  loosely  related  activities  that  support  process 
creation. 


While  the  process  identifier  is  used  to  reference  a  process  locally,  it  is  not  suitable  for  use  in 
identifying  processes  remotely  (because  it  is  an  access  type).  Thus,  each  process  has  a 
locally  unique  process  number  (a  16-bit  integer),  that,  when  appended  to  the  node  number 
where  the  process  is  executing,  gives  a  globally  unique  32-bit  process  index.  These  process 
numbers  are  created  and  doled  out  by  this  package. 

Second,  each  Main  Unit  is  treated  by  the  Kernel  as  an  executing  process.  Since  the  user 
does  not  explicitly  create  them  as  such,  they  are  "created"  internally  by  the  Kernel  during 
initialization.  This  allows  all  the  Kernel  facilities  built  to  support  user  processes  to  be  applied 
in  support  of  the  Main  Unit  and  processor  initialization. 

Finally,  one  additional  internal  process  is  created:  a  time  burner.  This  process  has  a  priority 
lower  than  any  user  process  and  can  only  run  when  other  user  processes  on  the  node  are 
blocked  or  dead.  This  process  allows  for  a  more  efficient  scheduling  algorithm,  since  there 
is  never  a  situation  where  no  process  is  eligible  to  run.  It  also  allows  the  user  to  put  in  place 
code  that  measures  idle  time  on  a  processor  or  runs  some  other  appropriate  background 
work. 
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5.1 .  Get_next _process_number 

5.1 .1 .  Interface 

g*t_n*xt_pr  oca  ss_n  umber  return  proctta  number 

5.1.2.  PDL 

Coinput*  th*  next  available  proceas  number 
Return  th*  valu*  to  tha_ caller 
Exception 

wh*n  any  exception  occurs 
propagat*  th*  *xc*ption 


5.2.  Get_null_process_number 

5.2.1.  Interface 

g*t_null_proc* s «_numb«r 

return  process  number  for  null  process 

5.2.2.  PDL 

Return  the  process  number  reserved  for  th*  null  process 


5.3.  Create_internal_process 

This  procedure  does  an  abbreviated  declare  and  create  for  processes  that  the  Kernel  needs 

to  create  internally. 

5.3.1.  Interface 

cr  *at*__int  arnal_j?r  oces  s 

(node  where  the  process  resides 
process  number 
local  process  indicator 
process  name 
initial  process  priority 
coda  address) 
return  process  identifier 

5.3.2.  PDL 

Reference  declare_proc*ss  and  create__proc*ss  for  a  detailed  exposition 
on  the  functioning  of  this  code.  The  primary  differences  are  that  the 
code  assumes  sufficient  space  exists  to  create  the  processes  and 
it  has  preset  values  for  the  user  options . 
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5.4.  Create_kernel_processes 

5.4.1 .  Interface 

craata_karnel_procassas 

5.4.2.  PDL 

For  each  noda  la  tha  network  loop 
If  tha  noda  la  this  noda  than 
Craata  tha  local  Main  Unit 

Elsa 

Craata  tha  ramota  Main  Unit 
End  If 
End  loop 

Craata  tha  time  burner  process 
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6.  Kernel  Interrupt  Management 
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6.1.  Enable 


6.1.1.  Interface 

£nabla  ( interrupt  nan) 

6.1.2.  PDL 

Sat  interrupt  *tata  in  tha  intarmpt  tabla  to  anablad 
Sat  interrupt ' s  antry  in  tha  Kaxnal  intarrupt  vactor  to  point  to 
tha  ucar- suppliad  intarrupt  handlar 


6.2.  Disable 

6.2.1.  Interface 

Diaabla  (intarrupt  nama) 

6.2.2.  PDL 

Sat  intarrupt  stata  in  tha  intarrupt  tabla  to  disablad 
Sat  intarrupt' •  antry  in  tha  Karnal  intarrupt  vactor  to  point  to 
tha  null  intarrupt  handlar 


6.3.  Enabled 

6.3.1 .  Interface 

Enablad  (intarrupt  nama) 
raturn  boolaan 

6.3.2.  PDL 

Raturn  tha  intarrupt_stata  fiald  of  tha  intarrupt  tabla 


6.4.  Simulate  Interrupt 

6.4.1 .  Interface 

Sixoulata__intar rupt  ( intarrupt  nama ) 
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6.4.2.  PDL 


Sat  intarrupt_sourca  in  tha  intarmpt  tabla  to  intarnal 
Incraxnant  intarrupt_na#ting  laval 
Bagin  atomic 

Parform  an  indiract  call  of  tha  intarmpt  handlar  point  ad 
to  by  tha  intarmpt' s  antsy  in  tha  intarmpt  tabla 

Excaption 

whan  othars  <■> 

handla  all  axcaptiona,  talcing  no  action  (to  simulata  tha 
affact  of  an  unhandlad  axcaption  in  a  raal  intarmpt 
pr ocas sing) 

End  atomic 

Dacramant  tha  intarmpt_nasting  laval 
Sat  tha  intarmpt  sourca  to  ba  Extarnal 
If  tha  intarmpt  can  praampt  than 
Schedule 

Elsa 

raturn  to  tha  callar 
End  if 


6.5.  Bind  Interrupt  Handier 

6.5.1 .  Interface 

bind_intarrupt_handlar  (intarmpt  nana , 

adds  ass  of  intarmpt  handlar  procadura, 
intarmpt  can  causa  procass  praampt  ion) 

6.5.2.  PDL 

Insart  intarmpt  nans  into  Intarmpt  tabla 
Stora  handlar  addrass  in  tha  intarmpt  tabla 
Stora  valua  for  can_praampt  in  tha  intarmpt  tabla 
Sat  handlar  stata  to  bound  in  tha  Intarmpt  tabla 

If  tha  intarmpt  can_praampt  than 

Call  machina- dapandant  routina  to  bind  a  "slow"  intarmpt 

Elsa 

Call  machina -dapandant  routina  to  bind  a  "fast"  intarmpt 
End  if 
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7.  Kernel  Time 


7.1.  Seconds 

7.1.1.  Interface 

Seconds (an  Ada  duration)  return  kernel  time 

7.1.2.  PDL 

Multiply  the  Ada  duration  by  1_000_000 
Divide  result  by  16384  --  DURATION' SMALL 
Return  resulting  kernel  time 

7.1.3.  Interface 

Seconds (an  integral  duration)  return  kernel_time 

7.1.4.  PDL 

Multiply  the  Ada  duration  by  1_000_000 
Return  resulting  kernel  time 


7.2.  Milliseconds 

7.2.1 .  Interface 

Milliseconds (integral  milliseconds)  return  elapsed_time 

7.2.2.  PDL 

Multiply  the  integral  milliseconds  by  1_000 
Return  resulting  kernel  time 


7.3.  Microseconds 

7.3.1.  Interface 

Microseconds (integral  microseconds)  return  elapsed_time 

7.3.2.  PDL 

Sign  extend  the  integral  microseconds  to  64  bits 
Return  resulting  kernel  time 
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7.4.  "+" 

7.4.1.  Interface 

"+"  (kernel  tine)  return  kernel 

7.4.2.  PDL 

Return  argument  as  result 

7.4.3.  Interface 

"+"  (kernel  time,  kernel  time)  return  kernel  time 

7.4.4.  PDL 

Add  low  order  32  bits  unsigned 

Add  with  carry  high  order  32  bits  signed 

Trap  on  hardware  overflow 

Return  64  bit  result 


7.5. 


t«  tv 


7.5.1.  Interface 

(kernel  time)  return  kernel 

7.5.2.  PDL 

Negate  64  bit  argument  and  return 

7.5.3.  Interface 

(kernel  time,  kernel  time)  return  kernel  time 

7.5.4.  PDL 

Subtract  low  order  32  bits  unsigned 
Subtract  with  borrow  high  order  32  bits  signed 
Trap  on  hardware  overflow 
Return  64  bit  result 
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7.6. . 


7.6.1.  Interface 

(LBS  *>  kernel  time,  RHS  *>  integer)  return  kernel  time 

7.6.2.  PDL 

If  RHS  <  0  then 
LBS  -LBS 
RHS  :»  -RBS 
End  if 

Multiply  low  32  bits  of  LBS  by  RBS  unsigned 
store  the  64  bit  result 
Multiply  high  32  bits  of  LBS  by  RBS  signed 
store  the  32  bit  result 
Trap  on  overflow 
Add  two  partial  products  signed 
Trap  on  overflow 
Return  64  bit  result 


7.6.3.  Interface 

(LBS  *>  integer,  RHS  *>  kernel  time)  return  kernel  time 

7.6.4.  PDL 

As  above,  interchanging  LBS  and  RBS 


7.7.  7" 

"/"  (LHS  «>  kernel  time,  RBS  “>  integer)  return  kernel  time 

7.7.1.  PDL 

If  RBS  <  0  then 
LBS  -LBS 
RBS  :■  -RBS 

End  if 

Divide  high  32  of  LHS  by  RBS  signed,  giving  ql  and  rl 

If  high  32  bits  of  LBS  <  0  than 
ql  ql  -1 

rl  RBS  +  rl 

end  if 

Divide  rl, LBS. low  by  RBS  double  length  unsigned,  giving  qO  and  rO 
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Return  ql,qO  as  the  64  bit  result 


7.8.  "<" 

7.8.1.  Interface 

"<"  (LBS  *>  kernel  tine,  RBS  =>  kernel  time)  return  boolean 

7.8.2.  PDL 

If  high  32  bits  of  LHS  <  high  32  bits  of  RHS  then  —  signed  comparison 
return  true 

Elsif  high  32  bits  of  LHS  >  high  32  bits  of  RHS  then  —  signed  comparison 
return  false 
Else 

If  low  32  bits  of  LHS  <  low  32  bits  of  RHS  then  —  unsigned  comparison 
return  true 
Else 

return  false 
End  if 
End  if 


7.9.  "<=” 

7.9.1 .  Interface 

"<»"  (LHS  =*>  kernel  time,  RBS  E>  kernel  time)  return  boolean 

7.9.2.  PDL 

If  high  32  bits  of  LHS  <  high  32  bits  of  RHS  then  —  signed  comparison 
return  true 

Elsif  high  32  bits  of  LHS  >  high  32  bits  of  RHS  then  —  signed  comparison 
return  false 
Else 

If  low  32  bits  of  LHS  <=  low  32  bits  of  RHS  then  —  unsigned  comparison 
return  true 
Else 

return  false 
End  if 
End  if 


7.10.  ">" 
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7.10.1.  Interface 


">”  (LBS  *>  kernel  time,  BBS  =>  kernel  time)  return  boolean 

7.10.2.  PDL 

Zf  high  32  bits  of  LHS  >  high  32  bits  of  RHS  then  —  signed  comparison 
return  true 

Elsif  high  32  bits  of  LHS  <  high  32  bits  of  RHS  then  —  signed  comparison 
return  false 
Else 

If  low  32  bits  of  LHS  >  low  32  bits  of  RHS  then  —  unsigned  comparison 
return  true 
Else 

return  false 
End  if 
End  if 


7.11.  V 

7.1 1 .1 .  Interface 

">="  (LHS  =>  kernel  time,  RHS  =>  kernel  time)  return  boolean 

7.11.2.  PDL 

If  high  32  bits  of  LHS  >  high  32  bits  of  RHS  then  —  signed  comparison 
return  true 

Elsif  high  32  bits  of  LHS  <  high  32  bits  of  RHS  then  —  signed  comparison 
return  false 
Else 

If  low  32  bits  of  LHS  >=  low  32  bits  of  RHS  then  —  unsigned  comparison 
return  true 
Else 

return  false 
End  if 
End  if 
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8.  Network  Configuration 

+ - + 

i  i 


(  NCT  ) 


I  I 

+ - +  | 

|  g»t_jproo«*«or_id  |  | 

+ - r - +  | 

I  I 

+ - + 

For  a  description  of  the  functionality  of  this  package,  see  Kernel  Facilities  Definition,  Chapter 
15.  The  requirements  satisfied  by  this  package  are  found  in  the  Kernel  Facilities  Definition, 
Chapter  6. 
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8.1 .  get_processor Jd 

8.1.1.  Interface 

gat__procassor_id  (nod*  address)  return  NCT  index 

8.1.2.  PDL 

For  each  node  in  tha  NCT  loop 

If  tha  addrasa  of  tha  noda  is  tha  ona  in  quastion  than 
Return  tha  NCT  indax  of  tha  noda 
End  if 
End  loop 


8.2.  NCT 

The  NCT  (shown  in  Figure  17)  is  discussed  in  detail  in  both  [KFD  89]  and  [KUM  89]. 


Logical 

Name 

Physical 

Address 

Kernel 

Device 

Needed 

To  Run 

Allocated 
Process  ID 

Initialization 

Order 

Initialization 

Complete 

Figure  17:  Network  Configuration  Table 
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9.  Process_Encapsulation 


This  package  contains  the  procedure  that  handles  unexpected  terminations  of  Kernel 
processes.  There  are  two  kinds  of  unexpected  terminations: 

1.  Termination:  The  process  simply  completes  its  processing  and  reaches  its 
final  end  statement.  When  this  occurs,  the  Kernel  terminates  the  process. 

2.  Unhandled  exception:  an  exception  occurs  in  a  process,  but  no  piece  of  code 
within  the  process  handles  that  exception.  When  this  occurs,  the  Kemei 
terminates  the  process  and  optionally  issues  a  diagnostic  message. 
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9.1 .  Dummycallframe 

9.1 .1 .  interface 

dunmy__call_£raina  (procaaa  identifier) 

9.1.2.  PDL 

Sat  Initial  scheduling  paramatara 
Inaart  procaaa  into  Schadular 
Bagin  atomic 

Pacfom  indirect  call  o£  uaar  procaaa  coda 
Dia 

Excaption 

whan  othara  *> 

If  tracaback_anablad  than 

Print  atack  tracaback  maaaaga 
End  i£ 

Dia 

End  atomic 

Schedule 
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10.  Process  Index  Table 


+- 

i 


+- 

i 

+- 

+- 

i 

+- 

+- 

i 

+- 

+- 

i 

+- 


cl0»x_prooaB0_ixidax 


gat_proaa0e_idant±f iar 


ijat_proca0#_indax 


I 


»at_proc.» a_indax 


I 

+- 


-+ 

I 

-+ 

-+ 

I 

-+ 

-+ 

I 

-+ 

-+ 

I 

-+ 


As  discussed  elsewhere,  a  process  had  two  internal  handles: 

1.  Process  identifier:  the  access  variable  of  the  process  table  entry  for  the 
process. 

2.  Process  index:  the  globally  unique  identifier  for  the  process. 

This  package  encapsulates  the  mapping  between  the  two  handles.  The  mapping  table  is 
built  dynamically  during  processor  initialization  by  Main  Unit  interaction  with  the  Kernel. 
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1 0.1 .  Clear_process Jndex 

10.1.1.  interface 

Claar_procass_indax  (procaas  indax) 

10.1.2.  PDL 

Ramova  a  procaas  idantifiar  from  tha  mapping  tabla  by  catting  tha 
antry  in  tha  mapping  tabla  to  null 


10.2.  Get _process_identifier 

10.2.1.  interface 

gat_procass__idanti£iar  (procaas  indax) 

raturn  procaaa  idantifiar 


10.2.2.  PDL 

Raturn  tha  procaas  idantifiar  containad  in  tha  mapping  tabla  for 
tha  raquastad  procaas  indax 


10.3.  get_process Jndex 

10.3.1.  Interface 

gatjprocass__indax  (procaas  idantifiar) 

raturn  procaas  indax 


10.3.2.  PDL 

Raturn  tha  procaas  indax  from  tha  procaas  tabla  for  this  procaas 


10.4.  set_process Jndex 

10.4.1.  Interface 

sat_jprocass_indax  (procaas  idantifiar, 

procaas  indax) 
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10.4.2.  PDL 


Log  th«  process  identifier  in  the  mapping  table  at  the 
process  index  position 


10.5.  Mapping 

The  mapping  table  is  a  simple  table  indexed  by  (bus  address,  process  number)  and  internal 
to  the  package.  Each  entry  in  the  table  holds  the  process  identifier  (i.e.,  the  index  into  the 
local  process  table  for  that  process).  Thus,  when  a  message  arrives  at  a  node,  the  (bus 
address,  process  number)  pair  of  the  receiving  process  bundled  in  the  datagram  is  used  to 
index  the  mapping  array  and  retrieve  the  index  into  the  process  table.  The  mapping  table  is 
shown  in  Figure  1 8. 
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11.  Process  Table 


The  process  table  is  the  primary  data  structure  of  the  Kernel.  It  holds  all  the  Kernel  state 
related  to  a  process.  The  process  table  is  structured  as  a  doubly  linked  list,  shown  in  Figure 
1 1 ,  where  the  data  in  the  linked  list  is  a  pointer  to  a  process  information  record,  i.e.,  a  PID. 
This  gives  the  Kernel  quick  access  into  the  process  data,  the  ability  to  traverse  the  entire 
process  structure  and  the  capability  to  expand  <n  the  future.  It  is  documented  fully  in  the 
package  specification  and  discussed  in  more  detail  in  [KUM  89]. 


procesalabte 


process^ 

inlormation_ 

record 


proce6Sjable_errtry 


. . . . 

prev 

procesaJD 

next 

process jnformation_ 
recordlot  Merlin 


process_table_entry 


r 


prev 


process!  D 


next 


procos8_atl  ribulea 

•  •  • 

process_an  rfeutes 

schedule_altributes 

schedulean  nbuies 

oommunicat(on__anributaa 

communicafion_alfrtx  , 

pendng_acJfvi!y_anrfeu1es 

pendingacltvrtyallnbutes 

send_w_ACK_altributes 

send_w_ACK_altnbu1e9 

semaphof  eat!  rtoul  ea 

semaphoreallnbutea 

tooljn  ted  ace_at  l  ribules 

tool_inter!ace_anrbu1e3 

process  m format ton_ 
/record! or:  Vivian 


Figure  19:  Process  Table 

One  part  of  the  process  table  that  needs  elaboration  is  the  pending  activity  attributes  record. 
This  structure  is  responsible  for  maintaining  the  state  of  a  process  when  it  is  blocked  and  no 
longer  under  the  control  of  the  Scheduler.  There  are  five  pending  activities  encapsulated  by 
this  structure: 

1 .  Claim  pending:  the  process  is  currently  blocking  on  an  unsatisfied  claim 
operation. 

2.  Receive  pending:  the  process  is  currently  blocked  waiting  for  a  message  to 
arrive. 

3.  Wait  pending:  the  process  is  currently  blocking  waiting  for  the  passage  of 
some  period  of  time. 

4.  Send  with  ACK  pending:  the  process  is  currently  blocked  waiting  for  the  arrive 
of  a  message  acknowledgment. 
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5.  Nothing  pending:  the  process  is  not  blocked.  It  is  either  dead  or  eligible  to  run 
(and  thus  under  the  control  of  the  Scheduler  again). 

Figure  1 1  shows  these  pending  activity  states  and  the  transitions  that  occur  between. 


Claim 

Pending 


Send  with 
ACK  pending 


Alarm  ex£ires_  __  ^ 
ACK/NAK  received 


,  Send  message  and  wait| 


%\ 

9 

El 

<0 

<1 


I 

I 

_L 


</>  I 

e1 

fi 

I 

°i 


Nothing 

Pending 


__  Alarm ex£iresr 
pece/ve  timeout  expires[ 
Message  amves 


T 


</>  I 

A  1 


I  4 


§1 

1 0 

*1 


Receive 


message 


Receive 

Pending 


—  Asynchronous  transition 
—  Synchronous  transition 


Wait 

Pending 


Figure  20:  Pending  Activity  States 
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12.  Scheduler 


|  Sah*dul#_ih  I** 

+ - 7 - + 

I  *  Atomic  operation 
|  **  Atomic  by  virtu*  of  being  ua*d 
|  exclusively  from  interrupt  level 


The  Kernel  Scheduler  manages  Kernel  processes.  In  padicular,  the  Scheduler,  and  it  alone, 
makes  the  decision  to  resume  a  specific  process  (i.e.,  change  the  state  of  a  process  from 

suspended  to  running). 

The  Scheduler  knows  only  about  processes  that  are  running  or  suspended.  All 
processes  in  other  (i.e.,  blocked  or  dead)  states  are  maintained  outside  the  knowledge 
and  control  of  the  Scheduler.  There  are  three  reasons  for  this: 

1.  Running  and  suspended  are  the  only  states  relevant  to  the  functioning  of 
the  Scheduler. 

2.  A  blocked  process  is  unable  to  run  until  the  corresponding  unblocking  event 
occurs,  thus  there  is  no  reason  for  the  Scheduler  to  maintain  any  information 
about  the  process. 

3.  This  facilitates  replacing  the  default  Scheduler  with  one  of  the  user’s  choice. 

Thus,  when  a  process  is  not  blocked  or  dead  (i.e.,  it  is  capable  of  being  run)  it  is  inserted 
into  the  Scheduler.  When  a  process  blocks  or  dies,  it  is  removed  from  the  Scheduler. 

All  Kernel  primitives  that  could  cause  a  process  to  unblock  (and  consequently  result  in  a 
context  switch)  end  with  a  call  to  schedule. 

Internally,  the  Scheduler  maintains  a  run  queue  ordered  by  priority.  The  resumption  priority 
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of  a  suspended  process  is  the  priority  seen  by  the  Scheduler;  any  priority  of  the  process 
before  an  invocation  of  the  relevant  Kernel  primitive  is  no  longer  germane. 

Rules  Implied  by  Kernel  Requirements 

1.  Only  the  current  running  process  and  the  set  of  suspended  processes  are 
available  for  scheduling. 

2.  A  process  of  higher  priority  must  be  scheduled  in  preference  to  one  of  lower 
priority  ( [KFD  89]  Chapter  18). 

3.  A  suspended  process  of  a  given  priority  must  be  scheduled  in  preference  to 
one  at  the  same  priority  whose  timeslice  has  just  expired  ( [KFD  89] 
Requirement  9.1 .10). 

4.  If  two  or  more  processes  change  state  at  the  same  time  (that  is,  at  the  same 
slice),  the  changes  happen  simultaneously  (that  is,  it  cannot  be  the  case  that 
one  process  has  changed  state  and  can  detect  that  another  has  not)  ( [KFD 
89]  Chapter  18). 

Information  Available  to  the  Scheduler 

The  following  information  from  the  Process  Table  is  used  by  the  Scheduler: 

1 .  Process  state 

2.  Process  priority 

3.  Process  preemption  state 

4.  The  name  of  any  pending  exception  (if  the  process  is  in  an  error  state) 

Scheduling  Events 

The  following  lists  all  the  Kernel  primitives  where  the  Kernel  requirements  imply  a 
scheduling  action  may  occur: 

•  Adjust_elapsed_time 

•  Claim 

•  Die 

•  Initialization  Complete 

•  Kill 

•  Receive_message 

•  Release 

•  Reset_epoch_time 

•  Send_message_and_wait 

•  Set_process_priority 

•  oet_process  -preemption 

•  Synchronize 

•  Wait 

The  following  events  may  also  cause  the  a  scheduling  action  to  occur: 
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•  Expiry  of  an  alarm 

•  Expiry  of  a  timeout 

•  Expiry  of  a  timeslice 

•  Expiry  of  a  wait 

•  Preemptive  interrupt 

•  Obtaining  a  claimed  semaphore 

•  Receipt  of  a  message 

•  Receipt  of  a  message  ACK  or  NAK 

Scheduler  Rules 

The  following  Scheduler  rules  are  universally  applied: 

1 .  Scheduler  order  does  not  change  spontaneously. 

2.  Scheduler  ordering  is  decided  by  the  rules: 

a.  Higher  priority  before  lower  priority 

b.  Prefer  a  process  in  an  error  state  (to  one  in  a  normal  state) 

c.  FIFO  order  otherwise 

3.  When  two  processes  become  unblocked  simultaneously,  the  process  that  has 
been  blocked  longest  is  considered  to  become  unblocked  first.3 

The  following  two  examples  illustrate  the  Scheduler’s  functioning.  In  Figure  21,  the 
application  has  called  the  wait  primitive  to  block  its  own  execution  for  one  second  (there  are 
no  other  pending  events  in  this  example).  Then,  Figure  22  shows  the  activities  that  occur 
when  the  wait  timeout  occurs  and  the  waiting  process  is  selected  for  execution. 


3Note  that  two  processes  executing  on  the  same  processor  cannot  become  blocked  simultaneously. 
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Run  Queue 


Process 

Table 


1 .  Application  issues  a  call  to  wait  (one_second). 

2.  An  insert_event  call  is  made  to  create  the  event. 

3.  Update  the  time  event  queue. 

4.  Configure  the  event  timer  to  generate  an  interrupt  in  one  second. 

5.  Invoke  the  Scheduler  to  block  the  waiting  process  and  select  the  next  process 
to  run. 

6.  Remove  the  waiting  process  from  the  run  queue. 

7.  Get  the  next  process  to  run. 

8.  Save  the  context  of  the  waiting  process. 

9.  Restore  the  context  of  the  next  process  run. 

10.  Scheduler  transfers  control  to  the  resumed  process. 

Figure  21 :  Application  Blocks 
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1 .  The  wait  timeout  expires,  and  generates  an  interrupt. 

2.  The  eventjnterrupt_handler  within  the  time_keeper  fields  the  interrupt  and 
pulls  the  event  at  the  head  of  the  time  event  queue. 

3.  The  process  table  is  modified  to  reflect  the  occurance  of  the  event. 

4.  The  event_interrupt_handler  inserts  the  process  into  the  Scheduler. 

5.  The  Scheduler  places  the  process  back  in  the  run  queue. 

6.  The  event_interrupt_handler  returns  control  to  the  Scheduler  (rather  than  the 
interrupted  process) 

7.  The  waiting  process  is  now  at  the  head  of  the  run  queue  and  selected  to  run. 

8.  Saved  the  context  of  the  currently  running  process. 

9.  Restore  the  context  of  the  waiting  process. 

10.  Scheduler  transfers  control  back  to  the  waiting  process. 

Figure  22:  Application  Unblocks 
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12.1.  Current  Running  Process 

Visible  value  for  Kernel  primitives  to  use  as  identity  of  invoking  process. 

12.1.1.  PDL 

Current  running  process:  process  identifier 


12.2.  Process  Run  Queue 

The  process  run  queue  is  structured  as  a  series  of  run  queues,  one  for  each  legal  process 
priority.  At  each  priority  is  a  singly  linked  list  of  suspended  processes,  where  the  link  to  the 
next  process  in  that  queue  is  embedded  in  the  process  table. 

The  head  pointer  points  to  the  first  process  eligible  to  run  at  each  priority.  The  tail  pointer 
points  to  the  last  process  eligible  to  run  at  each  priority.  The  error  pointer  is  an  auxiliary  tail 
pointer  that  points  to  the  last  process  with  a  pending  error  eligible  to  run.  Expressed  as  a 
record,  the  process  run  queue  would  look  like: 

Typa  run_quaua_ant ry  is  racord 

head:  procass_idantifiar  :«  null; 

tail:  '  procass_idantifiar  :»  null; 

•cxor:  procass_idantif iar  :■  null; 

End  xacord; 

run_queu«:  array  (ST .priority)  of  run_quaua__antry; 

This  arrangement  is  not  implemented  in  this  version  because  of  the  inefficiencies  of  the 
compiler-generated  code.  Instead,  the  structure  is  represented  by  three  arrays,  each 
accessing  a  single  component: 

run_quaua_haad :  array  (ST .priority)  of  pr ocas *_idantif iar 

: ■  (othars  *>  null) ; 

run_quaua_tail :  array  (ST .priority)  of  proc as s_idant if iar 

:■  (othars  *>  null) ; 

run_quaua_arror :  array  (ST .priority)  of  pr ocas s_idantif iar 
:*  (othars  ■>  null) ; 

Thus,  the  final  incarnation  of  the  process  run  queue  is  shown  in  Figure  23. 


12.3.  Get_next 

This  algorithm  assumes  there  will  always  be  a  process  to  run  somewhere  in  the  run  queue. 
This  assumption  is  assured  by  the  presence  of  the  time_bumer  process  with  a  priority  lower 
than  any  user  priority. 
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12.3.1.  Interface 


get__next  return  next  process  eligible  to  run 

12.3.2.  PDL 

While  we  have  not  yet  found  a  process  eligible  to  run  loop 
goto  the  next  priority  level 
end  loop 

return  the  process  with  the  highest  priority 


12.4.  Initialize 

12.4.1.  Interface 

initialize  (initial  number  of  processes) 

12.4.2.  PDL 

Create  all  the  internal  Kernel  processes 

Log  the  main  unit  as  the  current  running  process 

Place  the  Main  Unit  in  the  run  queue 

Mark  the  Main  Unit  as  running  (which  it  is) 


1 2.5.  lnsert_process 

12.5.1.  Interface 

insert jprocess  (process  identifier) 

12.5.2.  PDL 

Case  current  process  state 

When  suspended  |  running  |  dead  «■> 

Null... in  the  first  two  cases, 

the  process  is  already  in  the  run  queue; 
in  the  last  case, 

the  process  can  not  be  run  again 
When  blocked  ■> 

If  the  process  is  not  in  an  error  state  then 

If  the  priority  level  of  the  process  is  empty  then 
Insert  process  at  head  of  its  priority  level 
Adjust  the  starting  search  location  (if  needed) 

Else  the  priority  level  is  occupied 

Insert  process  at  tail  of  its  priority  level 

Else 

If  the  priority  level  of  the  process  is  empty  then 
Insert  process  at  head  of  its  priority  level 
Insert  process  at  error  pointer  of  its  priority  level 
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Adjust  tha  starting  saarch  location  (if  naadad) 

Elsa  if  tha  last  procass  at  this  laval  is  in  an  arror  stata  than 
Insart  procass  at  tail  of  its  priority  laval 
Xnsart  procass  at  arror  pointar  of  its  priority  laval 
Elsa. . .tha  arror  pointar  is  in  tha  middla  of  tha  quaua 
Insart  procass  at  arror  pointar  of  its  priority  laval 
End  if 
End  if 

Mark  tha  procass  as  suspandad 
End  casa 


12.6.  Remove _process 

If  the  head  and  tail  pointers  access  the  same  object,  the  tail  pointer  will  be  left  pointing  at  a 
dequeued  object.  This  is  not  a  problem,  since  the  insertion  algorithm  is  driven  off  the  head 
pointer  and  performing  the  "proper"  maintenance  is  not  worth  the  run-time  penalty. 

When  a  process  is  running,  it  is  no  longer  in  an  error  state,  because  if  it  was  in  an  error 
state,  that  state  was  cleared  when  the  process  was  selected  to  run.  Thus,  there  is  no  need 
to  check  the  error  pointer  when  a  process  blocks.  Schedule  performs  the  needed 
maintenance  prior  to  resuming  the  process. 

12.6.1.  Interface 

ramove_procass  (pid  of  procass  to  ramova, 

new  stata  of  procass  after  its  removal) 


12.6.2.  PDL 

Casa  currant  procass  stata 
Whan  running  «> 

Adjust  quaua  head  to  point  to  next  procass  (since  tha  procass  must 
be  at  tha  head  of  tha  quaua) 

Ramova  procass  from  quaua 
Changa  tha  procass  stata 
Whan  suspandad  <■> 

Loop  thru  quaua  looking  for  procass 
Adjust  quaua  haad  to  point  to  naxt  procass 
Updata  quaua  tail 
Updata  arror  pointar 
Ramova  procass  from  quaua 
Changa  tha  procass  stata 
Whan  blockad  |  daad  *> 

Mull. . .in  tha  thasa  casas,  tha  procass  is  not  in  tha  run  quaua 
End  casa 
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12.7.  Schedule 


12.7.1.  Interface 

procedural  schedule  (new  priority  for  caller, 

new  preemption  for  caller, 
new  state  for  caller) 

12.7.2.  PDL 

If  called  from  an  interrupt  handler  then 

Return. . .the  interrupt  encapsulation  will  handle  the 
return  correctly 

End  if 

Save  the  new  preemption 
Case  on  new  process  state  is 
When  running  *> 

Mull... this  is  not  a  legal  invocation  of  the  Scheduler, 
so  ignore  it 

When  suspended  ■>  the  default  case 

If  the  new  priority  is  different  from  the  current  priority  then 
Remove_process  from  the  run  queue 
Update  the  process's  priority 
Insert_proce8s  back  into  the  run  queue . . . 
this  marks  the  process  as  suspended 

Else 

Mark  the  process  as  suspended 
End  if 

When  blocked  M> 

Remove_process  from  the  run  queue 
Mark  the  process  as  blocked 
Update  the  process ' s  priority 
When  dead  *> 

Removeprocess  from  the  run  queue 
Mark  the  process  as  dead 
End  case; 

Cet_next  process  to  run 
Schedule_s liee_e vent 

If  chosen  process  is  the  current  running  process  then 
null ...  no  context  change 

Else 

If  the  tool  interface  is  enabled 

Log  the  process  attributes  for  old  process 
Log  the  process  attributes  for  new  process 
End  if 

Switch  from  the  current  running  process  to  the  chosen  process 
End  if 

If  no  Kernel  exception  is  pending  for  the  process  to  run 
End  atomic 
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Else. . .a  Kernel  excaption  is  pending 
End  atomic 
Raise  the  exception 
End  i£ 


12.8.  Schedule Jh 

This  entry  is  used  exclusively  by  the  interrupt  encapsulation  mechanism  for  returning  from 
preemptive  interrupts  to  the  scheduler. 

12.8.1.  Interface 

schedule_ih 

12.8.2.  PDL 

Save  the  new  preemption 
Mark  the  process  as  suspended 

Get_naxt  process  to  run 
Schedulers  lice_avant 

If  chosen  process  is  the  current  running  process  then 
null. . .no  context  change 
Else 

If  the  tool  interface  is  enabled 

Log  the  process  attributes  for  old  process 
Log  the  process  attributes  for  new  process 
End  if 

Switch  from  the  current  running  process  to  the  chosen  process 
End  if 

If  no  Kernel  exception  is  pending  for  the  process  to  rim 

Return  from  interrupt  level  to  user  level  (i.e.  end  atomic) 

Else ... a  Kernel  exception  is  pending 

Return  from  interrupt  level  to  user  level  (i.e.  end  atomic) 
Raise  the  exception 
End  if 


12.9.  Schedule_slice_event 

12.9.1.  Interface 

schedule_slice_ev*nt  (next  process  to  run, 

current  running  process) 
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12.9.2.  PDL 

(1)  If  tima  slicing  is  anablad  than 

(2)  If  tha  schadular  was  antarad  by  a  slica  axpixing  than 

If  naxt  procass  to  run  is  slicabla  than 

Satup  a  slica  avant  for  tha  procass 
End  if 

Elsa,  soma  othar  action  causad  tha  schadular  to  ba  antarad 

(3)  If  naxt  procass  was  tha  last  procass  to  run  than 

no  slica  oparations  ara  required 

(4)  Elsa,  a  naw  procass  is  going  to  run,  so 

Cancel  tha  pending  slica  event  for  tha  old  procass 

(5)  If  tha  naw  procass  is  preempt able  than 

Satup  a  slica  avant  for  tha  naw  process 

End  if 
End  if 

End  if 
End  if 

1.  If  time  slicing  has  not  been  enabled  (via  an  enable_time_slicing  Kernel 
primitive  cail),  then  skip  all  of  this.  The  overhead  is  a  single  test  and  branch. 

2.  Finally,  consider  the  case  of  slice_event_id  =  no_event.  In  this  case, 
one  of  two  things  has  happened: 

^  a.  A  slice  event  has  just  expired.  In  this  case,  the  slice  event  handler 
sets  the  slice_event_id  to  no_event,  and  invokes  the  Scheduler. 

b.  A  non-slicable  process  has  just  executed  a  blocking  primitive.  In  this 
case,  siice_event_id  would  already  be  no_event. 

In  all  cases,  if  the  chosen  process  is  slicable,  insert  a  new  timeslice  event  into 
the  event  handler.  Although  it  is  possible  that  the  next  process  to  run  is  the 
current  process,  this  is  of  no  concern  here.  All  that  must  occur  is  to  insert  a 
new  slice  event  if  the  to-be-run  process  is  slicable. 

3.  If  the  chosen  process  is  the  current  running  process,  then  do  nothing.  This 
means  that: 

a.  There  is  a  slice  event  (still)  pending,  so  the  slice  has  not  expired. 

b.  The  next  process  to  be  scheduled  is  the  current_running_process,  so 
the  reason  the  Scheduler  is  running  is  because  an  interrupt  routine  has 
finished  executing,  and  that  routine  did  not  elevate  another  process  to 
a  priority  higher  than  the  priority  of  the  current_running_process. 

Therefore  do  nothing.  The  time  used  by  the  interrupt  routine  is  implicitly 
subtracted  from  the  amount  of  time  allocated  to  the  timeslice. 

4.  If  the  process  that  has  been  selected  is  not  the  current_running_process,  then 
cancel  the  pending  timeslice  for  the  current  process.  At  this  stage  it  is 
irrelevant  whether  or  not  the  new  process  is  slicable.  All  that  matters  is  that 
the  current  process  is  about  to  be  descheduled,  so  any  pending  timeslice 
event  must  also  be  canceled,  since  the  process  is  giving  way  to  a  higher 
priority  process. 

5.  If  the  new  process  that  has  been  chosen  to  run  is  also  slicable,  then  insert  a 
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timeslice  event  for  the  to-be-run  process.  In  this  manner,  each  time  a  process 
unblocks,  it  starts  with  a  new  timeslice,  irrespective  of  how  much  or  how  little 
of  its  previously  allocated  slice  it  used  up. 


CMU/SEI-89-TR-19 


135 


12.10.  Package  Sch_debug 


+ - + 

i  i 

+ - +  i 

|  print_run_qu«u«_full  |  | 

+ - •- - - - — - +  | 

I  i 

+ - +  j 

I  print_run_qu«u«_bri*f  |  | 

+ - - - - - - - +  | 

I  I 

+ - +  | 

|  print_curr«nt_jrunnixig_proo*«*  |  | 

+ - T - +  | 

I  I 

+ - + 


This  debug  package  gives  visibility  into  the  internal  Scheduler  run  queue  and  as  such,  it  is 
nested  within  the  Scheduler  package.  It  allows  for  printing  of  the  entire  run  queue  (either  in 
full  or  just  the  schedule  attributes)  or  just  the  current  running  process.  This  package  iterates 
over  the  queue  using  ptb_debug  entries  to  dump  the  needed  data. 

12.10.1.  Interface 

procedure  pr int__run_queue_f  ull ; 

or 


or 


procedure  print_run_quaua_jbrief  ; 


procadura  print_currant_runningproca«« ; 


12.10.2.  Sample  output 

!SCH_DEBUG:  Dumping  run  queue  (briefly) 
IProcasc  TK_PROCESS 

PTB:  $$$  BEGIN  SCHEDULE  ATTRIBUTES  $$$ 


PTB 

stats 

-> 

SUSPENDED 

PTB 

priority 

■> 

1 

PTB 

preemption 

■> 

ENABLED 

PTB 

PTB 

block_tima . high 
block__tima .  low  ■> 

■> 

0 

0 

PTB 

PTB 

unblock _ tiny  . high 

unblock  time. low  “> 

■> 

12459720 

0 

PTB :  $$$$  END  SCHEDULE  ATTRIBUTES  $$$$ 

!  Process :  Tima_Jburner 

PTB:  $$$  BEGIN  SCHEDULE  ATTRIBUTES  $$$ 


PTB: 

state 

■> 

SUSPENDED 

PTB: 

priority 

■> 

11 

PTB: 

preemption 

■> 

DISABLED 

PTB: 

block_time . high 

■> 

PTB: 

blockjtima . low 

■> 

0 
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» 


0 


PTB :  unblock_tima . high 

PTB:  unblock_tima . low  =>  0 

PTB:  $$$$  END  SCHEDULE  ATTRIBUTES  $$$$ 

!SCH  DEBUG:  End  of  Dump 
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13.  Time  Keeper 


+ - + 

i 

+ - + 

|  Adjust  Elapaad  Tin*  |  * 

+ - + 

I 

+ - + 

|  R»»«t  Epoch  Tims  I  * 

+ - + 

I 


|  *  Atomic  Operations 


Time_keeper  encapsulates  all  of  the  time  related  events: 

•  Alarms 

•  Claim  timeouts 

•  Enable_time_slice  timeouts 

•  Receive_message  timeouts 

•  Send_message_and_wait  timeouts 

•  Synchronize  timeouts 

•  Wait  timeouts 


It  is  implemented  using  a  timer  and  a  pending  event  queue,  ordered  by  absolute  time  of 
event  occurrence  (i.e.,  the  next  event  to  occur  is  at  the  head  of  the  time  event  queue). 

Each  process  may  have  at  most  two  events  pending  simultaneously: 

•  alarm 

•  one  of:  claim  timeout,  receive_message  timeout,  send_message_and_wait 
timeout,  synchronize  timeout,  and  wait  timeout 

The  event  timer  is: 

•  a  countdown  timer  loaded  with  the  number  of  ticks  to  delay  until  interrupt 

•  the  timer  counts  down  to  0  then  generates  an  interrupt 

•  the  maximum  count  down  value  is  32  seconds 

•  events  greater  than  32  seconds  are  divided  into  32  second  chunks  (thus  if  an 
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event  is  set  to  occur  in  60  seconds,  two  interrupts  occur:  one  at  32  seconds  and 
another  one  ~28  seconds  later) 

In  Figure  24  illustrates  the  situation  where  the  inserted  event  replaces  the  event  currently  at 
the  head  of  the  time  event  queue.  While  Figure  25  traces  the  actions  that  occur  when  the 
event  actually  occurs. 
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Time  Event 
Queue 


1 .  The  application  issues  a  set_alarm  (one_second). 

2.  Alarm_management  checks  the  current  alarm  status  of  the  process  (based  on 
information  in  the  process  table) . 

3.  Insert  an  alarm  event  into  the  timejkeeper. 

4.  Read  the  time  event  queue  and  determine  that  the  alarm  event  should  be  the 
next  event  to  occur. 

5.  The  current  event  timer  is  canceled. 

6.  The  event  timer  for  the  alarm  is  set. 

7.  The  alarm  event  is  enqueued  in  the  time  event  queue. 

8.  The  process  table  is  updated  to  reflect  the  existence  of  the  alarm  event  for  the 
process. 

9.  Control  returns  to  the  set_alarm. 

Figure  24:  Setting  an  Alarm  Event 
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Process  Time  Event 

Table  Queue 


1 .  The  alarm  timeout  expires  and  the  timer  generates  an  interrupt. 

2.  The  event_interrupt_handler  fields  the  interrupt  and  examines  the  event  at  the 
head  of  the  time_event_queue. 

3.  Since  the  event's  time  has  passed,  alarm  event  processing  is  performed. 

4.  The  event’s  occurrence  is  logged  in  the  process_table. 

5.  The  event  timer  is  configured  for  the  next  event  in  the  time  event  queue  (if 
such  an  exists). 

6.  The  alarmed  process  is  removed  for  the  run  queue  and  reinserted  at  its  alarm 
resumption  priority. 

7.  Scheduler  resumes  the  alarmed  process  with  the  alarm_expired  exception 
pending. 

Figure  25:  Event  Expiration 
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13.1.  Initialize 


The  initial  allocation  of  the  time  event  queue  accounts  for  all  possible  events  generated  by 
all  processes  known  to  this  node.  The  initial  allocation  is  computed  as  follows: 

2  *  (maximum  number  of  processes  on  this  processor)  +  1 

13.1.1.  Interface 

Initialize 

13.1.2.  PDL 

Create  the  time  event  queue 

Install  the  event_interrupt_^handler  for  the  event  timer 


13.2.  Insert  event 


13.2.1.  Interface 

insert_event  (new  event, 

type  of  event, 

time  of  event, 

pid  of  associate  process, 

pointer  to  enqueued  event) 


13.2.2.  PDL 

If  the  event's  time  has  already  passed  or  is  zero  then 
Pr  oces  s_event_immediat  ely 

Return  a  null  pointer  (since  the  event  wasn't  enqueued) 

Else 

Begin  atomic 

If  the  time  event  queue  is  empty  then 
Set  the  timer  for  new  event 

Else 

If  new  event  expires  before  the  event  at  the 
time  event  queue  head  then 

Cancel  the  timer  for  the  current  pending  event 
Set  the  timer  for  new  event 
End  if 
End  if 

Enqueue  the  new  event  in  the  event  queue 

Set  pending__activity  for  the  process  reflecting  event  type 
End  atomic 

Return  pointer  to  enqueued  event 
End  if 
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13.3.  Remove  event 


13.3.1.  Interface 

ramov8_ev«nt  ( identifier  of  event  to  remove) 

13.3.2.  PDL 

Begin  atomic 
Delete  the  event 

Grab  the  event  at  the  head  of  the  time  event  queue 
If  the  deleted  event  wai  to  expire  before  the  event  now  at  the 
head  of  the  time  event  queue  then 

Cancel  the  timer  pending  on  the  deleted  event 
Set  a  timer  for  the  event  at  the  time  event  queue  head 
End  if 

Reset  the  pending_at tributes  flag  for  the  process  associated  with 
the  event 
End  atomic 


1 3.4.  Adjust_elapsed_time 

13.4.1.  Interface 

adjust_elapsed_time  (elapsed  time  adjustment) 

13.4.2.  PDL 

Cancel  any  pending  event  timer 
Begin  atomic 

While  there  are  more  events  in  the  time  event  queue  loop 
Dequeue  the  next  event 
Perform  the  adjustment 
End  loop 

Set  an  event  timer  to  expire  immediately. . .thus  processing  all 
the  events  whose  time  has  passed  as  a  result  of  the  adjustment 
End  atomic 


13.5.  Reset  Epoch  Time 

13.5.1.  Interface 

reset__epoch_time  (new  time  of  day) 
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13.5.2.  PDL 


Cancel  timaout  for  currant  paneling  avant 
Bagin  atomic 

Computa  incramant  ■  currant  tima  of  day  -  naw  tima  of  day 
Whila  thara  ara  mora  avant ■  in  tha  tima  avant  quaua  loop 
Daquaua  tha  naxt  avant 
Casa  tima  class  of  avant 
Whan  alapsad  »> 

Add  tha  incramant  to  tima  in  avant 
Enquaua  tha  modifiad  avant 
Whan  epoch  ■> 

Enqueue  tha  unmodified  avant 
End  casa 
End  loop 

Adjust_apoch_tima  inside  tha  Clock 

Sat  an  avant  timer  to  expire  immediately . . .thus  processing  all 
tha  events  whose  tima  has  passed  as  a  result  of  tha  adjustment 
End  atomic 


13.6.  Event_interrupt_handler 

13.6.1.  interface 

N/A 

13.6.2.  PDL 

Acknowledge  tha  interrupt 
Read  tha  currant  tima 

While  tha  tima  avant  queue  has  events  yet  to  process  loop 
Dequeue  tha  avant  at  tha  head  of  tha  tima  avant  quaua 
If  tha  avant  has  expired  than 
Pr oca «s_a  vent 
Elsa 

Enqueue  tha  unprocessed  avant 

Sat  tha  timer  to  expire  at  the  tima  indicated  by  tha  avant 
at  tha  head  of  the  queue 
Exit  tha  loop 
End  if 
End  loop 


13.7.  Process  Event 

The  processing  for  the  expiration  of  a  slice  event  is  needed  to  allow  the  next  process  at  this 
priority  of  the  current  running  process  to  run.  Removing  and  immediately  reinserting  a 
process  has  the  effect  of  moving  the  process  to  the  end  of  the  run  queue  at  its  priority  level. 
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13.7.1.  Interface 

procass_avant  (avant  to  procass) 

13.7.2.  PDL 

Casa  on  tha  typa  of  avant  to  procass 
Whan  an  alarm  has  axpirad  *> 

If  tha  procass  is  not  blochad  than 
Ramova_procass  from  tha  run  quaua 
End  if 

Rasat  alarm  panding  paramatars 

Insart__procass  into  run  quaua  at  tha  alarm  rasumption  priority 
Ralaasa  any  allocatad  datagram  buffars 
Cancal  any  othar  pending  activity  (as  balow) 

Whan  a  racaiva  timas  out  «> 

Rasat  tha  panding  activity  paramatars 
Satup  tha  timaout  axcaption  for  propagation 
Place  tha  procass  bach  in  tha  run  quaua 
Whan  a  semaphore  claim  operation  timas  out  «> 

Rasat  tha  panding  activity  paramatars 
Satup  tha  timaout  axcaption  for  propagation 
Place  tha  procass  bach  in  tha  run  quaua 
Whan  a  wait  operation  timas  out  ■> 

Rasat  tha  panding  activity  paramatars 
Place  tha  procass  bach  in  tha  run  quaua 
Whan  an  achnowledged  sand  operation  times  out  *> 

Rasat  tha  panding  activity  paramatars 
Remove  tha  massage  from  tha  receiver' s  massage  quaua 
Sand  a  "NAK"  massage  to  tha  sender 
Delate  datagram 
Tree  datagram 
Whan  time  slice  expires  *> 

Rasat  tha  slice  event  paramatars 
If  tha  sliced  procass  is  running  than 
Ramova  procas  s  from  tha  run  quaua 
Insert_process  bach  into  tha  run  quaua 
End  if 
End  case 


13.8.  process_event_immediately 

The  processing  for  the  expiration  of  a  slice  event  is  needed  to  allow  the  next  process  at  this 
priority  of  the  current  running  process  to  run.  Removing  and  immediately  reinserting  a 
process  has  the  effect  of  moving  the  process  to  the  end  of  the  run  queue  at  its  priority  level. 


CMU/SE1-89-TR-19 


145 


13.8.1.  Interface 

procaas_avant_±mmad±ataly  (avant  to  procaaa) 

13.8.2.  PDL 

Casa  on  tha  typa  of  avant  to  pzocaas 
Whan  an  alarm  has  axpirad  “> 

If  tha  procaaa  ia  not  blockad  than 
Ramova__procass  from  tha  run  quaua 
End  if 

Raaat  alarm  panding  paramatara 

Inaartprocaaa  bach  run  quaua  at  tha  alarm  resumption  priority 
Ralaasa  any  allocated  datagram  buffara 
Cancel  any  other  panding  activity  (aa  below) 

Schedule 

Whan  a  receive  timaa  out  **> 

Raaat  tha  panding  activity  paramatara 
Setup  tha  timeout  exception  for  propagation 
Whan  a  semaphore  claim  operation  timaa  out  »> 

Raaat  tha  panding  activity  paramatara 
Setup  tha  timeout  exception  for  propagation 
Whan  a  wait  operation  timaa  out  *> 

Raaat  tha  panding  activity  paramatara 
Place  tha  procaaa  back  in  tha  run  quaua 
Whan  an  acknowledged  aand  operation  timaa  out  *> 

Raaat  tha  panding  activity  paramatara 
Remove  tha  maaaaga  from  tha  receiver' a  massage  queue 
Sand  a  "NAK"  maaaaga  to  tha  sender 
Delate  datagram 
Free  datagram 
Whan  time  slice  expires  ■> 

Reset  tha  slice  avant  parameters 
If  tha  sliced  process  is  running  than 
Remove_process  from  tha  run  quaua 
Insert_process  back  into  tha  run  quaua 
End  if 
End  case 


13.9.  Time  Event  Queue 

The  time  event  queue  is  the  doubly  linked  structure  that  maintains  the  list  of  pending  events. 
The  characteristics  of  the  time  event  queue  are: 

•  Ordered  by  expiration  time,  with  each  event  in  epoch  time  format 

•  Insert  places  event  in  its  correct  position  in  the  queue  (this  is  a  high  frequency 
operation) 

•  Random  deletion  of  queue  objects  occurs  frequently  as  unblocking  events 
occur  and  the  associated  timeouts  are  canceled 
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•  The  structure  is  periodically  reorganized  (whenever  the  user  modifies  the  local 
processor  clock) 

•  Each  entry  in  the  queue  is  a  record  structure  containing: 

•  Kind  of  event:  alarm  timeout,  claim  timeout,  receive  timeout,  send 
message  and  wait  timeout,  timeslice,  or  wait  timeout 

•  Time  class:  epoch  or  elapsed 

•  Expiration  time 

•  process  identifier 

Together,  all  these  facets  yield  the  structure  shown  in  Figure  26. 


time_event_quaue 


Figure  26:  Time  Event  Queue 
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13.10.  Package  time_keeper_debug 


+ - 

i 

+ - + 

|  print_tiin«_«v«nt_cju«u«  j 

+ - - - + 

I 

+ - + 

I  prlnt_tim«_*v«nt_qu«u«_«ntry  | 

+ - - - - - — - - - + 

I 

+ - + 


This  package  is  nested  within  the  time_keeper  package  and  allows  for  the  diagnostic 
printing  of  the  entire  time  event  queue  or  individual  entries  within  the  time  event  queue. 


13.10.1.  Interface 

print_tims_event._quaua 

and 

print_tima_avent_quaue_entry  (event  identifies) 

13.10.2.  Sample  Output 

TK:  #####  BEGIN  DUMP  07  TIME  EVENT  QUEUE  ##### 

XK :  **************************************************** 


TK: 

Jtind_of_event 

■> 

WA.I  T_T  IMEO  UT 

TK: 

tirne_class 

*> 

ELAPSED 

TK: 

expiry . high 

=> 

0 

TK: 

expisy . low 

■> 

60445590 

TK: 

process  name 

«> 

TK_PROCESS 

XK ;  ************************************************** 

TK:  ######  END  DUMP  07  TIME  EVENT  QUEUE  ###### 
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14.  Tool  Logger 


+- 

i 


|  log_m»»«»g«_cont*rit» 
+ - ~ - ~ - 


|  log_proc««»_attrj_but«« 
+ - ~ - 


|  log_n»ssag«_attribu't«a 


I 

+- 


-+ 

I 

-+ 

-+ 

I 

-+ 

-+ 

I 

-+ 


This  package  is  responsible  for  collecting  the  monitored  attributes,  formatting  the  data  into  a 
tool  interface  message  (shown  in  Table  4),  and  linking  the  message  into  the  message  queue 
of  the  appropriate  tool  process.  To  accomplish  the  logging  activity,  this  package  is  called 
from  strategic  points  in  the  Kernel,  namely: 


•  CM.send_message  and  CM.receive_message:  to  log  message  attributes  and 
message  contents. 

•  SCH.schedule,  SCH.scheduleJh,  and  PAM.kill:  to  log  process  attributes. 

If  for  any  reason,  a  logging  cannot  take  place,  no  tool  interface  message  is  formatted  and  no 
exception  is  generated  (the  request  is  simply  ignored). 
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14.1.  Log_process_attributes 

The  time  is  always  measured  as  the  first  action  immediately  after  it  has  been  verified  that 
logging  should  happen. 

14.1.1.  Interface 

procedure  log_proce**_at tribute* 

(process  whose  attributes  are  to  be  logged) 

14.1.2.  PDL 

If  it  is  ole  to  log  the  needed  attributes  then 
Log  the  time  the  tool  message  formatting  began 
Format  the  tool  message  header 
Collect  the  process  attributes 

Copy  the  process  attributes  to  the  tool  message 
Enqueue  the  tool  message  on  the  tool  process's  message  queue 
If  the  tool  process  is  pending  on  a  message  then 
Insert  the  tool  process  into  the  Scheduler 
End  if 
End  if 


1 4.2.  Log_message_attributes 

The  time  is  always  measured  as  the  first  action  immediately  after  it  has  been  verified  that 

logging  should  happen. 

14.2.1.  Interface 

Procedure  log_me*aage_at tribute* 

(process  whose  attributes  are  to  be  logged, 
sender  of  the  message  being  logged, 
receiver  of  the  message  being  logged, 
tag  of  the  message  being  logged, 
length  of  the  message  being  logged) 

14.2.2.  PDL 

If  it  is  ok  to  log  the  needed  attributes  then 
Log  the  time  the  tool  message  formatting  began 
Format  the  tool  message  header 
Collect  the  message  attributes 

Copy  the  message  attributes  to  the  tool  message 
Enqueue  the  tool  message  on  the  tool  process's  message  queue 
If  the  tool  process  is  pending  on  a  massage  then 
Insert  the  tool  process  into  the  Scheduler 
End  if 

End  if 
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14.3.  Log_message_contents 

The  time  is  always  measured  as  the  first  action  immediately  after  it  has  been  verified  that 
logging  should  happen. 

14.3.1.  Interface 

Procedure  log_message_content* 

(process  whose  attributes  are  to  be  logged, 
length  of  message  being  logged, 
text  o£  message  being  logged) 

14.3.2.  PDL 

If  it  is  ok  to  log  the  needed  attributes  then 
Format  the  tool  message  header 
Copy  the  message  contents  to  the  tool  message 
Enqueue  the  tool  message  on  the  tool  process's  message  queue 
If  the  tool  process  is  pending  on  a  message  then 
Insert  the  tool  process  into  the  Scheduler 
End  if 
End  if 


14.4.  prepare_to_log 

This  is  an  internal  procedure.  It  is  always  executed  as  the  first  activity  of  any  logging 
activity. 

14.4.1.  Interface 

Procedure  prepare_to__log  (process  whose  attributes  are  to  be  logged, 

what  process  information  is  being  collected, 
boolean  telling  the  logger  to  proceed, 
datagram  to  hold  the  tool  message) 


14.4.2.  PDL 


If  the  tool 
there  is 
there  is 
there  is 
it  is 

End  if 


interface  is  enabled  for  this  process 
a  tool  process  selected  for  this  attribute 
room  in  the  message  of  the  tool  process 
a  datagram  available 
ok  to  log  the  attribute  information 


and 

and 

and 

then 
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IV.  Communication  Subsystem 


This  Part  describes  the  interfaces,  algorithms,  and  data  structures  that  implement  the 
network. 
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1.  Communication  Overview 


All  messages  sent  by  the  application  and  by  the  Kernel  are  stored  in  Kernel  buffers,  called 
"datagram  buffers."  The  datagram  buffers  are  maintained  in  the  shared  memory  common  to 
the  Kproc  and  Nproc.  The  datagram  buffers  are  initially  allocated  from  the  shared  memory 
by  the  Nproc.  Following  this,  the  datagram  buffers  are  readable  and  writable  by  both 
processors.  To  satisfy  the  requirements  of  the  Kernel  Facilities  Definition,  the  following 
programming  assumptions  have  been  used: 

1.  The  send_message  Kernel  primitive  must  be  non-blocking  (Section  19.1.1  of 
the  Kernel  Facilities  Definition).  The  network  may  be  busy  at  the  time  an 
application  process  wishes  to  send  a  message.  To  prevent  the  process  from 
blocking,  the  application  buffer  must  be  copied  immediately  into  a  Kernel 
datagram  buffer. 

2.  When  a  message  is  received  by  a  node,  the  process  to  which  the  message  is 
addressed  might  not  be  pending  on  a  receive_message  Kernel  primitive 
(Section  19.1.3  of  the  Kernel  Facilities  Definition).  Consequently,  the  incoming 
message  must  be  stored  in  a  Kernel  buffer,  and  later  copied  into  the 
application  buffer. 

3. 

All  messages  whose  destination  process  is  on  a  remote  processor  must  be  copied  twice  - 
once  on  the  originating  processor  from  the  application  buffer  to  a  Kernel  buffer,  and  again  at 
the  remote  node  from  a  Kernel  buffer  to  an  application  buffer.4  The  flow  of  data  are 
diagrammed  in  Figure  27.  Certain  optimizations  reduce  the  number  of  times  that  data  is 
copied  when  both  the  sending  and  receiving  process  are  located  on  the  same  processor. 


Sending  Receiving 

Process  _  Process 


Application 

Application 

m 

Kernel 

„r  Kernel 

• 

Application 

Data 

“s"'  Buffer 

*  Butter 

™  UAnA  1  fsjl™  vf  ^ 

Butter 

Buffer 

•  Copy  operations  mentioned  in  text 


Figure  27:  Data  Flow  Through  the  Kernel  and  Network 

Once  a  message  has  been  copied  into  a  datagram  buffer  by  the  Kernel  and  enqueued  into 
the  Nproc  output  queue,  the  Nproc  assumes  all  responsibility  for  transferring  the  message  to 
the  remote  node. 

The  remainder  of  this  chapter  covers  the  internal  Kernel  abstractions  necessary  to 


4The  messages  must  be  placed  in  an  application  buffer  by  the  application  prior  to  the  call  to  the 
send  message  or  send  message  and  wait  Kernel  primitives,  and  in  a  Kernel  buffer  as  the  message  is 
initially  read  off  the  network,  prior  to  notifying  the  Kproc  of  an  incoming  message.  These  transactions  are  not 
considered  in  the  count  of  copy  operations. 
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implement  the  Kproc/Nproc  communication  and  interaction.  In  particular,  Sections  8.1  and 
8.2  outline  and  diagram  the  transmission  of  a  message  from  one  Kproc  to  another  via  the 
network. 


1.1.  Design  Decisions 

A  number  of  design  decisions  have  been  made  concerning  the  implementation  of  the 
communications  algorithms.  These  are: 

1.  It  is  assumed  that  the  Kproc  and  Nproc  have  some  mechanism  of 

synchronization  via  semaphores.  Two  mechanisms  of  processor 

synchronization  are  available: 

a.  Using  the  MC68020  cas  instruction  to  set  semaphores  used  by  the 
two  processors.  This  mechanism  is  the  one  currently  in  use,  although 
it  is  machine-specific. 

b.  A  hardware-independent  algorithm  written  entirely  in  Ada,  derived  from 
the  algorithms  in  [Raynal  86].  This  algorithm  has  been  tested  and 
executes  correctly,  although  it  is  slightly  slower  than  the 
machine-specific  version.  This  version  is  not  being  used,  although  it  is 
supplied  as  commentary  in  the  body  of  llh.5 

These  semaphores  will  be  used  to  lock  resources  shared  by  the  Kproc  and 
Nproc,  such  as  free  lists  and  message  queues  (datagram  buffers  are  stored  in 
message  queues;  the  queues  must  be  locked  before  any  enqueueing  or 
dequeueing  can  be  performed). 

2.  There  is  a  single  set  of  datagram  buffers  available  to  both  the  Nproc  and  the 
Kproc,  and  it  is  allocated  in  the  megabyte  of  shared  memory  common  to  both 
processors.  This  set  of  buffers  is  used  both  for  sending  messages  from  the 
Kproc  to  the  network,  and  by  the  Nproc  as  it  receives  messages  from  the 
network. 

3.  The  set  of  datagram  buffers  comprises  three  pools  of  buffers  (described  in 
greater  detail  in  Section  2.3).  Each  pool  has  its  own  free  list.  Whenever  the 
Kernel  allocates  a  buffer,  it  looks  in  the  free  list  of  the  appropriate  size. 

4.  Only  the  actual  number  of  bytes  in  the  application  message  (plus  the 
necessary  Kernel  overhead)  are  transmitted  on  the  network,  even  if  a  buffer 
larger  than  the  application  message  is  used. 

5.  Each  message  originating  on  a  node  (a  Kproc/Nproc  pair)  is  sent  completely 
before  transmission  of  another  message  originating  on  the  same  node  is 
begun. 

6.  Messages  that  are  passing  through  a  node  are  be  interleaved  with  any 
message  that  may  be  originating  on  that  node.  This  does  not  present  a 
problem,  since  each  32  bits  of  data  that  are  transmitted  have  the  sender  and 
receiver  encoded  in  the  top  16  bits.  The  node  that  is  "downstream"  of  the 


^he  short  name  LLH  is  used  as  an  Ada  code  abbreviation  for  the  package  low_level_hardware. 
complete  list  of  all  the  package  short  names  that  are  used  in  this  document,  please  refer  to  Appendix  H. 
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sending  node  is  able  to  identify  the  sender  and  recipient  of  each  32-bit  packet 
of  a  datagram. 

7.  Local  optimizations  are  performed  for  local  transmission  of  messages  (Section 
10.1.29  of  the  Kernel  Facilities  Definition).  The  application  program  need  not 
know  the  location  of  the  destination  of  the  message;  however,  the  Kproc 
speeds  message  transmission  when  it  is  known  that  the  source  and 
destination  processes  are  both  resident  on  the  same  processor. 

8.  Implementation  of  the  buffers  is  via  doubly  .inked  lists.  Allocation  from  the  free 
list  may  be  arbitrary  (i.e.,  it  does  not  matter  which  free  pool  is  used,  so  long  as 
the  buffers  in  it  are  of  the  appropriate  size),  although  the  send  and  receive 
queues  are  absolutely  First-In  First-Out  (FIFO).  There  are  no  message 
priorities  (Section  19  of  the  Kernel  Facilities  Definition). 

9.  The  algorithms  used  for  datagram  buffer  allocation,  enqueueing,  dequeueing, 
and  deallocation  are  the  same  on  both  the  Kproc  and  the  Nproc.  Wherever 
needed,  semaphores  are  used  to  guarantee  the  atomicity  of  operations. 

Although  this  design  is  specified  for  a  single  Kproc  and  a  single  Nproc  comprising  each 
processor  node,  the  algorithms  that  are  described  below  are  sufficiently  flexible  to  allow  for 
multiple  Kprocs  to  be  associated  with  a  single  Nproc. 
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2.  Data  Structures 


The  following  data  structures  are  used  to  implement  data  transfer  using  the  Kproc  and 
Nproc  model  that  we  have  established. 


2.1.  Datagram  Data  Structures 

A  datagram  is  the  Ada  type  used  by  the  Kernel  to  keep  track  of  messages.  Datagrams  are 
allocated  from  the  free  lists  with  the  subroutine  alloc_dg  (Section  4.6),  enqueued  into  the 
receive  and  transmit  queues  with  the  enqueue  subroutine  (Section  4.2),  removed  from 
these  queues  with  the  dequeue  subroutine  (Section  4.3),  and  returned  to  the  free  lists  with 
the  f  ree_dg  subroutine  (Section  4.7).  Other  subroutines  support  the  ability  to  get  the  first 
element  from  a  queue  without  dequeueing  it  (get_f  irst,  described  in  Section  4.4),  and  to 
delete  an  arbitrary  element  from  a  queue  (delete,  described  in  Section  4.5). 

Datagrams  are  never  referenced  directly,  but  are  instead  always  accessed  through 
datagram  pointers.  For  consistency,  the  datagram  that  is  sent  from  one  process  is  identical 
to  the  datagram  that  is  received  by  another.  The  Nproc  knows  nothing  about  the  format  of 
messages  other  than  their  size,  source,  and  destination.  The  datagram  contents  and 
access  mechanisms  are  described  below. 


2.2.  Datagram_Pointer 

The  type  datagram_pointer  is  defined  as  follows: 

typ*  datagram__point«r  is  accaai  datagram; 

A  datagram_pointer  is  simply  a  pointer  to  a  datagram.  All  references  to  datagrams 
within  the  Kernel  are  made  with  this  access  type. 


2.3.  Datagram_Class 

Datagrams  are  divided  into  four  distinct  classes: 

typa  datagram_class  is  (small,  larga,  karnal,  quaua_haad) ; 

The  different  datagram  classes  are  used  for  a  number  of  reasons: 

1 .  A  significant  space  savings  can  be  effected  by  allocating  a  small-sized 
datagram  to  the  application  when  a  small  message  needs  to  be  transmitted, 
and  only  allocating  a  large  datagram  when  larger  application  messages  need 
to  be  sent. 

2.  Although  variant  records  would  be  the  most  natural  way  to  accomplish  this, 
the  code  that  our  compilers  generated  was  abominably  inefficient.  Therefore, 
it  was  decided  to  use  unchecked_conversion  to  coerce  the  required 
number  of  datagram  pointer  types  into  a  single  type  called 
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daragram_point er.  To  distinguish  between  the  different  sizes  of 
datagrams  associated  with  the  pointers,  a  field  called  class  of  type 
datagram_ciass  is  present  in  each  datagram. 

3.  Since  variant  records  are  not  being  used,  rather  than  have  an  additional  type 
of  structure  for  queue  headers,  a  class  called  queue_nead  is  used  to 
distinguish  "real"  datagrams  from  datagram  queue  headers.  A  queue  header 
accesses  a  datagram  that  contains  no  data  buffer  (or  rather,  has  a  buffer  of 
zero  size),  and  is  used  simply  as  the  access  mechanism  for  a  queue.  The 
number  of  queues  in  use  on  a  processor  is  determined  at  runtime  as 
processes  are  created  -  there  is  one  queue  for  every  process,  in  addition  to 
the  free  queues  and  input  and  output  queues. 


The  data  buffer  sizes  associated  with  the  various  datagram  classes  (plus  some  additional 
space  for  Kernel  encapsulation  of  datagrams)  are: 


large 


O' 


k6  me* 


queue__head 


CG  .ma:<imum_message_size  bytes  (rounded  up  to  an  integral  number 
of  16-bit  words). 

One  tenth  of  CG . maximum_message_size  bytes  (rounded  to  an 
integral  number  of  16-bit  words).  If  this  fraction  is  smaller  than  32  bytes, 
the  smaller  buffer  pool  is  not  used.  If  this  fraction  is  larger  than  128 
bytes,  the  value  of  1 28  bytes  is  used. 

nc  .nct_entry' size  bytes  (rounded  to  an  integral  number  of  16-bit 
words).  This  buffer  size  is  used  to  ensure  that  an  adequately  sized 
buffer  is  available  to  initialize  the  DARK  network,  even  if  the  application 
specifies  that  CG .  ma:-:imum_message_size  is  zero  bytes. 

No  data  buffer  is  allocated  for  this  class  of  datagram,  because  it  is  only 
used  as  a  queue  header,  and  not  for  data  transmission. 


2.4.  Datagram 

A  datagram  is  divided  into  a  local  optimization  component  (which  contains  information  for 
processing  locally  optimized  messages),  a  header  component  (which  describes  the  contents 
of  the  data,  contains  the  various  maintenance  information,  etc.)  and  a  data  component 
(which  contains  the  actual  body  of  the  application  or  Kernel  message).  The  definitions  of 
these  two  components  are: 
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type  datagram_headar  is 
racord 

next  : 
prav  : 
class  : 
buffar_size  : 
msg_count  : 
semaphore  : 
massage_length  : 
operation  : 
ramota_timaout  : 
sender  : 
receiver  : 
message_tag  : 
message_id  : 
checksum  : 
end  record; 

type  copy_action__typas  is  (no_copy_necessary , 

c  op  y_f  r  om_dat  agr am_bu  f  f  er , 
copy_£rom_senders_buf far ) ; 

type  local_optinn.zation_record  is 
record 

do_optimization :  boolean  :  *  false; 

c°py_action:  copy_action_types  :*  no_copy_nacassary ; 

copy__f r om_addr as s :  hw_addr as s  ; 
end  racord  ; 

type  datagram  is 
record 

local;  local_optimizatioa_racord; 
header  :  datagram_haadar ; 

buffer  :  data_buf f er (1  ..  CC.message_length_type' last) ; 
end  record; 

The  Local  component  is  used  only  when  the  receiver  and  sender  are  on  the  same 
processor.  There  are  three  pieces  of  information  referenced  by  Local: 

dc_opt imizat ion 

A  flag  used  to  indicate  the  message  has  been  locally  sent  and  should 
be  processed  appropriately. 

copy_act  ion  Indicates  one  of  three  actions  the  Kernel  should  take  when  copying  the 
message  to  the  receiver’s  buffer.  The  action  is  affected  by  the  level  of 
optimization  that  has  taken  place  and  reflects  the  condition  of  the 
receiver  when  the  sender  issued  the  call  to  send.  No_Copy_Necessary 
is  set  when  the  receiver  was  waiting  and  the  message  was  copied 
directly  from  the  sender’s  buffer  to  the  receiver's  buffer.  A  copy  in  and 
out  of  the  datagram  buffer  has  been  avoided. 
Copy_From_Senders_Buffer  is  set  when  the  message  was  not  able  to 
be  copied  into  the  receiver’s  buffer  and  the  sender  issued  a 


dat  agr  am__po  inter  ; 
datagram_po inter ; 
dat agram_clas a ; 
buf f er_range ; 
hw_long_natural ; 
hw_long_integer ; 
buf f er_range ; 
kerne l_oper at ion ; 

KT . karael_time; 

NS . process _ index _ type ; 

NG . process_indax_type ; 
CG . message_tag_type ; 
massage_idantif ier ; 
hw_integer ; 
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Send_Message_And_Wait.  This  represents  the  next  best  level  of 
optimization.  The  copy  is  still  made  directly  into  the  receiver’s  buffer 
from  the  sender’s  buffer,  but  only  after  the  receiver  is  ready. 
Copy_From_Datagra_Buffer  is  set  when  it  is  not  possible  to  copy 
immediately  into  the  receiver’s  buffer  and  the  sender  issued  a 
Send_Message.  In  this  case,  the  sender  could  not  be  blocked  and  the 
message  had  to  be  copied  into  the  buffer  of  the  datagram.  At  some 
point  when  the  receiver  is  ready,  the  Kernel  will  copy  the  message  into 
the  receiver’s  buffer  from  the  datagram. 

oopy_f rom_address 

Address  of  sender's  buffer  when  the  Copy_Action  is 
Copy_From_5enders_Buffer.  At  the  point  when  the  receiver  is  ready  to 
receive  the  optimized  message  the  Kernel  uses  this  address  to  copy  to 
the  receiver's  buffer  from  the  blocked  sender’s  buffer. 

At  best,  during  local  optimization  the  transmission  overhead  of  the  network  can  be  avoided 

and,  in  some  cases,  copying  into  the  buffer  of  the  datagram. 

The  description  of  the  various  fields  within  the  header  component  are  as  follows: 

next  This  field  contains  the  pointer  to  the  next  datagram  in  the  queue  and  is 

used  to  maintain  the  doubly  linked  lists.  This  field  and  a  number  of 
fields  following  are  not  transmitted  across  the  network.  They  are  used 
only  on  the  node  that  actually  "owns"  the  datagram  and  are  not 
considered  part  of  the  message  that  is  shipped  between  processors. 

prev  This  field  contains  the  pointer  to  the  previous  datagram  in  the  queue 

and  is  used  to  maintain  the  doubly  linked  lists.  This  field  is  not 
transmitted  across  the  network  and  is  maintained  locally  by  each 
processor  node. 

buf  fer_size  This  field  is  only  used  in  queue  headers  and  is  ignored  in  datagrams.  It 
contains  the  size  of  the  data  buffer  available  to  the  application  in  this 
datagram  (and  not  the  number  of  bytes  in  the  application  message). 
This  field  is  not  transmitted  across  the  network  and  is  maintained  locally 
by  each  processor  node. 

ms g_count  This  field  is  only  significant  in  queue  headers  and  contains  the  number 

of  messages  presently  in  the  queue.  This  field  is  not  transmitted  across 
the  network  and  is  maintained  locally  by  each  processor  node. 

semaphore  This  field  is  used  by  both  queue  headers  and  datagrams,  but  in  different 

ways. 

•  In  the  queue  headers,  this  field  contains  the  interprocessor 
semaphore  for  locking  the  queue  for  exclusive  use.  It 
contains  either  LLH.free  (indicating  that  the  queue  is 
available  for  use)  or  llh  .busy  (indicating  that  the  queue  is 
presently  busy,  and  is  being  modified).  In  queue  headers, 
this  field  is  manipulated  with  the  llh.p  and  llh.v 
subroutines,  and  ensures  that  the  Kproc  and  Nproc  do  not 
manipulate  the  queues  simultaneously. 

•  In  individual  datagrams,  this  field  contains  either  llh  .free 
(indicating  that  the  datagram  is  free  from  association  with 


160 


CMU/SEI-89-TR-19 


any  queue),  or  LLH.busy  (indicating  that  the  datagram  is 
currently  in  a  queue).  In  the  former  case,  any  attempt  to 
delete  the  datagram  from  a  queue  will  be  ignored.  In  the 
latter  case,  any  attempt  to  re-enqueue  the  datagram  will  be 
ignored.  In  datagrams,  this  field  is  manipulated  by  simply 
setting  the  appropriate  value  while  in  an  atomic  region. 

This  field  is  not  transmitted  across  the  network  and  is  maintained  locally 
by  each  processor  node. 

message_iength  The  number  of  bytes  in  the  message  text,  as  supplied  by  the 
application.  This  value  will  always  be  less  than  or  equal  to  the 
buf f er_size  field.  This  field,  and  all  following  fields  are  transmitted 
across  the  network,  and  are  considered  part  of  the  message  that  is  sent 
and  received. 

operation  This  field  contains  one  value  from  the  enumerated  type 

DGG .  kernel_operation  for  both  Kernel  to  Kernel  (e.g., 
DGG. kernel_message  or  DGG . init_protocol_message)  or 
application  (e.g.,  DGG  .blind_send  or  DGG . acknowledged_send) 
messages,  depending  on  the  type  and  originator  of  the  message.  This 
item  is  generated  by  the  Kernel. 

remote_timeout  This  field  is  only  used  when  a  send_message_and_wait  is 

transmitted.  The  value  specified  in  this  field  is  the  elapsed  time  as 
calculated  on  the  sending  process. 

sender  The  process_index  of  the  process  that  is  sending  this  message.  In 

the  case  of  DGG.nak_process_dead  and  related  messages,  the 
sender  field  will  be  what  would  have  been  the  processjndex  of  the 
process  that  is  being  marked  as  dead.  Because  the  sender  field 
contains  both  a  process  number  and  a  processor  number,  the  sender 
field  uniquely  identifies  a  process  within  the  DARK  network. 

receiver  The  process_index  of  the  process  that  is  supposed  to  receive  the 

datagram.  Because  the  receiver  field  contains  both  a  process  number 
and  a  processor  number,  the  receiver  field  uniquely  identifies  a  process 
within  the  DARK  network. 

message_tag  In  the  case  of  an  application-generated  message,  this  field  contains  an 
application-supplied  message  identifier  that  is  passed  to  the  application. 
In  the  case  of  a  Kernel-generated  message,  this  field  contains  a  value 
from  the  enumerated  type  dgg  ^ernel_tag  (i.e.,  ack,  nak, 
kill_process,  etc.),  which  deterrri...es  the  action  to  be  taken  upon 
receipt  of  the  datagram. 

message_id  A  sequence  number  assigned  by  the  Kernel  for  use  with 
send_message_and_wait  and  the  associated  Kemel-to-Kenel  reply. 

checksum  A  checksum  of  the  Kernel  datagram  message.  This  checksum  is 

supplied  by  the  transmitting  Nproc  and  is  verified  by  the  receiving 
Nproc.  Presently,  the  checksum  is  not  calculated,  and  is  always 
supplied  as  0  -  this  field  is  supplied  for  future  network  enhancements. 

The  array  bounds  of  the  data  buffer  field  are  defined  to  be 

l  . .  CG.message_iength_type' last.  No  datagram  is  ever  actually  allocated  with  a 
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data  buffer  of  this  size  -  this  range  is  included  to  allow  for  datagrams  of  size 
c g . max iitium_me ssage_size  and  smaller  (as  described  in  Section  2.3)  to  be  allocated 
and  coerced,  using  unchecked_conversion,  into  this  type.  Because  of  the  very  large 
upper  bound  on  the  array  range  of  data_buffer,  no  boundary  check  exceptions  are  ever 
raised  (and  it  is  assumed  that  the  subroutines  in  datagram_management  are  sufficiently 
robust  for  this  not  to  be  a  problem). 
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3.  Semaphores  and  Atomic  Regions 

The  Kproc  and  Nproc  subprograms  for  datagram  manipulation  use  both  interprocessor 
semaphores  and  atomic  regions  to  protect  Kernel  data  structures.  Interprocessor 
semaphores  are  manipulated  with  the  subroutines  llh.p  and  llh.v  (these  subroutines 
implement  a  classical  Dijkstra  P/V  semaphore  system).  Atomic  regions  are  maintained  by 
the  subroutines  LLH.begin_atomic  and  llh . end_atomic.  Each  mechanism  has  a 
different  purpose. 

The  semaphores  used  in  the  message  queue  headers  are  designed  to  prevent 
simultaneous  access  of  the  datagram  queues  by  both  the  Kproc  and  the  Nproc.  Since  the 
amount  of  time  required  to  access  the  queue  headers  is  short,  llh.f  is  a  blocking  (i.e., 
busy/wait)  operation  -  that  is,  the  processor  that  calls  llh  .  p  loops  until  the  semaphore 
becomes  available. 

Atomic  operations  are  used  in  conjunction  with  semaphores  to  prevent  queue  operations 
from  being  interrupted  by  the  actions  of  an  interrupt  service  routine  operating  on  the  same 
processor.  In  this  way,  only  a  single  access  to  the  queue  may  be  made  on  a  single 
processor. 

In  all  the  subroutines  described  in  Section  4,  both  atomic  regions  and  semaphores  are  used. 
The  primary  reason  for  this  is  best  illustrated  with  the  following  two  scenarios: 

Scenario  1 : 


a.  While  executing  a  BIO.  send_process_datagram,  the  Kproc 
enqueues  a  datagram  being  sent  locally  to  a  process  receive  queue. 

b.  At  the  same  time,  the  Nproc  receives  a  datagram  from  a  different 
processor  node  targeted  for  the  same  local  process.  The  Nproc 
interrupts  the  Kproc. 

c.  The  Kproc  interrupt  service  subroutine  enqueues  the  incoming 
datagram  into  the  process  receive  queue. 

If  atomic  regions  are  not  used  to  surround  the  enqueue  operations,  the  Kproc 
interrupt  service  routine  (step  c)  could  begin  executing  while  the  main-line 
Kproc  subroutine  (step  a)  was  still  accessing  the  queue.  Either  the  interrupt 
service  routine  will  block  forever  (since  the  semaphore  guarding  the  queue  is 
presently  claimed  by  the  main-line  Kproc  code),  or  the  interrupt  service  routine 
would  corrupt  the  queue  currently  being  manipulated  by  the  main  line  code  (if 
the  semaphore  only  precludes  access  by  the  Nproc). 

Scenario  2: 


a.  The  Kproc,  executing  a  bio.  send_kernei_datagram,  dequeues  a 
datagram  from  the  free  queue  so  that  it  may  build  a  Kernel  message. 

b.  At  the  same  time,  the  Nproc  receives  a  packet  from  an  incoming 
datagram.  It  also  attempts  to  dequeue  a  datagram  from  the  free 
queue. 
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If  interprocessor  semaphores  are  not  used  to  surround  the  dequeue 
operations,  both  the  Kproc  and  Nproc  could  conceivably  be  accessing  the 
same  free  queue  at  the  same  time,  each  corrupting  the  accesses  of  the  other. 

Other  scenarios  can  easily  be  envisioned  that  couple  the  conflicting  actions  of  all  of  the 
datagram  manipulation  subroutines  described  in  Section  4.  It  is  necessary  to  use  both 
atomic  regions  (to  prevent  datagram  corruption  via  an  interrupt  service  routine  accessing  the 
same  datagram  queue)  and  interprocessor  semaphores  (to  prevent  corruption  by  the  other 
processor  accessing  the  same  datagram  queue)  to  lock  datagram  queues  for  subsequent 
manipulation.  Only  by  using  both  mechanisms  on  the  Kproc  can  the  integrity  of  the 
datagram  queues  be  guaranteed. 

On  the  Nproc,  it  is  not  necessary  to  use  both  mechanisms;  interprocessor  semaphores 
suffice.  In  the  Nproc,  some  datagram  queues  are  accessed  only  by  interrupt  service 
routines,  and  others  by  only  main-line  (i.e.,  non-interrupt  level)  code.  Because  of  this, 
atomic  sections  are  not  needed  (since  interrupt  service  routines  are  themselves  not 
interruptible).  See  Section  7  for  more  details. 
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4.  Datagram  Management 

The  following  subroutines  are  used  to  manage  the  datagrams  within  the  Kernel.  These 
subroutines  are  used  to  allocate  datagrams  from  free  queues,  enqueue  them  into  input  and 
output  queues,  and  return  them  to  the  free  queues  when  the  Kernel  is  done  with  them.  The 
application  program  never  sees  these  subroutines,  nor  need  it  ever  be  aware  that 
datagrams  are  used  for  message  transmission. 


4.1.  new  queue 

The  new_queue  subroutine  is  used  to  create  a  new  datagram  queue  header.  This 
subroutine  must  be  called  before  any  enqueue  operations  can  be  performed. 

The  queue  is  initialized  with  a  msg_count  field  of  0  (i.e.,  no  messages),  a  class  field  of 
queue_head  (i.e.,  this  datagram  only  serves  as  a  queue  header,  and  is  never  allocated  with 
aiioc_dg  or  dequeue,  Sections  4.6  and  4.3),  and  a  buffer_size  field  of  0  (i.e.,  no  data 
buffer  associated  with  the  datagram).  All  datagram  queues  are  maintained  as  doubly  linked 
lists,  for  reasons  described  in  Section  4.5,  and  are  created  with  this  subroutine. 

Since  the  collection  of  datagrams  ;hat  the  Nproc  allocates  is  in  the  shared  memory  region, 
the  datagram  queues  associated  with  them  must  also  be  in  shared  memory.  The  Kproc,  on 
the  other  hand,  allocates  datagram  queues  in  its  own  local  memory  (to  implement  the 
per-process  input  queues).  Because  of  this  difference,  new_queue  tests  to  see  whether  it 
is  Deing  called  from  the  Kproc  or  the  Nproc. 

4.1.1.  Interlace 

function  new_quaua 

return  DGG . datagram_po inter ; 

4.1.2.  PDL 

if  is_Kproc  then 

allocate  datagram  from  local  heap 

else 

allocate  datagram  from  shared  memory  heap 
end  if 

next  :  *  self  reference  --  Circular  list 

prev  : »  self  reference  --  Circular  list 

class  :■  queue_head 

buffer_size  :*  0 

msg__count  :  *  0 

semaphore  : =  free 
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4.2.  enqueue 

The  enqueue  subroutine  is  used  by  the  Kernel  to  place  a  datagram  at  the  tail  of  a  queue. 
The  enqueue  subroutine,  in  conjunction  with  the  dequeue  subroutine  (Section  4.3), 
provides  a  FIFO  queueing  system  for  datagrams. 

The  enqueue  subroutine  places  the  specified  datagram  at  the  tail  of  the  specified  queue. 
The  msg_count  field  in  the  queue  head  is  incremented  by  1  for  each  datagram  enqueued. 

4.2.1.  Interface 

procedure  enqueue  ( 

dg  :  in  DGG. datagram_pointer ; 
queue  :  in  DGG . datagram_pointer 
)  ; 

4.2.2.  PDL 

begin  atomic  region 
lock  queue  semaphore 

i£  datagram  is  not  busy  (i.e.,  not  in  a  queue)  then 
link  datagram  into  tail  of  queue 
mark  datagram  as  buty  (i.e.,  in  a  queue) 
queue . msg_count  : »  queue . msg_count  *  +  1 

else 

null 
end  if 

unlock  queue  semaphore 
end  atomic  region 

4.3.  dequeue 

The  dequeue  subroutine  is  used  by  the  Kernel  to  remove  the  first  datagram  from  a  queue 
and  return  it  to  the  caller.  The  dequeue  subroutine,  in  conjunction  with  the  enqueue 
subroutine  (Section  4.2),  provides  a  FIFO  queueing  system  for  datagrams. 

The  dequeue  subroutine  removes  the  first  datagram  (i.e.,  the  head  of  the  queue)  from  the 
specified  queue.  The  rr.sg_count  field  in  the  queue  neader  is  decremented  by  1  for  each 
datagram  enqueued.  If  no  datagrams  are  available,  dequeue  returns  null. 

4.3.1.  Interface 

function  dequeue  ( 

queue:  in  DGG .  datagxam_j>ointer 
)  return  DGG . datagram_pointer ; 
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4.3.2.  PDL 


begin  atomic  region 

lock  queue  semaphore 

if  queue .msg_count  >  0  then 

unlink  first  datagram  in  queue 
mark  datagram  as  free  (i.e.,  not  in  a  queue) 
queue .ms g_count  : =  queue .msg_count  -  1 
value_to_return  : =  datagram 

else 

val-*e_to_return  :  =  null 
end  if 

unlock  queue  semaphore 
end  atomic  region 
return  value  to  return 


4.4.  get  first 

The  get_first  subroutine  is  used  to  return  a  pointer  to  the  first  datagram  in  a  specified 
queue  without  actually  dequeueing  it.  It  is  used  by  the  Kernel  receive_message  and 
purge_message_queue  subroutines. 

The  get_£ irst  subroutine  returns  a  pointer  to  the  first  datagram  in  a  queue,  but  does  not 
delete  the  datagram  from  the  queue.  This  subroutine  is  used  in  conjunction  with  delete 
instead  of  dequeue  to  eliminate  some  race  conditions.  These  conditions  are  documented  in 
Appendix  C. 

4.4  1 .  Interface 

function  get_f  irst  ( 

queue  :  in  DGG . datagram_pointer 
)  return  OGG .  da tagram_po inter; 


4.4.2.  PDL 


begin  atomic  region 

lock  queue  semaphore 

if  queue .msg_count  >  0  then 

copy  pointer  to  first  datagram 
value__to_return  :  =  pointer 

else 

value_to_return  : *  null 
end  if 

unlock  queue  semaphore 
end  atomic  region 
return  value  to  return 
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4.5.  delete 


The  delete  subroutine  is  used  to  remove  a  specified  datagram  from  a  named  queue.  It  is 
used  by  the  Kernel  to  remove  a  specific  datagram  from  a  queue  prior  to  releasing  it  to  the 
free  pool.  A  primary  use  of  this  subroutine  is  to  delete  a  datagram  (from  anywhere  in  the 
queue)  whose  timeout  has  expired.  Although  messages  are  enqueued  and  dequeued  in  the 
process  queues  in  FIFO  order,  timeouts  do  not  necessarily  occur  in  the  same  order.  This 
subroutine  is  provided  to  enable  the  deletion  of  a  timed-out  message  from  the  middle  of  the 
queue. 

The  delete  subroutine  removes  the  specified  datagram  from  the  specified  queue.  It 
operates  on  the  assumption  that  the  datagram  is  in  the  queue.  No  checking  is  done  to 
ensure  that  this  is  the  case;  checking  requires  an  O(n)  algorithm,  while  safe  use  of  a 
non-checking  algorithm  requires  an  0(1)  algorithm.  Should  the  test  condition  be  false,  the 
datagram  queue  will  be  damaged  and  subsequent  operations  on  the  queue  will  be 
jeopardized.  This  subroutine  is  used  in  conjunction  with  get_first  instead  of  dequeue  to 
eliminate  race  conditions.  These  conditions  are  documented  in  Appendix  C. 

4.5.1.  Interface 

procedure  deleto  ( 

dg  :  in  DGG . da tagxam_po inter ; 
queue  :  in  DGG .  datagrainjpo inter 

)  ; 

4.5.2.  PDL 

begin  atomic  region 
lock  queue  semaphore 

if  datagram  is  busy  (i.e.,  in  a  queue) 
unlink  specified  datagram 

mark  datagram  as  free  (i.e.,  not  in  a  queue) 

else 

null 
end  if 

unlock  queue  semaphore 
end  atomic  region 


4.6.  alloc_dg 

The  alloc_dg  subroutine  is  called  by  the  Kernel  when  it  needs  to  allocate  a  new  datagram 
for  message  transmission.  Note  that  this  subroutine  differs  from  both  dequeue  and 
get_f irst,  which  return  a  datagram  from  a  specie  queue.  Alioc_dg  searches  the 
available  free  queues  and  returns  the  smallest  available  datagram  that  fiis  the  size 
parameter  requirements. 

The  aiisc_dg  subroutine  dequeues  a  datagram  with  a  data  butter  of  at  least  the  specified 
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size  from  the  first  available  free  queue.  If  no  datagrams  are  available,  it  returns  null. 
However,  if  the  requested  size  is  larger  than  the  available  buffers  (a  situation  that  should  not 
happen,  due  to  Ada  compile-time  or  runtime  range  checking),  it  raises  the  exception 

illegal_datagram_size. 

4.6.1 .  Interface 

function  alloc_dg  ( 

size  :  in  DGG.bu££ar_range 
)  return  DGG . datagram_pointar ; 

4.6.2.  PDL 

if  size  >  laxge_  queue . size  and  size  >  kernel_queue . size  then 
raise  illegal_datagraxn_size 
end  if; 

--  The  reason  for  using  a  comb  structure  for  the  conditional 
--  statements  (instead  of  nested  elsifs)  is  that  although  the 
--  application  may  request  a  small  datagram  buffer,  there  may 
--  not  be  a  buffer  available  -  thus  we  must  check  to  see  if  a 
--  datagram  has  been  allocated  after  each  step,  and  try  again 
--  with  a  different  buffer  pool  if  not. 

if  size  <=  small_queue . size  then 
dg  dequeue  from  small  queue 
dg . do_optimi ration  : =  false ; 
end  if; 

if  dg  =  null  and  size  <=  large_queue .size  then 
dg  : =  dequeue  from  large  queue 
dg . do_optimi ration  : =  false ; 
end  if; 

if  dg  *  null  and  size  <=  kernel_queue . size  then 
dg  :  **  dequeue  from  kernel_queue 
V  end  if; 
return  dg; 


4.7.  free_dg 

The  f  ree_dg  subroutine  is  used  by  the  Kernel  communication  subroutines  when  they  have 
finished  with  a  datagram.  This  subroutine  finds  the  appropriate  free  queue  in  which  to  place 
the  datagram.  Free_dg  must  be  called  when  a  datagram  is  no  longer  needed;  if  not,  the 
pool  of  available  datagrams  will  eventually  be  exhausted,  and  subsequent  calls  to 
alioc_dg  will  be  unable  to  allocate  a  datagram. 

The  f  ree_dg  subroutine  enqueues  the  specified  datagram  into  the  appropriate  free  queue. 
Since  all  datagrams  that  the  application  can  allocate  should  have  been  obtained  via 
aiicc_dg,  the  first  three  state  nents  in  the  case  statement  should  always  be  executed. 
However,  in  case  the  application  attempts  to  release  an  illegal  datagram  type  (i.e.,  one  of 
type  queue_head),  this  Subroutine  raises  the  exception  illegal_datagram_class. 
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4.7.1.  Interface 

procedure  £ree_dg  ( 

dg  :  in  DGG. datagram_pointer 

); 


4.7.2.  PDL 


case  dg. class 

when  small  => 
when  large  *> 
when  kernel  => 
when  queue_head 
end  case 


enqueue (dg,  small  queue) 
enqueue (dg,  large  queue) 
enqueue (dg,  kernel  queue) 

=>  raise  illegal_datagram_class 
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5.  Packet  Communication 


All  datagrams  are  broken  up  into  16-bit  chunks  (transmitted  within  32-bit  packets)  for 
transmission  around  the  network.  Because  of  the  asynchronous  nature  of  the 
communication  mechanism,  there  is  no  guarantee  that  a  datagram  arrives  in  its  entirety 
before  another  datagram  is  transmitted  from  another  node.  While  the  transmission  of  an 
individual  packet  is  an  atomic  operation,  transmission  of  a  datagram  is  not.  This  means  that 
a  given  node  may  receive  interleaved  packets  from  multiple  nodes.  To  ensure  that  all 
packets  arrive  at  their  correct  destination  (and  that  datagrams  are  correctly  reconstructed  at 
the  destination  node),  each  packet  also  contains  the  sender  and  receiver  address. 

A  packet  looks  like  the  following  illustration: 


15  16 


23  24 


31 


Data 


To 

From 

Address 

Address 

Figure  28:  Packet  Layout 

From-addresses  and  to-addresses  may  fall  in  the  range  of  16#0C#  through  :6#fe#.  The 
value  16#FF#  is  reserved  for  internal  use  during  initialization  only,  and  may  not  be  used  as 
a  valid  network  address  (see  Section  1.2  for  details  on  how  to  configure  the  hardware 
network  address  on  the  Kproc  and  Nproc).  The  from-  and  to-addresses  in  the  packets 
correspond  to  the  physical_address  field  in  the  NCT,  which  is  of  type 
NG.bus  address. 
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6.  Kproc/Nproc  Interface 

The  interface  between  the  Kproc  and  Nproc  is  asymmetrical.  The  Kproc  is  advised  of 
changes  in  the  input  queue  by  interrupts  from  the  Nproc,  while  the  Nproc  polls  the  output 
queue  for  changes  in  status.  All  data  transfer  is  through  the  memory  shared  between  the 
Kproc  and  Nproc,  and  this  in  turn  is  effected  by  the  subroutines  enqueue,  dequeue,  etc. 


6.1.  Shared  Memory 

The  shared  memory  on  a  processor  node  resides  at  the  addresses  described  in  Section  3 
and  Section  10,  Table  40.  The  first  256  bytes  of  this  shared  memory  are  reserved  for 
shared  variables,  while  the  remaining  bytes  are  used  for  the  Ada  heap  for  the  Nproc.  In  this 
latter  area,  the  Nproc  allocates  the  datagram  buffers  and  places  them  in  the  various  free 
queues.6 

There  are  two  shared  variables  used  by  the  Kproc/Nproc  interface.  These  are 
dgm.  input_queue  and  dgm.  output  queue,  and  they  reside  at  the  addresses  defined  by 

MEM.  input_queue_address  and  MEM.  output  queue  address,  respectively. 

Other  shared  memory  variables  are  used  internally  by  package  dgm,  but  these  are  not  used 
by  the  Kproc/Nproc  interface.  The  specific  addresses  and  their  uses  can  also  be  found  in 
the  package  memory_addresses. 


6.2.  Enqueueing  Messages  for  Transmission 

When  the  Kproc  wishes  to  transmit  a  message  to  another  processor,  it  enqueues  the 
datagram  containing  the  message  into  the  output_queue.  The  Nproc  main  loop  code 
(Section  7.2)  continually  polls  this  queue.  As  soon  as  a  datagram  is  present  in  the  queue, 
the  Nproc  commences  transmitting  it  over  the  network.  The  datagram  must  be  correctly 
constructed  (i.e.,  the  sender  and  receiver  fields  must  be  initialized,  as  must  the 
message_iength  and  operation  fields  -  see  Section  2.4  for  details  on  each  of  these 
fields).  The  subroutines  BIG.  send_kernel_datagram  and 

Bic_send_process_datagram  are  typically  used  to  construct  these  datagrams. 


^he  Ada  heap  for  the  Nproc  is  moved  to  the  region  of  shared  memory  by  a  set  of  special  linker  directives. 
This  causes  the  Ada  runtime  to  allocate  memory  from  shared  memory  instead  of  the  normal  location. 
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6.3.  Receiving  incoming  Messages 

When  the  Nproc  receives  a  complete  datagram  that  is  addressed  to  the  current  node,  it 
enqueues  the  datagram  into  the  input_queue,  and  generates  an  interprocessor  interrupt 
via  :fi  .  generate_kn_interrupt.  The  Kproc  must  have  an  interrupt  handler  to  service 
this  interrupt.  When  the  Kproc  responds  to  the  interrupt,  all  it  does  is  dequeue  the 
datagram  from  the  input_queue  and  act  according  to  the  message  contained  in  it.  The 
Kproc  loops  and  dequeues  as  many  datagrams  as  are  available,  since  it  may  be  the  case 
that  multiple  datagrams  have  been  enqueued  before  the  Kproc  has  a  chance  to  respond  to 
the  interrupt.  The  dequeue  subroutine  returns  null  if  no  datagrams  are  available  in  the 
ir.pur_queue  (Section  4.3);  this  can  be  used  as  a  test  to  see  if  the  specified  qjeue  is 
empty.7 


7The  subroutine  BIO .  initialize  is  used  in  the  Kproc  to  bind  the  interrupt  handler  contained  in 
BIO.  receive  receive  datagr  arr,_inter  rupt  handier  (this  subroutine  is  not  exported  in  the  Spec), 
which  will  in  turn  call  the  appropriate  receive  subroutines. 
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7.  Nproc  Communication  Routines 

The  Nproc  operates  as  a  purely  interrupt-driven  communication  medium,  with  the 
non-interrupt  cycles  being  used  to  poll  the  output  buffer  for  completed  datagrams  (and 
thence  to  send  them  out  onto  the  network).  The  Nproc  communication  subroutines  are 
broken  up  into  four  major  parts: 

1.  Initialization.  This  part  of  the  Nproc  code  is  used  to  set  up  the  communication 
ports,  allocate  the  shared  datagram  buffers,  etc. 

2.  Main  loop.  The  main  loop  is  the  polling  (i.e.,  non-interrupt  driven)  part  of  the 
Nproc  code.  It  is  used  to  scan  for  datagrams  that  are  to  be  transmitted  onto 
the  network. 

3.  Receiver  interrupt  service.  This  subroutine  services  interrupts  as  packets 
arrive  at  this  node.  Packets  are  then  tagged  as: 

•  Addressed  to  this  node  (in  which  case  they  are  reassembled  as 
datagrams), 

•  Addressed  to  another  node  (in  which  case  they  are  simply  passed 
through  to  the  next  node  downstream),  or 

•  "Rogue  packets"  (which,  due  to  an  unknown  -  and  unchecked  -  error 
condition,  are  incorrectly  addressed  and  are  discarded). 

4.  Transmitter  interrupt  service.  This  subroutine  services  interrupts  whenever  a 
packet  may  be  transmitted  from  this  node.  Packets  are  classified  as  either: 

•  "Originate"  packets  (which  are  from  datagrams  composed  on  the 
current  node),  or 

•  "Thru"  packets  (which  have  been  received  by  this  node,  but  which  are 
addressed  to  another  node  in  the  network). 

The  transmitter  interrupt  service  subroutine  sends  a  mixture  of  originate  and 
thru  packets  so  as  to  fairly  distribute  network  traffic. 

The  individual  subroutines  are  discussed  in  greater  detail  in  the  following  sections. 


7.1.  Initialization 

The  initialization  subroutine  is  used  both  to  set  up  the  contents  of  the  Nproc  and  to  initialize 
the  parallel  I/O  board  (see  Section  2  for  details  on  the  parallel  I/O  hardware).  The 
subroutine  is  also  responsible  for  binding  and  enabling  the  interrupt  handlers  (whose  job  it  is 
to  communicate  with  the  parallel  port),  and  for  getting  the  network  into  a  known  startup 
state.  It  does  this  by  transmitting  a  "magic  cookie"  packet  and  waiting  for  the  "magic  cookie" 
to  appear  on  its  receive  port.  Since  the  ability  to  send  a  packet  around  the  network  is 
essential  (that  is,  since  the  closure  of  the  Nproc  communications  ring  must  be  guaranteed 
for  any  network  communication  to  be  possible),  the  Nproc  will  wait  as  long  as  necessary  for 
the  "magic  cookie"  to  be  received. 
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This  method  works  both  when  the  network  is  starting  up  (in  which  case  each  Nproc 
transmits  the  "magic  cookie"  to  the  node  downstream  of  it),  and  when  a  single  node  reboots 
when  the  network  is  already  running  (in  which  case  the  newly  started  Nproc  transmits  the 
"magic  cookie,"  and  every  other  Nproc  passes  it  through  (since  it  is  not  addressed  to  it),  until 
the  "magic  cookie"  finds  its  way  completely  around  the  ring  to  the  sender). 

The  contents  of  the  "magic  cookie"  packet  is  defined  to  be  the  16#00ff_dead#.  This 
ccresponds  to  a  sender  address  of  16#00#  and  a  receiver  address  of  16#ff#,  the  latter 
address  being  "illegal"  and  thus  recognized  as  a  special  case  by  the  Nproc  software. 

7.1.1.  PDL 

DGM . Nproc__init  ialize 

PIO . initialize_racv 

PIO . initial! ze_xmit 

send  "magic  cookie"  on  output  port 

loop 

exit  when  input  port  -  "magic  cookie" 
end  loop 

KIM. bind_interrupt_handler (parallel  input  vector) 

KIM . enable (parallel  input  vector) 

KIM. bind_interrupt_handler (parallel  output  vector) 

KIM. enable (parallel  output  vector) 

PIO . enable_recy_interrupt 
IP I . enable_kn_xnterrupt 


7.2.  Main  Loop 

The  main  loop  code  of  the  Nproc  simply  checks  to  see  if  any  datagrams  are  present  in  the 
output  queue.  If  there  are,  and  if  no  datagram  is  currently  being  processed,  the  Nproc 
begins  processing  the  datagram  by  calling  the  transmitter  prime  subroutine  (see  Section  7.6 
for  details  on  this  subroutine).  No  other  work  is  done  by  the  Nproc  except  for  processing 
incoming  datagrams  in  the  interrupt  service  subroutines. 

7.2.1.  PDL 

loop 

if  currant  output  datagram  “  null  than 

currant  output  datagram  : «  dequeue  from  output  quaua 
if  currant  output  datagram  /*  null  than 
calculata  chacksum 

calculate  count  of  words  to  ba  transmittad 
mark  currant  output  datagram  as  "activa" 
call  transmittar  prime 
and  if 
and  if 
and  loop 
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7.3.  Calculate  Checksum  Routine 


In  the  present  implementation,  this  subroutine  is  null,  and  returns  a  value  of  0.  In  future 
implementations,  this  subroutine  can  be  replaced  by  a  true  checksum  or  cyclic  redundancy 
check  (CRC)  subroutine  to  verify  the  validity  of  the  datagram  contents.  In  the  current 
configuration,  where  all  datagram  packets  are  transmitted  with  a  full  handshake  protocol,  it 
was  not  seen  as  necessary  to  implement  this  subroutine. 


7.4.  Receive  Packet  Interrupt  Service  Routine 

The  receive  packet  interrupt  service  subroutine  is  used  to  capture  packets  from  the  parallel 
port  and  process  them  according  to  their  address.  Packets  fall  into  three  categories: 

1 .  Packets  that  are  addressed  to  this  processor  node 

2.  Packets  that  are  addressed  from  this  processor  node 

3.  Packets  that  do  not  fall  into  either  above  category 

Packets  of  the  first  category  are  collected  into  datagrams  according  to  their  sender.  Packets 
of  the  second  category  are  discarded,  since  a  packet  sent  by  a  node  which  has  not  been 
picked  up  by  a  receiver  is  addressed  to  an  illegal  node  address.8  Packets  of  the  third 
category  are  addressed  to  a  different  node  and  are  passed  through  this  node  (with  the  intent 
of  their  eventually  reaching  their  destination). 

Since  a  datagram  is  transmitted  in  its  entirety  by  a  node,  before  the  next  datagram  can  be 
started,  it  is  guaranteed  that  each  incoming  datagram  is  contiguous  relative  to  its  sender. 
Although  datagrams  from  multiple  senders  may  arrive  at  this  node  in  an  interleaved  iashion, 
each  datagram  from  a  single  sender  is  contiguous.  That  is  to  say,  each  datagram  is 
transmitted  in  its  entirety  by  a  node  before  another  datagram  is  started.  However,  to  allow 
for  equitable  network  traffic  management,  a  node  will  intersperse  "thru"  packets  and 
"originate"  packets.  Because  of  this,  once  an  initial  packet  is  received  from  a  sender,  it  is 
assumed  that  all  following  packets  from  that  same  sender  will  be  part  of  the  same  datagram 
(up  to  the  declared  size  of  the  datagram),  although  other  packets  may  arrive  from  other 
nodes  in  between.  Thus,  the  first  packet  of  a  datagram  contains  the  size  of  the  datagram 
that  is  to  be  received. 

If  the  packet  is  addressed  to  the  current  node,  we  determine  what  the  current  status  of  the 
sender  is  with  respect  to  this  node.  It  can  be  in  one  of  three  modes  (with  a  number  of 
possible  transitions): 

1.  idle  -  Currently,  there  is  no  partial  datagram  being  received  by  this  node  that . 


®This  mechanism  may  change  in  future  implementations  of  the  Kernel.  In  the  current  implementation, 
datagrams  that  make  it  around  the  network  without  being  ’claimed’  are  in  error  and  discarded.  Future 
implementations  may  make  use  of  more  complex  error  recovery  schemes.  This  implementation,  however,  takes 
the  simpler  approach. 
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was  sent  by  the  specified  remote  node.  In  this  case,  we  allocate  a  datagram 
buffer  to  contain  the  incoming  message  (recall  that  the  first  packet  from  a 
node  contains  the  size  of  the  datagram  to  follow,  and  that  we  can  allocate  a 
datagram  buffer  based  on  the  first  packet  received  from  a  node). 

If  we  are  able  to  allocate  the  datagram  buffer,  the  status  is  set  to  active,  and 
all  subsequent  packets  for  the  datagram  from  that  node  are  written  into  the 
datagram  buffer.  If  no  datagram  buffer  of  the  appropriate  size  is  available,  the 
mode  is  set  to  discard,  and  all  subsequent  packets  that  comprise  that 
datagram  are  discarded. 

2.  discard  -  All  incoming  packets  from  the  specified  node  are  discarded  until 
the  current  incoming  datagram  is  complete.  This  mode  will  be  used  only 
rarely,  as  it  is  expected  that  the  datagram  traffic  will  not  be  so  high  that  the 
Nproc  will  run  out  of  buffers.  Note  that  this  mode  reflects  a  lack  of  datagrams 
and  is  not  the  same  as  the  process  message  queue  overflow  state  in  the 
Kernel  Facilities  Definition,  Section  1 0.1 .22. 

When  the  current  incoming  datagram  is  complete  (the  size  of  the  datagram 
was  transmitted  as  the  first  packet  of  the  datagram),  the  mode  will  be  set  to 
idle,  so  that  subsequent  incoming  packets  from  that  node  will  again  signal 
the  start  of  a  datagram. 

3.  active  -  All  incoming  packets  from  the  specified  node  are  placed  into  the 
incoming  datagram  buffer  associated  with  that  node  (recall  that  datagrams  are 
transmitted  contiguously  with  respect  to  a  single  node). 

When  the  current  incoming  datagram  is  complete  (the  size  of  the  datagram 
was  transmitted  as  the  first  packet  of  the  datagram),  the  mode  will  be  set  to 
idle,  so  that  subsequent  incoming  packets  from  that  node  will  again  signal 
the  start  of  a  datagram.  Additionally,  the  Nproc  interrupts  the  Kproc,  advising 
it  that  an  incoming  datagram  has  been  received. 

If  a  packet  is  destined  for  a  different  processor,  it  is  simply  loaded  into  a  "thru  buffer”  for 
transmission  to  the  next  node  in  the  ring  (the  thru  buffer  is  emptied  by  the  transmit  interrupt 
service  subroutine,  Section  7.5).  If  the  thru  buffer  becomes  full  as  a  result  of  enqueueing  a 
packet,  receive  interrupts  are  disabled  to  prevent  buffer  overrun.  It  is  anticipated  that  this 
condition  will  never  happen,  since  the  Nproc  does  nothing  other  than  process  datagrams 
and  packets  (and  thus  would  never  be  loaded  enough  for  the  thru  buffer  to  fill).  If,  however, 
the  node  is  so  overloaded  that  the  thru  buffer  fills  up,  we  allow  a  temporary  shut  down  (the 
receiver  interrupts  are  subsequently  reenabled  in  the  transmit  interrupt  subroutine).  If  the 
thru  buffer  was  empty  before  the  packet  was  enqueued,  this  means  that  the  thru  buffer  now 
has  something  in  it,  and  the  transmitter  needs  to  be  primed.  !?  tnis  is  the  case,  the 
transmitter  prime  subroutine  is  called  to  start  transmitting  the  contents  of  the  thru  buffer  (see 
Section  7.6  for  details  on  the  prime  subroutine). 

7.4.1.  PDL 
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while  PIO . recv_buf fer_full  loop 

PXO .  acknowladge__recv_interrupt 
if  incoming  packet  addressed  to  this  node  then 
case  incoming  status [from  address]  is 

when  idle  =*>  —  Mo  datagram  active 

calculate  size  of  incoming  message 
allocate  incoming  datagram  buffer 
if  no  buffers  available  then 
set  status  :*  discard 

else 

set  status  :**  active 
save  incoming  packet  into  buffer 
end  if 

when  discard  =>  --  Throw  out  mode 
throw  out  packet 
when  active  =*=>  --  Save  mode 

save  incoming  packet 
if  packet  is  end  of  datagram 
calculate  checksum 
if  checksum  error  then 

discard  incoming  datagram 
elsif  datagram  is  sync  massage 
act  on  sync  message 

else 


enqueue  into  Kproc  receive  queue 
set  status  :«  idle 
ZPX . generate_kn_interrupt 
end  if 
end  if 

end  case 

elsif  incoming  packet  addressed  from  this  node  or 
incoming  packet  addresses  axe  ille  gal 
throw  packet  out 

else 


put  packet  into  thru  buffer 
case  thru_buff  er__status  is 
when  is_full  **> 

PIO . disable_recv_interrupt 
when  was_es^ty  *> 
xml  t__p  rime 
when  others  ■> 
null 


end  case 

end  if 
end  loop 
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7.5.  Transmit  Packet  Interrupt  Service  Routine 

The  transmit  interrupt  service  subroutine  is  used  to  transmit  packets  to  other  nodes. 
Packets  fall  into  two  categories: 

1.  Packets  originating  on  this  node.  These  packets  are  dequeued  from  the 
Kproc  output  queue  by  the  main  loop  code  (Section  7.2). 

2.  Packets  originating  on  other  nodes,  passing  through  this  node.  These  packets 
are  received  by  the  receive  packet  interrupt  handler  (Section  7.4)  and  are 
enqueued  into  the  thru  packet  buffer. 

The  transmit  interrupt  handler  sends  both  types  of  packets  out  onto  the  network  in  as  fair  a 
distribution  as  possible  (to  prevent  one  node  from  monopolizing  the  network).  When  both 
types  of  packets  are  available  to  be  sent  by  the  Nproc,  the  transmit  interrupt  subroutine 
sends  one  "originate"  packet  for  every  (NC.nuir.ber_of_ncdes+1)/2  "thru"  packets.  This 
keeps  any  one  node  from  overloading  the  network  when  other  nodes  need  to  transmit.  If 
only  one  kind  of  packet  is  available,  no  rationing  is  performed,  and  all  packets  of  that  type 
are  transmitted. 

When  thru  packets  are  transmitted,  one  of  three  conditions  can  exist: 

1 .  The  thru  buffer  was  previously  full,  and  sending  a  packet  created  space  in  the 
queue.  In  this  case,  receiver  interrupts  are  re-enabled,  allowing  more 
incoming  packets  to  arrive  (see  Section  7.4). 

2.  The  thru  buffer  is  empty,  having  been  exhausted  by  the  last  transmission.  In 
this  case,  if  there  are  no  originate  packets  to  be  sent,  transmitter  interrupts  are 
turned  off,  since  no  packets  remain  to  be  sent.  Packets  may  later  become 
available  in  the  receive  interrupt  subroutine  (Section  7.4)  or  from  the  main  loop 
code  (Section  7.2),  in  which  case  transmit  interrupts  are  re-enabled. 

3.  The  thru  buffer  is  neither  full  nor  empty,  in  which  case  nothing  is  done  with 
either  interrupt  mechanism. 

7.5.1.  PDL 

loop 

if  thru  buffer  not  empty  and  thru  count  <  maximum  then 
PIO . send_packet (thru  packet) 
if  thru  status  ■  was_full  then 
process  incoming  packet 
PIO . enable_recv_interruvt 
elsif  thru  status  »  is_empty  and 

current  output  datagram  =»  null  then 
PIO .  disable_Mait_interrupt 

else 

null 
end  if 

return  --  we  sent  something,  so  quit 
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elsif  current  output  datagram  state  m  active  then 
PIO .  send__packet  (originate  packet) 
if  current  output  datagram  finished  then 
DGM. free_dg( current  output  datagram) 
current  output  datagram  state  :  *  idle 
if  thru  buffer  empty  them 

PIO .  disable_xmit_interrupt 
return 
end  if 
end  if 

reset  thru  count  :»  0 

return  --  we  sent  something,  so  quit 

else 

reset  thru  count  : =  0 
if  thru  buffer  empty  them 

PIO .  disable_xmit_interrupt 
return  —  nothing  to  send,  so  quit 

else 

null  --  something  to  send,  continue  loop 
end  if 
end  if 
end  loop 


7.6.  Transmitter  Prime 

The  transmitter  prime  subroutine  is  used  to  prime  the  transmitter.  It  is  called  when  the  main 
loop  starts  sending  a  new  outgoing  datagram,  or  when  the  receiver  interrupt  subroutine 
sends  the  first  thru  packet.  Both  subroutines  use  it  to  start  the  transmitter  cycling,  so  that  as 
each  packet  is  transmitted,  an  interrupt  is  generated  to  get  the  next  packet. 

The  transmitter  on  the  parallel  I/O  board  issues  a  transmitter  interrupt  when  it  is  able  to 
transmit  to  the  parallel  port  (i.e.,  when  the  transmitter  data  port  is  empty).  This  is  different 
from  the  receiver  side,  which  interrupts  when  it  has  received  data  on  the  parallel  port  (i.e., 
when  the  receiver  data  buffer  is  full).  Priming  the  transmitter  pump,  therefore,  is  simply  a 
matter  of  enabling  transmitter  interrupts.  The  parallel  I/O  board  issues  an  interrupt  as  soon 
as  it  can  transmit,  which  causes  the  transmitter  interrupt  subroutine  to  be  called.  This  in  turn 
transmits  the  first  available  word  from  the  output  datagram. 

The  transmitter  may  already  be  enabled  (if  there  are  thru  packets  still  to  be  transmitted),  in 
which  case: 

1 .  The  transmitter  may  not  interrupt  immediately.  This  is  not  a  concern,  since  it 
will  interrupt  soon  enough,  and  when  it  does,  the  transmitter  interrupt 
subroutine  arbitrates  between  originate  and  thru  packets, 

2.  The  transmitter  is  already  enabled.  This  also  is  of  no  concern,  since  enabling 
an  already  enabled  interrupt  is  legal. 
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7.6.1.  PDL 


PIO .  enabl«_  xmit__interrupt 
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8.  Message  Transfer  Thread  Examples 

The  following  two  sections  outline  the  transfer  of  a  message  from  one  Kproc  to  another  via 
the  DARK  network.  The  first  section  describes  the  message  transfer  in  words,  calling  out 
each  Kernel  routine  that  is  used  to  move  data  from  one  location  to  another.  The  second 
section  views  this  transfer  from  a  higher  level,  pictorially  representing  the  data  flow  from  the 
application  on  one  Kproc  to  another. 


8.1 .  Detailed  Thread  Description 

This  section  presents  a  simple  scenario  of  one  Kernel  process  transmitting  a  message  to 
another  Kernel  process  residing  on  another  processor,  The  receiving  process  is  not 
pending  on  a  call  to  the  Kernel  primitive  receive_message  at  the  time  the  message  is 
sent.  For  readability  purposes,  the  sending  Kproc  actions  are  in  regular  type,  the  sending 
Nproc  actions  are  In  bold  type,  those  of  the  receiving  Kproc  are  in  italics,  and  those  of 
the  receiving  Nproc  are  In  bold  Italics. 

1.  User  process  issues  a  cm.  send_message  Kernel  call. 

2.  Local  Kernel  allocates  datagram  buffer  of  appropriate  size  from  free  list  by 
using  dgm. ailoc_dg.  If  none  is  available,  control  is  returned  to  the 
application  (datagram  model  does  not  require  error  reporting). 

3.  Local  Kernel  builds  datagram  header  and  copies  application  message  into 
datagram  buffer  using  BIO .  send_process_datagram. 

4.  Local  Kernel  places  datagram  buffer  into  dgm. output_queue  with 
DGM .  enqueue. 

5.  Local  Nproc  detects  buffer  in  queue  when  dgm.  dequeue  returns  a  valid 
datagram  (Nproc  simply  idle  loops  when  there  are  no  messages  to 
send). 

6.  Local  Nproc  transmits  datagram  contents  onto  network  using 
established  low-level  protocol. 

7.  Local  Nproc  calls  dgm  .  free  dg  to  deallocate  the  datagram  buffer. 

8.  Remote  Nproc  detects  "new  datagram  begins"  packet  The  first  packet 
of  a  datagram  contains  the  length  of  the  datagram  to  follow. 

9.  Remote  Nproc  calls  dgm.  aiioc  dg  to  allocate  a  datagram  buffer  of  the 
appropriate  size  from  free  list.  If  none  Is  available,  all  remaining  bytes 
from  this  Incoming  datagram  are  discarded. 

1 0.  Remote  Nproc  fills  datagram  buffer  packet  by  packet  as  received  off  the 
network.  Note  that  multiple  Incoming  datagrams  may  be  processed 
simultaneously,  although  only  one  will  be  coming  from  any  one 
processor  at  a  time. 

11.  When  the  Incoming  datagram  Is  complete,  the  remote  Nproc  calls 

dgm  .  enqueue  to  enqueue  the  datagram  Into  dgm  .  input_queue. 

1 2.  Remote  Nproc  calls  ip  i .  generate_kn_interrupt  to  Interrupt  the 
associated  remote  Kproc. 
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13.  Remote  Kproc  BIO .  receive_datagram_interrupt_handler  is  entered. 

14.  Interrupt  sen/ice  calls  dgm. dequeue  to  remove  the  datagram  from 
DGM . input_queue. 

1 5.  Datagram  contents  are  decoded,  and  a  pointer  to  the  datagram  is  enqueued 
onto  the  receive  process  message  queue.  If  the  process  receive  message 
queue  is  full,  the  error  action  selected  by  the  queue_overwrite_rule  is 
performed. 

16.  Loop  back  to  step  14  until  no  more  datagram  pointers  are  in  Nproc  input 
queue. 

17.  At  some  later  time,  remote  application  issues  cm.  receive_message  Kernel 
call. 

18.  Remote  Kernel  calls  dgm.  get_first  to  get  a  pointer  to  first  datagram  in 
process  message  queue  and  copies  data  into  application  buffer. 

19.  Remote  Kernel  calls  dgm. delete  to  remove  the  datagram  from  the 
application’s  incoming  message  queue. 


8.2.  Graphic  Representation  of  Thread 

This  section  presents  another  simple  scenario  of  one  Kernel  process  transmitting  a 
message  to  a  second  Kernel  process  residing  on  a  different  Kproc.  Except  where 
absolutely  essential,  the  specific  routines  used  within  the  Kernel  are  not  called  out.  Refer  to 
Section  8.1  for  these  details. 

In  Figure  29,  the  sending  process  calls  cm.  send_message  to  cause  a  message  to  be 
transmitted  to  another  process.  To  preserve  the  integrity  of  the  data  in  the  message,  the 
Kernel  allocates  a  datagram  in  the  shared  memory  pool  and  copies  the  application  message 
into  it.  The  Kernel  also  maintains  datagram  bookkeeping  information  in  the  datagram 
header,  including  the  linked  list  pointers,  application  message  length,  sender,  receiver,  etc. 
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Figure  29:  Send_Message  -  Application  Message  to  Datagram 

As  can  be  seen  in  the  figure  above,  the  Kproc,  Nproc,  and  shared  memory  are  all 
co-resident  on  the  VME  bus,  and  both  the  Kproc  and  Nproc  can  address  the  shared  memory 
with  the  same  virtual  addresses. 


Once  the  application  message  has  been  copied  into  the  datagram,  and  once  the 
bookkeeping  information  has  been  initialized,  the  datagram  is  enqueued  into  the  output 
queue  so  that  the  Nproc  can  transmit  the  datagram  onto  the  network.  As  shown  in  Figure 
30,  the  output  message  queue  is  maintained  as  a  circular  doubly  linked  list.  Each  datagram 
header  contains  pointers  to  both  the  next  and  previous  datagrams  in  the  output  queue  (in 
fact,  all  datagram  lists  -  input  queues,  output  queues,  and  free  lists  -  are  maintained  as 
circular  doubly  linked  lists). 
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SHARED  MEMORY 


Figure  30:  Output  Message  Queue 

When  the  Nproc  detects  the  presence  of  a  datagram  in  the  output  queue  (and  when  no 
other  transmission  action  is  being  performed),  it  transmits  the  datagram  to  the  network.  The 
Nproc  does  so  by  splitting  the  datagram  into  a  series  of  32-bit  packets  and  transmitting  them 
in  sequence.  As  shown  in  Figure  31 ,  the  datagram  header  is  not  transmitted  to  the  network. 
Instead,  data  are  extracted  from  the  datagram  body  in  16-bit  chunks  and  bundled  with  the 
16-bit  sender  and  receiver  address  to  form  a  32-bit  packet  (see  Figure  28  in  Section  5  for 
more  details). 
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Figure  31 :  Datagram  to  Packet  Data  Flow 

As  described  in  Section  7,  packets  can  arrive  at  an  Nproc  at  the  same  time  that  the  Nproc  is 
transmitting  packets.  These  arriving  packets  can  either  be  addressed  to  the  processor  node 
or  they  can  be  packets  that  are  to  be  passed  through  this  node  to  another  processor  node. 
Figure  32  illustrates  this  multiple  pathway  communication  scheme. 
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Sending  Node 


SHARED  MEMORY 


NPROC 


Figure  32:  Packet  Traffic  onto  Network 

Packets  arrive  at  the  parallel  input  port  and  are  processed  by  the  Nproc  (either  for  "thru" 
transmission  or  to  be  stored  by  this  processor  node).  While  this  is  happening,  the  Nproc  is 
also  extracting  data  from  the  datagram  body,  bundling  it  into  packets,  and  transmitting  it 
onto  the  network. 

As  mentioned  previously,  packets  that  arrive  at  a  node  are  either  addressed  to  that  node  or 
are  addressed  to  a  different  node.  As  seen  in  Figure  33,  "thru"  packets  are  simply 
retransmitted  on  to  the  network.  Those  packets  that  are  addressed  to  the  current  processor 
node  are  bundled  into  a  datagram  in  the  shared  memory  pool.  Section  7.4  describes  this 
procedure  in  detail. 
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Receiving  Node 


SHARED  MEMORY  SPROC 


Figure  33:  Packet  Traffic  off  Network 

Once  a  datagram  has  been  completely  received,  the  Nproc  places  it  into  the  input  queue  of 
the  associated  Kproc  and  generates  an  interprocessor  interrupt  (Section  7.4.1  details  the 
code  needed  to  perform  these  actions). 

The  Kproc  responds  to  the  interrupt  and  moves  the  datagram  from  the  general  input  buffer 
to  the  specific  application  process  buffer.  The  application  can  then  issue  a  call  to 
cm. receive_mes sage  to  copy  the  contents  of  the  datagram  into  the  application  buffer. 
Figure  34  illustrates  this  latter  process.  The  Kernel  copies  the  body  of  the  datagram  into  the 
application  buffer  and  discards  the  datagram.  Some  of  the  information  in  the  datagram 
header  is  passed  back  to  the  application  (i.e.,  the  sender,  message  tag,  and  message 
length),  while  other  information  is  simply  used  for  Kernel  bookkeeping  e.g.,  the  linked  list 
pointers,  checksum). 
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Figure  34:  ReceiveMessage  -  Datagram  to  Application  Message 
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V.  General  Utilities 
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1 .  Low_level_storage_manager 


+ - + 

i  i 

+ - +  1 

I  Allocate  |  I 

+ - +  | 

I  I 

+ - + 


This  package  is  used  to  allocate  blocks  of  bytes. 
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1.1.  Allocate 


1.1.1.  Interface 

Allocate  (number  of  bytes  to  reserve) 

1.1.2.  PDL 

Allocate  a  byte  array  of  the  desired  size 
Return  the  address  of  the  allocated  area 
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2.  Storage  Manager 


This  package  manages  all  allocation  and  deallocation  of  dynamic  storage.  It  does  this  by 
encapsulating  the  equivalent  Ada  calls.  This  package  exists  only  to  provide  the  capability  to 
change  to  a  different  allocation  mechanism  should  the  standard  Ada  allocator  prove  to 
cause  problems. 
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2.1.  Allocate 


2.1 .1 .  Interface 

Allocate  return  object  pointer 

2.1.2.  PDL 

return  new  object 


2.2.  Deallocate 

2.2.1.  Interface 

Deallocate  (object  pointer) 

2.2.2.  PDL 

Free  (object  pointer) 

2.3.  Initialize 

2.3.1.  Interface 

Initialize 

2.3.2.  PDL 

Null 
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3.  Queue  Manager 


This  package  builds  and  manages  an  ordered  queue  for  the  instantiated  type. 


This  package  is  capable  of  being  used  in  two  modes:  normal  and  fast.  In  normal  mode,  all 
the  operations  search  the  queue  for  the  desired  element.  In  fast  mode,  a  pointer  to  the 
element  is  generated  on  insertion  and  used  for  quick  retrieval  and  removal. 
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VI.  Target-Specific  Utilities 
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1 .  Interrupt  Names 


(  Interrupt  Vsctor  Constant*  ) 


I  I 

+ - + 

This  package  contains  a  set  of  named  constants  for  use  in  setting  up  and  handling 
interrupts.  These  constants  represent  known  vector  numbers  that  uniquely  identify  an 
interrupt. 

The  devices  associated  with  the  vectors  and  a  discussion  of  interrupts  in  general  can  be 
found  in  Part  VIII. 
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1.1.  Interrupt  Vector  Constants 

There  are  several  interrupt  vector  constants  for  each  of  the  following  devices: 

1.  Parallel  I/O  (PIO) 

2.  8-bit  timer  (Timer) 

3.  24-bit  timers  (Timer) 

4.  Serial  I/O  (SIO) 

5.  Real-time  clock 

6.  Interprocessor  interrupter 

The  constant  names  have  the  following  form: 

<devic*  nam*>_<devic«  8»ction>_vactor 

Where  <device  name>  is  one  of  the  short  names  in  the  above  paragraph,  and  <device 
section>  is  a  unique  designation  given  to  the  different  sections  of  a  device.  For  example, 
there  are  four  24-bit  timers  -  A,  B,  C,  and  D;  thus,  A  Timer's  interrupt  vector  constant  is 
Ti  me  r_A_  Vector. 
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2.1 .  My_network_address 

2.1.1.  Interface 

my__natwork_addrasa  return  network  addraaa  of  callar 

2.1.2.  PDL 

return  valua  from  hardwaxa  apacific  addraaa  for  natwork  addraaa 
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2.2.  ls_kproc 

2.2.1 .  Interface 

is_kproc  return  boolean 

2.2.2.  PDL 

return  value  from  hardware  specific  address  for  Kproc/Nproc  flag 


2.3.  ls_nproc 

2.3.1.  Interface 

is_nproc  return  boolean 

2.3.2.  PDL 

return  value  from  hardware  specific  address  for  Kproc/Nproc  flag 


2.4.  P 

2.4.1.  Interface 

p 

2.4.2.  PDL 

Use  68020  "CAS"  instruction  to  claim  a  Dijkstra  style  semaphore. 
Semaphore  is  shared  between  Kproc  and  Nproc. 


2.5.  V 

2.5.1.  Interface 

v 

2.5.2.  PDL 

Release  a  Dijkstra  style  semaphore.  Semaphore  is  shared  between 
Kproc  and  Hproc. 
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2.6.  Setjnterrupt _priority 

Note,  HIGH_INTERRUPT_PRIORITY  {used  below)  has  an  actual  value  of  6,  this  shuts  out 
all  interrupts  except  the  real-time  clock  interrupt. 

2.6.1 .  Interface 

8«t_mt«rrupt_priority  return  old  interrupt  priority 

2.6.2.  PDL 

Trap  to  Ada  Runtime  with  request  to  set  process's  priority  to 
HlGH_INTERROPT_PRIORITY 
Return  previous  process  priority 
1 

2.7.  Reset _interrupt_priority 

Note,  in  normal  usage,  the  parameter  to  reset_interrupt_priority  will  be  the  result  returned  by 
the  corresponding  call  of  set_interrupt_priority  that  opened  the  atomic  region.  Exceptionally, 
when  an  atomic  region  is  to  be  unconditionally  closed,  an  unmatched  call  to 
reset  Jnterrupt_priority  appears,  taking  as  a  paramater  the  value 
BASE_INTERRUPT_PRIORITY  exported  by  this  package. 

2.7.1 .  Interface 

rssstints rrupt  priority  (old  interrupt  priority) 

2.7.2.  PDL 

Trap  to  Ada  Runtime  with  request  to  set  process's  priority  to 
the  old  interrupt  priority 
The  previous  process  priority  is  discarded 
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3.  Memory  Addresses 


(  Addraaa  Constants  ) 


This  package  contains  only  named  address  constants.  These  constants  are  used  specify 
addresses  of  variables  that  must  be  placed  at  a  particular  memory  location. 

In  particular,  these  constants  define  the  location  of  the  different  message  queues  that  reside 
in  shared  memory.  For  further  information  on  the  queues  and  shared  memory  refer  to  Part 
IV  and  Part  VIII. 
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3.1.  Address  Constants 


The  address  constants  found  in  this  package  are  for  the  small,  large,  and  Kernel  datagram 
queues,  and  input  message  queue  and  output  message  queue. 

The  constants  names  have  the  following  form: 

<quau«  nam*>_addx«s« 

Where  <queue  name>  is  a  string  that  identifies  the  queue  name. 
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4.  MVME133A  Definitions 


+ - + 


(  Hsxdwars  Add rsss  Constanta  ) 

I 

(  Typs  MFP_Ragistars  ) 

I 

(  Typa  MSR_Ragi«tar  ) 

I 

(  Typa  MSR_Bits  ) 


+ - + 

This  package  contains  named  address  constants  and  representation  specifications  for  the 
MVME133A  Mono  Board  Computer.  This  board  has  several  devices  that  are  used  during 
the  operation  of  DARK,  such  as  MC68020  Microprocessor,  and  MC68901  Multi-Function 
Peripheral  (MFP).  Refer  to  Part  VIII  for  additional  information. 

The  MVME133A  also  has  the  Z8530  Serial  Communication  Controller  (SCC),  but  it  is  not 
referenced  or  supported  in  this  package.  Refer  to  Chapter  6  for  more  information  on  this 
device. 
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4.1 .  Hardware  Address  Constants 


The  hardware  address  constants  identify  the  locations  of  the  MFP  and  Module  Status 
Register. 


4.2.  Type  MFP_Registers 

Ada  representation  specification  clauses  are  used  to  define  the  type  and  layout  of  the  MFP 
register  set. 

There  is  an  access  type  and  constant  declared  for  referencing  the  MFP.  The  access 
constant  points  to  the  MFP  register  set  and  allows  for  easy  device  access  through  the  Ada 
language. 


4.3.  Type  MSR_Register  and  MSR_Bits 

The  MSR  is  defined  with  an  Ada  representation  specification  clause.  It  defines  the  layout 
and  type  of  each  field  in  the  register.  Two  representations  are  provided  for  use  in  different 
type  access  to  the  register. 

An  access  type  of  the  MSR_Register  record  type  is  declared  for  accessing  the  structure. 
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5.  MZ8305  Definitions 


(  Hardware  Add raaa  Conatanta  ) 


I  I 

-  | 

(  Typa  PIO  Control  )  I 

- : -  i 

i  i 

-  i 

(  Typa  Timar_Control  )  I 

-  | 

I  I 

+ - + 

This  package  contains  named  address  constants  and  representation  specifications  for  the 
MC68230  Pl/T  device  on  the  Mizar  MZ8305  Parallel  Interface  and  Timer  hardware  board. 
Refer  to  Part  VIII. 
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5.1.  Hardware  Address  Constants 


The  hardware  address  constants  identify  the  locations  of  the  base  of  the  two  Parallel  I/O 
and  Timer  device  register  banks. 


5.2.  Type  PIO_Control  And  Timer_Conrol 

Ada  representation  specification  clauses  are  use  to  define  the  type  and  layout  of  each 
register  in  the  device  register  bank.  The  layout  of  the  individual  registers  map  directly  to 
those  defined  in  the  user’s  manual  for  the  Pl/T  device. 

The  register  bank  includes  registers  for  the  paral'el  I/O  and  timer;  however,  they  are 
declared  in  two  separate  representation  specifications,  since  the  two  sections  are 
functionally  different  and  are  always  reference  separately. 

In  addition,  there  are  access  types  and  constants  declared  for  the  parallel  I/O  and  timer 
register  sets.  The  access  constants  point  to  each  of  the  register  sets  for  easy  device 
reference. 


CMU/SEI-89-TR-1 9 


6.  SCC_porta 


+ - + 

i  i 

+ - +  i 


I  allocate  | 

|  deal locate  | 

|  dieable_rz_lnterz-upte  | 

|  dlaable_tx_interrupts  | 

|  enable_rx_interrupts  j 

|  enable_tx_interrupta  I 

I  gat  I 

|  get_byte  | 

|  Initialize  I 

|  put_byte  | 

|  eend  I 

I  «et  I 

+ - + 


(  buffer  range  ) 


<  Illegal_operation  > 


I  I 

+ - + 

The  Serial  Communications  Controller  (SCC)  hardware  is  a  general  purpose  I/O  device.  A 
description  of  the  hardware  can  be  found  in  Chapter  VIII.  This  package  is  used  to  support 
the  synchronize  primitive  discussed  in  Chapter  13  and,  as  such,  is  not  a  general  purpose 
serial  i/o  package. 

SCC  Port  A  is  used  to  provide  an  independent  time  synchronization  mechanism  using 
standard,  commonly  available  hardware.  Each  Kproc  is  connected  via  SCC  Port  A  to  form 
the  sync  bus,  dedicated  exclusively  to  implementing  the  synchronize  primitive  on  a 
non-interfering  basis.  The  software  is  constructed  such  that  only  one  node,  call  the  bus 
master,  is  allowed  to  transmit  at  any  given  instant.  Normally,  the  sync  bus  is  in  an  idle  state 
where  no  one  is  transmitting  or  receiving.  Mastership  of  the  bus  is  achieved  by  successfully 
allocating  the  device.  When  some  process  has  successfully  allocated  the  sync  bus  (i.e.,  has 
become  bus  master)  all  other  nodes  on  the  bus  are  automatically  transitioned  into  slave 
mode,  waiting  for  the  time_is_now  message  from  the  bus  master.  The  detailed  layout  of  the 
sync  messages  are  contained  in  Appendix  B,  Table  2. 

Some  additional  points  to  note  about  the  sync  bus  software: 

•  The  data  are  sent  via  the  transmitter  interrupt  service  routine  (txjsr).  Sending 
data  via  the  serial  port  functions  as  follows: 

1. The  transmitter  is  primed  with  the  first  byte  of  data  and  transmitter 
interrupts  are  enabled. 

2.  When  a  byte  has  been  transmitted,  a  transmitter  interrupt  is  generated 
on  the  sender. 
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3.  The  txjsr  sends  the  next  byte  in  the  message. 

4.  When  the  last  byte  in  the  message  is  sent,  the  txjsr  disables  the 
transmitter  interrupts. 

The  data  is  received  via  the  receiver  interrupt  service  routine  (rxjsr).  The  rxjsr  operates 
similarly  to  the  txjsr: 

1 .  An  interrupt  is  generated  after  a  byte  of  data  is  stored  in  the  receive  data 
buffer. 

2.  The  rxjsr  stores  the  data  in  an  incoming  message  buffer. 

3.  When  the  last  byte  of  the  message  arrives,  the  rxjsr  resets  the  epoch  time. 

Note  that,  the  actual  event  interrupt  that  processes  the  expired  events  won’t 
occur  until  all  of  the  rxjsr  processing  is  complete,  because  it  has  a  higher 
(and  must  always  have)  interrupt  priority  than  the  event  timer. 

Figure  35  illustrates  the  functioning  of  the  sync  bus  described  above. 
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1 .  Application  calls  synchronize. 

2.  Synchronize  attempts  to  allocate  the  sync  bus  (thus  acquiring  bus 
mastership). 

3.  If  no  other  node  is  currently  using  the  sync  bus,  a  prepare_to_sync  message 
is  transmitted. 

4.  The  prepare_to_sync  message  is  received  by  all  other  nodes,  transitioning 
them  into  slave  mode. 

5.  The  current  time  of  day  is  obtained, 

6.  Send  first  byte  of  time_is_now  message. 

7.  The  tx  isr  receives  an  interrupt  after  each  byte  of  the  message  is  sent.  It 
completes  sending  the  time_is_now  message  asynchronously. 

8.  All  slave  nodes  receive  bytes  1  through  7  of  the  time_is_now  message. 

9.  Last  byte  (byte  8)  of  time_is_now  message  received. 

1 0.  Adjust_epoch_time  is  invoked  to  update  the  clock. 

1 1 .  The  local  processor  clock  is  reset  to  reflect  the  new  time. 

Figure  35:  Sync  Processing 
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6.1 .  Allocate 


6.1 .1 .  interface 

Allocate  return  boolean 

6.1.2.  PDL 

Case  sync  mode  Is 
When  master  *> 

Disallow  the  process  to  allocate  the  bus,  since  some  other  process 
(on  this  node)  has  a  synchronization  in  progress 
When  slave  *> 

Disallow  the  process  to  allocate  the  bus,  since  some  other  process 
(on  another  node)  has  a  synchronization  in  progress 
When  idle  =>  only  in  this  state  is  the  bus  (presumably)  available 
Disable  both  rx  &  tx  interrupts 
Assexrt  bus  mastership 
Send  out  the  prepare_to_sync  message 
Wait  for  the  data  to  be  sent  to  all  the  nodes 
Read  back  the  sync  character 

If  errors  were  detected  in  the  prepare_to_sync  message  then  a 
collision  occurred  and  this  node  must  back  off  and  wait 
Transition  back  to  slave  mode  and  allow  data  to  arrive 
Wait  for  a  specified  time  before  reattempting  to  acquire 
mastership  (this  node  will  either  win  mastership  or 
receive  a  sync  byte  from  the  winning  node  during  this  time) 

Else 

Transition  to  master  mode 

Inform  the  caller  of  successful  allocation 
End  if 
End  case 


6.2.  Deallocate 

6.2.1.  Interface 

deallocate 

6.2.2.  PDL 

Case  sync  mode  is 

When  idle  or  slave  ■> 
null 

When  master  m> 

Set  sync  mode  to  idle 
Reset  sync  bus  to  slave  mode 
Enab  le_r  x_int  er  r upt  s 
End  case 
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6.3.  Disable_rxjnterrupts 

Since  the  enable/disable  bits  for  both  the  Rx  and  Tx  interrupts  are  stored  in  the  same  byte, 
software  flags  are  maintained  that  indicate  the  current  state  of  each  interrupt. 

6.3.1 .  Interface 

di  s  ab  1  a_rx_i  n  t  ar  rup  t  • 

6.3.2.  PDL 


Casa  tx_enabled  is 
Whan  trua  => 

Disable  rx  interrupt  and  anabla  tx  interrupt 
Whan  falsa  *> 

Disable  rx  interrupt  and  disable  tx  interrupt 
End  case 

Set  rx  enabled  to  false 


6.4.  Disablejxjnterrupts 

Since  the  enable/disable  bits  for  both  the  Rx  and  Tx  interrupts  are  stored  in  the  same  byte, 
software  flags  are  maintained  that  indicate  the  current  state  of  each  interrupt. 

6.4.1.  Interface 

disable__tx_interrupts 

6.4.2.  PDL 


Case  rx_enabled  is 
When  true  *> 

Enable  rx  interrupt  and  disable  tx  interrupt 
When  false  ~> 

Disable  rx  interrupt  and  disable  tx  interrupt 
End  case 

Set  tx  enabled  to  false 


6.5.  Enable_rx_interrupts 

Since  the  enable/disable  bits  for  both  the  Rx  and  Tx  interrupts  are  stored  in  the  same  byte, 
software  flags  are  maintained  that  indicate  the  current  state  of  each  interrupt. 
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6.5.1 .  Interface 


enable_rx_interrupt  s 

6.5.2.  PDL 

Case  tx_anablad  is 
Whan  true  «> 

Enable  rx  interrupt  and  enable  tx  interrupt 
When  false  »> 

Enable  rx  interrupt  and  disable  tx  interrupt 
End  case 

Set  rx  enabled  to  true 


6.6.  Enable_txjnterrupts 

Since  the  enable/disable  bits  for  both  the  Rx  and  Tx  interrupts  are  stored  in  the  same  byte, 
software  flags  are  maintained  that  indicate  the  current  state  of  each  interrupt. 

6.6.1.  Interface 

enable_tx_interrupts 

6.6.2.  PDL 

Case  rx_enabled  is 
When  true  ■> 

enable  rx  interrupt  and  enable  tx  interrupt 
When  false  *> 

Disable  rx  interrupt  and  enable  tx  interrupt 
End  case 

Set  tx  enabled  to  true 


6.7.  Get 

6.7.1.  Interface 

Get  (register  to  read) 

return  byte  read  from  register 

6.7.2.  PDL 

Select  register  to  read 
Return  data  in  register 
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6.8.  Get_byte 

6.8.1.  Interface 

get_byte  (data  byte, 
data  valid) 


6.8.2.  PDL 

If  data  is  availabla 
Read  tha  data 

Sat  tha  data  valid  to  trua 
Rasat  any  panding  tx  interrupts 
Reset  any  panding  rx  interrupts 
Elsa 

Sat  tha  data  valid  to  falsa 
End  if 


6.9.  Initialize 

6.9.1 .  Interface 

Initialize 

6.9.2.  PDL 

Bind  tha  receiver  interrupt  handler 

Enable  tha  receiver  interrupt 

Bind  tha  transmitter  interrupt  handler 

Enable  the  transmitter  interrupt 

Clear  the  rx  data  register  (it  is  quad  buffered) 

Set  all  the  command  registers 

Allow  (in  hardware)  rx  interrupts  to  occur 

Disallow  (in  hardware)  tx  interrupts  to  occur 


6.10.  Put_byte 

6.10.1.  Interface 

put_byte  (data  byte) 

6.10.2.  PDL 

Wait  for  a  space  in  the  tx  data  buffer  to  become  available 
Place  the  data  in  the  tx  data  buffer 
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6.11.  Send 


6.1 1 .1 .  Interface 

send  (buffer  address,  data  count) 

6.11.2.  PDL 

Casa  on  sync  mod*  is 
When  master  => 

Disable  rx  interrupts  (since  tx_isr  will  read  the  loop  back  bytes) 
Copy  the  message  into  local  storage 
Enable  Tx  interrupts 

Prims  the  tx  buffer  with  the  first  byte  of  the  message 
When  slave  *> 

Rej  ect  the  operation 
When  idle  => 

Reject  the  operation 
End  case 

6.12.  Set 

6.12.1.  Interface 

set  (register 
data) 

6.12.2.  PDL 

Setup  register  to  write 
Write  data  to  register 

6.13.  Rxjsr 

6.13.1.  Interface 

M/A 

6.13.2.  PDL 

If  receive  data  errors  are  detected  *> 

return ,  i . e . ,  ignore  the  interrupt  (the  sender  will 
retransmit  the  bad  data) 

End  if 

Acknowledge  the  interrupt 
Case  on  sync_mode 

when  idle  ■>  node  can  safely  transition  to  slave  mode 
(no  prepare_to_sync  message  has  arrived) 
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read  tha  sync  protocol  byta 

transition  to  slava  mode  (i.e.,  listen-only  mode) 
reset  the  received  message  counter 
when  slave  *> 

get  the  next  byte  of  message 

if  this  is  the  last  byte  of  the  message  then 
reset  the  epoch  time 
transition  back  into  idle  mode 
end  if; 

when  master  => 

get  the  offending  byte  to  clear  the  rx  pending  conditions 
end  case; 


6.14.  Txisr 

6.14.1.  Interface 

N/A 

6.14.2.  PDL 

If  errors  were  detected  during  transmission  then 
Resend  the  bad  character 

Else 

Read  back  tha  last  character  sent  (thus  resetting  any 
pending  conditions) 

if  the  current  byta  count  <  the  length  of  the  message  than 
Send  the  next  byte  of  the  message 
Else,  the  message  is  completely  sent. . . 

Reset  the  output  buffer  parameters 

Wait  for  all  the  characters  to  be  transmitted 

Read  back  the  last  character 

Disable  and  reset  Tx  interrupts 

Release  bus  mastership 
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7.  Timer  controller 


(  Timer  name  ) 


I 


(  Timer_A 
(  Timer_B 
(  Timer_C 
(  Timer  D 


(  timer  count  ) 


(  one  aecond  count  ) 


I 


(  timer  mode  ) 


I 

+ - + 

|  aclcno«ledge_timer_interrupt  j 

|  cancel_timer  | 

|  disable_timer  | 

|  enable_timer  | 

|  get_current_count  | 

|  initialize  | 

|  initialize_timer  | 

I  aet  timer  I 


A  description  of  the  actual  timer  hardware  is  found  in  Part  VIII.  From  a  software 
perspective,  the  timers  are  simple  devices  that  are  loaded  with  a  value  and  told  to  start. 
When  the  timers  have  decremented  the  initial  value  to  zero,  an  interrupt  is  generated.  The 
timers  operation  in  two  modes: 

1 .  Single_shot:  where  the  initial  value  is  decremented  to  zero  and  then  the  timer 
is  reloaded  with  the  timer’s  maximum  value  and  counting  continues.  This 
maximum  count  allows  the  user  enough  time  to  stop  the  timer  before  another 
interrupt  is  generated. 

2.  Automatic:  where  the  initial  value  is  decremented  to  zero  and  then  the  timer  is 
reloaded  with  the  initial  value.  This  allows  the  user  to  generate  an  interrupt  at 
a  predictable  rate. 

The  Kernel  uses  the  single_shot  mode  for  managing  the  time  event  queue  (discussed  in 
Chapter  13)  and  the  automatic  mode  for  the  real  time  clock  (discussed  in  Chapter  2). 


) 

) 

) 

) 
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7.1 .  acknowledge_timer  interrupt 

7.1.1.  Interface 

acknowledge_t±mer_interrupt (name  of  timer) 

7.1.2.  PDL 

Reset  timer  interrupt 
Reenable  timer  interrupt 


7.2.  canceltimer 

7.2.1 .  Interface 

cancel_t imer  (name  of  timer) 

7.2.2.  PDL 

Disable  the  timer 


7.3.  Disable_timer 

7.3.1 .  Interface 

disable_timar  (name  of  timer) 

7.3.2.  PDL 

Disable  timer  interrupt 
Stop  timer  from  counting 


7.4.  Enable_timer 

7.4.1 .  Interface 

enable_timar  (name  of  timer, 
timer  mode) 


7.4.2.  PDL 

Set  timer  to  begin  counting  down  in  given  mode 
Enable  timer  to  interrupt 
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7.5.  Get_current_count 

Reading  the  current  count  does  not  stop  the  timer  from  counting  or  interfere  with  its 
processing. 

7.5.1.  Interface 

get_current_count  (nama  of  timer)  return  timer  count 

7.5.2.  PDL 

Read  current  value  of  timer  count  (1) 

Read  current  value  of  timer  count  (2) 

Adjust  result  to  allow  for  overflow/ wrap  around  between 
read  (1)  and  read (2) 

Return  adjust  result 


7.6.  initialize 

7.6.1.  Interface 

initialize  (timer  vector 

address  of  timer  interrupt  handler) 

7.6.2.  PDL 

Bind  the  interrupt  handler 
Enable  the  interrupt  handler 


7.7.  initialize_timer 

7.7.1.  Interface 

initial! ze_timer  (name  of  timer, 

timer  count, 
timer  vector) 


7.7.2.  PDL 

Set  timer  to  interrupt  at  timer  vector 
Set  timer  to  count  down  from  timer  count 
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7.8.  set  timer 


7.8.1.  Interface 

set_timer  (timer  name, 
timer  vector 
time  of  interrupt) 

7.8.2.  PDL 

If  the  timer  value  >  the  maximum  countdown  time  then 
Set  the  timer  for  its  maximum  countdown  time 
Else 

Convert  the  countdown  time  to  timer  ticks  (each  tick  is  2  microsec) 
End  if 

Enable  the  timer 
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VII.  Debug  Utilities 
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1 .  CSA_debug 


+• 

i 

+■ 


+ - + 

i  i 

- +  i 

print_o»»  I  I 

- T - +  | 

I  I 

+ - + 


This  utility  prints  the  contents  of  the  context  save  area  associated  with  a  particular  process. 
It  is  68020-specific. 
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1.1.  print_csa 

1.1.1.  Interface 

print_csa  (context  save  area  contents) 


1 .1 .2.  Sample  Output 


PTB 

PTB 

PTB 

PTB 

PTB 

PTB 


PTB: 


PTB: 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


stacJc_low_address  ■> 
stack_high_address  **> 
context  saved  =>  VIA  CALL 


program_counter  => 
status_register  => 
data  registers 


[dO]  «> 

0 

[dl]  «> 

0 

[d2]  «> 

0 

[d3]  «> 

0 

[d4]  -> 

0 

[d5]  -> 

0 

[d€]  -> 

0 

[d7]  *> 

0 

address  registers 

[aO]  «>  ' 

0 

[all  »> 

0 

[a2]  -> 

0 

[a3]  »> 

0 

[a4]  *> 

0 

[a5]  => 

0 

[a6]  •*> 

0 

[a7]  -> 

0 

floating_point_coprocessor 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


*> 


-1 

-1 

0 

0 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 
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2.  Debug 


This  package  contains  an  enumerated  type  of  the  short  names  of  all  the  Kernel  packages. 
Associated  with  each  package  is  a  debug  level.  Taken  together,  they  are  used  to  control 
debug  out  in  the  corresponding  package.  Currently,  all  debug  output  is  controlled  at  the 
package  level,  but  any  unit  name  can  be  added  to  this  package  and  used  for  a  finer  level  of 
control. 


Any  new  packages  added  to  the  system  should  be  added  to  this  list.  In  reality,  any  unit 
name  can  be  added  to  the  package  and  used  to  control  debug  output. 

The  debug  levels  are  simple  integers  used  to  control  the  debugging  output  embedded  in  the 
Kernel  packages.  The  exact  meaning  of  any  particular  value  depends  on  the  package,  but 
in  general,  there  are  two  points: 

1 .  The  larger  the  number  the  larger  the  amount  of  debug  data  generated. 

2.  A  value  of  zero  turns  off  all  debug  output  by  a  package. 

For  example,  suppose  that  one  wanted  to  turn  on  the  debugging  in  the  package 
processor_management  (short  name:  rm).  This  would  look  like: 

«a  t_dabug_la va 1  (rm,  100)  ; 

Subsequently,  in  the  body  of  processor_management  one  would  find  the  debug  output  like: 

If  dabug_laval (rm)  >«  99  than 

taxt__io  . put_lina  ("soma  truly  important  data..."); 

End  if; 
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2.1 .  Set_debug  Jevel 

2.1.1.  Interface 

sat_debug_laval  (unit  short  name , 

debug  level) 


2.1.2.  PDL 

Set  the  current  debug  level  for  the  unit  to  the  specified  value 


2.2.  debugjevel 

2.2.1 .  Interface 

debug_level  (unit  short  name)  return  integer 

2.2.2.  PDL 

Return  the  current  daubg  level  for  the  name  unit 
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3.  dgg_debug 


This  package  prints  the  contents  of  a  single  datagram  or  an  entire  queue  of  datagrams. 
Datagrams  can  be  dumped  in  two  ways: 

1 .  Header  information  only 

2.  Header  information  and  message  text  (as  a  block  of  byte  data) 
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3.1 .  Print_datagram 

3.1.1.  Interface 

print_datagram  (pointer  to  datagram  to  print 
print  whole  datagram  flag) 

3.1.2.  PDL 

print  contents  of  datagram  header 
if  dump_whole_datagram  then 

print  contents  of  entire  datagram  buffer 

else 

print  first  6  bytes  of  datagram  buffer 
end  if 


0 

0 


3.2.  Print_queue 

3.2.1 .  Interface 

print_queue  (pointer  to  datagram  queue  to  print 
print  whole  datagram  flag) 

3.2.2.  PDL 

For  every  datagram  in  queue  loop 
If  dunp_whole__datagram  then 

Call  print__datagram(dump_whole_buf fer  =>  true) 

Else 

Print  selected  header  information 


3.1 .3.  Sample  output 

Datagram  located  at  16#10F528# 

next  =>  16#1006F0#  prev  =>  16#1006F0# 

class  ®>  SMALL 

buffer_size  =>  €4 

msg_count  =>  0 

semaphore  *=>  0 

message_length  «>  4 

operation  *>  BLIND_SEND 

remote _ timeout  =>  microsec  (high  32  bits)  => 

microsec  (low  32  bits)  => 
sender  =>  0  /  -32766 

receiver  =>  1  /  -32765 

zaessage_tag  *>  0 

message_id  =>  0 

checksum  =>  16#0# 

buffer  =>  102  101  101 
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End  if 
End  loop 

3.2.3.  Sample  output 

Datagram  queue  located  at  16#1006F0# 

»  2  datagrams  in  quaua 
Datagram  located  at  16#10F528# 

next  ■>  16#10F430#  prev  «>  16#1006F0# 

class  «>  SMALL 
sender  ■>  0  /  -32766 

receiver  *>  1  /  -32765 

massage__langth  =>  4 

operation  *>  BLIND  SEND 
message_tag  ■>  0 

message_id  =>  0 

Datagram  located  at  16#10F430# 

next  *>  16#1006F0#  prev  ->  16#10F528# 

class  *>  SMALL 

sender  ■»  0  /  -32766 


receiver  =>  1  /  -32765 

massage__langth  *>  7 

operation  *>  BLIND_SEND 
message_tag  ■>  2 

messaga_id  =>  0 
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4.  Make  NCT 


+ - + 

i  i 

+ - +  i 

|  Mak«_NCT  |  I 

+ - +  | 

I  I 

+ - + 


This  is  procedure  prompts  the  caller  to  select  one  of  the  available  network  configurations.  It 
then  fills  in  the  NCT  appropriately  and  returns  the  selected  configuration  to  the  caller.  It  is 
setup  to  work  with  the  DARK  hardware  described  in  Chapter  VIII. 
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4.1.  Make  net 


4.1.1.  Interface 

make_nct  (character  indicating  selected  configuration) 

4.1 .2.  Output 

make__nct:  The  available  network  configurations  are... 

make_nct :  0>  stand  alone  node  0 

make_nct :  1>  stand  alone  node  1 

make_nct :  2>  stand  alone  node  2 

make_nct :  3>  stand  alone  node  3 

make_nct :  a>  2  nodes  (0/1/x/x)  0  master 

make_nct :  b>  2  nodes  (2/3/x/x)  2  master 

make_nct:  c>  4  nodes  (0/1/2/3)  0  master 

make_nct :  Enter  your  network  configuration : 
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5.  NCT_debug 


+ - 

i 

+ - + 

|  print_nct  | 

+ - ~ - + 

I 

+ - + 

|  prinfc_nct_«ntry  | 

+ - + 


+ 

This  package  prints  all  or  part  of  the  NCT. 
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5.1.  Print  net 


5.1.1.  Interface 

Print  net 


5.1.2.  PDL 

For  each  entry  in  the  NCT 

Print_nct_entry  (the  next  NCT  entry  index) 
End  loop 


5.2.  print_nct_entry 

5.2.1.  Interface 

print_nct_entry  (index  of  entry  into  NCT) 

5.2.2.  Sample  Output 

NCT:  ****  BEGIN  DUMP  OF  NCT  ENTRY  **** 


NCT :  logical_name  => 
NCT:  physical_address  *> 
NCT :  kernel_device  => 
NCT :  needed_to__run  => 
NCT:  allocated_process_id  => 
NCT :  initialization__ordar  => 
NCT :  initialization_complete  => 


NCT:  *****  END  DUMP  OF  NCT  ENTRY  ***** 


Kproc_a 

0 

TRUE 

TRUE 

NULL 

0 

FALSE 
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6.  PTB_debug 


Local  procedures  are  defined  to  print  each  sub-record  of  a  process  table  entry: 


•  process_attributes 

•  schedule_attributes 

•  communication_attributes 

•  pending_activity_attributes 

•  send_w_ack_attributes 

•  semaphore_attributes 

•  tool  interface  attributes 


Each  of  these  internal  procedures  'ikes  a  process  identifier  as  an  input  parameter  and 
dumps  the  appropriate  section  of  the  process  table. 
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6.1.  print_process_table 

This  procedure  prints  the  entire  process  table  entry  for  each  process. 

6.1.1.  Interface 

pr  int_jpr  oces  s_t  able 

6.1.2.  PDL 

For  each  entry  in  the  process  table  loop 

print_j?rocess_table_entry  (process  identifier) 
end  loop 


6.2.  print _process_table 

This  procedure  prints  only  a  selected  part  of  the  process  table  entry  for  each  process. 

6.2.1.  Interface 

print_proeess_table  (process  table  entry  part) 

6.2.2.  PDL 

For  each  entry  in  the  process  table  loop 

print_process_table_entry  (process  identifier, 

process  table  entry  part) 

end  loop 


6.3.  print _process_table_entry__part 

6.3.1 .  Interface 

print_jprocess_table__entry_jpart  (process  identifier, 

process  table  entry  part) 


6.3.2.  PDL 

Using  the  appropriate  local  procedure,  print  that  part  of 
the  process  table  for  the  selected  process. 

6.3.3.  Sample  Output 

See  print_process_table_entry  below. 
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6.4.  print_process_table_entry 

6.4.1.  Interface 

print_process_table__entry  (process  identifier) 


6.4.2.  Sample  Output 


PTB:  **** 
PTB : 

PTB 
PTB 
PTB 
PTB 
PTB 
PTB 
PTB 
PTB 
PTB 
PTB 
PTB 
PTB 
PTB 


PTB: 


BEGIN  DUMP  07  PROCESS  TABLE  ENTRY  **** 

$$$  BEGIN  PROCESS  ATTRIBUTES  $$$ 
logical_name  =>  £oo_l 

kind_of_process  =>  KERNEL_PROCESS 

process_init_status  .  declared  =>  FALSE 
process_init_status .  created  =>  FALSE 

process_index .  node _ numbe  r  =>  0 

process_index .  process_number  => 
code_address  => 

stack_low_address  => 
stack_high_address  => 


cont ext_sa ved 

program_counter 
status_register 
data  registers 
[dO]  «> 

[dl]  *> 

[d2]  => 

[d3]  => 

[d4]  *> 

[d5]  => 

[d€]  *> 

[d7]  -> 

address  registers 


=> 

=> 

=> 


VIA  CALL 


[aOJ 

[al] 

[a2] 

[a3] 

[a4] 

1*5] 

[a6] 

[a7] 


=> 

=> 

=> 

=> 

■> 

=> 

*> 

*> 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


PTB:  floating_point_coprocessor  => 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 


-1 

-1 

-1 

0 

0 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 
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0  0 

0 

0 

0  0 

0 

0 

0  0 

0 

0 

0  0 

0 

0 

0  0 

0 

0 

0  0 

0 

0 

0  0 

0  0 

0 

0 

PTB: 

$$$$  END  PROCESS  ATTRIBUTES  $$$$ 

PTB : 

$$$  BEGIN  SCHEDULE 

ATTRIBUTES  $$$ 

PTB 

stata 

-> 

RUNNING 

PTB 

priority 

«> 

1 

PTB 

preemption 

“> 

DISABLED 

PTB 

block_tima .  day 

=> 

0 

PTB 

block  time . second 

=> 

0.00000 

PTB 

unblock  time. day 

*> 

0 

PTB 

unblock  time . second  => 

0.00000 

PTB: 

$$$$  END  SCHEDULE  ATTRIBUTES  $$$$ 

PTB: 

$$$  BEGIN  COMMUNICATION 

ATTRIBUTES 

$$$ 

PTB 

next  available  massaga 

_ID  -> 

PTB 

maxi mum  massage  quaua  size  *> 

PTB:  mas  saga queue  =>  -1 

PTB:  currant  sand  buffer  «=>  -1 


PTB:  quaua_ovarwrita__rule  *>  DROP_NKWEST_MESSACT 

PTB:  me*aaga_queue_ovar£low  ■>>  FALSE 

PTB:  $$$$  END  COMMUNICATION  ATTRIBUTES  $$$$ 

PTB:  $$$  BEGIN  PENDING  ACTIVITY  ATTRIBUTES  $$$ 


PTB: 

panding_activity 

■> 

NOTHING_PEND ING 

PTB: 

panding_event_ID 

=> 

quaua  is  empty 

PTB: 

current  pending  massage 

ss> 

-1 

PTB: 

alarm_avant_ID 

*> 

quaua  is  empty 

PTB: 

alarm_resumption_jpriority 

■> 

0 

PTB: 

axception_nama 

«> 

NO__EXCEPTION 

PTB:  $$$$  END  PENDING  ACTIVITY  ATTRIBUTES  $$$$ 

PTB:  $$$  BEGIN  S— TO  W  ACK  ATTRIBUTES  $$$ 

PTB:  avant_ID  *>  quaua  is  empty 

PTB:  massaga  *>  -1 

PTB:  quaua  ■>  -1 

PTB:  $$$  BEGIN  SEMAPHORE  ATTRIBUTES  $$$ 

! ! !  TBD  for  now  ! ! ! 

PTB:  $$$$  END  SEMAPHORE  ATTRIBUTES  $$$$ 

PTB:  $$$  BEGIN  TOOL  INTERFACE  ATTRIBUTES  $$$ 

! ! ?  null  for  now  ! ! ! 

PTB:  $$$$  END  TOOL  INTERFACE  ATTRIBUTES  $$$$ 

PTB:  *****  END  DUMP  OF  PROCESS  TABLE  ENTRY  ***** 
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7.  semaphore_debug 


7.1.  semap hore_print 

7.1.1.  Interface 

semaphore_pr±nt  (  semaphore  to  print) 

7.1.2.  PDL 

Announce  sel£  with  message  and  print  opening  delimiter 
Print  address  o£  semaphore  head 
Print  number  o£  queued  processes 

Tor  each  queued  process  in  the  ordered  enqueued  loop 
Print  the  logical  name  o£  the  process 
End  loop 

For  each  semaphore  previously  claimed  by  the  owning  process 
in  reverse  claim  order  loop 

Print  address  o£  semaphore  head 


End  loop 

Print  closing  delimiter 

7.1 .3.  Sample  Output 

*  Contents  o£  Semaphore  ££dl£0 

[  number_of_waiting_procasses  *>  3 


Enqueued  process  =>  process_l 
Enqueued  process  *>  process_2 
Enqueued  process  =>  foo 

Previously  claimed  sema  «>  ddc0c7 
Previously  claimed  sema  =>  efcOlO 
Previously  claimed  sema  ■>  ££0143 

] 
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VIII.  68020  Hardware  Configuration 


This  chapter  describes  the  DARK  hardware  testbed,  in  particular  the  MC68020  target 
hardware  and  its  configuration. 
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1.  Target  Processor  Board 

The  DARK  testbed  has  four  processor  nodes  distributed  across  a  network.  Each  node 
comprises  two  processors:  the  Nproc  and  the  Kproc.  This  chapter  describes  these 
processors  in  more  detail.  The  Motorola  MVME133A  board  is  used  to  implement  both  the 
Kproc  and  Nproc. 


1.1.  MVME133A  Board 

The  MVME133A  is  a  single  VME  board  computer  module  with  many  features  required  by 
embedded  system  applications.  Refer  to  the  MVME1 33A-20  VMEmodule  32-Bit  Monoboard 
Microcomputer  User's  Manual  tor  further  details  on  this  board. 

This  list  summarizes  the  MVME133A  features: 

•  20MHz  MC68020  32-bit  microprocessor. 

•  20MHz  MC68881  Floating  Point  Coprocessor  (FPC). 

•  1  megabyte  (MB)  of  shared  dynamic  RAM,  32-bit  wide. 

•  32-bit  address  and  data  bus  VME  master  (A32/D32),  and  compatibility  with 
A32/D16,  A24/D32,  and  A24/D16.  4-gigabyte  address  space. 

•  Sockets  for  ROM,  PROM,  or  EPROM  chips,  256  kilobytes  (KB)  max. 

•  1  user-programmable,  8-bit  timer. 

•  Time-of-day  clock,  100ms  resolution. 

•  1  asynchronous  serial  port,  and  two  async/sync  serial  ports. 

•  VME  bus  controller  functions,  master  or  slave. 

•  VME  bus  interrupter. 

•  VME  bus  interrupt-handler  logic. 

1.1.1.  Local  Memory 

There  is  a  total  of  1  MB  of  Dynamic  Random  Access  Memory  (DRAM)  on  the  MVME133A 
board.  It  is  shared  so  either  the  MC68020  or  the  VME  bus  master  can  access  on-board 
memory,  but  not  at  the  same  time.  This  memory  is  used  to  store  the  object  code,  but  can 
also  be  accessed  from  the  VME  bus. 

Each  MC68020  access  to  on-board  DRAM  requires  four  clock  cycles  (200ns,  three 
minimum  plus  a  wait  state).  However,  during  the  Read-Modify-Write  (RMW)  sequence  it 
may  take  more. 

Local  memory  can  have  a  different  range  of  addresses  when  accessed  locally  or  from  the 
VME  bus.  Memory  is  always  accessed  locally  with  addresses  between  16#00000#  and 
16#1FFFF#.  However,  this  same  1  MB  address  space  can  be  accessed  relative  to  a 
different  base  address  that  is  set  with  jumpers. 
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1.1.2.  Floating  Point  Coprocessor 

The  Motorola  MC6S881  Floating  Point  Coprocessor  (FPC)  is  a  full  implementation  of  the 
IEEE  standard  for  binary  floating-point  arithmetic.  It  provides  a  logical  extension  to  the 
MC68020  microprocessor  and  operates  at  the  same  frequency,  20MHz. 

1.1.3.  Real-Time  Clock 

The  Real-Time  Clock  (RTC)  on  the  MVME133A  is  an  MM58274  chip.  It  provides  a 
time-keeping  function  from  tenths  of  seconds  to  tens  of  years.  It  can  generate  interrupts  to 
the  MC68020  at  regular  intervals  with  a  0.1 -second  resolution. 

1 .1 .4.  Serial  Debug  Port 

The  Debug  port  is  provided  by  a  Motorola  MC68901  chip.  The  connector  for  this  port  is 
located  on  the  front  panel  of  the  MVME133A  board.  It  is  an  RS-232-C  compatible  port, 
configured  for  Data  Communications  Equipment  (DCE)  only.  It  is  called  the  Debug  port 
because  when  the  debug  ROMs  are  used,  it  is  programmed  to  be  used  for  interactive 
debugging.  No  other  port  may  be  configured  for  this  purpose.  The  debug  port  may  operate 
at  all  the  standard  baud  rates  between  1 10  and  19,200. 

1.1.5.  Serial  Ports  A  and  B 

The  MVME133A  uses  the  Z8530  Serial  Communications  Controller  (SCC)  chip  to  implement 
its  two  multi-protocol  serial  ports,  which  provide  multi-function  support  for  handling  a  large 
variety  of  serial  communications  protocols.  The  Z8530  may  be  programmed  to  follow 
standard  formats  such  as  byte-oriented  synchronous,  bit-oriented  synchronous,  and 
asynchronous.  Port  A  of  the  Z8530  is  connected  to  on-board  RS-485/422  drivers  and 
receivers.  Port  B  of  the  Z8530  is  connected  to  on-board  RS-232C  drivers  and  receivers. 
The  baud-rate  clock  for  both  channels  may  be  obtained  from  several  on-board  sources. 

Port  A,  with  RS-485/422  drivers,  is  routed  to  the  P2  connector.  It  may  be  configured  by 
software  to  be  either  master  or  slave  and  half  or  full  duplex. 

Port  B,  with  RS-232C  drivers,  is  also  routed  to  the  P2  connector.  It  may  be  configured 
either  as  DTE  or  DCE,  by  setting  jumpers. 

1 .1 .6.  Timers 

The  MVME133A  has  four  on-board  timers.  Three  of  them  are  not  available  to  the 
programmer,  because  they  are  assigned  to  do  other  functions;  debug  port  baud  rate 
generator,  tick  timer,  and  watchdog  timer.  All  of  the  timers  are  part  of  the  MC68901  chip, 
which  also  provides  a  serial  port  (debug  port),  and  general  purpose  I/O  pins  used  for  status 
and  control.  The  only  timer  available  to  programmer  is  eight  bits  wide  and  can  be  used  for 
any  purpose. 
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1.1.7.  Interrupts 

The  MVME133A  board  provides  logic  for  interrupt  handling  and  an  interrupter.  The  interrupt 
handler  gives  the  on-board  MC68020  the  ability  to  sense  and  respond  to  all  on-board  and 
off-board  (VME  bus)  interrupts.  The  board  may  be  jumpered  to  enable  or  disable  any 
combination  of  the  seven  interrupt  request  lines. 

The  interrupter  can  generate  interrupts  on  interrupt  request  level  3. 

1.1.8.  ROM,  PROM,  EPROM,  and  EEPROM  Sockets 

The  MVME133A  has  four  1C  sockets  that  are  organized  into  two  banks.  These  sockets 
provide  up  to  256  KB  of  extra  ROM.  The  sockets  hold  the  debug  ROMs  or  any  other 
user-programmed  ROMs. 

1.1.9.  VME  System  Controller 

The  system  controller  on  the  MVME133A  implements  a  level  3  VME  bus  arbiter,  VME  bus 
requester,  and  Interrupt  ACKnowledge  (IACK)  daisy-chain  driver.  The  arbiter  and  IACK 
daisy-chain  functions  are  designed  to  meet  the  VME  bus  specification. 

The  VME  bus  requester  is  used  to  obtain  and  relinquish  master  control  of  the  VME  bus.  It 
can  request  VME  bus  master  control  on  any  one  of  the  four  request  levels  depending  on 
how  it  is  jumpered.  It  requests  master  control  of  the  VME  bus  any  time  the  MVME133A  is 
not  the  current  VME  bus  master  and  the  MC68020  indicates  it  requires  access  to  the  VME 
bus. 

The  control  function  arbitrates  all  VME  bus  requests  so  that  only  one  requester  of  the  bus 
actually  gets  control.  The  local  microprocessor  has  to  compete  evenly  with  all  other  devices 
to  get  master  control  of  the  bus. 

The  IACK  daisy-chain  function  is  a  mechanism  to  acknowledge  interrupt  request  in  some 
orderly  fashion.  Due  to  the  way  the  daisy-chain  works,  the  physical  position  of  VME  boards 
in  the  chassis  is  significant. 

1.1.10.  PI  And  P2  Connector 

The  MVME133A  board  attaches  to  the  VME  backplane  at  the  connectors  PI  and  P2.  PI 
couples  most  of  the  required  VME  bus  signals  to  and  from  the  backplane.  The  P2 
connector  couples  all  of  the  optional  VME  bus  signals  and  the  signals  for  serial  ports  A  and 
B. 
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1.2.  Kernel  Processor  Board  Configuration 

This  section  lists  all  of  the  jumpers  on  the  MVME133A  board  and  indicates  how  they  are  set 
for  the  board  identified  to  be  the  Kernel  processor.  More  detail  on  the  function  and  location 
of  each  jumper  may  be  obtained  from  the  MVME1 33A  user’s  manual. 

•  J1  -  System  Controller  Enable  Jumper  -  set  to  disable  the  system  controller 
function. 

•  J2  -  Onboard  RAM  offset  address  select  header  -  consists  of  four  jumpers  set 
for  an  offset  address  of  1 6#200000#. 

•  J3,  J4  -  VME  bus  requester  level  select  headers  -  consists  of  six  and  three 
jumpers,  respectively.  These  have  been  left  in  their  factory  settings  to  couple  all 
four  bus  grant  lines  through  the  board  and  establish  a  level  3  arbiter. 

•  J5  -  RMW  cycle  type  select  jumper  -  has  been  left  in  its  factory  setting;  the 
processor  must  obtain  master  control  of  the  VME  bus  to  execute 
read-modify-write  accesses. 

•  J6,  J7  -  ROM/PROM/EPROM  size  headers  -  consist  of  three  jumpers  each. 

These  have  been  left  in  their  factory  settings  and  have  been  configured  for  the 
Debug  1 33A  ROMS. 

•  J8  -  Global  timeout  jumper  -  no  jumper  installed.  This  jumper  is  only  important 
for  boards  that  have  been  set  up  as  system  controllers. 

•  J9  -  Reset  switch  jumper  -  set  to  enable  the  reset  momentary  button  on  the 
front  panel. 

•  J10  -  Abort  switch  jumper  -  set  to  enable  the  abort  momentary  button  on  the 
front  panel. 

•  J1 1  —  VMEbus  interrupter  jumper  -  set  to  enable  the  interrupter  logic.  Specific 
instructions  were  given  not  to  change  this  from  the  factory  setting. 

•  J12  -  VMEbus  interrupt  handler  header  -  consists  of  seven  jumpers.  These 
jumpers  are  set  to  permit  the  Kproc  board  to  handle  interrupt  requests  on 
I RQ7, 1 RQ6, 1 RQ3,and  IRQ1  lines. 

•  J13  -  Serial  port  B  configuration  header  -  consists  of  1 1  jumpers.  These  have 
been  left  in  their  factory  settings  for  port  B  to  operate  as  a  DCE  device. 

•  J15  -  Software  readable  header  -  consists  of  five  jumpers.  They  are  set 
differently  for  each  board.  J15  can  be  read  from  software,  and  it  is  used  to 
indicate  the  physical  number  of  the  board. 

•  J16  -  Serial  ports  RTXCx  source  select  header  -  consists  of  two  jumpers. 

These  have  been  left  in  their  factory  settings. 

•  J17  -  VMEbus  data  width  select  jumper  -  may  be  placed  in  one  of  several 
positions.  It  is  set  to  indicate  either  a  16-bit  or  32-bit,  or  both  16-bit  and  32-bit 
data  path  during  VME  I/O  accesses.  It  has  been  left  in  the  factory  setting  to 
allow  both  16-bit  ana  32-bit  width  data. 

•  J1 8  —  VMEbus  address  size  select  Jumper  -  is  similar  to  J1 7,  except  it  is  set  to 
choose  the  size  of  the  address  on  the  VME  bus,  either  32-bit  or  24-bits  wide.  It 
is  set  for  32-bit  wide  addresses. 

•  El ,  E2  -  Cache  disable  test  points  -  may  be  wire-wrapped  together  to  disable 
the  MC68020  cache.  They  are  normally  left  untouched,  but  during  performance 
analysis,  the  cache  is  disabled  to  use  the  logic  analyzer. 
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1 .3.  Network  Processor  Board  Configuration 

This  section  covers  the  jumper  settings  for  the  Nproc  board.  Since  most  of  the  Nproc 
jumpers  are  set  the  same  as  the  Kproc  jumpers,  only  the  ones  that  differ  are  listed.  More 
detail  may  be  obtained  on  the  function  of  each  jumper  by  referencing  the  MVME133A  Users 
Manual. 

•  J1  -  System  controller  enable  jumper  -  set  to  enable  the  system  controller 
function. 

•  J8  -  Global  timeout  jumper  -  set  to  enable  the  global  timer.  This  jumper  is  only 
important  for  boards  that  have  been  set  up  as  system  controllers. 

•  J12  -  VMEbus  interrupt  handler  header  -  consists  of  seven  jumpers.  These 
jumpers  are  set  to  permit  the  Kproc  board  to  handle  interrupt  requests  on  IRQ5, 

IRQ4,  IRQ2,  and  IRQ1  lines. 

•  J15  -  Software  readable  header  -  consists  of  five  jumpers  set  differently  for 
each  board. 
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2.  Parallel  Interface 


The  network  in  the  DARK  testbed  consists  or  segments  of  32  parallel  lines  connecting 
adjacent  Nproc.  The  parallel  interface  used  to  connect  the  Nproc  to  each  segment  of  the 
network  is  the  Mizar  MZ8305  Quad  Parallel  Port  module.  Two  of  these  modules  are 
required  per  node. 


2.1 .  MZ8305  Board 

The  MZ8305  is  a  single  height  VME  bus  compatible  board.  It  connects  to  PI  of  the  VME 
bus  backplane  (upper  connector).  At  the  heart  of  the  MZ8305  board  are  two  Motorola 
68230  Parallel  Interface/Timer  (Pl/T)  chips,  designated  #1  and  #2.  The  board  has  a  total  of 
32  bits  of  buffered  parallel  I/O  and  two  programmable  timers.  Refer  to  the  MZ8305  Quad 
Parallel  Port  Module  User’s  Manual  for  more  details  on  this  board. 

All  on-board  addresses  are  mapped  to  a  16-bit  I/O  address  space.  The  base  address  can 
be  jumpered  to  any  256-byte  boundary.  All  of  the  registers  on  the  MZ8305  are  contained  in 
the  two  Pl/Ts.  Each  Pl/T  has  32  8-bit  registers. 

There  are  four  interrupt  sources  on  the  MZ8305.  Each  can  be  jumpered  to  drive  any  one  of 
the  VME  bus  7  interrupt  request  levels.  However,  no  two  sources  can  drive  one  line. 


2.2.  Parallel  Interface/Timer 

Both  68230  Pl/T  chips  have  three  8-bit  ports,  designated  ports  A,  B,  and  C;  one  (port  C)  is 
used  for  controlling  associated  interrupts,  buffering  logic,  and  handshake  lines;  and  two 
(ports  A  and  B)  are  used  for  parallel  I/O.  The  parallel  ports  can  be  programmed  for  input, 
output,  or  bi-directional  I/O.  There  are  two  handshake  lines  per  I/O  port,  designated  HI,  H2, 
H3,  and  H4.  The  Pl/T  can  be  programmed  to  generate  interrupts  when  data  are  received  at 
port  A  or  B. 

Each  Pl/T  also  has  a  24-bit  programmable  timer,  which  may  be  programmed  to  generate 
interrupts  periodically,  or  after  a  specified  period  of  time.  The  timer  input  clock  may  come 
from  an  external  source,  through  one  of  the  parallel  I/O  connectors,  or  from  on-board 
circuitry  at  one  of  the  following  frequencies:  500,  250,  125,  or  67.5  KHz  (2,  4,  8,  14.8  psec 
periods,  respectively). 

2.2.1 .  Parallel  I/O  Connector 

The  MZ8305  board  has  two  50-pin  connectors,  designated  J1  and  J2.  These  connectors 
provide  access  to  the  I/O  and  handshake  lines,  the  timer  input  clock,  and  timer  output  for 
each  Pl/T. 
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2.3.  Input  Port  Parallel  Board  Configuration 

This  section  covers  the  jumpers  on  the  input  parallel  port  board.  Many  of  the  jumper 
settings  are  the  same  on  both  the  input  port  and  output  port  boards.  The  function  of  each 
jumper  is  explained  in  more  detail  in  the  hardware  reference.  MZ8305  Parallel  Interface 
Board  User's  Manual.  The  following  is  a  list  of  all  the  jumper  blocks  and  their  settings  for 
this  board: 

•  K08  -  Address  select  -  All  jumpers  are  left  installed  so  that  the  base  addresses 
for  Pl/T  #1  and  #2  are  16#FFFF0040#  and  16#FFFF0000#,  respectively. 

•  K09  -  Interrupt  request  -  The  jumpers  are  wire  wrapped  so  that  PI  is 
connected  to  IRQ4,  P2  is  connected  to  IRQ5,  T1  is  connected  to  IRQ7,  and  T2 
is  connected  to  IRQ6. 

•  K05  -  Interrupt  ACK  for  PIO  -  Jumpers  are  installed  at  A02  and  A01  for  PIRQ1 
and  at  A02  for  PIRQ2. 

•  K06  -  Interrupt  ACK  for  timers  -  A  jumper  is  installed  only  at  A01  for  Tout2. 

•  K04,  K10  -  Tout1/TQut2  enable  -  Both  these  jumpers  are  installed. 

•  KOI  -  Tout1/Tout2  and  buffer  control  -  Only  four  jumpers  are  installed.  They 
connect  pin  3  to  1 3,  6  to  1 6,  7  to  1 7,  and  1 0  to  20. 

•  K03  -  Tjn1/T  in2  input  enable  -  Both  jumpers  are  removed. 

•  K07  -  Timer  frequencies  -  One  jumper  is  placed  so  that  Tin1  and  Tin2  connect, 
and  a  second  jumper  is  installed  to  connect  Tin2  to  500KHz. 

•  K02  -  H2/H4  direction  -  All  jumpers  are  installed  so  that  the  handshake  lines 
operate  in  the  out  direction. 

2.4.  Output  Port  Parallel  Board  Configuration 

Only  one  jumper  is  set  differently  on  the  output  port  parallel  board  from  those  on  the  Input 
Port  Parallel  Board  configuration; 

•  K08  -  Address  select  -  One  jumper  has  been  removed  from  the  factory  setting 
(All)  so  that  the  base  address  for  Pl/T  #1  is  16#FFFF014Q#  and  for  #2  is 
1 6#FFFF01 00#. 
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3.  Shared  Memory 

This  section  covers  basic  information  on  the  shared  memory  boards.  The  testbed  uses 
Motorola  MVME225-1  shared  memory  boards  for  the  global  memory  on  each  processor 
node.  This  board  is  a  full  height  VME  board  with  1  MB  of  DRAM.  Refer  to  the  MVME225-1 
1Mb  Dynamic  Memory  Module  User’s  Manual  for  more  details  on  this  board. 

The  processor  boards  are  designed  so  that  the  local  processor  always  sees  its  local 
memory  at  the  same  location  (starting  at  16#00000000#).  However,  from  off-board,  the 
memory  appears  at  a  different  location.  Because  of  the  different  address  mappings,  the  two 
processors  are  never  able  to  see  the  same  memory  location  using  the  same  address.  This 
would  only  be  possible  with  a  separate  memory  board  such  as  the  MVME225-1 . 

The  basr  address  of  the  shared  memory  is  set  with  jumpers.  Since  the  board  doesn’t 
support  parity,  a  jumper  must  be  installed  to  disable  parity  checking. 


3.1.  Shared  Memory  Board  Configuration 

The  shared  memory  board  has  four  jumper  blocks.  This  section  covers  how  they  have  been 
set  to  operation  in  the  DARK  testbed. 

•  K4  -  Test  Connector  -  Pins  15  and  16  are  jumpered  to  disable  parity  checking, 
since  the  MVME133A  processor  boards  do  not  check  or  generate  parity 
information. 

•  K3  -  Address  Mode  Select  -  All  jumpers  are  removed  to  select  continuous 
address  space. 

•  K1 ,  K2  -  Address  Select  -  Jumper  A20  is  removed  to  set  the  base  address  of 
the  memory  at  16#1 00000#. 
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4.  VME  Chassis 


The  DARK  testbed  uses  four  Motorola  MVME945  chassis  to  hold  all  of  the  processor  node 
hardware,  namely  two  MVME133A  CPU  boards,  shared  memory  board,  and  two  MZ8305 
Quad  Parallel  Port  VME  modules,  as  shown  in  Figure  36.  The  MVME945  chassis  is 
designed  to  house  industry  standard  VME  modules,  and  may  be  used  for  desk-top  or 
rack-mounted  operation.  The  VME945  card  cage  holds  up  to  12  full  height  VME  boards. 
The  boards  are  inserted  into  guides  from  the  front  of  the  chassis.  On  the  rear  of  the 
chassis,  the  P2  connectors  can  be  accessed  for  connecting  I/O  cables  or  setting  bus 
jumpers.  Refer  to  the  MVME945  Chassis  User's  Manual  for  more  details  on  the  location 
and  function  of  the  jumpers. 

The  power  supply  is  approved  for  400  watts.  It  requires  one  1 15  VAC  uutlet,  and  supplies 
the  following  voltages: 

•  +5  VDC  @  50A 

•  +1 2  VDC  (3)  10A 

•  -12  VDC  @  5A 

The  chassis  contains  a  12-slot,  32-bit  VME  bus  backplane  and  provides  forced-air  cooling 
for  the  VME  modules.  The  VME  modules  are  cooled  by  air  drawn  in  from  the  bottom  of  the 
chassis  by  two  fans,  forced  past  the  VME  modules,  and  blown  out  the  top  of  the  chassis. 
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4.1.  Backplane  Jumper  Configuration 

Each  of  the  1 2  PI  connectors,  except  slot  t ,  has  two  sets  of  jumpers  that  have  to  be 
configured  for  any  of  the  boards  plugged  into  the  backplane  to  operate  correctly.  Jumpers 
are  required  in  all  empty  slots  and  are  removed  for  slots  containing  boards.  The  jumpers 
pass  signals  through  each  empty  slot  and  on  to  the  next. 

The  following  is  a  list  of  the  sets  of  jumpers: 

•  Bus  Grant  Signal  headers,  J3  through  J12  -  have  four  jumpers  BGO,  BG1, 

BG2,  and  BG3.  These  signals  are  part  of  the  bus  arbitration  logic  and  are 
necessary  to  control  which  device  gets  control  of  the  bus. 

•  The  IACK  Signal  headers,  J13  through  J23  -  has  only  one  jumper  each.  These 
jumpers  are  used  to  form  a  daisy-chain  for  acknowledging  interrupts. 

The  five  VME  boards  are  assigned  to  slots  in  the  chassis.  The  order  of  the  boards 
determines  part  of  their  bus  request  and  interrupt  priority.  The  only  absolute  requirement  is 
that  the  system  controller  be  in  slot  1.  The  order  in  which  the  boards  are  inserted  into  the 
chassis  in  the  DARK  testbed,  from  left  to  right: 

1.  Slot  1  -  Nproc  MVME133A  processor 

2.  Slot  5  -  Kproc  MVME1 33 A  processor 

3.  Slot  1 0  -  Shared  Memory  MVME225-1 

4.  Slot  1 1  -  Input  Port  Parallel  Interface  MZ8305 

5.  Slot  12  -  Output  Port  Parallel  Interface  MZ8305 

Again,  except  for  slot  1,  which  does  not  have  any  jumpers,  all  of  these  slots  have  their 
respective  jumpers  removed,  so  the  signals  do  not  bypass  boards. 
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5.  Equipment  Rack 

The  four  VME  card  chassis  are  mounted  in  two  19-inch  equipment  racks.  Two  doors, 
located  on  the  front  and  rear,  provide  access  to  the  chassis  mounted  inside.  The  front  door 
is  tinted  Plexiglas,  while  the  rear  door  is  sheet  metal  with  ventilation  holes.  The  chassis  are 
mounted  horizontally,  one  on  top  of  the  other,  as  shown  in  Figure  37.  The  rear  door  permits 
access  to  the  rear  of  the  chassis  and  the  cabling  between  each  processor  node.  One 
surge-protected,  multi-plug,  power  strip  distributes  AC  power  to  two  chassis  in  each  rack. 


Figure  37:  Equipment  Rack 
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6.  Host  System 

This  section  discusses  the  host  system  used  to  develop  and  download  the  Kernel  and 
application. 

The  host  system  consists  of  four  pVAX-ll  computers  clustered  together  and  tied  into  the  SEI 
local  area  network.  They  are  called  DARKA,  DARKB,  DARKC,  and  DARKD.  DARKB  abd 
DARKC  are  the  only  pVAX-lls  connected  to  the  processor  nodes,  as  shown  in  Figure  5.  The 
others  are  only  used  for  code  development.  Four  serial  communication  lines  (debug  port 
and  a  downloading  port  for  the  Kproc  and  Nproc)  run  between  each  node  and  the  DARKC 
pN/AX-ll. 

During  the  development  process,  the  host  machines  provide  support  for  many  activities. 
The  software  is  created  on  a  project  member’s  workstation,  then  transferred  to  one  of  the 
hosts,  or  entered  directly  on  a  host.  After  compilation  and  linking,  the  executable  images 
are  downloaded  using  either  the  Debug  ROM  downloader,  or  Telesoft’s  download  facility. 

Using  both  the  debug  ROM  and  Telesoft’s  Ada  development  system,  it  is  possible  to  debug 
software  while  it  is  on-line  and  operating.  The  debug  ROMs  provide  only  basic  debug 
operations,  while  the  Telesoft  symbolic  debugger  is  more  versatile  and  able  to  show  how 
execution  is  proceeding  relative  to  the  Ada  source  code. 

An  alternative  means  of  downloading,  called  VMSLink,  is  also  available.  It  consists  of 
VMSLink  software,  which  can  be  run  from  any  host  machine  in  the  cluster,  and  an  ethernet 
board  in  each  chassis. 


6.1.  Serial  I/O  Ports 

Two  out  of  three  ports  available  on  each  processor  board  are  used  during  the  development. 
The  debug  monitor  and  TeleGen2  runtime  use  the  debug  port,  and  the  TeleGen2  download 
system  uses  port  B.  The  host  system  is  not  connected  to  Port  A  on  either  the  Kproc  or 
Nproc. 

In  total,  there  are  16  serial  lines  connected  to  the  host  system.  To  handle  all  of  the  these 
serial  lines,  DARKC  is  equipped  with  two  DHQ1 1  serial  cards.  There  are  three  cards  (two 
installed  in  DARKC  and  one  in  DARKB)  that  provide  a  total  of  24  asynchronous  serial  lines 
for  the  host  system. 

Figure  38  is  a  cross  reference  between  DARKC  host  ports  and  the  serial  ports  on  the 
processor  boards  in  the  testbed.  For  example,  CPU  0  is  the  Kproc  on  Node  0.  The  TXAO 
port  of  DARKC  is  connected  to  the  debug  port  on  CPU  0. 
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CPU#  _ Processor _ Node  Name  Debug  Port  Download  Port 


CPUO 

Kproc 

Node  0 

TXAO 

TXBO 

CPU  1 

Nproc 

Node  0 

TXA1 

TXB1 

CPU  2 

Kproc 

Node  1 

TXA2 

TXB2 

CPU  3 

Nproc 

Node  1 

TXA3 

TXB3 

CPU  4 

Kproc 

Node  2 

TXA4 

TXB4 

CPU  5 

Nproc 

Node  2 

TXA5 

TXB5 

CPU  6 

Kproc 

Node  3 

TXA6 

TXB6 

CPU  7 

Nproc 

Node  3 

TXA7 

TXB7 

Figure  38:  VAX  Ports  to  Testbed  Ports  Cross  Reference 
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7.  Test  Equipment 

This  section  covers  the  test  equipment  used  to  debug,  monitor,  and  measure  performance 
of  the  Kernel  and  the  application.  Electronic  test  equipment  is  used  in  the  DARK  Project  for 
several  activities,  including: 

•  Measuring  performance 

•  Troubleshooting  hardware  problems 

•  Monitoring  software  efficiency 

•  Debugging  software 

During  DARK  software  development,  the  performance  of  critical  sections  of  Kernel  code  are 
measured,  and  if  not  found  to  be  satisfactory,  optimized.  The  test  equipment  is  used  as  a 
tool  to  help  fine-tune  the  Kernel's  performance.  The  final  performance  measures  are  taken 
and  used  to  compare  against  the  required  performance  measures  recorded  in  the  Kernel 
Facilities  Definition. 

The  test  equipment  is  used  to  help  isolate  problems  when  hardware  components  fail. 

The  operational  behavior  of  the  demonstration  application  running  on  DARK  will  be  fully 
understood  only  when  it  has  been  implemented  and  tested.  The  test  equipment  is  used  to 
locate  and  verify  correction  of  certain  efficiency,  or  timing,  problems.  The  test  equipment 
also  has  the  capability  to  help  trace  and  debug  certain  kinds  of  logic  errors. 


7.1.  Test  Equipment  Hardware 

The  DARK  team  had  several  different  pieces  of  test  equipment  available  for  use,  including: 

•  Tektronics  2223  Analog  Oscilloscope 

•  Gould  K1 1 5  Logic  Analyzer 

•  Gould  Microprocessor  disassembly  pod 

•  Gould  CLAS  4000  with  support  for  2  MC68020  boards. 

•  Tektronics  2432 A  Digital  Storage  Scope 

•  Volt  Ohm  Meter 

•  XYComm  VME  Board  Extender 
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8.  Low-Level  I/O 

The  Kproc  and  Nproc  software  accesses  ‘eatures  of  the  target  hardware  through  low-level 
I/O.  Low-level  I/O  is  necessary  for  two  reasons.  First,  the  compiler  may  not  provide  facilities 
required  to  accomplish  a  needed  hardware  operation.  Second,  although  such  facilities  may 
be  provided,  they  may  not  satisfy  performance  requirements  of  the  application  or  the  Kernel. 

Low-level  I/O  is  usually  necessary  to  access  special  status  information  controlling  the 
operation  of  devices  on  the  target  hardware,  or  for  access  memory  directly.  Status  may  be 
needed  for  such  things  as  determining  the  state  of  a  device,  synchronizing  with  another 
device,  detecting  error  conditions,  or  polling.  The  target  hardware  has  several  devices  that 
must  be  controlled  through  low-level  I/O  by  setting  or  changing  the  mode  of  a  device, 
sending  interrupts,  or  setting  status  in  some  port  or  device  register. 

Low-level  I/O  is  accomplished  through  read  or  write  operations  to  registers  or  memory 
locations.  The  MVME133A  68020  processor  board  is  designed  so  that  all  device  registers 
are  mapped,  or  assigned,  to  have  addresses  in  the  address  space  of  the  MC68020 
microprocessor. 

Since  the  software  that  performs  low-level  I/O  operations  is  highly  dependent  on  the  target 
hardware,  it  has  been  isolated  to  several  Ada  packages. 

The  following  devices  are  part  of  the  MVME133A  68020  microprocessor  board  and  are 
involved  in  low-level  I/O  operations: 

•  Local  ROM  banks 

•  Local  dynamic  RAM 

•  Multi-Function  peripheral  -  MFP 

•  Module  Status  Register  -  MSR 

•  Serial  I/O  port  B  -  SIOB 

•  Serial  I/O  port  A  -  SIOA 

•  Real-Time  Clock  -  RTC 

•  Interrupter 

•  Parallel  Interface  and  timer  -  Pl/T 

These  devices  are  listed  in  the  order  they  appear  in  the  address  space  of  the  MVME133A 
68020  microprocessor.  The  devices  external  to  the  the  MVME133A  board  (e.g.,  Pl/T)  exist 
at  higher  addresses  than  the  interrupter. 

Each  processor  board  (Nproc  and  Kproc)  in  a  node  has  its  own  devices  to  control.  The 
Kproc  uses  low-level  I/O  to  access  the  shared  memory.  The  Nproc  uses  low-level  I/O  to 
control  the  four  68230  Parallel  Interface/Timer  devices  on  two  MZ8305  parallel  interface 
boards  and  also  to  access  shared  memory. 
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8.1 .  Software 


The  Telesoit  compiler  provides  support  for  low-level  I/O  in  three  basic  ways:  Machine  Code 
Insertion  (MCI),  address  clause,  and  imported  subprograms. 

MCI  is  provided  through  a  package  called  Machine_Code.  MCI  allows  single  machine 
instructions  to  be  inserted  in-stream  of  the  Ada  source  code.  The  compiler  will  make  sure 
that  the  inserted  low-level  machine  instructions  are  placed  in  the  appropriate  place  among 
other  machine  instructions  generated  as  a  result  of  the  high-level  Ada  statements.  The 
Telesoft  MCI  supports  all  of  the  machine  instructions  available  for  the  68020 
microprocessor. 

The  address  clause  for  objects  may  be  used  to  access  hardware  memory,  registers,  or  other 
known  locations.  Symbolic  names  may  be  given  to  physical  memory  locations  and 
accessed  as  if  they  were  variables  using  the  address  clause. 

The  Ada  programming  language  defines  a  pragma  "interface"  that  allows  Ada  to  interface 
with  subprograms  written  in  other  languages,  including  assembly.  The  pragma  interface 
statement  declares  a  subprogram  that  will  be  imported  and  used  in  the  Ada  source  code. 
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9.  interrupts 

The  mechanism  for  initiating  and  handling  interrupts  on  the  VME  bus  and  MC68020 
processor  is  well  established  and  documented;  therefore  only  a  few  important  details  of 
interrupt  handling  and  the  arbitrary  and  specific  assignments  made  for  the  DARK  hardware 
implementation  are  covered  in  this  section.  Refer  to  the  MC68020  32-Bit  Microprocessor 
User's  Manual  and  VMEbus  Specification  document. 


9.1.  Interrupt  Request  Levels 

Each  interrupt  source  interrupts  on  one  of  seven  interrupt  request  lines  (IRQ1 -IRQ7).  These 
lines  are  prioritized,  with  IRQ7  having  the  highest  request  priority.  Some  of  the  interrupt 
sources  have  been  permanently  assigned  to  a  particular  request  level.  The  rest  may  be 
assigned  through  jumpers  (with  some  limitations).  Generally,  more  than  one  interrupt 
source  may  be  assigned  to  one  interrupt  request  level. 

There  are  jumpers  on  each  processor  board  to  connect  each  interrupt  request  line  from  the 
VME  bus  to  the  boards'  interrupt  handling  logic.  Since  the  function  of  the  Kproc  and  Nproc 
differ,  the  two  boards’  interrupt  request  lines  are  jumpered  differently.  All  on-board 
interrupts  bypass  these  jumpers. 


9.2.  Interrupt  Vector  Numbers 

During  interrupt  processing  an  interrupt  vector  number  is  obtained  for  each  acknowledged 
request.  An  interrupt  source  either  provides  its  own  vector  number  or  one  is  generated  for  it 
based  on  the  interrupt  request  line  it  issues  the  request  on.  The  processor  uses  the  vector 
number  to  associate  an  interrupt  service  routine  with  the  interrupt  source.  Each  interrupt 
source  must  have  a  unique  interrupt  vector  number,  unless  the  service  routine  handles  more 
than  one  interrupt  source  with  respect  to  one  processor. 


9.3.  Interrupt  Configuration  Summary 

Figure  39  summarizes  how  the  different  interrupt  sources  are  configured  with  respect  to 
interrupt  request  levels  and  interrupt  vectors.  If  a  particular  device  is  shown  once  when  in 
fact  there  is  more  than  one,  all  have  been  configured  the  same.  For  example,  in  one 
chassis,  there  are  two  MC68901  devices  (one  on  each  processor  board).  Both  are  set  up  to 
have  the  vector  numbers  shown.  This  does  not  conflict  with  the  rule  about  unique  vectors 
for  each  interrupt  source,  because  these  are  local  to  a  processor  board,  and  the  other 
processor  cannot  respond  to  them.  On  the  other  hand,  the  interrupts  from  the  parallel 
interface  boards  must  be  unique  across  the  VME  bus,  because  both  processors  can 
potentially  respond  to  these  interrupts. 
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Interrupt 

Interrupt 

Interrupt 

Board  Name 

Device 

Source 

Vector 

Request  Level 

Parallel  I/O  "In" 

Port 

MC68230  PI fT  #1 

PIO 

16#42# 

IRQ4 

Timer  (24A) 

16#44# 

IRQ7 

MC68230  Pl/T  #2 

PIO 

16#4A# 

IRQ5 

Timer  (24B) 

16#4C# 

IRQ6 

Parallel  I/O  "Out"  Port 

MC68230  Pl/T  #1 

PIO 

16#52# 

IRQ4 

Timer  (24C) 

16#54# 

IRQ7 

MC68230  Pl/T  #2 

PIO 

1 6#5A# 

IRQ5 

Timer  (24D) 

1 6#5C# 

IRQ6 

Kproc  &  Nproc 

Abort  Logic 

1 6#1  F# 

IRQ7 

ACFail  Logic 

16#1 F# 

IRQ7 

MC68901  MFP 

Timer  (8A) 

16#6D# 

IRQ5 

Timer  (8B) 

16#68# 

IRQ5 

Timer  (8C) 

16#65# 

IRQ5 

Tmer  (8D) 

1 6#64# 

IRQ5 

Z8350  SCO 

Port  ATX 

16#78# 

IRQ6 

Port  A  RX 

16#7C# 

IRQ6 

MM58274 

Real-Time  Clock 

1 6#1  C# 

IRQ4 

Interrupter  Logic 

16#FF# 

IRQ3 

EXOS  202 

Ethernet  Driver 

Unknown 

IRQ6 

Figure  39:  interrupt  Summary 
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10.  Memory  Map 

Figure  40  lists  all  of  the  major  devices  and  their  base  address  assignments.  Each 
assignment  is  identified  as  either  hard-wired  or  jumpered.  The  hard-wired  addresses  may 
not  be  changed;  the  jumpered  addresses  may  change. 

Addresses  are  assigned  so  they  do  not  conflict  with  each  other.  All  of  a  processor  board 
devices,  except  memory,  are  not  visible  to  the  other  processor  (off  the  board).  This  means, 
for  example,  that  the  real-time  clock  on  each  processor  board  can  have  the  same  address. 


Board  Name 

Reference 

Address  Ranqe 

Kproc  &  Nproc 

Local  Memory 

1 6#00000000#  -  16#000FFFFF# 

Memory 

Shared  Memory 

1 6#001 00000#  -  1 6#001  FFFFF#9 

Kproc 

Nproc  Memory 

1 6#00200000#  -  16#002FFFFF# 

Nproc 

Kproc  Memory 

1 6#00300000#  -  1 6#003FFFFF# 

Kproc  &  Nproc 

Module  Status  Register 

16#FFF80000#10 

Kproc  &  Nproc 

Multifunction  Peripheral 

16#FFF80001#n 

Kproc  &  Nproc 

Serial  Communication  Controller 

1 6#FFFA0000#  -  1 6#FFFA0003# 

Kproc  &  Nproc 

Real-Time  Clock 

16#FFFB0000# 

Kproc  &  Nproc 

Interrupter  Logic 

16#FFFB8000# 

Parallel  I/O  "In'  Port 

Pl^  #1 

1 6#FFFF0040#  - 16#FFFF006F# 

Parallel  I/O  "In"  Port 

Pin-  #2 

16#FFFF0000#  - 16#FFFF002F# 

Parallel  I/O  "Out"  Port 

Pl/T  #1 

1 6#FFFF01 40#  -  1 6#FFFF01 6F# 

Parallel  I/O  "Out"  Port 

Pin- #2 

1 6#FFFF01 00#  -  1 6#FFFF01 2F# 

EXOS  202 

Status  Register 

1 6#FFFF8000# 

Figure  40:  Memory  Map 


®Sharad  memory  is  accessed  over  the  VME  bus  in  this  address  range  by  both  the  Nproc  and  Kproc. 
10This  is  the  first  of  many  even-valued  addresses  at  which  this  register  can  be  referenced. 

"This  is  the  first  address  of  a  group  of  registers. 
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11.  Network  Cable 


The  network  data  path  extending  between  each  node  is  made  of  two  fiat  ribbon  cables. 
These  cables  are  specially  constructed  to  handle  the  handshake  lines  and  terminate  unused 
pins. 

All  eight  pieces  of  flat  ribbon  cable  (two  per  node-to-node  segment)  are  constructed  the 
same.  Signals  HI  and  H3  on  both  ends  are  crossed  to  H2  and  H4  on  the  other  end, 
respectively.  Signals  Tin  and  Tout  on  both  ends  are  not  connected.  See  Figure  41  for  a 
schematic  of  the  cable. 


Figure  41 :  Flat  Ribbon  Cable  Schematic 
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12.  Synchonization  Bus 

The  synchronization  bus,  or  "sync  bus”  for  short,  is  used  to  provide  a  way  to  broadcast  time 
for  the  Kernel  during  time  synchronization.  All  of  the  Kprocs  on  the  network  are  connected 
to  the  sync  bus. 

The  Kernel  software  that  processes  the  time  synchronization  event  is  interrupt-driven.  So, 
when  synchronization  occurs,  all  Kprocs  respond  immediately  with  the  minimum  amount  of 
de'ay. 


12.1.  Bus  Description 

The  interface  to  the  sync  bus  is  made  through  port  A  on  the  P2  connector  on  the  Kproc 
board.  Port  A  is  one  of  two  serial  ports  on  the  Z8530  SCC  chip.  Unlike  port  B,  which  uses 
RS-232C  line  drivers,  port  A  uses  RS-485'422  line  drivers.  This  particular  line  driver  permits 
one  master  (at  a  time)  and  multiple  slaves. 

The  sync  bus  consists  of  two  wires  that  carry  a  differential  voltage,  asynchronous  serial  data 
signal. 

Figure  42  is  a  schematic  of  the  sync  bus  (also  refer  to  the  schematic  of  the  P2  connector  in 
Figure  43).  The  sync  bus  schematic  shows  how  the  two  wires  of  the  bus  are  connected  to 
the  Send  Data  (SD),  and  Receive  Data  (RD)  lines  of  port  A's  RS-485/422  drivers.  Note  that 
the  SD  rnd  RD  lines  are  connected  together  at  the  bus  cable.  This  is  so  that  the  master  can 
monitor  lor  data  collisions  that  would  result  if  another  Kproc  attempts  to  become  master  at 
the  same  time. 

The  monitoring  is  required  because  the  designers  of  the  MVME133A  board  did  not 
implement  all  of  the  RS-485/422  handshake  signals,  such  as  RTS,  GTS,  and  DCD.  If,  in  the 
future,  the  Kernel  is  ported  to  another  target  and  this  same  approach  for  time 
synchronization  is  used,  a  more  complete  implementation  of  the  RS-485/422  handshake 
signals  is  recommended. 


12.2.  Bus  Operation 

The  relative  frequency  of  time  synchronization  should  be  low.  Normally,  when  no 
synchronization  is  in  progress,  all  the  Kprocs  are  set  for  slave  operation.  Port  A  is  set  for 
slave  operation  when: 

•  Transmitter  output  signal  is  electrically  isolated  from  the  SD  signal  lines. 

•  Receiver  data  input  is  monitoring  the  RD  signal  lines. 

•  Receiver  interrupts  are  enabled. 

When  there  is  a  call  to  synchronize  time  by  an  application  process,  the  Kernel  does  several 
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Download  Port 
DB25  Port  B 


Figure  42:  Kproc  to  Synchronization  Bus  Interface 
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MVME133A  Board 


Figure  43:  P2  Cable  Harness  Schematic 
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operations.  One  of  the  last  is  to  assert  port  A  mastership.  This  must  be  done  before  the 
time  information  can  be  broadcast  to  the  other  Kprocs.  Port  A  mastership  is  attained  by 
having: 

•  Transmitter  output  signal  connected  to  the  SD  signal  lines. 

•  Port  A  receiver  interrupts  disabled. 

•  Port  A  receiver  input  monitoring  the  RD  signal  lines. 

A  test  byte  is  put  onto  the  sync  bus  to  verify  that  no  other  port  is  asserting  itself  as  master. 
The  receiver  is  checked  to  confirm  that  the  byte  received  is  the  byte  sent.  In  the  meantime, 
all  of  the  slave  ports  respond  to  the  test  byte  by  interrupting  its  associated  Kproc,  and  then 
preparation  begins  to  receive  a  new  time  to  synchronize  on.  If  the  test  byte  is  not  received 
correctly,  appropriate  actions  are  taken. 


CMU/SEI-89-TR-1 9 


265 


13.  P2  Backplane  Connector  Wiring 

The  schematic  in  Figure  43  is  of  the  connector  that  is  made  to  plug  into  all  the  processor’s 
P2  sockets  on  the  VME  backplane  of  the  chassis.  This  connector  and  cable  harness 
provide  access  to  several  interface  signals  made  available  at  P2  from  the  MVME133A 
board.  The  interfaces  include: 

•  Port  A  RS-485/422  serial  lines 

•  Port  B  RS-232C  serial  lines 

•  Remote  Reset  control  lines 

Port  A  is  used  for  connecting  to  the  synchronization  bus;  Port  B  is  used  for  the  download 
port  and  connects  to  the  host  system.  The  remote  reset  control  lines  provide  a  way  to 
remotely  perform  a  reset  of  the  processor. 

There  are  eight  identical  harnesses,  and  all  of  them  are  identical.  The  port  B  lines  on  the 
Nproc's  are  not  connected  to  anything. 
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IX.  TeleSoft  Ada  Compiler  Dependencies 


This  part  lists  and  explains  those  aspects  of  the  DARK  software  artifacts  that  are  dependent 
on  the  specific  Ada  compiler  used.  To  assist  with  the  porting  and  maintenance  process,  this 
part  explains  the  ways  in  which  the  DARK  software  depends  on  the  specific  Ada 
development  systems  used. 
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1.  Major  Dependencies 

The  DARK  software  exhibits  dependencies  on  the  Ada  development  system  in  three  major 
areas: 

•  Aspects  of  basic  software  architecture  and  design 

•  Representation  and  use  of  basic  data  types 

•  Encapsulation  of  hand-coded  assembler 

These  will  be  discussed  at  successively  greater  levels  of  detail. 

1.1.  Software  Architecture  and  Design 

Some  aspects  of  the  DARK  architecture  were  constructed,  in  part,  to  build  on  known 
strengths  of  the  Ada  system  and  avoid  known  weaknesses. 

For  example,  the  decision  to  represent  execution-time  errors  by  Ada  exceptions  was  taken, 
in  part,  because  the  compiler  handled  guarded  regions  very  efficiently.  As  another  example, 
the  DARK  software  avoids  records  with  discriminants  entirely  because  of  demonstrated 
implementation  inefficiencies. 

These  decisions  require  review  if  the  software  is  to  be  moved  to  another  Ada  system.  In 
most  cases,  we  believe  we  have  not  made  it  impossibly  difficult  for  the  porter  to  modify,  or 
even  reverse,  the  most  significant  architectural  decisions. 

The  DARK  architecture  is  discussed  in  detail  in  Chapter  3. 

1 .2.  Basic  Data  Types 

The  DARK  software  is  largely  embedded  systems  code,  and  as  such  must  interface  closely 
to  the  target  machine  in  many  places.  It  must  be  able  to  manipulate  basic  data  types, 
memory  addresses,  device  registers,  and  similar  low-level  target  entities.  As  far  as 
possible,  it  must  do  so  robustly  and  clearly,  through  the  medium  of  the  Ada  language. 

The  software  therefore  uses  Ada  representations  of  basic  machine  objects,  defined  as  data 
types  with  necessary  operations.  These  Ada  definitions  depend  on  the  Ada  compiler’s  own 
view  of  the  machine,  as  captured  in  the  package  System.  A  different  compiler,  for  a 
diffcent  or  even  the  same  machine,  may  take  a  different  view,  and  in  consequence  the 
DARK  definitions  might  need  to  be  changed. 

The  required  data  types  are  given  in  detail  in  Chapter  4.  The  specific  definitions  used  on 
each  target  are  given  in  the  appendices. 
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1.3.  Encapsulation  of  Assembler 

The  DARK  software  contains  some  small  modules  written  by  hand  in  the  target  assembler 
code.  For  example,  the  DARK  scheduler's  basic  context  save  and  restore  operations 
manipulate  target  machine  state  directly,  and  hence  must  be  written  in  machine  code. 

In  order  for  these  modules  to  interface  properly  with  the  Ada  code  in  which  the  rest  of  the 
Kernel  is  written,  the  compiler  conventions  must  be  relied  upon  in  great  detail.  If  a  different 
compiler  uses  different  conventions,  the  encapsulated  assembler  will  have  to  be  changed. 

Note  that  this  is  a  separate  issue  from  the  issue  of  recoding  the  modules  for  a  new  target. 
For  example,  another  Ada  compiler  on  the  same  target  might  define  a  different  procedural 
interface,  passing  parameters  in  a  different  way.  The  called  module  would  remain  MC68020 
Assembler,  running  on  the  same  hardware,  but  would  still  have  to  be  modified. 

The  conventions  that  must  be  understood  and  observed  are  given  in  detail  in  Chapter  5. 
The  specific  conventions  used  for  each  target  are  given  in  the  appendices. 
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2.  Software  Architecture  and  Design  Dependencies 

This  chapter  gives  the  main  compiler  dependencies,  explains  the  reasons  behind  them,  and 
indicates  what  modifications  might  be  feasible  as  a  consequence  of  a  port  or  compiler 
upgrade. 


2.1.  Code  Customization 

The  most  obvious  and  pervasivt  compiler-dependent  architectural  feature  of  DARK  is  the 
manner  in  which  it  allows  customization  of  the  code  by  acceptor  sites  and  other  users.  The 
bulk  of  this  customization  involves  the  enabling  and  disabling  of  error  checks. 

The  DARK  model  is  the  following: 

•  Error-checking  code  can  be  included  in  the  Kernel,  or  excluded  from  it,  at  the 
option  of  the  acceptor  site. 

•  The  inclusion  of  the  code  is  controlled  by  a  conditional  statement,  wherever 
possible  at  the  outermost  level  of  nesting  within  the  relevant  procedure. 

•  The  condition  driving  the  conditional  statement  is  a  generic  formal  parameter  of 
the  package,  of  a  simple  scalar  type. 

•  Customization  involves  instantiating  the  package  with  a  corresponding  generic 
actual  parameter  that  is  an  explicit  constant. 

The  DARK  model  relies  on  these  features  of  the  Ada  compiler: 

•  Generic  instantiation  is  performed  by  code  substitution  at  compile  time. 

•  Constant  actual  values  are  substituted  for  the  formal  parameters,  and  simple 
constant  comparisons  will  be  done  at  compile  time. 

•  Code  guarded  by  conditional  statements  that  are  known  at  compile  time  to  be 
false  ("dead  code")  will  be  removed  by  the  compiler  and  will  not  generate  any 
object  code.  (This  is  not  necessary  for  correct  functioning  of  the  Kernel,  but 
makes  it  smaller  and  faster.) 

These  simple  mechanisms  are  found  in  many  Ada  compilers,  and  they  are  accepted  by  the 
Ada  community  as  a  conventional  way  of  achieving  "conditional  compilation"  in  Ada. 
However,  should  a  compiler  not  support  them,  the  customization  cannot  be  achieved  in  this 
way.  The  brute-force  alternative  is  to  edit  the  Ada  source  code  to  remove  any  unwanted 
code;  to  help  achieve  this,  all  source  code  lines  dealing  with  removable  error  checking  are 
individually  commented. 
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2.2.  Representation  of  Errors 

As  discussed  above,  the  DARK  primitives  can  be  customized  to  detect  and  report  various 
execution-time  errors.  There  are  also  some  error  conditions  that  cannot  be  suppressed, 
either  because  they  are  part  of  the  semantics  of  the  primitive  or  because  continued 
execution  in  their  presence  would  be  impossible. 

The  Kernel  systematically  represents  error  conditions  by  user-defined  exceptions,  and 
reports  them  by  raising  the  exception,  presumably  to  be  handled  by  the  invoking  code. 

For  this  to  be  feasible,  certain  compiler  features  are  assumed: 

•  The  execution  cost  of  guarded  regions  and  unraised  exceptions  is  very  small, 
preferably  zero. 

•  The  cost  of  raising  and  propagating  an  exception  is  reasonable;  in  particular,  it 
is  not  so  great  as  to  prevent  timely  recovery  by  the  exception  handler. 

•  The  exception  mechanism  can  function  safely  and  accurately  in  the  context  of  a 
DARK  process. 

The  first  two  assumptions  can  be  verified  by  studying  the  compiler  documentation  or  (at 
worst)  its  output.  The  third  assumption  must  be  tested  more  carefully,  with  these  issues  in 
mind: 

•  Does  the  fact  that  a  DARK  process  executes  on  its  own  stack  affect  exception 
semantics? 

•  Will  the  process  "stack  plug"  effectively  prevent  exception  propagation  out  of  a 
process? 

•  Can  exceptions  propagate  correctly  out  of,  and  through,  any  hand-coded 
assembler  subprograms? 

•  Is  the  propagation  mechanism  re-entrant  at  the  DARK  process  level,  so  that  a 
process  can  be  sliced  during  exception  propagation? 

If,  for  any  reason,  it  is  felt  that  the  exception  mechanism  should  not  be  used  to  indicate 
errors,  then  the  Kernel  code  could  be  changed,  albeit  at  some  cost,  to  use  status  codes 
instead  of  exceptions.  The  information  record  for  a  DARK  process  contains  a  component 
that  can  be  set  to  indicate  an  error  condition.  This  component  is  used  internally  by  the 
Kernel  scheduler  and  context  switch  routines,  but  it  would  be  straightforward  to  add  an 
enquiry  function  that  allowed  a  process  to  interrogate  its  own  error  status. 

The  one  DARK  facility  that  relies  absolutely  on  the  exception  mechanism  is  the  alarm,  no 
other  reliable  means  exists  in  Ada  for  aborting  execution  of  linear  code  and  transferring 
control  to  another  part  of  the  same  process.  It  might  be  possible  to  revise  the  alarm 
semantics  so  that  control  is  transferred  to  an  Ada-labeled  statement,  but  that  is  both  poorer 
methodology  and  a  less  portable  solution. 
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2.3.  Module  Initialization 


The  Kernel  is  structured  into  several  modules  in  a  dependency  graph  of  several  levels. 
Many  of  these  modules  contain  data  structures  or  device-handling  code  that  requires 
initialization. 

The  current  implementation  tries  as  far  as  possible  to  use  explicit  initialization  procedures 
called  explicitly  from  the  top-level  modules.  It  restricts  "automatic"  module  initialization, 
done  by  the  statement  sequence  of  the  package  body,  to  as  few  modules  as  possible.  Also, 
it  does  not  assume  any  specific  order  in  which  automatic  initialization  will  be  done. 

This  strategy  should  be  robust  against  compiler  differences  in  package  elaboration  order, 
and  should  work  correctly  without  the  acceptor  site  having  to  change  module  dependencies 
or  introduce  pragma  Elaborate.  However,  the  developers  found  some  very  subtle 
elaboration  order  problems,  so  they  cannot  assert  the  problem  is  completely  solved. 

However,  there  are  some  initialization  dependencies  between  processors  comprising  a 
DARK  target  network.  In  particular,  the  communication  mechanism  must  be  initialized  and 
ready  before  the  rest  of  the  Kernel  can  begin  execution;  since  on  the  first  target  the 
communication  is  done  by  separate  processors  running  separately  linked  programs,  this 
dependency  cannot  be  captured  in  the  Ada  code.  In  addition,  most  Kernel  internal  data 
structures,  and  some  visible  to  the  application,  rely  on  the  Ada  facility  that  allows  explicit  or 
default  initialization  of  declared  objects. 

Correct  initialization  of  the  Kernel  must  be  checked  as  part  of  the  test  of  the  port. 


2.4.  Chapter  13  Issues 

Those  parts  of  the  Kernel  that  manipulate  the  target  machine  rely  to  some  extent  on  the 
features  provided  in  Chapter  1 3  of  [ALRM  83],  If  any  of  them  are  absent,  it  will  not  be  easy 
to  find  alternative  strategies,  since  the  implementors  have  used  these  features  only  when 
they  believed  them  essential. 

The  specific  features  used,  and  their  purposes,  are: 

•  Size  specifications  [1 3.2(a)]  to  force  the  compiler  to  use  operations  of  the 
correct  size  for  a  hardware  device  register.  Failure  to  do  this  will  cause  a 
hardware  memory  reference  trap. 

•  Record  representation  clauses  [1 3.3]  to  construct  Ada  objects  with  the  exact 
layout  required  by  hardware  devices.  They  are  also  used  to  specify  the  layout 
of  objects  transferred  between  processors.  If  this  cannot  be  done,  the 
device-handling  code,  and  its  associated  data  structures,  must  be  rewritten  in 
assembler. 

•  Address  clauses  [13.5]  to  place  objects  shared  between  processors  in  explicit 
places  in  shared  memory.  If  this  cannot  be  done,  the  same  effect  might  be 
achievable  via  the  linker.  As  a  last  resort,  address  binding  can  be  done  by 
using  access  objects  set  by  hand  to  designate  the  correct  memory  addresses. 
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•  The  package  System  [13.7]  for  the  basic  machine  types,  as  explained  in  the 
next  chapter. 

•  The  system-dependent  named  numbers  [13.7.1],  to  obtain  the  extrema  of  the 
basic  types. 

•  The  attribute  'Address  [1 3.7.2],  to  compute  the  addresses  of  both  subprograms 
and  data  objects.  This  is  essential  if  the  Kernel  is  to  be  ported,  since,  for 
example,  it  must  be  able  to  take  the  'Address  of  a  subprogram  that  is  *o  be  a 
process,  and  the  'Address  of  a  data  object  whose  contents  is  an  inter-process 
message. 

•  The  attribute  'Size  [13.7.2]  of  basic  types  and  of  arrays,  to  allow  the  Kernel  to 
compute  and  allocate  storage. 

•  The  machine-code  insertion  facility  [13.3],  used  very  sparingly. 

•  The  pragma  Interface,  to  allow  the  Kernel  to  invoke  machine-code  subroutines. 

This  is  essential. 

•  The  pragma  Inline,  for  subprograms  whose  bodies  are  small  enough.  It  is 
especially  used  for  shell  procedures  that  merely  call  other  lower-level  or  more 
general  procedures.  This  is  not  essential,  but  allows  a  good  compromise 
between  execution  efficiency  and  functional  abstraction.  The  Kernel  assumes 
that,  if  the  pragma  is  provided,  it  can  be  used  to  inline  across  compilation  unit 
boundaries. 

•  The  generic  Unchecked_Conversion  [13.10.2]  for  several  low-level  purposes, 
as  explained  in  the  next  chapter.  It  is  probably  essential  that  this  facility  work, 
and  work  with  high  efficiency,  on  all  simple  types. 

There  is  very  little  in  the  way  of  a  contingency  plan  should  some  of  the  above  language 
features  be  absent.  In  general,  they  provide  facilities  that  cannot  be  obtained  in  any  other 
way,  and  that  are  an  essential  part  of  much  embedded  systems  programming. 


2.5.  Pragmas 

The  Kernel  uses  the  following  standard  pragmas: 

•  pragma  INLINE.  This  is  not  necessary;  it  is  used  to  gain  some  extra  efficiency 
by  hoisting  small  routines.  The  structure  of  the  code  assumes  that  the  pragma 
works  across  separate  compilation  boundaries.  As  a  result  of  a  restriction  in 
the  compiler  used  to  develop  the  Kernel,  this  pragma  is  never  applied  to  the 
result  of  instantiating  a  generic  subprogram.  One  consequence  is  that 
instantiations  of  unchecked_conversion  have  almost  always  been  hoisted  by 
hand  into  package  specifications. 

•  pragma  INTERFACE.  This  is  used  to  allow  the  Ada  code  to  call  lower  level 
routines  written  in  machine  code,  as  explained  in  detail  in  Appendix  D. 
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2.6.  Ada  Use  Subset 

As  well  as  making  certain  assumptions  about  what  the  Ada  system  does  provide,  the  Kernel 
was  designed  and  written  under  certain  assumptions  about  what  it  need  not  provide.  In 
effect,  it  employs  an  application  subset  of  the  language,  avoiding  constructs  that  the 
implementation  team  believed  either  unnecessary  or  possibly  inefficient. 

These  assumptions  should  not  affect  a  port,  since  in  general  they  have  led  to  simpler  and 
more  straightforward  code.  They  are  recorded  in  full  in  a  project-specific  Ada  style  guide. 
However,  the  most  significant  unused  features  of  Ada  are  given  here: 

•  The  Kernel  makes  no  use  of  tasking. 

•  Records  with  discriminants  are  not  used.  This  has  no  visible  impact  on  the 
application,  but  has  caused  some  slightly  strange  coding  styles  in  parts  of  the 
Kernel. 

•  Objects  of  dynamic  size  are  never  declared  within  subprograms. 

•  Subprograms  are  not  nested  within  other  subprograms. 

•  Allocated  storage  is  never  deallocated,  either  explicitly  or  implicitly.  All  uses  of 
the  Ada  allocator  could  be  removed  from  the  Kernel,  if  it  seemed  desirable  for  a 
port  to  use  a  custom  storage-management  system. 

*The  separate  clause  is  not  used.  This  is  to  avoid  the  name  management 
problems  that  arise  with  library  subunits. 
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3.  Basic  Data  Types  and  Operations 

This  chapter  gives  the  main  hardware  data  types  and  operations  required  by  DARK  and 
explains  how  they  have  been  constructed  in  Ada.  It  indicates  the  compiler  dependencies 
involved  in  this  process.  These  dependencies  are  encapsulated  in  the  package 
hard  ware -interface,  which  is  included  in  Appendix  E. 

Target-dependent  values,  that  must  be  computed  afresh  for  each  machine,  are  indicated 
here  by  Q. 


3.1.  Sizes  of  Data  Types 

The  sizes  of  the  basic  machine  data  types  are  defined  as  manifest  constants: 
bits_jper_byte  :  constant  :  =*  []; 


byte 

constant 

[]; 

word 

constant 

:=  []; 

longword  : 

constant 

C3 ; 

On  a  typical  32-bit  target,  these  values  will  be  8,  1 ,  2,  and  4,  respectively. 


3.2.  Untyped  Storage 

Access  to  the  basic  machine  storage  units  is  provided  by  two  data  types,  one  defining  the 
smallest  addressable  unit  as  an  integer  type,  and  the  other  defining  it  as  a  record  composed 
of  individual  bits.  Representation  clauses  are  used  to  enforce  the  correct  mapping  from  the 
Ada  level  to  the  hardware: 

typ«  hw_[unit]  is  rang*  []..[]; 

for  hw_ [unit] ' sirs  use  [J ; 

type  hw_jbits  [N]  is  record 
bit[K]  :  Boolean; 

--  repeat  for  all  N  bits,  in  the  appropriate  order 
end  record; 

for  hw_Jbits  [N]  use  record 

n 

end  record; 

On  a  typical  byte-addressed  machine,  the  hardware  unit  will  be  an  unsigned  8-bit  byte, 
range  0..255.  The  corresponding  record  type  will  then  be: 
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typa  hw_bits8  is  racord 
bitO  :  Boolean; 
bitl  :  Boolean; 
bit2  :  Boolean; 
bit3  :  Boolean; 
bit 4  :  Boolean; 
bit5  :  Boolean; 
bit€  :  Boolean; 
bit 7  :  Boolean; 

end  record; 

The  value  conversion  is  also  defined  from  the  integer  type  to  the  record  type,  using  an 
instantiation  of  unchecked_conversion: 

function  to_hw_bits [N]  is 

new  unchecked_conversion  (hw_ [unit ]  ,  hw__bits  [N] )  ; 

If  a  variable  V  has  been  declared  as  a  hw_[unit],  the  individual  bits  of  its  current  value  can 
be  accessed  by  the  function  call:  to_hw_bits  [N]  (v;). 

It  is  also  necessary  to  be  able  to  convert  variables  from  one  type  to  the  other;  this  is 
achieved  by  the  usual  Ada  device  of  defining  two  access  types  and  a  value  conversion 
between  access  values.  This  in  effect  allows  a  pointer  to  an  object  of  one  type  to  be 
converted  into  a  pointer  to  an  object  of  the  other  type: 

type  hw_  [ unit ]  _ptr  is  access  hw_[unit]  ; 

type  hw_bits [N]_ptr  is  access  hw_bits [N]  ; 

function  to_hw_ [unit ] _ptr  is 

new  unchecked  conversion  (system,  address,  hw  [unit]  _ptr)  ; 

function  to_hw_bits [N]_ptr  is 

new  unchecked_conversion (system. address, hwjbits [N]_ptr ) ; 

function  to_hw_bits [M]_ptr  is 

new  unchecked_coaversion (hw_  [unit ]  _ptr , hw_bits [N]_ptr) ; 

Hence,  a  given  bit  of  the  variable  V  could  be  modified  by: 

to_hw__bits  [N] _ptr  (V'  address )  .  bitK  ;  ■  new_value_f or_bitK ; 


3.3.  Integer  Types 

The  basic  integer  types  are  defined  by  giving  explicit  ranges.  Representation  clauses  are 
used  to  enforce  the  correct  mapping  from  the  Ada  level  to  the  hardware: 
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type  hw_integar  is  rang*  []  [] ; 

for  hw_intager' size  us*  []  *  bits_par_byte; 

type  hw_short_intag«r  is  rang*  []  [] ; 

for  hw_short_int*g*r'  sir*  us*  []  *  bit s_p«r_byt a ; 

type  hw__long__int*g*r  is  rang*  [  ]  [  ]  ; 

for  hw_long_int*g*r '  size  us*  []  *  bits_p*r_byt*; 

The  Kernel  assumes  that  a  hwjnteger  is  at  least  16  bits  wide,  and  a  hwjongjnteger  is  at 
least  32  bits  wide. 

In  addition,  the  important  subsets  of  the  basic  integer  types  are  defined  explicitly.  These 
correspond  to  the  Ada  natural  subset — the  non-negative  integers  within  the  range — and  the 
positive  subset — the  strictly  positive  integers  within  the  range: 

type  hw _ natural  is  rang*  0  ..  hw_intagar' last; 

for  hw_natural'  sir*  us*  hw_intagar ' sir*; 

type  hw_positive  is  rang*  1  ..  hw_int agar ' last ; 
for  hw_jpositiv*' sir*  us*  hw_int*g*r '  sir*; 

type  hw__long_natural  is  rang*  0  ..  hw_long_int*gar' last ; 
for  hw_long_natural' sir*  us*  hw_long_int*g*r' sir*; 

typ*  hw_long_positiv*  is  rang*  1  ..  hw_long_intagar ' last ; 
for  hw_long_positiv*'  six*  us*  hw_long_intagar ' sir*; 


3.4.  Duration 

The  target  representation  of  the  Ada  type  duration  is  defined;  this  must  capture  exactly  the 
representation  used  by  the  compiler: 
typ*  hw_duration  is 

n*w  duration  rang*  -86_400.0  ..  +86_400.0; 
for  hw_duration' small  us*  []; 
for  hw_duration' sir*  us*  []  *  bits_p*r_byt*; 
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3.5.  Machine  Addresses 

The  Kernel  must  be  able  to  generate  the  addresses  of  subprograms  and  objects,  store 
them,  pass  them  around,  and  subsequently  use  them.  It  is  necessary,  therefore,  to  define 
an  appropriate  address  type,  together  with  conversions  from  the  Ada  type  System.Address: 

typs  hw__addr«ss  is  []  ; 
function  to_hw_addr«ss  is 

n«w  unch«dc*d_conv«rsion (hw_long_integsr ,  hw_addrsss) ; 

null__hw_address  :  constant  hw_addrass 

: »  to_hw_addr«ss  ( hw_long_intsgsr '  ([])); 

On  a  conventional  von  Neumann  machine,  the  type  System.Address  will  probably  be  an 
integer  type,  and  type  hw_address  can  simply  be  derived  from  it.  The  null  value  should  if 
possible  be  a  value  that  will  cause  a  hardware  trap  if  an  attempt  is  made  to  use  it  as  an 
address;  typical  null  values  are  0  and  -1 . 


3.6.  Strings 

Finally,  a  suitable  string  type  is  defined; 
typs  hw_string  is  [  ]  ; 

This  will  almost  always  be  a  type  derived  from  the  standard  Ada  string  type. 
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4.  Encapsulation  of  Assembly  Code 

This  chapter  explains  the  principles  behind  the  design  of  DARK  hand-coded  assembler 
modules  and  their  interface  to  the  Ada  code.  It  outlines  the  considerations  that  such  a 
design  must  address,  and  the  compiler  dependencies  involved. 


4.1 .  Linkage 

First,  the  compiler  must  provide  a  means  of  invoking  assembler  subprograms  from  Ada. 
This  should  be  done  by  the  standard  Ada  pragma  Interface.  However,  it  might  also  be 
necessary  to  use  appropriate  naming  conventions  for  the  subprograms,  since  the  machine 
assembler  and  linker  might  not  obey  the  Ada  conventions  concerning  lexical  identifiers. 
Particular  issues  to  be  addressed  are: 

•  Legal  characters 

•  Maximum  allowed  length 

•  Case  sensitivity 

•  Possible  clashes  with  compiler-generated  names 

It  is  also  necessary  to  be  able  to  inform  the  Ada  library  or  binder  that  certain  bodies  are  in 
assembler,  so  that  it  does  not  complain  when  they  are  not  found  in  Ada.  This  is  often  done 
automatically  as  a  consequence  of  the  pragma.  Finally,  the  real  bodies  must  be  linked  with 
the  Ada  code  to  form  the  executable  image;  this  may  be  done  by  a  special  command  to  the 
Ada  linker,  or  by  importing  the  bodies  into  the  current  library. 

The  assembler  code  must  contain  the  appropriate  cross-reference  directives  to  make  any 
defined  symbols  known  to  the  Ada  linker  or  debugger. 


4.2.  Program  and  Data  Sections  and  Attribufr* 

Any  assembler  code  must  be  assigned  to  the  correct  code  section  or  Psect,  with  the  correct 
attributes.  This  is  usually  done  by  assembler  directives.  These  must  be  inserted  in  the 
assembler  code  bodies  in  a  manner  prescribed  by  the  machine  assembler  manual,  and  they 
must  conform  to  the  conventions  used  by  the  Ada  compiler. 

Conventions  that  the  hand  coder  might  be  advised  to  respect  include: 

•  Declare  code  sections  to  be  execute-only 

•  Use  position -independent  code 

•  Avoid  jumping  between  different  subprogram  bodies 

Similarly,  any  data  objects  defined  at  the  assembler  level  must  be  allocated  in  the 
appropriate  data  sections,  with  the  correct  attributes,  just  as  if  the  Ada  compiler  had  created 
them  rather  than  the  hand  coder.  Any  conventions  for  allocating  read-only  and  read-write 
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data  should  be  respected;  for  example,  if  the  compiler  stores  string  literals  in  a  read-only 
data  area,  so  should  the  hand  coder. 


4.3.  Data  Representation 

In  the  Kernel,  some  objects  are  accessed  by  both  Ada  code  and  machine  code.  It  is 
necessary  for  the  machine  code  to  understand  the  representations  of  these  objects. 
Objects  passed  from  Ada  code  down  to  assembler  code  include  simple  integers,  addresses, 
values  of  type  duration,  and  simple  records. 

Most  data  representation  issues  are  captured  by  the  declarations  in  Chapter  3;  for  any  of  the 
types  there  introduced,  the  correct  target  representation  is  made  explicit  and  guaranteed  by 
appropriate  representation  clauses. 

Any  record  types  that  must  be  used  by  the  assembler  level  are  defined  in  terms  of  the 
simple  hardware  types,  and  their  representation  also  is  fixed  by  representation  clauses. 


4.4.  Access  to  Ada  Objects  from  Assembly  Code 

The  Kernel  has  been  structured  so  that  no  assembler  subprogram  requires  direct  access  to 
any  Ada  object.  Where  access  to  such  objects  is  necessary,  special  subprograms  have 
been  introduced  that  allow  the  relevant  addresses  to  be  passed  as  parameters,  or  returned 
as  results,  from  one  level  to  the  other. 

For  example,  one  assembler  subprogram  invokes  the  Kernel  scheduler.  This  is  done  by 
calling  an  initialization  routine  that  passes  as  a  parameter  the  address  of  the  scheduler 
subprogram;  this  address  is  saved  in  a  static  variable  within  the  assembler  module,  and  the 
call  of  the  scheduler  is  performed  indirectly  through  this  variable. 


4.5.  Access  to  Assembler  Objects  from  Ada  Code 

The  Kernel  has  been  structured  so  that  no  Ada  code  requires  direct  access  to  any  data 
object  created  at  the  assembler  level. 


4.6.  Procedural  Interface 

Any  assembler  subprograms  must  obey  all  appropriate  parts  of  the  Ada  protocol  for  the 
procedural  interface.  This  includes: 

•  Entry  protocol 

•  Exit  and  return  protocol 

•  Register  usage 
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Stack  manipulation 
Parameter  passing 
Exception  propagation 


The  parameter-passing  protocol  of  course  depends  on  the  number,  type,  and  mode  of  the 
parameters,  and  so  will  be  different  for  different  subprograms.  The  Ada  conventions  for 
parameters  and  results  must  be  copied  exactly  by  the  assembler  code,  for  all  appropriate 
types  and  modes. 

The  issues  involved  are: 

•  Mode  of  transmission — value  or  reference 

•  Manner  of  transmission 

•  Order  of  parameters 

•  How  to  access  in  parameters 

•  How  to  set  out  parameters 

•  How  to  return  function  results 

•  What  extra  "hidden"  parameters  need  to  be  passed 

The  protocol  for  saving  and  restoring  registers  may  depend  on  how  many  registers  the 
assembler  code  subprogram  uses.  Some  assemblers  can  generate  this  protocol 
mechanically,  but  most  cannot,  and  the  hand  coder  must  then  take  care  to  save  and  restore 
all  registers  that  ought  to  be  saved  and  restored. 

The  rest  of  the  protocol  will  usually  consist  of  standard  sequences  that  will  be  the  same,  or 
almost  the  same,  for  all  subprograms. 

4.7.  Exceptions 

The  assembler  subprograms  must  perform  all  necessary  action  to  ensure  that  exceptions 
are  correctly  raised  and  propagated.  This  includes: 

•  Raising  exceptions  where  appropriate 

•  Ensuring  that  exceptions  are  propagated  out  of  assembler  bodies 

•  Ensuring  that  exceptions  are  propagated  through  assembler  bodies 

•  Informing  the  Ada  runtime  that  a  subprogram  contains  no  guarded  regions 

•  Identifying  any  guarded  regions 

The  current  Kernel  requires  only  the  first  four  of  these  facilities,  since  no  assembler  code 
contains  a  guarded  region. 
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Appendix  A:  Data  and  Control  Flow  Diagrams 

The  notation  used  for  data  and  control  flow  is  a  modified  form  of  the  notation  expounded  on 
by  Paul  Ward  and  Stephen  Mellor  in  their  books  on  the  design  of  real-time  software  [Ward 
85].  The  notation  used  is  true  to  the  intent  of  Ward  and  Manor's  notation.  The  only 
variations  are: 

•  use  of  rectangles  with  rounded  comers  for  processes 

•  use  of  a  square  for  external  entities 

Aside  from  these  minor  cosmetic  changes,  the  data  and  control  flow  diagrams  used  follow 
the  conventions  set  forth  by  Ward  &  Mellor.  Figures  44  thru  46  briefly  explain  the  symbols 
available  using  this  notation. 


Data  Event 

Store  Store 


a 


b 


Figure  44:  Store  Notation 

The  data  store  icon,  shown  in  Figure  44  (a),  represents  a  place  where  data  is  held  until 
needed  by  a  process. 

The  event  store  icon,  shown  in  Figure  44  (b),  represents  a  place  where  control  signals  are 
held  until  needed  by  a  process. 
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\ . 
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b 

Figure  45:  Process  Notation 

c 

The  data  transformation  icon,  shown  in  Figure  45  (a),  represents  a  process  that  accepts 
input  data  from  a  data  flow(s),  control  signal(s)  from  an  event  flow(s),  performs  processing 
on  the  input  data,  and  transfers  the  data  out  over  a  data  flow(s). 

The  control  transformation  icon,  shown  in  Figure  45  (b),  represents  a  process  that  accepts  a 
control  signal(s)  from  an  event  flow(s),  performs  processing  on  the  control  signal  and 
transfers  information  out  over  an  event  flow(s). 

The  external  entity  icon,  shown  in  Figure  45  (c),  represents  a  physical  device  capable  of 
generating  and/or  accepting  data  and  control  flows. 
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Data 

Flow 


a 


Event 

Flow 


b 


s> 


Interrupt 


—  / 


c 


Figure  46:  Flow  Notation 

The  data  flow  symbol,  shown  in  Figure  46  (a),  represents  the  transfer  of  data  from  one 
process  to  another  process  or  an  external  entity.  This  is  a  discrete  transfer,  i.e.,  the  data  is 
available  until  read  and  then  is  no  longer  available  via  the  flow. 

The  event  flow  symbol,  shown  in  Figure  46  (b),  represents  the  transfer  of  a  control  signal 
from  one  process  to  another  process  or  an  external  entity.  This  a  discrete  transfer,  i.e.,  the 
signal  is  available  until  read  and  then  is  no  longer  available  via  the  flow. 

The  interrupt  symbol,  shown  in  Figure  46  (c),  represents  transfer  of  a  control  from  from  one 
design  entity  to  another. 
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Appendix  B:  Kernel  Interface  Control  Document 


This  appendix  presents  the  format  of  the  various  Kernel  messages  described  elsewhere  in 
this  document.  In  particular,  refer  to  Part  IV,  Communication  Subsystem,  Section  2.4  for  the 
exact  definition  of  each  message  field. 


Operation 


Kernel 

message 


!  Kernel 
message 


|  Kernel 
j  message 

i 


Kernel 

message 


Tag 

■■ 

Sender 

Receiver 

Tlmaout 

Length 

Massaga 

ID 

ACK 

ACKing 

process 

originating 

process 

NA 

id  of  msg 
being  ACKed 

NAK 

NAKing 

process 

originating 

process 

NA 

0 

id  of  msg 
being  NAKed 

NAK 

process 

dead 

dead 

process 

originating 

process 

NA 

0 

id  of  msg 
being  NAKed 

info 

process 

dead 

dead 

process 

originating 

process 

NA 

0 

id  of  msg 
being  NAKed 

kill 

process 

originating 

process 

process 
to  kill 

NA 

0 

NA 

init 

complete 

Main 

Unit 

Main 

Unit 

NA 

0 

NA 

process 

created 

Main 

Unit 

Main 

Unit 

NA 

length  of 
process 

name 

NA 

Table  1 :  Kernel  Message  Formats 
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Operation 

Tag 

Sender 

Receiver 

Timeout 

Length 

Mesaage 

ID 

Meaaage 

Content 

sync 

protocol 

prepare  to 
sync 

originating 

processor 

all  other 
processors 

NA 

1 

NA 

16#FF# 

sync 

protocol 

time  is 

now 

originating 

processor 

all  other 
processors 

NA 

8 

NA 

current  epoch 
time 

Table  2:  Synchronization  Message  Formats 


r  .  ■  - - 

Operation 

Tag 

Sender 

Recalver 

- 1 

Timeout 

Length 

init 

protocol 

master 

ready 

Master 

processor 

subordinate 

processor 

NA 

0 

NA 

NA 

init 

protocol 

NCT 

count 

subordinate 

processor 

Master 

processor 

4 

number  of 

NCT  entries 

init 

protocol 

NCT 

entry 

subordinate 

processor 

Master 

processor 

NA 

size  of  an 

NCT  record 

NA 

an  NCT 
record 

init 

protocol 

9° 

enclosed 

Master 

processor 

subordinate 

processor 

8 

NA 

Current  Epoch 
time 

init 

protocol 

go 

acknowledge 

subordinate 

processor 

Master 

processor 

NA 

0 

NA 

NA 

Table  3:  Initialization  Message  Formats 


Operation 

Tag 

Sander 

r 

Racatvar 

Timeout 

Length 

Meaaage 

10 

— 

blind 

send 

defined  by 
user 

Main 

Unit 

tool 

process 

NA 

See  tool_ 
interface 
package 

NA 

See  tool 
interface 
package, 

attribute  definitions 

Table  4:  Tool  Interface  Message  Formats 
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Appendix  C:  Race  Conditions 

In  the  Kernel,  two  types  of  asynchronous  actions  exist  that  can  disturb  the  execution  of  a 
process: 

1.  Interrupts:  where  an  external  device  takes  control  of  the  CPU  away  from  the 
currently  executing  process. 

2.  Process  suspension:  where  the  Kernel  takes  control  of  the  CPU  away  from  a 
process  (according  to  the  rules  defined  for  the  Scheduler).  This  activity  is 
either  voluntary  (via  the  invocation  of  a  blocking  primitive)  or  the  result  of  an 
interrupt  changing  the  state  of  a  higher  priority  process. 

Given  that  asynchronous  activities  can  occur,  there  area  a  number  of  critical  data  structures 
that  must  be  protected.  These  shared  data  structures  are: 

•  Process  Table  (PTB) 

•  Context  Save  Area 

•  Schedule  attributes 

•  Message  queue 

•  Pending  activities  attributes 

•  Semaphore  attributes 

•  Tool  interface  attributes 

•  Interrupt  Table  (IT) 

•  Network  Configuration  Table  (NCT) 

•  Timeslice  Parameters  (TSP) 

This  appendix  examines  each  of  these  data  structures  and  identifies  the  potential  race 
conditions  and  how  each  is  resolved. 

The  assumptions  upon  which  this  analysis  is  based  are: 

1.  The  Kernel  is  reentrant,  i.e.,  the  Kernel,  can  suspend  processes  in  the  middle 
of  primitive  invocation  processing. 

2.  The  following  procedures  are  atomic: 

•  Time_keeper.insert_event 

•  Time_keeper.remove_event 

•  Scheduler,  schedule 

•  Context_switcher.switch_processes 

•  Context_switcher.resume_process 

•  Exception_raiser.raise_exception 

•  Datagram_management.enqueue 

•  Datagram_management.dequeue 

•  Datagram_management.delete 
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•  Datagram_management.get_head 


C.l.  Process  Table  -  Context  Save  Area 

Situation:  Interrupt  causing  a  context  switch  while  the  context  switcher  is  executing. 
Resolution:  Make  context  switch  atomic. 

C.2.  Process  Table  -  Schedule  Attributes 

Situation:  Alarm  and  timeout  expire  for  the  same  process  at  same  instant 

•  2  different  priorities 

•  2  different  exceptions 

Resolution:  Alarm  expiration  has  precedence. 

Situation:  Executing  set _process priority  or  set _process _preemption  when  alarm  expires 
(but  before  the  call  to  Schedule  that  updates  these  values). 

Resolution:  Propagation  of  the  alarm  exception  terminates  the  primitive  invocation  with  the 
process  having  the  priority  specified  by  the  set_alarm  call. 

Situation:  Executing  set_process_priority  or  set_process_preemption  when  a  schedule 
operation  occurs  (but  before  the  call  to  Schedule  that  updates  these  values). 

Resolution:  The  operation  simply  takes  place  when  next  the  process  gets  scheduled.  The 
actual  value  updates  still  occur  atomically. 


C.3.  Process  Table  -  Message  Queue 

Situation:  Executing  receive_message  when  receive  timeout  expires 

Resolution:  Cancel  timeout  before  beginning  the  message  processing.  This  means  that 
once  a  message  becomes  available  and  a  receive_message  is  started,  it  will  finish  without  a 
timeout  interruption. 

Situation:  Updating  PTB  when  an  interrupt  or  process  context  switch  occurs 

Resolution:  The  only  multi-component  values  that  must  be  updated  are  the: 

1 .  Scheduling  attributes  (priority,  preemption,  state) 

•  on  write,  the  update  is  handled  via  the  Scheduler  which  is  an  atomic 
operation 

•  on  read,  these  are  simple  values  and  can  safely  be  read  without  locking 
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2.  Message  Queue 

•  on  write,  all  modifications  are  handled  via  the  atomic  operations 
enqueue,  dequeue,  get_head,  and  delete 

•  no  simple  reads  are  ever  performed 

Situation:  Executing  in  an  interrupt  handler  (i/h)  when  higher  priority  interrupt  occurs 
Resolution:  Primitives  and  user  code  are  reentrant 

Situation:  Executing  receive_message  when  a  "kill"  message  arrives  for  the  receiving 
process 

Resolution: 

•  Process  is  immediately  yanked  from  the  Scheduler  (via  Remove_process)  and 
never  completes  the  receive  operation. 

•  The  message  queue  is  flushed,  starting  with  the  message  that  was  being 
processed  at  the  time  "kill"  arrived.  This  can  be  accomplished  because 
get_head  returns  the  message  at  the  head  of  the  queue  without  actually 
removing  it  from  the  queue.  Removal  from  the  queue  is  done  when  the  buffer 
space  is  deallocated  from  the  message  queue  and  returned  to  the  free  list. 

Situation:  Executing  die  or  kill  (self)  when  a  "kill"  message  arrives  for  the  process 

Resolution:  Same  as  above. 

Situation:  Executing  send_message  or  send_message_and_wait  when  “kill"  message 
arrives  for  the  sending  process 

Resolution: 

•  Process  is  immediately  yanked  from  the  Scheduler  and  never  completes  the 
send  operation 

•  A  current  send  buffer  pointer  is  maintained  in  the  process  table.  When  a 
"kill"  occurs,  this  buffer  is  also  deallocated  and  returned  to  the  free  list. 

•  The  incoming  message  queue  is  also  purged  (as  above). 

•  The  ACK/NAK  to  a  dead  process  is  ignored. 

Situation:  Executing  send_message  or  send_message_and_wait  when  an  alarm  expires 
for  the  sending  process 

Resolution:  The  send  operation  is  terminated.  The  alarm  processing  section  of  the  clock 
interrupt  handler  Deallocates  the  current  send  buffer.  No  buffers  are  lost. 
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C.4.  Process  Table  -  Pending  Activities  Attributes 

Situation:  Executing  set_alarm  when  an  alarm  expires  (race  on  the  alarm  resumption 
priority  field) 

Resolution:  The  alarm  event  is  removed  before  modifications  are  made  to  the  alarm-related 
data  structures. 

Situation:  Executing  cancel_alarm  when  an  alarm  expires 

Resolution:  Propagation  of  the  alarm  exception  terminates  the  primitive  invocation  with  the 
process  having  the  priority  specified  by  the  set_alarm  call  (i.e.,  the  alarm  expiry  has 
precedence). 

Situation:  Executing  any  primitive  when  an  alarm  expires 

Resolution:  Propagation  of  the  alarm  exception  terminates  the  primitive  invocation  with  the 
process  having  the  priority  specified  by  the  set_alarm  call. 

NOTE: 

1 .  When  an  alarm  expires  no  post  conditions  are  guaranteed  for  any  Kernel 
operation  executing  at  that  instant. 

2.  When  an  alarm  expires  during  a  receivejmessage,  the  message  being 
processed  is  still  in  the  queue  and  is  picked  up  by  the  next  receive__message 
invocation. 


C.5.  Process  Table  -  Semaphores  Attributes 

Situation:  Executing  claim  when  preempted  by  a  higher  priority  process 
Resolution:  Manipulation  of  semaphore  wait  queue  is  atomic. 

Situation:  Executing  Release  when  preempted  by  a  higher  priority  process 
Resolution:  Manipulation  of  semaphore  wait  queue  is  atomic. 

C.6.  Table  -  Tool  Interface  Attributes 

Situation:  Executing  begin_collection  when  a  tool  interface  message  arrives 
Resolution:  Simple  vaiue  update  (receiving  process  id).  No  locking  needed. 
Situation:  Executing  end_collection  when  a  tool  interface  message  arrives 
Resolution:  Simple  vaiue  update  (receiving  process  id).  No  locking  needed. 
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C.7.  Interrupt  Table 

Situation:  Executing  bindjnterrupt_handler  when  an  interrupt  occurs  (for  the  interrupt 
being  rebound) 

Resolution:  The  interrupt  being  rebound  must  be  explicitly  disabled  first. 


C.8.  Network  Configuration  Table 

Situation:  Executing  aliocate_device_receiver  when  a  message  arnves  from  that  device. 

Resolution:  Simple  value  update  (receiving  process  id).  No  locking  needed. 

Situation:  Message  arrives  from  a  non-Keme!  device  while  the  device  receiver  is  going  thru 
die  or  kill  processing 

Resolution:  The  process  is  marked  as  dead  in  the  first  step  of  this  processing,  thus  the 
message  from  the  non-Kernel  device  is  thrown  away  without  ever  being  queued. 


C.9.  Timeslice  Parameters 

Situation:  Executing  set_timeslice_quantum  when  a  slice  expires. 

Resolution:  The  timeslice  quantum  is  a  simple  value.  No  locking  needed. 

Situation:  Executing  set_timeslice_quantum  when  an  interrupt  occurs  whose  interrupt 
handler  executes  set_timeslice_quantum. 

Resolution:  These  calls  serialize  (simple  write),  with  the  last  one  to  execute  dictating  the 
new  value. 

Situation:  Executing  disab!e_time_s!icing  when  a  slice  expires. 

Resolution:  Simple  value  update.  No  locking  needed. 

Situation:  Executing  disable_time_slicing  when  an  interrupt  occurs  whose  interrupt  handler 
executes  disable_time_slicing. 

Resolution:  These  calls  serialize,  with  the  last  one  to  execute  dictating  the  new  value. 
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Appendix  D:  68020  Assembler  Interface 

This  appendix  gives  the  assembler  interface  used  in  the  MC68020  with  the  current  compiler 
and  version.  Full  details  of  the  compiler  and  version  conventions  are  found  in  [TeleSoft  88], 
Chapter  6. 


D.1 .  Linkage 

Linkage  is  effected  by  the  pragmas  Interface  and  Linkname  [TSUG  6.12.1]: 

procadur*  Low_Lav«l_Action ; 

pragma  Intar faca  (Aaaambly,  Low_Laval_Action) ; 

pragma  Linknama  (Low__Laval_Action,  "PSN_low_laval_action") ; 

The  linkname  always  begins  with  the  package  short  name  (PSN);  these  prefixes  are  unique 
and  do  not  clash  with  any  compiler-generated  names.  The  linkname  continues  with  the 
name  of  the  subprogram;  the  total  length  never  exceeds  the  maximum  significant  length  of  a 
linkname,  so  this  convention  also  ensures  there  are  no  name  clashes  for  non-overloaded 
subprograms. 

When  two  or  more  Ada  specifications*  with  the  same  expanded  name  -  overloaded 
subprograms  -  are  implemented  in  assembler,  the  exported  Ada  names  are  generated  by 
renames  declarations,  and  the  true  subprograms  have  names  made  unique  by  appending  a 
suffix. 

Linknames  are  not  case  sensitive. 

Special  rules  had  to  be  followed  for  operators,  since  the  compiler  does  not  permit  the 
pragma  INTERFACE  to  be  applied  to  operator  designators.  The  function  was  given  a 
conventional  name  and  then  renamed  as  the  operator: 

function  plus  (laft, right  :  T)  return  T; 
pragma  Interface (Assembly, plus) ; 

function  "+"  (left, right  :  T)  return  T  renames  plus; 

Within  the  assembler  body,  the  linkname  is  generated  by  a  standard  XOEF  directive: 

XDET  PSN_low_level_acrtion 

The  assembler  routines  must  be  presented  to  the  Ada  library  as  implementations  of 
package  or  subprogram  bodies.  This  is  done  by  the  /Import  function  of  the  Ada  system 
[TSUG  5.1],  which  must  be  invoked  for  each  assembler  unit  after  it  has  been  assembled  and 
before  any  program  requiring  it  can  be  linked.  A  file  may  contain  either  Ada  code  or 
assembler  code,  but  not  both.  DARK  project  naming  conventions  require  that  a  file 
containing  assembler  code  be  named  exactly  as  it  would  be  if  it  were  in  Ada,  but  with  the 
additional  suffix  _machine_code.  An  Ada  specification  is  implemented,  therefore,  by  at  most 
one  Ada  body  and  one  assembler  code  body. 
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D.2.  Program  and  Data  Sections 

No  use  was  made  of  program  or  data  sections;  the  target  configuration  makes  no  distinction 
between  code  and  data. 

The  code  as  written  is  position  independent. 


D.3.  Data  Representation 

The  data  representations  common  to  both  Ada  and  assembler  levels  are  as  specified  in 

Appendix  E. 

There  were  two  difficulties  with  these  definitions: 

•  The  compiler  does  not  allocate  single  bytes  for  single  byte-sized  objects.  It 
allocates  at  least  a  (2-byte)  word.  However,  it  can  allocate  bytes  for  byte-sized 
record  components,  and  this  is  all  that  the  Kernel  requires. 

•  The  compiler  numbers  the  bits  in  an  object  from  left  to  right  [TSUG  6.8],  This  is 
contrary  to  the  target  machine  conventions,  which  are  observed  by  all  the 
hardware  documentation.  The  solution  was  to  name  the  individual  bits  in  a  byte 
in  accordance  with  the  hardware  convention,  so  bitO  is  the  least  significant  bit, 
and  enforce  compiler  compliance  by  a  representation  clause. 


D.4.  Access  to  Ada  Objects  from  Assembly  Code 

Not  required. 


D.5.  Access  to  Assembler  Objects  from  Ada  Code 

Not  required. 


D.6.  Procedural  Interface 

The  procedural  interface  uses  the  following  protocol  [TSUG  6.10,  6.12]: 

D.6.1.  Entry  and  Exit  Protocol 

•  Call  is  by  a  JSR  instruction,  and  on  entry  to  the  subprogram,  the  hardware 
stack  pointer  (A7)  points  to  the  return  address.  Above  this  are  the  parameters, 
in  left-to-right  order,  so  the  last  parameter  is  closest  to  A7.  The  caller  therefore 
must  push  the  parameters  onto  the  stack  before  the  call. 

•  Exit  is  by  an  RTS,  similarly;  the  caller  resets  the  stack  to  reclaim  the  parameter 
space. 
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D.6.2.  Register  Usage 

•  The  called  routine  must  save  and  restore  any  registers  it  uses  except  DO  and 
D1. 

•  It  must  return  a  simple  (see  D.6.4.1)  function  result  in  DO. 

•  If  it  is  returning  a  function  result  by  reference,  it  must  return  the  address  of  the 
result  in  DO. 

D.6.3.  Stack  Manipulation 

•  The  called  routine  must  at  all  times  maintain  in  A7  a  valid  hardware  stack 
pointer. 

•  The  called  routine  may  claim  local  storage  by  lowering  the  stack  pointer;  it  must 
restore  the  old  value  before  exit. 

•  The  called  routine  might12  have  to  build  an  Ada  stack  frame.  This  is  done  by 
issuing  a  LINK  instruction  at  the  beginning  and  a  corresponding  UNLK 
instruction  at  the  end. 

D.6.4.  Parameter  Passing 

The  parameter  passing  conventions  are  as  follows  [TSUG  6.10.2]: 

D.6.4.1 .  Mode  of  Transmission 

•  All  parameters  smaller  than  a  (2-byte)  word  are  widened  to  2  bytes  and  passed 
by  value.  With  the  current  compiler,  all  such  parameters  must  be  of  a  scalar 
type. 

•  Parameters  of  simple  (scalar  and  access)  types  and  4  bytes  wide  or  smaller  are 

passed  by  value.  * 

•  Parameters  larger  than  4  bytes,  and  all  parameters  of  structured  types,  are 
passed  by  simple  reference.  This  reference  is  the  machine  address  of  the 
lowest-numbered  storage  unit,  and  is  a  4-byte  value. 

D.6.4.2.  Manner  and  Order  of  Transmission 

•  Parameters  are  pushed  on  the  hardware  (A 7)  stack  in  direct  order.  That  is,  the 
leftmost  parameter  is  pushed  on  the  stack  first,  and  the  rightmost  last. 

•  A  parameter  passed  by  reference  passes  the  address  of  the  actual  as  an  in 
parameter. 

D.6.4.3.  Accessing  Parameters  and  Returning  Function  Results 

•  Value  In  parameters  pass  the  actual  value.  Value  out  parameters  pass  in 
binary  zero  and  expect  the  out  value  to  overwrite  it.  Value  In  out  parameters 
pass  in  the  actual  value  and  expect  the  new  value  to  overwrite  it. 

•  Function  results  not  larger  than  4  bytes  are  returned  in  register  DO. 


12Only  needed  H  an  exception  may  have  to  propagate  through  the  assembly  language  routine. 
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•  Function  results  larger  than  4  bytes  are  returned  in  a  hidden  out  parameter 
whose  address  is  passed  as  the  final  parameter  to  the  function,  after  the  last 
true  parameter.  In  addition,  this  address  must  also  be  returned  in  DO. 

•  Although  some  Ada  types  require  hidden  parameters  to  be  passed  along  with 
their  actual  values,  no  such  types  are  used  by  any  assembler  subprogram. 

Note  that,  since  parameters  are  pushed  on  the  stack  left-to-right,  the  offset  from  the  stack 
pointer  of  any  given  parameter  (the  first,  say)  depends  on  the  number  of  parameters  and 
their  types.  It  is  essential,  therefore,  that  the  Ada  and  assembler  sides  of  this  interface 
correspond  exactly,  otherwise  serious  execution-time  errors  result. 

D.6.5.  Example 

The  following  example  is  taken  from  one  of  the  Kernel  modules.  It  is  an  implementation  of 
the  function  plus: 

function  "+"  (Laft,  Right  :  K«rn«l_Tima)  return  Kernel_T±xne  ; 

where  the  type  Kemel_time  is  defined  as  a  record  with  two  components,  each  a  4-byte 
integer.  The  function  is  specified  in  the  module  generic_kemel_time,  and  so  its  assembler 
name  begins  with  the  package  short  name  GKT. 

HIGH  EQU  4 
LOW  EQU  0 


XDET  GKT_add 

[ 

1] 

LINK  A6,#0 

[ 

2] 

MOVEM.L  D2/A0, - (A7) 

[ 

3] 

MOVEA.L  24 (A7) ,A0 

[ 

4] 

MOVE . L  LOW (AO), DO 

MOVE . L  BIGB (AO ) , D1 

MOVEA.L  20 (A7) ,A0 

[ 

5] 

ADD.L  LOW (AO)  , DO 

MOVE . L  BIGB (AO )  ,  D2 

ADDX.L  D2,D1 

[ 

6] 

TRAPV 

[ 

7] 

MOVEA.L  16 (A7) ,A0 

[ 

8] 

MOVE . L  DO, LOW (AO) 

MOVE .L  Dl, BIGB (AO) 

MOVE .L  AO, DO 

I 

9] 

MOVEM.L  (A7) +, D2/A0 

[10] 

UNLK  A6 

[11] 

RTS 

[12] 

The  relevant  instructions  are  annotated  thus: 

[1] :The  linkage  directive  makes  the  name  of  the  function  accessible. 

[2] :An  Ada  stack  frame  is  built  by  a  LINK  instruction. 

[3] :Registers  used  are  saved  (except  for  DO  and  D1 ). 

[4] :The  first  parameter  is  passed  by  address  and  is  pushed  first  onto  the  stack.  It 
is  therefore  farthest  away  from  A7. 
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[5] :The  second  parameter  is  likewise  passed  by  reference  and  pushed  next. 

[6] :The  two  Kernel_time  values  are  added.  This  instruction  may  cause  a  numeric 
overflow. 

[7] :Accordingly,  the  TRAPV  is  necessary  to  detect  any  overflow  and  trap  to  the 
Ada  runtime,  which  will  raise  the  exception  numeric_error. 

[8] :The  address  of  the  result  is  passed  as  a  hidden  final  parameter. 

[9] : As  well  as  storing  the  result  there,  the  routine  must  return  the  same  address  in 
DO. 

[10] :The  saved  registers  are  restored. 

[1 1] :The  Ada  stack  frame  is  unlinked. 

[12] :Finally,  the  function  returns  to  the  caller. 


D.7.  Exceptions 

D.7.1.  Raising  Exceptions 

The  assembler  code  never  raises  a  user-defined  exception.  Where  appropriate,  it  raises  an 
intrinsic  exception  by  executing  a  hardware  TRAP  instruction,  which  traps  to  the  Ada 
runtime. 

D.7.2.  Exception  Propagation 

The  Ada  runtime  propagates  exceptions  upwards  through  stack  frames,  using  the  saved 
information  in  each  stack  frame  to  find  each  caller. 

For  this  to  work,  every  assembler  body  that  can  raise  an  exception,  and  every  body  through 
which  an  exception  might  propagate,  must  build  a  valid  Ada  stack  frame,  in  the  manner 
described  above.  The  assembler  body  given  in  the  example  is  a  case  in  point:  the 
exception  numericjerror  might  have  to  be  propagated  through  it,  and  so  it  must  build  a  valid 
Ada  stack  frame. 

In  addition,  the  Ada  runtime  constructs  a  backtrace  of  the  call  stack  for  diagnostic  purposes. 
The  current  Ada  runtime  tries  to  generate  a  complete  backtrace  before  searching  for  an 
exception  handler,  but  unfortunately  the  test  for  the  root  of  the  call  graph  —  the  Ada 
outermost  level  —  does  not  function  correctly  when  the  root  is  a  Kernel  process.  The 
backtrace  has  therefore  been  disabled  by  setting  an  Ada  runtime  tailoring  parameter. 

D.7.3.  Guarded  Regions 

The  model  used  by  the  compiler  relies  on  static  data  structures  —  code  maps  —  to  identify 
guarded  regions.  The  assumption  made  by  the  Ada  runtime  is  that  if  the  code  map  is 
missing  then  no  guarded  regions  exist  in  that  code.  Accordingly,  the  assembler  bodies 
contain  no  special  code  or  data  concerned  with  either  guarded  regions  or  their  absence. 
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Appendix  E:  68020  Tailoring 

This  appendix  contains  the  hardware  tailoring  for  the  MC68020  with  the  current  compiler 
and  version. 

E.l.  Sizes  of  Data  Types 

bits_per_byte  :  constant  :■  8; 
byte  :  constant  1; 

word  :  constant  :»  2; 

longword  :  constant  :  *=  4; 


E.2.  Untyped  Storage 

typ«  hw_byt«  is  rang*  0..255; 

type  hw_bits8  is  racord 
bit 7  :  Boolaan; 
bit 6  :  Boolaan; 
bit5  :  Boolaan; 
bit 4  :  Boolaan; 
bit3  :  Boolaan; 
bit 2  :  Boolean; 
bitl  :  Boolaan; 
bitO  :  Boolaan; 

and  racord; 

£or  hw_bits8  use  record 
bit7  at  0  range  0 . . 0  ; 
bit 6  at  0  range  1..1; 
bit 5  at  0  range  2 . .  2 ; 
bit 4  at  0  range  3 . .  3 ; 
bit3  at  0  range  4 . . 4 ; 
bit2  at  0  range  5 . . 5 ; 
bitl  at  0  range  6 . . 6 ; 
bitO  at  0  range  7 . .7; 

end  record; 

function  t o_hw_bit s 8  is 

new  uncheckad_convarsion (hw_byte, hw_bits8) ; 

type  hw_Jbyte_ptr  is  access  hw_byte; 

type  hw_bits8_ptr  is  access  hw_bits8; 

function  to_hw_byte_ptr 
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is  n*w  unch»cJfd_convtr »ion  ( »y »t«m .  addr>i« ,  hw  bytt  ptr )  ; 
function  t o_hw_bi t s 8__pt r 

is  n*w  unch*ck«d_conv*rsion (system. addr*ss,hw_bits8_ptr) ; 
function  tohw_bits8  ptr 

is  n*w  unchscksd_convarsion (hw_byts_ptr , hw_bits8_ptr) ; 


E.3.  Integer  Types 

typ*  hw_int*g*r  is  rang*  -32_768  ..  32_767 ; 
for  hw_int*g*r'  sirs  us*  2  *  bits_jp*r_byt*; 

typ*  hw_short__int*g*r  is  rang*  -128  .  .  127; 
for  bw_short_int*g*r'  siza  us*  1  *  bits_p*r__byt*; 

typ*  hw__long_int*g*r  is 

rang*  -2_147_483_648  .  .  2_147_483_647; 
for  bw_long_int*g*r ' six*  us*  4  *  bits_p*r_byt*; 

typ*  hw_natural  is  rang*  0  .  .  32__767; 
for  hw_natural ' siz*  us*  2  *  bits_jp*r_byt*; 

typ*  hw_positiv*  is  rang*  1  . .  32_767; 
for  hw_jpositiv*' siz*  us*  2  *  bits_p*r_byt*; 

typ*  hw_long_natural  is  rang*  0  . .  2_147_483_647; 
for  hw_long_nat uxal ' siz*  us*  4  *  bit s_p*r_byt* ; 

typ*  hw_long_positiv*  is  rang*  1  ..  2_147__483_647 ; 
for  hw_long_positiv*'  siz*  us*  4  *  bits_jp*r__byt*; 


E.4.  Duration 

typ*  hw_duration  is 

n*w  duration  rang*  -86_400.0  ..  +86_400.0; 
for  hw_duration'  small  us*  2.0  **  (-14); 
for  hw__duration'  siz*  us*  4  *  bits_p*r_byt*; 


E.5.  Machine  Addresses 
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type  hw_address  is  new  system. address; 
function  to_hw_address  is 

new  unchackad_convarsion (hw_long_integer ,  hw__addrass) ; 

null_hw_address  :  constant  hw_addxess 

:■  to_hw_address (hw_long_integer ' (0)); 

E.6.  Strings 

type  hw_string  is  new  string ; 
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Appendix  F:  Procedure  to  Requirement  Mapping 

A  few  notes  about  the  requirements  mapping  tables: 

•  Only  procedures  and  functions  that  appear  at  the  package  specification  level 
occur  in  the  table.  No  instantiations  are  included  (only  the  generic  source). 

•  Top-level  package  specifications  occur  only  when  there  are  internal  objects  that 
fulfill  requirements. 

•  Overloaded  names  appear  multiple  times. 

•  The  ordering  of  procedures  and  entries  follows  the  order  of  the  entries  in  the 
specification. 


Package/Procedure  to  Requirements  Mapping 

Requirement  |  Package/Procedure 

5.1.3  time_keeper.remove_event 

time_keeper.insert_event 

time_keeper.  initialize 

timer_controller.cancel_timer 

limer_controller.set_timer 

timer_controller.  initialize 

see  _porta.set 

sccjsorta.send 

scc_porta.pLrt_byte 

sccjsorta.initialize 

scc_porta.get_byte 

sec  _porta.get 

scc_porta.enable_txJnterrupts 

scc_porta.ensable_rx_interrupts 

scc_porta.disable_tx_internjpts 

scc_porta.disable_rx_intenupts 

sec  _porta.deallocate 

sccj3orta.allocate 

parallel_io_controller.receive_packet 

parallelJo_controller.send_packet 

parallelJo_controller.acknowledge_xmitJnterrupt 

parallel_io_controller.acknowledge_recv  interrupt 

paralleMo_controller.xmit_buffer_empty 

parallel_io_controller.recv_buffer_full 

para  I  lel_io_contro  iler.di  sable_xmit Jnterrupt ; 

parallel_io_controller.disable_recv_interrupt; 

parallelJo_controller.enable_xmitJnterrupt; 

paralleMo_controlier.enable_recv  Jnterrupt; 

parallelJo_controller.initialize_xmit; 

parallelJo_controller.initialize_recv; 

nproc.main_unit 

mz8305_definitions 

mvmel  33A_definitions 

memory_addresses 

lowJevelJnterrupt_management.initialize 

low_levelJnterrupt_management.bind_slowJnterrupt 

lowJevelJnterrupt_management.bindJastJnterrupt 

low Jevel_hardware.  reset  Jnterrupt ^priority 

lowJevel_hardware.setJnterrupt_priority 

lowjeveljiardware.v 

lowjevel_hardware.p 

low_level_hardware.is_nproc 

lowJevei_hardware.is_kproc 

low_level_hardware.my_network_address 

low_level_hardware 

generic_network_giobais 

context_switcher __globals 

clock.adjust_epochjime 

clock.adjust_elapsedJime 

clock.get_time 

clock.  stop_clock 

clock.  start_clock 

busjo. initialize 
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time_keeper_globa!s 

time_keeper.  remove_event 

time_keeper.  insert_event 

time_keeper.  initialize 

timer_controller.cancel_timer 

timer_controller.set_timer 

timer_controller.initialize 

tc_body_machine_code 

scheduler.initialize 

see  _porta.set 

scc_porta.send 

scc_porta.putJjyte 

sec _porta.initialize 

scc_porta.get_byte 

scc_porta.get 

sec  _porta.enable_tx_interrupts 

scc_porta.ensable_rx_interrupts 

scc_porta.disable_txJnterrupts 

sec _porta.disable_rxJnterrupts 

scc_porta.deallocate 

scc_porta.allocate 

parallelJo_controller.receive _packet 

parallelJo_controller.send_packet 

parallel  Jo_controller.acknowledge_xmitJnterrupt 

paralleljo_controller.acknowledge_recvjnterrupt 

paralleljo_controller.xmit_buffer_empty 

parallel_io_controller.recv_buffer_full 

parallel_io_controller.disable_xmit_interrupt; 

parallel_io_controller.disable_recvjnterrupt; 

parallel_io_controller.enable_xmitJnterrupt; 

parallelJo_controller.enable_recv_interrupt; 

parallel_io_controller.initialize_xmit; 

parallel_io_controller.initia!ize_recv; 

nproc.main_unit 

mz8305_definitions 

mvmel  33A_definitions 

memory  _addresses 

low_level_storage_manager.allocate 

lowJevel_interrupt_management.initialize 

lowJevel_interrupt_management.bind_slow_interrupt 

lowJevel_interrupt_management.bind_fast_interrupt 

iow_level_hardware.  reset  Jnternjpt_priority 

low_level_h  ardware .  set _interrupt_priority 

low_level_hardware.v 

low _level_hardware.  p 

low_level_hardware.is_nproc 

lo  w_level_hardware.  is_kproc 

low  _level_hardware.  my_network_address 

low_level_hardware 

low  level  clock 
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llpe_body.lnitialize_Process_State 

llim_body_machine_code 

llh_body_machine_code 

llcs_body_machine_code 

kim_body_machine_code 

kemel_exceptions.to_string 

ipi_body_machine_code 

interprocessor_interrupts.generate_kn_interrupt 

interprocessor_interrupts.enable_kn_interrupt 

interprocessorjnterrupts 

intemal_process_management.create_kernel_processes 

intemal_process_management.createJnternal_process 

intemal_process_management.get_null_process_number 

intemal_process_management.get_next_process_number 

hardware_interface.to_hw_bits8_ptr 

hardware_interface.to_hw_bits8j3tr 

hardware_interface.to_hw_byte_ptr 

hardware_interface.to_hw_bits8 

hardwarejnterface 

gkt_body_machine_code 

generic_storage_manager.deallocate 

generic_storage_manager.ailocate 

generic_storage_manager.initialize 

generic_queue_manager.remove_next 

generic_queue_manager.get_next 

generic_queue_manager.end_of_queue 

generic_queue_manager.initialize_backward_iterat 

generic_queue_manager.initialize_iterator 

generic_queue_manager.  empty 

generic_queue_manager.get_element 

generic_queue_manager.get_head 

generic_queue_manager.remove 

generic_queue_manager.dequeue 

generic_queue_manager.enqueue 

generic_queue_manager.  enqueue 

generic_queue_manager.  delete 

generic_queue_manager.  delete 

generic_queue_manager.  create 

generic  _process_table.size_of  j3rocess_table 

generic_process_table.locate_process 

generic_process_table.  initialize  j3rocess_table 

genericjjrocessjable.  destroy  _process_informatio 

generic_process_table.create_processJnformation 

generic _process_table.’<=" 

generic_process_tab  le.'<=" 

generic_network  _giobals 

generic_communication  jglobals 

datagram_management.free_queue_status 

datagram_management.nproc_initialize 

datagram_management.kproc_initialize 
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datagram_management.new_queue 

datagram_management.get_first 

datagram_management.free_dg 

datagram_management.enqueue 

datagram_management.dequeue 

datagram_management.delete 

datagram_management.alloc_dg 

datagram_globals 

dark_text_io.to_hex 

darkjext  Jo 

context_switcher_globals 
context_save_area 
clock.  adjust_epochJime 
clock.adjust_elapsedjime 
clock.getjime 
clock.stop_clock 
clock. start_clock 
bus  io.initialize 


network_configuration 
generic_schedulejypes 
generic_processjable 
generic  jjrocessjnanagers 
generic_network_configuration 


toolJnterface_output 

time_keeper.  remove_event 

time_keepe  r.  insert_event 

time_keeper.  initialize 

timer jjontro  I  ler.  cancel  Jimer 

timer_controller.setJimer 

timer_controller.initialize 

generic_communication_globals 

clock.  adjust_epochjime 

clock.adjust_elapsedjime 

clock.getjime 

clock.  stop_clock 

clock.  start_clock 


genericjimejnanagement 

generic  Jimeslicejnanagement 

generic_semaphore_management 

generic_schedule_types 

generic_process_managers 

genericj>rocess_attribute_readers 

generic  j>rocess_attribute_modifiers 

generic jjrocessorjnanagement 

generic_network_globals 

generic_alarm_management 
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scheduler.schedulejh 

scheduler.schedule 

scheduler.remove_process 

scheduier.insert_process 

scc_porta.set 

scc_porta.send 

scc_porta.put_byte 

see  _porta.initialize 

scc_porta.get_byte 

sec _porta.get 

scc_porta.enable_txJnterrupts 
sec _porta.ensable_rx_interrupts 
scc_porta.disable_tx_interrupts 
sccj3orta.disable_rx_interrupts 
sec  _porta.deallocate 
sccjaorta.allocate 

process_index_table.get_processJndex 

process  Jndex_table.get_process_identifier 

internal_process_management.get_null_process_number 

internal_process_management.get_next_process_number 

generic_storage_manager.deallocate 

generic_storage_manager.allocate 

generic_queue_manager.remove_next 

generic_queue_manager.get_next 

generic__queue_manager.end_of_queue 

generic_queue_manager.initialize_backward_iterat 

generic_queue_manager.  initialize Jterator 

generic_queue_manager.  empty 

generic_queue_manager.get_element 

generic_queue_manager.get_head 

generic_queue_manager.remove 

gen  eric_queu  e_manager.  dequeue 

generic_queue_manager.enqueue 

generic_queue_manager.enqueue 

generic_queue_manager.delete 

generic_queue_manager.  delete 
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generic_processor_management.initialize_master_processor 


generic_processor_management.initialize_subordinate_processor 


generic_processor_management.initialize_subordinate_processor 

generic_processor_management.initialize_master_processor 


generic_processor_management.initialize_subordinate_processor 
generic  jDrocessor_management.initialize_master_processor 
bus_io.multi_send 


generic_processor_management.initialize_master _processor 


generic_time_management 

generic_processor_management 

generic_network_configuration 


generic_processor_management 


generic _processor_management 


generic_process_managers 
generic _process_attribute_modifiers 
generic_communication_management 
bus_io.multi_send 


network_configuration 

generic_network_configuration 
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6.1.11 

process_index_tabie.clear_process_index 

process_index_table.set_process_index 

process_index_table.get _process_index 

process_index_table.get_process_identifier 

parallel_io_controller.receive_packet 

parallel_io_controller.send_packet 

parallel_io_controller.acknowledge_xmitJntemjpt 

parallel_io_controller.acknowledge_recvJnterrupt 

parallel_io_controller.xmit_buffer_empty 

parallelJo_control!er.recv_bufferJull 

parallel_io_controller.disable_xmitJnterrupt; 

paraliel_io_controller.disable_recv_interrupt; 

parallel_io_controller.enable_xmit_interaipt; 

parallel_io_controller.enable_recvJnterrupt; 

parallelJo_controller.initialize_xmit; 

parallel_io_controller.initialize_recv; 

nproc.main_unit 

network_configuration.get_processor_id 

network_configuration 

mz8305_definitions 

mvmel  33A_definitions 

memory_addresses 

lowJevel_hardware.reset_interrupt_priority 

lowJevel_hardware.set_interrupt_priority 

low_level_hardware.v 

low_level_hardware.p 

low_level_hardware.is_nproc 

low_level_hardware.is_kproc 

low_level_hardware.my_network_address 

low_level_hardware 

llh_body_machine_code 

ipi_body_machine_code 

interprocessor_interrupts.generate_knJnterrupt 

interprocessor_interrupts.enable_knJntemjpt 

interprocessorjnterrupts 

intemal_process_management.create_kernel_processes 

intemal_process_management.create_intGrnal_process 

generic_processor_management 

generic_network_globals 

generic_network_configuration.get_processor_id 

generic_network_configuration 

generic_communication_management 

datagram_management.free_queue_status 

datagram_management.nproc_initialize 

datagram_management.kproc_initialize 

datagram_management.  new_queue 

datagram_management.get_first 

datagram_management.free_dg 

datagram_management.enqueue 

datagram_management.dequeue 

datagram_management. delete 

datagram_management.ailoc_dg 

datagram_globals 
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time_keeper.initialize 
timer_controller.initialize 
scc_porta.  initialize 

processJndex_table.clear_processJndex 

proces$_index_table.set_process_index 

network_configuration.get_processor_id 

network_configuration 

intemal_process_management.create_kemelj3rocesses 

intemal_process_management.createJnternal_process 

generic_storage_manager. initialize 

generic_queue_manager.  create 

generic_process_managers.create_process 

generic_process_managers.declare_process 

generic_process_managers.declare_process 

generic _processor_management.initialization_complete 

generic  j3rocessor_management.initialize_subordinate_processor 

generic_processor_management.initialize_master_processor 

generic_network_configuration.get_processor_id 

generic_network_configuration 

clock.start_clock 

bus  Jo.  initialize 


generic_processor_management.initialize_master_processor 
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generic  _process_managers 
generic_process_attribute_modifiers 


generic_process_managers 

generic_process_attribute_modifiers 


generic_process_managers.declare_process 
generic  j5rocess_managers.declare_process 


process_encapsulation.dummy_call_frame 

low_ievei_process_encapsulation.indirect_call 

lowjevel  _process_encapsulation.initialize _process_state 

low_level_contex1_switcher.hw_switch_processes 

low_level_context_switcher.hw_restore_process 

low_level_context_switcher.hw_save_context 

generic_process_table 

generic_process_managers.create _process 

context_switcher.switch_processes 

context_switcher.restore_process 

context_switcher.  save_context 


low_level_process_encapsulation.indirect_call 

generic_process_managers.create_process 


generic_process_table 

generic_process_managers.create_process 


generic _process_table 
generic_process_managers.create_process 


generic  j3rocess_managers.create_process 
generic__process_managers 


generic_process_tabie 

generic  _process_managers.create_process 


generic_process_managers.create_process 


requirement  deleted 


process_encapsulation 

generic  j3rocess_managers.create_process 


generic_process_managers 

generic_process_attribute_modifiers 


network_con  figuration 
generic_network_configuration 

generic_communication_management.allocate_device_receiver 


generic_processor_management.initialization_complete 


network_configuration 

generic_processor_management.initialization_complete 

generic_network_configuration 


generic_processor_management.  initialization_complete  • 


7.1.10 


7.1.12 


7.1.15 
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7.1.18 


7.1.22 


7.1.23 


7.1.24 


7.1.27 


Package/Procedure  to  Requirements  Mapping 


Package/Procedure 


generic_process_attribute_modifiers.kill 

generic_process_attribute_modifiers.die 


requirement  deleted 


generic_process_attribute_modifiers.kill 

generic_process_table 

generic_process_attribute_modifiers.die 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message 

bus_io.send_kemel_datagram 

bus_io.send_process_datagram 


requirement  deleted 


generic_process_attribute_readers.who_amJ 


generic_process_attribute_readers.name_of 


generic_process_managers.create_process 

generic_process_attribute_readers .  name_of 

generic_process_attri  bute_modif  iers  .kill 

generic_process_attribute_modifiers.die 

generic_processor_management.initialization_complete 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

bus_io.send_kernel_datagram 

bus_io.send_process_datagram 


generic_process_managers.create_process 

generic  jjrocess_attri  bute_readers .  name_of 

generic_process_attribute_modifiers.kill 

generic_process_attribute_modifiers.die 

generic_processor_management.initialization_complete 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

bus_io.send_kemel_datagram 

bus_io.send_process_datagram 


generic_process_table 
generic_process_managers.create _process 

generic_process_managers.create  _process 


generic_process_attribute_modifiers.kill 
generic  j3rocess_attribute_modifiers. die 


requirement  deleted 


generic_communication_management.allocate_device_receiver 


generic_process_managers. create  jsrocess 
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8.1.14 


time -keeper.  remove_event 

time_keeper.insert_event 

timer_controller.cancel_timer 

timer_controller.set_timer 

generic_semaphore_management.claim 

generic  _process_table 


generic_semaphore_management.claim 
generic_semaphore_management. claim 
generic_semaphore_management.claim 


generic_semaphore_management.claim 

generic_semaphore_management.claim 

generic_semaphore_management.claim 


generic_semaphore_management.claim 

generic_semaphore_management.claim 

generic_semaphore_management.claim 

generic_process_table 


generic_semaphore_management.release 

generic_process_table 


generic_semaphore_management. release 
generic_process_table 


time_keeper 

genericj3rocess_attribute_modifiers.kill 

genericj5rocess_attribute_modifiers.die 


generic_semaphore_management.release 


generic_semaphore_management 
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8.1 .1 5  generic_semaphore_management.release 


8.1.16 

generic_semaphore_management.claim 

generic_semaphore_management.claim 

generic_semaphore_rnanagement.claim 

generic_process_table 

8.2.1 

generic_semaphore_management 

generic_process_table 

8.2.2 

generic_semaphore_rnanagement.claim 

generic_semaphore_management.claim 

generic_semaphore_management.claim 

8.2.3 

generic_semaphore_management.release 
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generic_process_managers.create_process 


generic_schedule_types 

generic_process_managers.create_process 


generic_timeslice_management 
generic_schedu  le_ty  pes 


generic_timeslice_management 
generic_schedu  le_ty  pes 


scheduler.insert_process 
generic_timeslice_management 
generic_schedu  !e_ty  pes 


scheduler.schedule 

generic_semaphore_management. claim 

generic_semaphore_management.claim 

generic_semaphore_management.claim 

generic  _process_attribute_modifiers.wait 

generic_process_attribute_modifiers.wait 

generic_process_attribute_modifiers.set_process_priority 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_alarm_management.set_alarm 


generic_process_table 

generic  j)rocess_managers.createj3rocess 


scheduler.schedule 

generic_semaphore_management.claim 

generic_semaphore_management.claim 

generic_semaphore_management.claim 

generic_process_table 

generic_process_attribute_modifiers.wait 

generic_process_attribute_modifiers.wait 

generic_process_attribute_modifiers.set jarocess  _priority 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_alaim_management.set_alarm 


generic_process_table 

generic_process_attribute_readers.get_process_priority 


generic_timeslice_management 

generic_schedule_types 


9.1.10 
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9.1.11 

generic_process_table 
generic_process  _managers  .create_process 

9.1.12 

scheduler. schedule 
generic_process_table 

generic_process_attribute_modifiers.set_process_preemption 

9.1.13 

generic_process_table 

generic_process_atlribute_readers.getjDrocess_preemption 

9.1.14 

generic_process_attribute_modifiers.wait 

generic_process_attribute_modifiers.wait 

9.1.15 

time_keeper.remove_event 

time_keeper.insert_event 

timer_controller.cancel_timer 

timer_controller.set_timer 

generic  _process_tab(e 

generic_process_attribute_modifiers.wait 

9.1.16 

time_keeper.remove_event 

time_keeper.insert_event 

timer_controller.cancel_timer 

timer_controller.set_timer 

generic_process_table 

generic  j3rocess_attribute_modifiers. wait 

9.1.17 

time_keeper.remove_event 

time_keeper.insert_event 

timer_controller. cancel  Jimer 

timer_controller.set_timer 

generic_process_attribute_modifiers.wait 

generic_process_attribute_modifiers.wait 

9.1.18 

timeslice_parameters 

generic_timeslice_management.set_timeslice 

9.1.19 

time_keeper.remove_event 

time_keeper.insert_event 

timeslice_parameters 

timer_controller.cancel_timer 

timer_controller.set_timer 

generic_timeslice_management.enable_time_slicing 

generic_process_table 

9.1.20 

1 

time_keeper.remove_event 
time_keeper.insert_event 
timeslice  _parameters 
timer_controller.cancel_timer 
timer_controller.set_timer 

generic_timesiice_management.disable_time_slicing 

generic_process_table 

9.1.21 

timeslice_parameters 

generic_timeslice_management 

CMU/SE1-89-TR-19 


315 


Package/Procedure  to  Requirements  Mapping 

Requirement 

Package/Procedure 

9.1.22 

genericprocess_attribute_modifiers.wait 

generic  _process_attribute_modifiers.wait 

generic_process_attribute_modifiers.set_proces$  priority 

generic process_attribute_modifiers.setprocess  preemption 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_alafm_management.cance!_alarm 

generic_alarm_management.set_alarm 

9.1.23 

scheduler,  schedule  Jh 

scheduler.schedule 

scheduler.removeprocess 

scheduler.insertprocess 

generic_schedule_types 

genericprocessjable 

9.1.24 

scheduler.schedulejh 

scheduler.schedule 

g  eneric  Jimes  lice_management 

9.1.25 

scheduler.schedulejh 

scheduler.schedule 

9.1.26 

scheduler 

generic_timeslice_management 

9.1.27 

scheduler.schedule 

9.1.28 

scheduler 

9.1.29 

generic  processjable 

genericprocess_attribute_modifiers.wait 

genericprocess_attribute_modifiers.wait 

9.2.1 

generic_process_attribute_modifiers .  set process  priority 

9.2.2 

generic  process_attribute_modifiers.setprocesspreemption 

genericprocess_attribute_modifiers.wait 

genericprocess_attribute_modifiers.wait 

contextpwitcher.savepontext 

9.2.4 

scheduler.schedulejh 

scheduler.schedule 

genericjimeslicejnanagement 

context_switcher.restoreprocess 

9.2.5 

generic  Jimeslice_management.disableJime_slicing 
genericjimeslice_management.enablejime_slicing 
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9.2.6 

1 

scheduler.scheduiejh 

scheduler.schedule 

generic_timeslice_management 

context_switcher.switch_processes 

9.2.7 

scheduler.scheduiejh 

scheduler.schedule 

generic Jimes  lice_management 
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intemal_process_managernent.get_null_process_nurnber 
internal  _process_management.get_next  _process_number 
generic_process_manugers.declare_process 
generic_process_managers.declare_process 
generic_process_attribute_readers.name_of 


generic_process_table 

generic_communication_management.send_message_and_wait 

generic_communication_management.sendjnessage_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message 


generic_process_table 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_comnnunication_management.send_message_and_wait 


generic_communication_management.send_message_and_wait 

generic_communication_managennent.send_message_and_wait 

generic_communication_management.send_message_and_wait 


generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message 


process_index_table.clear_process_index 
process_index_table.set_process_index 
process  _i  ndex_tabie  .get  ..process  _i  ndex 
process  _index_tab  le .  get_process  Jdentifier 
network_configuration.get_processor_id 
network_configuratjon 

generic  jDrocess_managers,  declare  jsrocess 
generic _process_managers .  declare._process 
generic_network_globals 
generic_network_configuration.get_processorJd 
generic_network_configuration 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message 

bus_io.send_kemel_datagram 

bus_io.send_process_datagram 


time_keeper.remove_event 
time_keeper.insert_event 
timer_controller.cancel_timer 
timer_controller.set_timer 
generic  _process_table 

generic_communication_management.send_message_and_wait 


Package/Procedure  to  Requirements  Mapping 


Requirement 

Package/Procedure 

10.1.8 

time_keeper.  remove_event 

time_keeper.insert_event 

timer_controller.cancel_timer 

timer_controller.set_timer 

generic_process_table 

generic_communication_management.send_message_and_wait 

10.1.9 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

10.1.10 


10.1.11 


10.1.12 


10.1.15 


10.1.16 


y ici  io uwi  i  ii  i  iui  n^auui  i 1 1  icu  ia^ci  i  ioi  ii.oci  iu i 1  icooayc a i  iu wan 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 


generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 


generic_process_table 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 


generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 


generic_communication_rnanagement.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 


proce  ss_index_table.clear_process_index 
process_index_table.set _process_index 
process_index_table.get_process_index 
process_index_table.get_process_identifier 
netwo  reconfiguration. get_processor_id 
network_configuration 

generic _process_managers.  declare jorocess 

generic_process_managers.declare_process 

generic_network_globals 

generic_network_configuration.get_processor_id 

generic_network_configuration 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 


time_keeper.remove_event 

time_keeper.insert_event 

timer_controller.cancel_timer 

timer_controller.set_timer 

generic_process_table 

generic_communication_management.receive_message 
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Package/Procedure  to  Requirements  Mapping 

Requirement 

Package/Procedure 

10.1.17 

time_keeper.remove_event 

time_keeper.insert_event 

timer_controller.cancel_timer 

timer_controller.set_timer 

generic_process_table 

generic_communication_management.receive„message 

10.1.18 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

10.1.19 

generic_communication_management 

10.1.20 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

10.1.21 

generic_communication_management.receive_message 

generic_communication_management.receive_mess3ge 

datagram_management.new_queue 

datagram_management.get_first 

datagram_management.dequeue 

datagram_management.delete 

10.1.22 

generic_process_table 
generic_process_managers_giobais 
generic_process_managers .  create  _process 
generic_communication_management 

10.1.23 

generic  j3rocess_managers.create_process 
generic_communication_management 

10.1.24 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

10.1.25 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message 

10.1.26 

network_config  uration 

generic_process_managers.declare_process 

generic_network_configuration 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.send_message 

10.1.27 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

10.1.28 

generic_communication_management 

10.1.29 

generic_communication_management 

bus_io.send_kemel_datagram 

bus_io.send_proces$_datagram 
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Package/Procedure  to  Requirements  Mapping 


Requirement 

Package/Procedure 

10.1.30 

generic_communication_management 

10.1.31 

generic_communication_management 

10.1.32 

generic_communication_management.send_message_and_wait 

generic_.comrnunication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

busJo.send_process_datagram 

10.1.33 

generic_communication_management 

busjo 

10.1.34 

generic_communication_management 

busjo 

10.1.35 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

10.1.36 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

busjo 

10.1.37 

generic  jarocessjable 

10.1.38 

generic_processyable 

10.1.39 

generic_processjable 

10.2.1 

generic_communication_management.send_message 

busJo.send_kemel_datagram 

busjo .  send_process_datag  ram 

10.2.2 

generic_communication_management.send_message 
busjo. send_kemel_datagram 
busJo.send_process_datagram 

10.2.3 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

busJo.send_kemel_datagram 

busjo.  send  _process_datagram 

generic_communication_management.send_message_and_wart 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

busJo.send_kemel_datagram 


10.2.5 

generic_communication_management.send_message 
bus  Jo .  send_kemel_datagram 
bus  Jo.  send  _process_datagram 

10.2.6 

generic_communication_management.send_message 
busjo. send_kemel_datagram 
b  us  Jo.  send_process_datag  ram 
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Package/Procedure  to  Requirements  Mapping 

Requirement 

Package/Procedure 

10.2.7 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

bus_io.send_kemel_datagram 

bus_io.send_process_datagram 

10.2.8 

generic_communication_management.send_message_and_wait 
generic  j:ommunication_management.sendjnessage_and_wait 
generic_communication_management.sendjnessage_and_wait 
bus_io.send_kernel_datagram 
bus_io.sendj3rocess_datagram 

10.2.9 

generic_communication_management.receive_message 
generic_communication_management.receive_message 
generic_commu  nication_man  agement .  recei  ve_message 
busJo.send_kernel_datagram 
busJo.send_process_datagram 

10.2.10 

generic_communication_management.receive_message 
generic_communication_management.receive_message 
generic_communication_management.receive_message 
bus  Jo .  send  _kemel_datagram 
bus  Jo .  send  _process_datagram 

10.2.11 

generic_communication_management.send_message_and_wail 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message 
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Requirement 


Package/Procedure  to  Requirements  Mapping 


Package/Procedure 


interrupt_names 
generi  cjnterrupt _globals 


kemeljntemjpt_management.bind_interrupt_handler 

kernel_encapsulation.in_interrupt 

generic_interrupt_management.bindjnterrupt_handler 

generic_interrupt_management.simulatejnterrupt 


generic_interrupt_management.simulate_interrupt 


kemeljnterrupt_management.enable 

generic_interrupt_management.enable 

generic_interrupt_globals 


kernel  Jnterrupt_management.  disable 

generic_interrupt_management.disable 

generic_interrupt_globals 


interprocessorjnterrupts 

generic_interrupt_globals 


kernel_interrupt_management.  enabled 
generic_interrupt_management.enabled 


kemelJnterrupt_management.simuiateJnterTupt 

genericjnteirupt_management.simulate_interrupt 


kemeljnterrupt_management.bindjnterrupt_hand!er 

generic_interrupt_management.bindjnterrupt_handler 


kemel_interrupt_management.bindjnterrupt_handler 

generic_interrupt_management.bindjnterrupt_handler 


lowJevelJnterrupt_management.bind_slowJnterrupt 
lowJevelJnterrupt_management.bind_fast_intemjpt 
kernel  Jnterrupt_management.bindJnterrupt_handler 
genericjnterrupt_management.bindjnterrupt_handler 


generic_process_attribute_modifiers.wait 

generic_process_attribute_modifiers.wait 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 


kemelJnterTupt_management.bind_interrupt_handler 

genericjnterrupt_management.bindjnterrupt_handler 


genericJnterrupt_globals 


kemeljnterrupt_management 

generic_interrupt_management 


11.1.9 


11.1.10 


11.1.14 


11.1.15 
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Package/Procedure  to  Requirements  Mapping 


Package/Procedure 


time_keeper.initialize 
lowJevel_interrupt_management.initialize 
interrupt_names 
busjo. initialize 


generic_interrupt_globals 


kernel_exceptions 


generic_interrupt_globals 


kemel_interrupt_management 

generic_interrupt_management 


intemjpt_names 

generic_interrupt_globals 


llim_body_machine_code 
ki  m_body  _mach  ine_code 


llim_body_machine_code 

kim_body_machine_code 


kernel  Jnterruptjnanagement.bindJnterrupt_handler 
generic  Jnterrupt_management.  bind  Jnterrupt_handler 


I  lim_body_machine_code 
kim_body_machine_code 


Requirement 


11.1.16 


11.1.17 


11.1.18 


11.1.19 


11.1.20 


11.1.21 


11.2.1 


11.2.2 


11.2.3 


11.2.4 


324 


CMU/SEI-89-TR-19 


Package/Procedure  to  Requirements  Mapping 


Requirement 


12.1.6 


12.1.10 


Package/Procedure 


generic_time_globals 

generic_kerneljime 


generic_time_management 
clock.  adjust_epoch_time 
clock.  adjust_elapsed_time 
clock.getjime 
clock.stop_clock 
clock.start_clock 


timer_controller.get_current_count 

timer_controller.acknowledge_timerJnterrup 

timer_controller.disable_timer 

timer_controller.enable_timer 

timer_controller.initialize_timer 

lowJevel_clock 

generic_time_management 

clock.getjime 


clock.adjust_epochjime 

clock.adjust_elapsedJime 

clock.getJime 

clock.  stop_clock 

clock.start_clock 


generic_kemeijime 


generic_kemeljime 


genericjime_management 

clock.adjust_epochjime 

clock.adjust_elapsedJime 

clock.getjme 

clock.  stop_clock 

clock.start_clock 


genericjime_management 


generic  Jime_management 

generic  jime_globals.create_epochjime 

generic  Jime_globals.create_elapsedJime 


time_keeper.adjust_elapsedjime 

genericjime_management.adjust_elapsedjime 

clock.adjust_elapsedJime 


time_keeper.adjust_e  lapsed  Jime 

genericjimejnanagement 

genericjjrocessjable 


time_keeper.reset_epochjime 

generic Jimejmanagement.adjust_epoch  Jime 

clock.  adjust_epoch  jime 
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time_keeper.remove_event 
time_keeper.remove_event 
time_keeper.insert_event 
time_keeper.insert_event 
timer_contro  Her.  cancel_timer 
timer_controller.  cancel_timer 
timer_controller.set_timer 
timer_controfler.set_timer 
generic_time_management.synchroni2e 
generic_time_management.  synch  ronize 
[  generic_time_management.synchronize 


generic_time_managemenl.  synch  ronize 
generic_time_management.synchronize 
generic_process_table 


12.1.19 
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Package/Procedure  to  Requirements  Mapping 


Requirement 


Package/Procedure 


gkt_body_machine_code 

generic_time_globals.to_epoch_time 

generic_time_globals.to_elapsed_time 

generic_time_globals.to_kemel_time 

generic_time_giobais.to_kernel_time 

generic_time_globals.to_Ada_duration 

generic_time_globals.to_elapsed_time 

generic_time_globals.">=" 

generic_time_globals.">* 

generic_time_g  iobals . 

generic_time_g  Iobals .  "<" 

generic_time_globals.*>=" 

generic_time_globals.">" 

generic_time_globals."<=" 

generic_time_g  Iobals. "<* 

generic_time_globals.” 

generic_time  __g  iobals."’" 

generic_time_globals."” 

generic_time_g  Iobals . 

generic_time_globals.’+“ 

generic_time_g  Iobals .  base_time 

generic_time_globals.’-" 

generic _time_globals 

generic_time_globais.’+" 

generic_time_globals. microseconds 

generic_time_globals.milliseconds 

ge  neric_time_globals  .seconds 

generic_time_globals. seconds 

generic_kemel_time.">=“ 

generic_kemel_time.">" 

generic_kemel_time.'<=" 

generic_kemel_time.’<" 

generic_kemel_time.’-" 

generic_kemel_time."+" 

generic_kernel_time.” 

generic_kemel_time."” 

generic_kemel_time.”" 

generic_kemel_time."-" 

generic_kemel_time."+" 

generic_kemel_ti  me.  seconds 

generic_kemel_time.milliseconds 

generic_kemel_ti  me.  seconds 

generic_kemel_time.  seconds 
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Package/Procedure  to  Requirements  Mapping 


Requirement 


12.1.24 


12.1.25 


12.1.26 


Package/Procedure 


gkt_body_machine_code 

generic_time_globals.to_epoch_time 

generic_time_globals.to_elapsed_time 

generic_tirne_globals.to_kernel_time 

generic_time_globals.to_kemel_time 

generic_time_globals.to_Ada_duration 

generic_time_globals.to_eiapsed_time 

generic_time_globais.">=" 

generic_time  _globals.*>" 

generic_time_globals."<=" 

generic_time_globals.*<* 

generic_time_globals.’>=" 

generic_time_globais.’>* 

generic_time_globals.’<=' 

generic_time_globals.'<" 

generic_time_globals.” 

generic_time_globals.”" 

generic_time_globals.”* 

generic_time_globals.*-’ 

generic_time_globa!s.’+* 

generic_time_globals.base_time 

generic_time_globals."-" 

generic_time_globais. 

generic_time_globals.V 

generic_time_globals. microseconds 

generic_time_globals.miHiseconds 

generic_time_globals. seconds 

generic_time_globals.seconds 

generic_kemel_time.'>=' 

generic_kemel_time. ’>* 

generic_kemel_time.  "<=*" 

generic_kemel_time.'<* 

generic_kemei_time."-’ 

generic_kemel_time.'+" 

generic_kemel_time.’' 

generic_kemel_time.’*" 

generic_kemel_time.”* 

generic_kemel_time."-" 

generic_kemel_time.'+’ 

generic_kemel  Ji  me .  seconds 

generic_kemel_ti  me.  milliseconds 

generic_kemel_time.  seconds 

generic_kemel_time.seconds 


generic_time_globals 

generic_kemel_time 


time_keeper 


generic_time_management.  synch  ronize 
generic_time_management.  synch  ronize 
generic jjrocessjable 
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Package/Procedure  to  Requirements  Mapping 


Requirement 

Package/Procedure 

12.2.1 

time_keeper.adjust_elapsed_time 

generic_time_management.adjust_elapsed_time 

clock.adjust_elapsed_time 

12.2.2 

time_keeper.reset_epoch_time 

generic_time_management.adjust_epoch_time 

clock.adjust_epoch_time 

12.2.3 

generic_time_management.read_clock 

12.2.4 

generic_time_management.synchronize 
generic_time_management.synchronize 
generic_time_management.  synchronize 

12.2.5 

generic_time_management.synchronize 
generic_time_management.synchronize 
generic_time_management.  synchronize 

Package/Procedure  to  Requirements  Mapping 


Requirement 


13.1.1 


13.1.2 


13.1.3 


13.1.4 


13.1.5 


13.1.6 


13.1.7 


13.1.8 


13.1.9 


13.1.10 


13.1.11 


13.2.1 


13.2.2 


13.2.3 


Package/Procedure 


generic_alarm_management.set_alarm 

generic_alarm_management 


time_keeper.  remove_event 

time_keeper.insert_event 

timer_controller.cancel_timer 

timer_controller.set_timer 

generic_process_table 


time_keeper.remove_event 

time_keeper.  insert_event 

timer_controller.cancel_timer 

timer_controller.set_timer 

generic  _process_table 

generic_alarm_management.set_alarm 


generic_alarm_management 

generic_alarm_management 


generic_alarm_management.set_alarm 

generic_alarm_nanagement 

generic_alarm_management 


generic_alarm_management.set_aiarm 


generic_process_table 
|  generic_alarm_management.set_aiarm 


generic_process_table 


generic_process_table 

generic_alarm_manc.gement.set_alaim 


time_keeper.remove_event 

time_keeper.insert_event 

timer_control!er.cancel_timer 

timer_controller.set_timer 

generic_process_table 

generic_alarm_management.cancel_alarm 


generic_process_table 


generic_alarm_management.set_alarm 

generic_alarm_management 


generic_alarm_management.cancel_alarm 


|  generic_alarm_management 
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Package/Procedure  to  Requirements  Mapping 

Requirement 

Package/Procedure 

14.1.1 

generic_tool_interface.begin_collection 

14.1.2 

tooi_interface_globais 

generic_tool_interface.begin_collection 

14.1.3 

tool_interface_globals 

generic_toolj'nterface.begin_collection 

14.1.4 

tooljnlerface  _globals 
generic_toolJnterface.begin_collection 

14.1.5 

tooi_logger.Iog_message_contents 
tool  Jogger.log  jnessage_attributes 
toolJogger.tog_process_attributes 
tooljnterface  _globals 
scheduler.schedulejh 
scheduler.schedule 

generic_process_attribute_modifiers.kiil 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic  j;ommunication_management.send_message_and_wait 

generic_communication_management.send_message 

14.1.6 

tool_logger.log_process_attributes 

tool_interface_giobats 

generic_tool_interface.begin_coilection 

genericjooljnterface 

14.1.7 

generic_toolJnterface.begin_collection 

14.1.8 

generic_tool_interface.cease_collection 

14.1.9 

tool  Jogger.log  j>rocess_attributes 
tool_interface_globals 
generic_tool_interface.begin_co!lection 
genericjooljnterface 

14.1.10 

tool_logger.log_message_attributes 
tooJnterface_globals 
genericjooljnterface. begin_collection 
genericjooljnterface 

14.1.11 

genericJoolJnterface.cease_collection 

14.1.12 

tool_logger.log_message_attributes 

toolJnterface_globals 

generic  jool_interface.begin_collection 

genericjooljnterface 

14.1.13 

tool  Jogger. log_message_contents 
toolJnterface_globals 
genericJoolJnterface.begin_collection 
genericjooljnterface 
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Package/Procedure  to  Requirements  Mapping 


Requirement 

Package/Procedure 

14.1.14 

genericjooljnterface.cease_collection 

14.1.15 

toolJnterface_globals 

genericjooljnterface.readjjrocessjable 

genericjoolJnterface.size_of_processjable 

genericjooljnterface 

generic  j3rocessjable.size_of_processjable 

14.1.16 

genericjooljnterface.readjnterruptjable 

genericjooljnterface 

14.1.17 

toolJogger.log_message_contents 
tool  Jogger.log  jnessage_attributes 
tool_logger.log_process_attributes 

14.1.18 

genericjoolJnterface.cease_coilection 

genericjoolJnterface.begin_collection 

14.2.1 

genericjoolJnterface.begin_collection 

14.2.2 


14.2.3 


generic_too  I  Jnterface .  cease_col  lection 


tool_logger.log_message_contents 

tooljogger.log_message_attributes 

tooljogger.log_process_attributes 

scheduler.schedulejh 

scheduler.schedule 

generic_process_attribute_modif  iers  .kill 

generic_communication_management.receive_message 

generic_communicationjnanagement.receive_message 

generic_communication_management.receive_message 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message 


tool  Jogger.  log_message_contents 
toolJogger.log_message_attributes 
tool  Jogger.  log_process_attributes 
genericjoolJnterface.cease_collection 
generic  jool  Jnterface.  begin_collection 


toolJogger.log_message_contents 
toolJogger.log_message_attributes 
tool  Jogger. log_process_attributes 
scheduler.schedulejh 
scheduler.schedule 

g  eneric_process_attri  bute_moditiers  .kill 

generic  j:ommunication_management.receive_message 

generic_communication_management.receive_message 

generic  j:ommunication_management.receive_message 

generic_communication_management.send_message_and_wait 

g  eneric_communication_man  agement .  send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message 
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1 4.2.6  tool_logger.log_message_contents 

tool_logger.log_message_attributes 
tool_logger.!og_process_attributes 
scheduler.schedulejh 
scheduler. schedule 

generic  j3rocess_attribute_modifiers. kill 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.receive_message 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message_and_wait 

generic_communication_management.send_message 
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Appendix  G:  Requirement  to  Procedure  Mapping 


A  few  notes  about  the  requirements  mapping  tables: 

•  Only  procedures  and  functions  that  appear  at  the  package  specification  level 
occur  in  the  table.  No  instantiations  are  included  (only  the  generic  source). 

•  Top-level  package  specifications  occur  only  when  there  are  internal  objects  that 
fulfill  requirements. 

•  Overloaded  names  appear  multiple  times. 

•  The  ordering  of  procedures  and  entries  follows  the  order  of  the  entries  in  the 
specification. 


Raquiramants  to  Packaga/Procadura  Mapping 


Packag  a/Procadura 

Bahavior 

Parformanca 

busjo 

10.1.33 

10.1.34 

10.1  36 

busjo.  initialize 

5.1.3 

5.1.4 

11.1.16 

6.2.1 

bus_io.send_process_datagram 

7.1.21 

10.2.1 

7.1.25 

10.2.2 

7.1.26 

10.2.3 

10.1.6 

10.2.4 

10.1.29 

10.2.5 

10.1.32 

10.2.6 

10.2.7 

10.2.8 

10.2.9 

10.2.10 

bus_io.send_kernel_datagram 

7.1.21 

10.2.1 

7.1.25 

10.2.2 

7.1.26 

10.2.3 

10.1.6 

10.2.4 

10.1.29 

10.2.5 

10.2.6 

10.2.7 

10.2.8 

10.2  9 

10.2.10 

bus_io .  mu  lti_send 

6.1.4 

6.1.9 

dock.start_clock 

5.1.3 

5.1.4 

5.1.7 

12.1.2 

12.1.4 

12.1.7 

6.2.1 

dock. stop  jdock 

5.1.3 

5.1.4 

5.1.7 

12.1.2 

12.14 

12.1.7 
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Package/Procadura 


Raqulramants  to  Packaga/Procadura  Mapping 


Bahavior 


Parformanca 


datagram_manag«ment.get_first 


datagram_manage  merit.  naw_queua 


5  1.4 
6.1.11 
10  1.21 
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Requirements  to  Package/Procedure  Mapping 


Package/Procedure 


datagram_management.kprocJnitialize 


datagram_management.nproc_initialize 


datagram_management  free_queue_status 


exception_raisar 


exception_raiser.raise_exception 


generic_alarm_management 


generic_alarm_management.set_alarm 


generic_alarm_management.s8t_alarm 


generic_alarm_management.cancel_alarm 


generic_communication_globals 


generic_oommunication_manag9ment 


genenc_communica!ion_managoment.send_message 


Behavior 


Performance 


6.19 
6.1.11 

10.1.19 
10.1.22 
10.1.23 
10.1.28 

10.1 .29 

10.1.30 

10.1.31 

10.1.33 

10.1.34 


7.1.21 

10.1.2 

10.1.5 

10.1.6 

10.1.25 

10.1.26 
14.1.5 


10.2.1 

10.2.2 

10.2.5 

10.2.6 
10.2.11 
14.2.3 

14.2.5 

14.2.6 
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Requirements  to  Peckege/Prooedure  Mepping 


Peckage/Procedura 


generic_communication_management.send_message_and_wait 


Behavior 


7.1.21 

7.1.25 

7.1.26 

9.1.6 
9.1.8 

9.1.22 

10.1.2 

10.1.3 

10.1.4 

10.1.5 

10.1.6 

10.1.10 

10.1.11 
10.1.25 
10.1.27 
10.1.32 

11.1.12 

14.1.5 


generic_communication_management.send_message_and_wait 


generic_communication_management.send_message_and_wait 


.21 
25 
.26 
.6 
8 

9.1.22 

10.1.2 

10.1.3 

10.1.4 

10.1.5 
10.1  6 
10.1.8 

10.1.9 

10.1.10 

10.1.11 
10.1.25 
10.1.27 
10.1.32 

11.1.12 

14.1.5 


Performance 


10.2.3 

10.2.4 

10.2.7 

10.2.8 

10.2.11 

14.2.3 

14.2.5 

14.2.6 


10.2.3 

10.2.4 

10.2.7 

10.2.8 

10.2.11 

14.2.3 

14.2.5 

14.2.6 
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Package/Procedure 

Behavior 

Performance 

Requirements  to  Package /Procedure  Mapping 


generic_communication_management.receive_message 


generic_communication_management.receive_message 


genenc_communication_management.receive_message 


9.1.6 

9.1.8 

9.1.22 

10.1.12 

10.1.13 

10.1.14 

10.1.15 

10.1.20 

10.1.21 

10.1.24 

10.1.26 

10.1.35 

10.1.36 

11.1.12 

14.1.5 


9.1.6 

9.1.8 

9.1.22 

10.1.12 

10.1.13 

10.1.14 

10.1.15 

10.1.16 
10.1.18 
10.1.20 

10.1.21 

10.1.24 

10.1.26 

10.1.35 

10.1.36 

11.1.12 

14.1.5 


9  1.6 

9.1.8 

9.1.22 

10.1.12 

10.1.13 

10.1.14 

10.1.15 

10.1.17 

10.1.18 
10.1.20 

10.1.24 

10.1.26 

10.1.35 

10.1.36 
11.1.12 

14.1.5 


10.2.9 

10.2.10 

14.2.3 

14.2.5 

14.2.6 


10.2.9 

10.2.10 

14.2.3 

14.2.5 

14.2.6 


10.2.9 

10.2.10 

14.2.3 

14.2.5 

14.2.6 


generic_communication_management.allocate_devioe_receiv0r 

7.1.14 

generic  Jnterrupt  _globals 

11.1.1 

11.1.4 

11.1.5 

11.1.6 

11.1.14 

11.1.17 

11.1.19 

11.1.21 

generjc_interrupt_management 

11.1.15 

11.1.20 
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generic_interrupt_management.bind_interrijpt_tiand!er 


generic_kernel_time. seconds 


generic_kernel_time. seconds 


generic_kernel_time.milliseconds 


generic_kernel_time.seconds 


generic_kemel_time 


generic_kernel_time.H-" 


generic_kernel_time."*" 


generic_kernel_time 


generic_kemel_time  .“/" 


generic_kernel_time 


generic_kemel_time"-“ 


generic_kernel_time 


generic_kernel_time"<»" 


generic_kernel_time.">: 


11.1.2 

11.1.9 

11.1.10 
11.1.11 
11.1.13 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


Performance 


Requirements  to  Package/Procedure  Mapping 


Package/Procedure  |  Behavior 


generic_interrupt_management.enable  1 1 .1 .4 


generic_interrupt_fnanagement.disable 


generic_interrupt_management.enabled 


generic_interrupt_management.simulatejntemjpt  11.1.2 


11.1.5 


11.1.7 


generic_kernel_time 

12.1.1 

12.1.5 

12.1.6 

12.1.25 
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Pacfcaga/Procadura 


genenc_network_configuration 


Requirements  to  Package/Procedure  Mapping 


Behavior 


generic_netwo  reconfiguration  .get_processor_id 


generic_network_globals 


10.1.15 

10.1.26 


6.1.11 

10.1.6 

10.1.15 


5.1.3 

5.1.4 
5.1.8 
6.1.11 
10.1.6 
10.1.15 


generic_processor_management 


I  generic_process_attribute_modifiers 


generic_process_attribute_modifiers.die 


ganoric_prooess_attributo_modifi@rs.kill 


generic_process_attnbute_modifiers  set_process _preomption 


Parformanco 


6.2.1 


generic_processor_management.initialize_master_procossor 

6.1.1 

6.1.3 

6.1.4 

6.1.5 

6.2.1 

6.2.2 

generic_procossor_management.initialize_subordinate_processor 

6.1.2 

6.1.3 

6.1.4 

6.2.1 

gonoric_procossor_managomont.initialization_complote 

7.1.15 

7.1.16 

7.1.17 

7.1.25 

7.1.26 

6.2.1 
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Package/Procedure 


generic _process_attribu$e_modifiers.set_process_priority 


genenc_proc8SS_attribute_modifiers.wa(t 


Requirements  to  Package/Procedure  Mapping 


Behavior 


Performance 


generic _process_attribute_mod  if  iers .  wa  it 


generic_process_attribute_readers 


generic_proc8ss_attribute_readers.name_of 


generic _process_attribute_readers .  who_am_i 


genenc_process_attribute_readers.get_process_preemption 


generic_process_attribute_readers.get __pro cess  _priority 


generic_process_managers  declare_process 


generic_prooess_managers.declare_process 


7.1.3 

10.1.1 

10.1.6 

10.1.15 


7.1.3 

10.1.1 

10.1.6 

10.1.15 

10.1.26 


CMU/SEI-89-TR-1 9 


Requirements  to  Package/Procedure  Mapping 


Package/Procedure 


generic__process_tabie 


generic  _process_table  "<= 


generic_process_table,"<* 


Behavior 


Performance 


generic_process_table.create_proc@ss_information_record 


generic_process_table.destroy_process_information_record 


genenc_process_table.  initialize  _process_table 


generic_process_table.loca*e  process 


5.1.5 

7.1.4 

7.1.6 

7.1.7 

7.1.9 
7.1.21 
7.1.27 

8.1.1 

8.1.2 

8.1.3 
8.1  4 

8.1.5 

8.1.6 

8  1.9 

8.1.10 

8.1.11 
8.1.16 

9.1.7 

9.1.8 

9.1.9 

9.1.11 

9.1.12 

9.1.13 

9  1.15 
9.1.16 

9.1.19 

9.1.20 
9.1.23 


9.1  29 

10.1 

.2 

10.1 

.3 

10.1 

.7 

10.1 

.8 

10.1 

.12 

10.1 

.16 

10.1 

.17 

10.1 

.22 

10.1 

.37 

10.1 

.38 

10.1 

.39 

12.1 

.11 

12.1 

.13 

12.1 

.18 

12.1 

.19 

12.1 

.27 

13.1 

.2 

13.1 

.3 

13.1 

.7 

13.1 

.8 

13.1 

.9 

13.1 

.10 

13.1 

.11 

5.1.4 


5.1.4 


5.1.4 


5.1.4 


5.1  4 


5.1.4 


8.2.1 
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344 
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generic_semaphore_management.claim 


1 

generic_semaphore_management.  release 

8.1.10 

8.1.11 

8.1.13 

8.1.15 

8.2.3 

generic_storage_manager. initialize 

5.1.4 

6.2.1 

Requirements  to 


j  Package/Procedure 


genenc_timeslica_management.enable_time_ 


generic_tlmeslic8_management.disabte_time 


generic_time  _globals 


genenc_time_globals.  create_elapsed  Jime 


genonc_time_globals.create_9poch_time 


generic_time_globais. seconds 


Package/Procedure  Mapping 


Behavior 


_slicing  9.1.19 


9.1.20 


i_slicir>g 


generiC-time_globais.  seconds 


genenc_time_globals. basejime 


generic_time_globals."+" 


generic_time_globals."-" 


generic_time_glcibals.“*” 


generiC-time-globals."*" 


genertc_time_globals.7" 


genenC-»ime_globals."<" 


generic_time  _globals"<=" 


generic_time-globals.">" 


genenC-time_globals.">«" 


genenC-time_globals  ”<“ 


generic_time_globals  '<=" 


1  genenc_time_globals.">" 


12.1.1 

12.1.25 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


Performance 


9.2.5 


9.2.5 


generiC-time_globals.  mi  lliseconds 

12.1.23 

12.1.24 

generiC-timO-globals.  microseconds 

12.1.23 

12.1.24 

generiC-time_globals."+" 

12.1.23 

12.1.24 
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Packaga/Procadura 


generic_time_glotoals.''>=' 


Requirements  to  Package/Procedure  Mapping 


Behavior 


Parformanca 


generic_time_globals.to_elapsed_time 


generic_time_globals.to_Ada_duration 


generic_time_glotoals.to_kernel_time 


generic_time_globals.to_kernel_time 


generic_time  _globals.to_elapsed_time 


generic_time_globals.to_epoch_time 


gene  ric_time_manag  ament 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


12.1.23 

12.1.24 


5.1.8 
6.1.6 
12.1.2 
12.1.3 
12.1.7 
12.1  8 
12.1.9 
12.1.11 

12.1.13 

12.1.14 


12.1.10 


genenc_tool_mterface 


14.1.6 

14.1.9 

14.1.10 
14.1  12 
14.1.13 

14.1.15 

14.1.16 


generic_time_management.adjust_epoch_time 

12.1.12 

12.2.2 

generic_time_management.read_dock 

12.1.15 

.... 

12.2.3 

generic_time_management. synchronize 

12.1.16 

12.1  17 

12.1.20 

12.1.21 

12.2.4 

12.2.5 

generic_time_management.  synchronize 

12.1.16 

12.1.17 

12.1.18 

12.1.20 

12.1.21 

12.1.22 

12.1.27 

12.2.4 

12.2.5 

generic_time_management.synchroniz0 

12.1.16 

12.1.17 

12.1.18 

12.1.20 

12.1.21 

12.1.22 

12.1.27 

12.24 

12.2.5 
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Requirement*  to  Packaga/Procadura  Mapping 


Packaga/Procadura 


generic_tooljnterface.begin_collection 


Bahavior 


gene  ric_tool_interface.cease_col  lection 


14.1.1 

14.1.2 

14.1.3 

14.1.4 

14.1.6 

14.1.7 

14.1.9 

14.1.10 

14.1.12 

14.1.13 
14.1.18 


14.1.8 

14.1.11 

14.1.14 

14.1.18 


14.1.15 


generic_tool_interface.size_of_process_table 


generic_tool_interface.read_process_table 


generic_tool_interface.read_interrupt_table 


gkt_body_machine_code 


hardware_interface 


hardware_interface.to_hw_bits8 


hardwarejnterface  to_hw_byte_ptr 


hardware_interface.to_hw_bits8_ptr  5.1 .4 


hardware_mterfaoe.to_hw_bits8_ptr 


internal_process_management.get_next_process_number  5.1 .4 

10.1.1 


internal_process_management.get_null_process  number  5.1.4 

10.1.1 


internal_process_management.create  internal _process  5.1 .4 

6.1.11 


internal  j>rocess_management.create_kemel_ccocesses 


interprocessor_interrupts 


interprocessor_mtemjpts.ervable_kn_internjpt 


interprocessor_interrupts.generate_kn_interrupt 


intemjpt_names 


ipi_body_machine_code 


kemel_en  capsulation .  in  jnterrupt 


Partormanca 
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Package/Procedure 


kernel_exceptions 


Requirements  to  Package/Procedure  Mapping 


Behavior 


Performance 


kernel_exceptions  ,to_string 


kernel_interrupt_management 


kernel_interrupt_maaagement.  enable 


kerneMnterrupt_management.disable 


kernel  jnterrupt_management. enabled 


kernel_interrupt_management  simulatejnterrupt  . 


kemel_mterrupt_managementbind_interrupt_har>dler 


klm_body_machine_code 


I  lcs_body_machine_code 


llh_body_machine_code 


llim_body_machine_code 


I  lpe_body  I  nrtialize_Process_State 


lowJevel_context_switcher.  hw_save_context 


low_  „al_context_switcher.hw_restore_process 


Iow_level_context_swrtcher.hw_switch_process9s 


low_level_hardware .  my_network_address 


low_level_hardware.is_Kproc 


low_level_hardware  .\s_Nproc 


5.1.1 

11.1.18 
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Requirements  to  Package/Procedure  Mapping 


Package/Procedure 


low_tevel_haraware.setjnternjpt_pnorrty 


Behavior 


Performance 


low_level_hardware.r8setjnterrupt_priority 


low_leveljntemjpt_management 


lowJeveljnterrupt_management.bind_last_intemjpt 


lowJeveljnterrupt_management.bind_slow_internipt 


lowjeveljnterrupt  management. initialize  5.1.3 

5.1.4 

11.1 


low_level_process_encapsulation.initialize_process_state  7.14 


low_level_process_encapsulation.indireet_call 


low_level_storage_manager.  allocate 


memory  _addresses 


network_oonfiguration 


network_conf iguration  get_processor_id 


Requirements  to  Package/Procedure  Mapping 


Package/Procedure 

Behavior 

parallel Jo_controller  mitialize_recv; 

5.1.3 

5.1.4 

6.1.11 

parallel  Jo_controller.initialize_xmit; 

5.1.3 

5.1.4 

6.1.11 

parallel_io_controller.enable_recv_interrupt; 

5.1.3 

5.1.4 

6.1.11 

parallel  jo_controller.enable_xmit_interrupt; 

5.1.3 

5.1.4 

6.1.11 

Performance 


parallel_io_controller.disable_recv_interrupt; 


parallel_io_controller.disable_xmit_interrupt; 


parallel_io_controller.recv_buffer_fu!l 


parallel_io_controllerxmrt_buffer_anpty 


parallel_io_controller.acknowledge_recv_interrupt  5.1.3 

!  5.1.4 
|  6.1.11 


parallel  jo_controller.acknowledge_xmtt_interrupt  5.1 .3 

5.1.4 


parallel  Jo_controller.send_packet 


para  llel_io_controller.  race  rve_packet 

5.V3 

5.1.4 

6.1.11 

process_encapsulation 

7.1.12 

process_encapsuiation.dummy_call_frame 

7.1.4 

process_index_table  get  _process  Jdentifier 


process_index_tabla  get_process  Jndex 


6.1.11 

10.1.6 

10.1.15 


6.1.11 

10.1.6 

10.1.15 
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Requirements  to  Package/Procedure  Mapping 


Pecks  ge/Procedure 


scc_porta  allocate 


scc_porta  deallocate 


scc_porta.disable_rx_mterrupts 


scc_porta.disable_tx_interrupts 


scc_porta  ensable_rx -interrupts 


scc_portaenable_tx_intemjpts 


scc_porta  get 


scc_porta  get_byte 


i  scc_porta. initialize 


scc_porta  put_byte 


Behavior 


Performance 


scheduler  initialize 


scheduler  insert_process 


scheduler  remove_process 


tc_body_machine_code 


timer  controller. initialize 
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Requirements  to  Package/Procedure  Mapping 


Package/Procedure 


timer_controller.initialize_timer 


timer_controller.enable_timer 


timer_controller.disable_timer 


timer_controller.acknow)edge_timer_interTupt 


tim8f_controller.g8t_current_count 


timer  controller. set  timer 


Behavior 


12.1.3 


12.1.3 


12.1.3 


12.1.3 


Performance 
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Requirements  to  Package/Procedure  Mapping 


Package/Procedure 


time_keeper  insert_event 


Behavior 


Performance 


5.1.3 

5.1.4 

5.1.7 

8.1.5 

8.1.6 

9.1.15 

9.1.16 

9.1.19 

9.1.20 

10.1.7 

10.1.8 

10.1.16 
10.1.17 


time_keeper  remove_event 

5.1.3 

5.1.4 

5.1.7 

8.1.5 

8.1.6 

9.1.15 

9.1.16 

9.1.19 

9.1  20 

10.1.7 

10.1.8 

10.1.16 

10.1.17 

1 

i 

time_keeper.adjust_elapsed_time 

12.1.10 

12.1.11 

1 1  m  e_keeper .  reset_epoch_ti  me 

12.1.12 

12.1.13 

time_keeper_globals 

5.1.4 

tooljnterface _globals 

14.1.2 

14.1.3 

14.1.4 

14.1.5 

14.1.6 

14.1.9 

14.1.10 

14.1.12 

14.1.13 

14.1.15 

tooljnterf  ace_outp  ut 

5.1.7 

tool_logger.log_procass_attribLit0S 

14.1  5 

14.1.6 

14.1.9 

14.1.17 

tool_logger.log_message_attributes 

14.1.5 

14.1.10 

14.1.12 

14.1.17 

tool_logger.log_message_eontents 

14.1.5 

14.1.13 

14.1.17 
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Appendix  H:  Short  Names 


Package  Short  Names 

Package 

Short  Name 

ALARM_MANAGEMENT 

AM 

BUSJO 

BIO 

CLOCK 

C 

COMMUNICATION_GLOBALS 

CG 

COMMUNICATION_MANAGEMENT 

CM 

CONTEXT_SAVE_AREA 

CSA 

CONTEXT_S  WITCHER 

CS 

C  ON  TEXT_S  Wl  TC  H  E  R_G  LOB  A  LS  CSG 


CS^BODY  CS 


DATAGRAM_GlOBALS  DGG 


DATAGRAM_MANAGEMENT  DGM 


EXCEPTION_RAlSER  ER 


GENERIC_ALARM_MANAGEMENT  GAM 


GENERIC_COMMUNICATION_GLOBALS  GCG 


GENERIC_COMMUNICATION_MANAGEMENT  GCM 


GENERIC  INTERRUPT  GLOBALS  GIG 


GENERICJNTERRUPT_MANAGEMENT 

GIM 

1 

GENERIC_KERNEL_TIME 

GKT 

GENERIC_NETWORK_CONFIGURATION 

GNC 

GENERIC_NETWORK_GLOBALS 

GNG 

GENERIC_PROCESSOR_MANAGEMENT  GR 


GENERIC_PROCESS_ATTRIBUTE_MODIFIERS  GPAM 


GENER!C_PROCESS_ATTRIBUTE_READERS  GPAR 


GENERIC_PROCESS_MANAGERS  GPM 


GENERIC_PROCESS_MANAGERS_GLOBALS  GPMG 


GENERIC_PROCESS_TABLE  GPTB 


GENERIC_QUEUE_MANAGER  GQM 


GENERIC_SCHEDULE_TYPES  GST 


GENERIC_SEMAPHORE_MANAGEMENT  GMM 


GENERIC  STORAGE  MANAGER  GSTM 
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Package 

Short  Name 

GENERIC_TIMESLICE_MANAGEMENT 

GTSM 

GENERIC_TIME_GLOBALS 

GTG 

GENERIC_TIME_MANAGEMENT 

GTM 

GENERIC_TOOL_INTERFACE 

GTI 

HARDWAREJNTERFACE 

HI 

INTERPROCESSORJNTERRUPTS 

IPI 

INTERRUPT_GLOBALS 

IG 

INTERRUPT_MANAGEMENT 

IM 

INTERRUPTJMAMES 


KERNEL_ENCAPSULATION 


KERNELJEXCEPTIONS 


KERNEL_INTERRUPT_MANAGEMENT 


KERNEL_TIME 


KIMBODY 


LLIM_BODY 


LOW_LEVEL_CONTEXT_SWITCHER 


LOW_LEVEL_INTERRUPT_MANAGEMENT 


LOW_LEVEL_PROCESS_ENCAPSULATION 


LO  W_LE  V  E  L_ST  O  RAG  E_M  AN  AG  E  R 


MEMORY_ADDRESSES 


MVME133A_DEF!NITIONS 


MZ8305  DEFINITIONS 


INames 


KEN 


KE 


KIM 


NCT_DEBUG 

NCTD 

NETWORK_CONFIGURATION 

NC 

NETWORK_GLOBALS 

NG 

NPROC 

NPROC 

PARALLEL_IO_CONTROLLER 

PIO 

PE_BODY 

PE 

PIO_BODY 

PIO 

PROCESSOR_MANAGEMENT 

RM 

PROCESS_ATTRIBUTE_MODIFIERS 

PAM 

PROCESS_ATTRIBUTE_READERS 

PAR 

PROCESS_ENCAPSULATION 

PE 
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Package 

Short  Name 

PROCESS_INDEX_TABLE 

PIT 

PROCESS  MANAGERS 

— 

PM 

PROCESS_MANAGERS_GLOBALS 


PROCESS_TABLE 


PTB_DEBUG 


SCC_PORTA 


SCHEDULER 


SCHEDULE  TYPES 


TC_BODY 


TIMER_CONTROLLER 


TIMESLICE_MANAGEMENT 


TIMESLICE_PARAMETERS 


TIME_GLOBALS 


TIME_KEEPER 


TIME_KEEPER_GLOBALS 


TIME_MANAGEMENT 


TOOLJNTERFACE 


TOOL_INTERFACE_GLOBALS 


TOOL_INTERFACE_OUTPUT 


TOOL  LOGGER 


PMG 


PTB 


PTB_DEBUG 


PORTA 


SCH 


ST 


SEMAPHORE_MANAGEMENT 

MM 

TC 


TC 


j  TSM 


TSP 


TG 


TK 


TKG 


TM 


Tl 


TIG 


TIO 


TL 


Appendix  I:  Overview  of  VMS  Version 

The  VMS  version  of  the  Kernel  has  the  same  functionality  and  structure  as  the  68020 
version.  The  algorithms  shown  in  the  PDL  of  this  document  are  applicable  to  both  the 
68020  and  VMS  versions.  It  is  only  in  the  code  that  the  impact  of  each  specific  target 
manifests  itself. 

The  resulting  logical  structure  of  the  VMS  version  is  shown  in  Figure  47.  This  view 
highlights  where  VMS  concepts  were  applied  to  the  Kernel. 

•  Each  "node"  is  a  single  VMS  process,  with  the  Main  Unit  as  the  driver  and  the 
Kernel  processes  executing  under  control  the  Kernel.  All  of  the  "nodes"  run  on 
a  single  VAX  processor,  using  windows  or  terminals  to  simulate  nodes  in  a 
network. 1 3  This  simulates  the  68020  version,  where  each  Main  Unit  executes 
on  its  own,  decl'cated  processor. 

•  Each  Kernel  uses  a  unique  VMS  TIMER  for  use  in  maintaining  timeout  and 
alarm  operations.  This  replaces  the  68020  paralleljo  timers  with  VMS  timers. 

•  Each  Kernel  uses  the  shared  VMS  (system)  clock.  This  replaces  the  individual 
68020  docks  with  one  VMS  system  clock. 

•  Each  Kernel  has  its  own  mailbox,  designated  by  node  number,  for  receiving 
input  from  any  other  node  in  the  system.  This  replaces  the  68020 
interprocessor  inte:  upts  with  VMS  Asynchronous  System  Traps  (ASTs). 

•  each  Kernel  has  access  to  the  mailbox  of  all  other  Kernels  in  the  system  (as 
illustrated  for  node  0  in  Figure  47).  This  replaces  the  Nproc  (and  all  associated 
I/O  packages)  with  VMS  system  sen/ices  and  shared  mailboxes  for 
communicating  with  remote  Kernels. 

The  net  result  is  that  all  the  special-purpose  hardware  required  for  the  68020  version 
(timers,  parallel  I/O  controllers,  Nproc,  etc.)  has  all  been  absorbed  by  services  provided  by 
VMS.  Additional  information  about  the  VMS  implementation  is  described  in  [port  89], 


’3lt  may  be  possible  to  run  each  node  on  a  different  VAX  machine  communicating  over  DECnet,  but  no  work 
has  been  pursued  along  these  lines. 
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Data  flow 


VMS  Timer 


Figure  47:  VMS  Overview 


CMU/SEI-89-TR-1 9 


359 


Appendix  J:  VMS  Ada  Compiler  Dependencies 

This  appendix  explains  the  compiler  and  machine  dependencies  of  the  DARK  port  to 
V AX/VMS.  The  structure  of  this  appendix  parrailels  that  of  Part  IX,  TeleSoft  Ada  Compiler 
Dependencies. 


J.l.  Introduction 

The  DARK  Project  has  ported  DARK  to  VAX/VMS.  This  required  three  sets  of  changes 

1 .  Adapting  the  compiler-dependent  packages  to  VAX  Ada. 

2.  Adapting  the  machine-dependent  parts  to  the  VAX-11. 

3.  Replacing  some  functional  modules  by  others  that  invoke  VAX  Ada  runtime 
services. 

This  appendix  addresses  the  first  two  items;  the  third  is  explained  in  [port  89]. 

J.1.1.  Relevant  Documents 

VAX  Ada  Language  Reference  Manual  [VLRM]  (DEC  AA-EG29A-TE) 

VAX  Ada  Programmers  Runtime  Reference  Manual  [VPRRM]  (DEC  AA-EF88A-TE) 

[DARK  Ada  Style  Guide] 

[DARK  VDIG] 

J.2.  Major  Dependencies 

The  DARK  software  exhibits  dependencies  on  the  Ada  development  system  in  three  major 
areas: 

•  Aspects  of  basic  software  architecture  and  design. 

•  Representation  and  use  of  basic  data  types. 

•  Encapsulation  of  hand-coded  assembler. 

These  will  be  discussed  at  successively  greater  levels  of  detail. 

J.2.1.  Software  Architecture  and  Design 

The  features  considered  efficient  by  the  Ada  style  guide  for  the  most  part  remain  efficient, 
including  the  representation  of  guarded  regions. 

There  are  two  potential  new  areas  of  inefficiency 

1 .  Parameters  are  never  passed  by  value;  they  are  always  passed  by  reference 
and  the  caller  makes  a  local  copy.  If  the  corresponding  actual  is  a  packed 
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record  component,  or  an  object  of  ?  constrained  subtype,  the  caller  also 
makes  a  copy.  This  is  very  inefficient;  its  potential  impact  on  DARK  is  minor, 
though,  since  the  VMS  version  is  not  intended  to  support  real-time 
applications  [VPRRM  3]. 

2.  When  the  target  of  an  Unchecked_Conversion  is  a  constrained  record  type, 
the  compiler  generates  a  constraint  check.  This  potentially  affects  the 
datagram  allocation  code  [VI  p>M  13.10]. 

J.2.2.  Basic  Data  Types 

The  basic  data  types  were  in  accordance  with  the  expectations  of  the  project;  the 
differences  from  TeleSoft  MC68020  Ada  are  within  the  scope  of  the  Hardwarejnterface 
abstraction  [VLRM  C]. 

The  type  System.Address  is  private,  but  there  are  many  useful  operations  defined  on  it 
[VLRM  F], 

J.2.3.  Encapsulation  of  Assembler 

Full  information  is  given  in  [VLRM  13.9].  It  is  straightforward  to  interface  to  separate 
machine-code  bodies,  though  the  specifications  all  have  to  be  changed.  It  is  also  possible 
to  interface  data  objects  as  well  as  subprograms;  this  feature  makes  it  easier  for 
machine-code  bodies  to  see  global  variables  declared  in  Ada  [VLRM  1 309a]. 

However,  the  compiler  does  not  support  the  package  Machine_Code  [VLRM  13.8],  so  one 
module  of  DARK  had  to  be  rewritten  (the  subprogram  Process_Encapsulation.lndirect_Call). 

Calling  conventions  are  given  in  full  in  [VPRRM  3.4].  To  a  limited  extent,  they  are  tailorable. 


J.3.  Software  Architecture  and  Design  Dependencies 

This  chapter  gives  the  main  compiler  dependencies  and  the  findings  with  respect  to  the  VAX 

Ada  compiler. 

J.3.1.  Code  Customization 

Coding  conventions  tely  on  these  features  of  the  Ada  compiler: 

•  Generic  instantiation  is  performed  by  code  substitution  at  compile  time. 

•  Constant  actual  values  are  substituted  for  the  formats,  and  simple  constant 
comparisons  will  be  done  at  compile  time. 

•  Code  guarded  by  conditional  statements  that  are  known  at  compile  time  to  be 
false  ("dead  code")  will  be  removed  by  the  compiler  and  will  not  generate  any 
object  code.  (This  is  not  necessary  for  correct  functioning  of  the  Kernel,  but 
makes  it  smaller  and  faster.) 

According  to  the  compiler  docu  .ientation,  all  these  assumptions  are  valid.  The  compiler 

tests  showed  that  the  given  optimizations  are,  in  fact,  performed. 
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J.3.2.  Representation  of  Errors 

The  Kernel  systematically  represents  error  conditions  by  user-defined  exceptions,  and 
reports  them  by  raising  the  exception,  presumably  to  be  handled  by  the  invoking  code. 

For  this  to  be  feasible,  certain  compiler  features  are  assumed: 

•  The  execution  cost  of  guarded  regions  and  unraised  exceptions  is  very  small, 
preferably  zero. 

•  The  cost  of  raising  and  propagating  an  exception  is  reasonable;  in  particular,  it 
is  not  so  great  as  to  prevent  timely  recovery  by  the  exception  handler. 

•  The  exception  mechanism  can  function  safely  and  accurately  in  the  context  of  a 
DARK  process. 

The  first  assumption  is  false.  The  VAX  hardware  automatically  creates  a  null  guarded 
region  as  part  of  the  procedure  call  mechanism;  this  costs  one  longword  of  space  and  a 
certain  amount  of  time.  However,  since  this  overhead  is  an  inescapable  part  of  the 
subprogram  call,  it  might  as  well  be  put  to  good  use.  The  marginal  cost  to  DARK  is,  indeed, 
zero. 

The  cost  of  raising  and  propagating  an  exception  is  high,  but  unavoidable  given  the  VAX 
signal-handling  design.  An  explicit  raise  is  encoded  as  a  call  to  a  library  routine. 
Unfortunately,  so  is  a  compiler-generated  raise,  which  implies  that  a  successful  constraint 
check,  for  example,  is  followed  by  a  branch  around  a  call,  the  call  and  associated 
parameters  being  big  enough  to  cause  an  l-cache  miss. 

Since  the  exception  mechanism  is  part  of  the  standard  call  sequence,  exceptions  can  freely 
propagate  through  assembler  bodies.  Means  exist  to  raise  exceptions  from  assembler 
code.  A  stack  plug  can  be  constructed  either  in  Ada  or  in  assembler. 

The  current  DARK  alarm  management  design  will  work  without  change. 

J.3.3.  Module  Initialization 

The  pragma  ELABORATE  is  implemented  [VLRM  B].  No  difficulty  was  anticipated  in  the 
module  initialization  code.  Unfortunately,  there  were  difficulties  with  generic  instantiations; 
as  a  consequence,  it  was  necessary  to  include  in  every  module  that  performs  an 
instantiation  a  pragma  ELABORATE  in  specifying  the  generic  being  instantiated.  This 
change  could  safely  be  made  in  the  other  version  of  DARK,  sc  is  not  VMS  specific. 

J.3.4.  Chapter  13  Issues 

Those  parts  of  the  Kernel  that  manipulate  the  target  machine  rely  to  some  extent  on  the 
features  provided  in  Chapter  1 3  of  the  Ada  Language  Reference  Manual. 

In*,  specific  features  required  are: 

•  Size  specifications  [13.2(a)]  are  implemented,  and  will  indeed  pack  objects  to 
the  necessary  bit  or  byte  level. 


362 


CMU/SEI-89-TR-19 


•  Record  representation  clauses  [13.3]  are  implemented  as  needed. 

•  Address  clauses  [1 3.5]  are  not  implemented.  The  trick  of  using  an  access 
value  set  by  hand  will  work,  but  was  not  needed  in  the  port  since  there  was  no 
longer  a  requirement  to  bind  a  data  structure  to  a  specific  address. 

•  The  package  System  [13.7]  is  present  as  needed. 

•  The  system-dependent  named  numbers  [13.7.1]  are  defined  properly. 

•  The  attribute  'Address  [13.7.2]  is  defined  for  both  objects  and  subprograms. 
There  are  some  words  about  subprograms  in  [VLRM  13.7.2],  whose  effect  is: 

•  any  subprogram  whose  address  is  taken  must  be  the  subject  of  an 
EXPORT  pragma 

•  such  subprograms  must  be  declared  at  the  outermost  level  of  a  package 
specification  or  body 

•  The  appropriate  pragmata  were  added  to  comply  with  the  first  restriction;  the 
DARK  code  already  obeyed  the  second. 

•  The  attribute  'Size  [13.7.2]  is  implemented. 

•  The  machine-code  insertion  facility  [13.8]  is  not  implemented;  the  relevant 
module  had  to  be  rewritten. 

•  The  pragma  Interface  is  implemented  as  required.  In  fact,  it  is  rather  more 
powerful  than  required.  In  particular,  it  allows  data  objects  to  be  shared 
between  Ada  and  assembler  -  which  allowed  some  of  the  code  to  be  simplified 
-  and  it  allows,  to  a  limited  extent,  the  user  to  specify  the  parameter-passing 
strategies  to  be  used  when  Ada  calls  assembler.  Unfortunately,  one  strategy  it 
does  not  permit  is  to  pass  the  parameters  in  registers 

•  The  pragma  Inline  is  implemented,  and  works  across  compilation  boundaries. 

•  The  generic  Unchecked JConversion  [13.10.2]  is  implemented  for  all  relevant 
combinations  of  types.  In  addition,  the  VAX  version  of  package  System 
contains  some  useful  instantiations,  including  for  example  conversions  between 
integers  and  addresses.  One  problem  with  the  VAX  implementation,  however, 
is  that  the  compiler  insists  on  checking  the  constraints  of  the  target  subtype 
after  the  conversion.  Problems  were  anticipated  with  this,  but  were  not  in  fact 
encountered. 

J.3.5.  Pragmas 

The  Kernel  uses  the  following  standard  pragmas: 

•  pragma  INLINE. 

•  pragma  INTERFACE. 

These  are  both  implemented,  as  detailed  above. 
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J.3.6.  Ada  Use  Subset 

As  well  as  making  certain  assumptions  about  what  the  Ada  system  does  provide,  the  Kernel 
was  designed  and  written  under  certain  assumptions  about  what  it  need  not  provide.  In 
effect,  it  employs  an  application  subset  of  the  language,  avoiding  constructs  that  the 
implementation  team  believed  either  unnecessary  or  possibly  inefficient. 

•  The  Kernel  makes  no  use  of  tasking. 

•  Records  with  discriminants  are  not  used.  This  has  no  visible  impact  on  the 
application,  but  has  caused  some  slightly  strange  coding  styles  in  parts  of  the 
Kernel. 

•  Objects  of  dynamic  size  are  never  declared  within  subprograms. 

•  Subprograms  are  not  nested  within  other  subprograms. 

•  Allocated  storage  is  never  deallocated,  either  explicitly  or  implicitly.  All  uses  of 
the  Ada  allocator  could  be  removed  from  the  Kernel,  if  it  seemed  desirable  for  a 
port  to  use  a  custom  storage-management  system. 

•  The  separate  clause  is  not  used.  This  is  to  avoid  the  name  management 
problems  that  arise  with  library  subunits. 


All  the  above  were  still  worth  avoiding.  Objects  of  dynamic  size  are  particularly  unpleasant 
in  VAX  Ada. 


J.4.  Basic  Data  Types  and  Operations 

Appendix  L  contains  the  hardware  tailoring  for  the  VAX-1 1  with  the  current  compiler  and 
version. 

J.5.  Encapsulation  of  Assembly  Code 

Appendix  A  contains  the  assembler  interface  for  the  VAX-1 1  with  the  current  compiler  and 
version. 
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Appendix  K:  VAX-11  Assembler  interface 

This  appendix  gives  the  assembler  interface  used  in  the  VAX-11  with  the  current  compiler 
and  version.  Full  details  of  the  compiler  and  version  conventions  can  be  found  in  [VPRRM 
3], 

K.l.  Linkage 

Linkage  is  effected  by  the  pragma  INTERFACE,  which  can  also  specify  the 
parameter-passing  strategy  and  the  iinkname.  It  is  possible  to  implement  overloaded 
subprograms  in  machine  code,  provided  the  linknames  are  unique. 

The  linker  accepts  31  characters  as  significant,  which  was  enough  to  allow  the  pervious 
DARK  conventions  for  Iinkname  generation  to  be  used  unchanged. 

Within  the  assembler  body,  the  Iinkname  is  generated  by  a  standard  GLOBAL  directive: 
.GLOBAL  LinkxuuiM 

The  assembler  routines  must  be  presented  to  the  Ada  library  as  implementations  of 
package  or  subprogram  bodies,  as  described  in  [VPPRM  3].  A  file  may  contain  either  Ada 
code  or  assembler  code,  but  not  both.  DARK  naming  conventions  require  that  a  file 
containing  assembler  code  be  named  exactly  as  it  would  be  if  it  were  in  Ada,  but  with  the 
additional  suffix  _machine_code.  An  Ada  specification  can  be  implemented,  therefore,  by  at 
most  one  Ada  body  and  one  assembler  code  body.  However,  the  VMS  Ada  library  does  not 
permit  more  than  one  body  for  any  specification.  In  that  event,  only  one  DARK  module  had 
originally  possessed  two  bodies  -  process_encapsulation  -  and  that  had  to  be  revised  for 
other  reasons. 


K.2.  Program  and  Data  Sections 

Code  and  data  must  be  generated  in  the  appropriate  sections  (PSECTs)  and  with  the 
correct  attributes.  These  are  given  in  [VPRRM  3.4]  and  were  copied  exactly  in  the 
machine-code  bodies.  In  particular,  the  code  must  be  read-only,  reentrant,  and  position 
independent. 


K.3.  Data  Representation 

The  data  renresentations  common  to  both  Ada  and  assembler  levels  are  as  specified  in 
Appendix  A.  There  was  no  difficulty  with  these  representations. 

The  supplied  package  Standard  also  defines  a  64-bit  integer  data  type  and  associated 
operations.  Unfortunately,  it  is  defined  as  Unsigned_Quadword,  which  made  it  inappropriate 
as  an  efficient  representation  of  Kemel_Time,  so  the  DARK  module  kemel_time  had  to  be 
rewritten  in  VAX  machine  code. 
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The  definition  of  time  used  by  the  Kernel  was,  however,  changed  to  correspond  to  the  VMS 
representation.  This  is  as  a  64-bit  signed  integer  with  100  ns  resolution.  This  change  was 
encapsulated  in  the  kemel_time  module;  the  only  external  impact  is  that  the  legal  range  of 
epoch  and  elapsed  time  contracted  to  approximately  1 5,000  years. 


K.4.  Procedural  Interface 

The  procedural  interface  uses  the  following  protocol  [VPRRM  3] 

K.4.1.  Entry  and  Exit  Protocol 

•  Call  is  by  a  CALLS  instruction,  according  to  the  VAX  standard.  This  requires  a 
valid  stack  front  pointer  to  be  maintained  in  SP,  and  a  valid  frame  pointer  in  FP. 
Parameters  are  evaluated  and  pushed  onto  the  stack  in  reverse  order  before 
the  call. 

•  Return  is  likewise  by  an  RET  instruction,  which  pops  the  stack  frame  and  the 
parameters.  Accordingly,  out  parameters  cannot  be  returned  by  value  -  the 
parameter  space  is  deallocated  by  the  RET  before  the  caller  can  reclaim  the 
returned  value. 


K.5.  Register  Jsage 

•  The  called  routine  must  save  and  restore  any  registers  it  uses  except  R0  and 
R1. 

•  It  must  return  a  simple  function  result  in  R0,  if  32  bits  or  less,  and  in  <R0,R1>  if 
64  bits  or  less  and  scalar.  Other  function  results  are  returned  in  a  hidden  out 
parameter. 

K.5.1.  Stack  Manipulation 

•  The  called  routine  must  at  all  times  maintain  in  SP  a  valid  hardware  stack 
pointer.  It  must  also  maintain  a  valid  frame  pointer  in  FP. 

•  The  called  routine  may  claim  local  storage  by  lowering  the  stack  pointer;  it  need 
not  restore  the  old  value  since  the  RET  instruction  automatically  restored  SP 
from  FP. 

•  The  called  routine  does  not  have  to  build  any  special  stack  frame  for  Ada. 

K.5.2.  Parameter  Passing 

The  parameter  passing  conventions  are  as  follows. 
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K.5.3.  Mode  of  Transmission 


•  Parameters  are  never  passed  by  value.  If  the^  RM  requires  the  effect  of 
by-value  transmission,  the  parameter  is  passed  by  reference  and  the  caller 
makes  a  local  copy.  If  the  parameter  is  of  mode  In  out  or  out,  and  the  returned 
value  might  violate  a  constraint,  the  caller  also  makes  a  local  copy  and  passes 
a  pointer  to  it. 

•  Parameters  of  simple  {scalar,  access  and  address)  types  are  passed  by  ’fake 
value’  in  this  manner. 

•  Parameters  larger  than  4  bytes,  and  all  parameters  of  structured  types,  are 
passed  by  simple  reference.  This  reference  is  the  machine  address  of  the 
lowest-numbered  storage  unit,  and  is  a  4-byte  value. 

•  Some  parameters  of  dynamic  size  are  passed  by  VAX  ‘descriptor’  of  which  the 
less  said  the  better. 

K.5.4.  Manner  and  Order  of  Transmission 

•  Parameters  are  pushed  on  the  hardware  (SP)  stack  in  reverse  order.  That  is, 
the  rightmost  parameter  is  pushed  on  the  stack  first,  and  the  leftmost  last. 

•  All  parameters  passed  by  reference  pass  the  address  as  an  In  parameter. 

K.5.5.  Accessing  Parameters  and  Returning  Function  Results 

•  All  simple  parameters  can  be  treated  as  if  passed  by  reference. 

•  Results  not  larger  than  4  bytes  are  returned  in  register  RO.  Scalar  results  not 
larger  than  8  bytes  are  returned  in  <R0,R1>. 

•  Other  results  are  returned  in  a  hidden  out  parameter  whose  address  is  passed 
as  the  first  parameter  to  the  function,  before  the  first  true  parameter. 

•  Although  some  Ada  types  require  hidden  parameters  to  be  passed  along  with 
their  actual  values,  no  such  types  are  used  by  any  assembler  subprogram. 


K.6.  Exceptions 

K.6.1.  Raising  Exceptions 

The  assembler  code  never  raises  a  user-defined  exception.  Where  appropriate,  it  raises  an 
intrinsic  exception  by  an  explicit  call  of  LIB$STOP,  which  is  part  of  the  Ada  runtime. 

K.6.2.  Exception  Propagation 

The  Ada  runtime  propagates  exceptions  upwards  through  stack  frames,  using  the  saved 
information  in  each  stack  frame  to  find  each  caller. 

In  order  for  this  to  function,  every  assembler  body  that  can  raise  an  exception,  and  every 
body  through  which  art  exception  might  propagate,  must  build  a  valid  stack  frame.  This  is 
done  as  part  of  the  hardware  CALLS  instruction,  which  therefore  shall  be  used  throughout. 
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K.6.3.  Guarded  Regions 

The  representation  of  guarded  regions  was  not  researched. 
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Appendix  L:  VAX-11  Tailoring 

What  follows  is  barely  different  from  the  MC68020  version,  and  captures  the  identical 
functionality.  Note  that,  had  the  types  in  package  System  been  used  directly,  DARK  would 
have  had  to  change  all  uses  of  Integer,  Longjnteger,  and  Address. 

L.l.  Sizes  of  Data  Types 

bi.ts_per_byta  :  constant  :=  8; 
byte  :  constant  : =  1; 

word  :  constant  : =  2; 

longword  :  constant  :  =  4; 
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L.2.  Untyped  Storage 

type  hw_byte  is  range  0..255; 

type  hw_bits8  is  record 
bitO  :  Boolean; 
bitl  :  Boolean; 
bit 2  :  Boolean; 
bit3  :  Boolean; 
bit 4  :  Boolean; 
bit5  :  Boolean; 
bit 6  :  Boolean; 
bit7  :  Boolean; 
end  record; 

£or  hw_bits8  use  record 
bitO  0  range  0  .  .  0 ; 
bitl  at  0  range  1. .1; 
bit2  at  0  range  2. .2; 
bit3  at  0  range  3 . . 3 ; 
bit4  at  0  range  4. .4; 
bit 5  at  0  range  5. .5; 
bit 6  at  0  range  6..  6; 
bit 7  at  0  range  7 . . 7 ; 
enu  record; 

function  to_hw_bits8  is 

new  unchecked_conversion (hw_byte, hw_bits8) ; 

type  hw_byte__ptr  is  access  hw_byte; 
type  hw_bits8_ptr  is  access  hw_Ltts8; 

function  t o_h w_byt e_p t r 

is  new  unchecked_conversion (system, address, hw_byte_ptr) ; 
function  to__hw_bits8_ptr 

is  new  unchedtedconver sion ( system . address , hw  bits8ptr ) ; 
function  to_hw_bits8_ptr 

is  new  unchecked_conver*ion (hw_byte_ptr, hw_bits8jptr) ; 
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L.3.  Integer  Types 

typa  hw_intagar  is  ranga  -32_768  . .  32_767; 
for  hw_intagar' siza  usa  2  *  bits_par_byta; 

typa  hw_short_intager  is  ranga  -128  . .  127; 
for  hw_short_intagar ' siza  usa  1  *  bits_par_byta; 

typa  hw_long_intager  is 

ranga  -2_147_483_648  .  .  2_147_483_S47; 
for  hw__long_intagar ' siza  usa  4  *  bits_par_byta; 

typa  hw_natural  is  ranga  0  ..  32  767; 
for  hw_natural' siza  usa  2  *  bits_par_byta ; 

typa  hw_positiva  is  ranga  1  . .  32_767; 
for  hw_positiva' siza  usa  2  *  bits_per_byta ; 

typa  hw_long_natural  is  ranga  0  .  .  2_147_483_647 ; 
for  hw_long_natural '  siza  usa  4  *  bit s__per_byta  ; 

typa  hwlong  positive  is  ranga  1  ..  2_147_483_647 ; 
for  hw_lo ng_po s it i va ' siza  usa  4  *  bits_par_byta; 


L.4.  Duration 

typa  hw_duration  is 

naw  duration  ranga  -86_400.0  ..  +86_400.0; 
for  hw_duration ' small  us^  2.0  **  (-14); 
for  hw_duration' siza  usa  4  *  bits_par_byta; 


L.5.  Machine  Addresses 

typa  hw__addrass  is  naw  system. address ; 
function  to_hw_addrass  is 

naw  unchacJced__conver  sion  (hw_long_intagar,  hw_addrass)  ; 

null_hw_addrass  :  constant  hw_acid_-ess 

:■  to_hw_addrass (hw_long_intagar' (0)); 
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L.6.  Strings 

typa  hw_string  is  naw  string; 


372 


CMU/SE1-89-TR-1 9 


References 

[ALRM  83]  American  National  Standards  Institute,  Inc. 

Reference  Manual  for  the  Ada  Programming  Language. 

Technical  Report  ANSI/MIL-STD  1 81 5A-1 983,  ANSI,  New  York,  NY, 
1983. 

[KFD  89]  Bamberger,  J.,  C.  Colket,  R.  Firth,  D.  Klein,  R.  Van  Scoy. 

Kernel  Facilities  Definition. 

Technical  Report  CMU/SEI-88-TR-16,  ESD-TR-88-17,  ADA1 98933, 
Software  Engineering  Institute,  December,  1989. 

[KUM  89]  Bamberger,  J.,  T.  Coddington,  R.  Firth,  D.  Klein,  D.  Stinchcomb,  R.  Van 

Scoy. 

Kernel  User's  Manual. 

Technical  Report  CMU/SEI-89-IJG-1 ,  ESD-TR-89-1 5,  Software 
Engineering  Institute,  December,  1989. 

[port  89]  Bamberger,  J.,  T.  Coddington,  R.  Firth,  D.  Klein,  D.  Stinchcomb,  R.  Van 

Scoy. 

Kernel  Porting  and  Extension  Guide. 

Technical  Report  CMU/SEI-89-TR-40,  ESD-TR-89-51 ,  Software 
Engineering  Institute,  Oct,  1989. 

[Raynal  86]  Raynal,  M. 

Algorithms  for  Mutual  Exclusion. 

The  MIT  Press,  Cambridge,  MA,  1 986. 

[TeleSoft  88]  TeleGen2  -  The  TeleSoft  Second  Generation  Ada  Development  System 
for  VAX/VMS  to  Embedded  MC680X0  Targets 
TeleSoft,  1988. 

[Ward  85]  Ward,  P.T.  and  S.J.  Mellor. 

Structured  Development  for  Real-Time  Systems. 

Yourdon  Press,  Englewood  Cliffs,  NJ,  1985. 


CMU/SEI-89-TR-19 


373 


SECURITY  CLASSIFICATION  OF  this  PAGE 


REPORT  DOCUMENTATION  PAGE 


).  REPOR  T  SECURITY  CLASSIFICATION 

UNCLASSIFIED 


2«.  security  classification  authority 

N/A 


21)  OECLASSIFICATION/OOWNGBAOINC  SChEOULE 

N/A 


a  PERFORMING  ORGANISATION  REPORT  NUM8ERIS) 

CMU/SEI-89-TR-19 


6a.  NAME  OF  PERFORMING  ORGANIZATION 

SOFTWARE  ENGINEERING  INST. 

Sb,  OFFICE  SYMBOL 
(If  applicable ) 

SEI 

6c.  AOORESS  (City,  Statt  and  ZIP  Cod t) 

CARNEGIE-MELLON  UNIVERSITY 
PITTSBURGH,  PA  15213 

Sa.  NAME  OP  FUNOING/SPONSOflING 
ORGANIZATION 

8b.  OFFICE  SYMBOL 
(tf  applicable ) 

SEI  JOINT  PROGRAM  OFFICE 

ESD/XRSl 

Sc.  AOORESS  (City.  Statt  and  ZIP  Codtl 

CARNEGIE-MELLON  UNIVERSITY 

PITTSBURGH,  PA  15213 

1b.  RESTRICTIVE  MARKINGS 

NONE 


3.  oistribution/a vailability  of  report 

APPROVED  FOR  PUBLIC  RELEASE 
DISTRIBUTION  UNLIMITED 


S.  MONITORING  ORGANIZATION  report  nvjmberisi 

ESD-89-TR-27 


7a.  NAME  OF  MONITORING  ORGANIZATION 

SEI  JOINT  PROGRAM  OFFICE 


7b.  AOORESS  (City.  State  and  ZIP  Code) 

ESD/XRSl 

HANSCOM  AIR  FORCE  BASE 


It.  TITLE  (Include  Security  Classification) 

KERNEL  ARCHITECTURE  MANUAL 


12.  PERSONAL  AUTmoRISI 


F1962885C0003 


10.  SOURCE  OF  FUNOING  NOS. 


PROGRAM 
ELEMENT  NO. 

63752F 


PROJECT 

TASK 

NO. 

NO. 

N/A 

N/A 

WORK  UNIT 
NO. 


N/A 


— - -  David  Stinchcomb, 

Judy  Bamberger,  Timothy  Coddington,  Currie  eolket,  Robert  Firth,  Daniel  Klein,  Roger  VanSco\ 


16.  supplementary  notation 


13b.  TIME  COVERED  14.  OATE  OF  REPORT  ( Yr. .  Mo..  Day/  15.  PAGE  COUNT 

FRQM  to  December  1989  373 


COSATI  COOES 


18.  SUBJECT  TERMS  (Continue  on  re  verge  if  necessary  and  identify  by  block  number) 


FiELO  I  GROUP 


19.  ABSTRACT  (Continue  on  reverse  if  necessary  and  identify  by  block  number/ 


20.  OlSTRteUTION/AVAlLABILlTY  OF  ABSTRACT  21.  ABSTRACT  SECURITY  CLASSIP ICATION 

unclassifieo/unlimiteo  g  SAME  aS  rpt.  □  otic  users  S  UNCLASSIFIED,  UNLIMITED  DISTRIBUTION 


JUp*AnTC  *?r  "^SPONSIBLE  INDIVIDUAL  1  22b.  TELEPHONE  NUMBER  1 22c.  OFFICE  SYMBOL 

KARL  H.  SHINGLER  |  HucMi  Arta  Code)  | 

412  268-7630 


DO  FORM  1473.  83  APR 


EDITION  OF  1  JAN  73  IS  OBSOLETE. 


SEI  JFO 


SECURITY  CLASSIFICATION  OF  THIS  PAG 


